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	Reason for change:
	CT1 is specifying a feature referred to as MINT. This feature is about PLMNs which experiencing outage during disasters. This feature allows UEs of PLMN which is experiencing so called "disaster conditions" to roam in other networks. Such type of roaming is called disaster roaming.

Two aspects of this feature impacts RAN2 specifications. Namely:

1. Provision of disaster roaming information: A network should be able to indicate which PLMNs' UEs are allowed to do disaster roaming.

1. UAC for disaster roaming UEs: A network should be able to bar UEs doing disaster roaming more aggresively than non-disaster roaming UEs. A UE that is doing disaster roaming will be applying Access Identity 3.

These aspects are optional features and do no need a AS capability indication. 
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	Captured MINT as an optional feature without AS capability indications.
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[bookmark: _Toc29241623][bookmark: _Toc37153092][bookmark: _Toc37237035][bookmark: _Toc46494233][bookmark: _Toc52535127][bookmark: _Toc90587706]6	Optional features without UE radio access capability parameters
The following clauses list the optional UE features not having UE radio access capability.
NOTE:	This clause does not yet contain complete analysis of all features of this release of specification.
[bookmark: _Toc29241649][bookmark: _Toc37153118][bookmark: _Toc37237062][bookmark: _Toc46494260][bookmark: _Toc52535154][bookmark: _Toc90587737]Omitted unchanged parts
[bookmark: _Toc90587789][bookmark: _Toc29241659][bookmark: _Toc37153128][bookmark: _Toc37237074][bookmark: _Toc46494272][bookmark: _Toc52535167]6.18	E-UTRA/5GC features
[bookmark: _Toc46494306][bookmark: _Toc52535202][bookmark: _Toc90587790][bookmark: _Toc37237099]6.18.1	Void
[bookmark: _Toc46494307][bookmark: _Toc52535203][bookmark: _Toc90587791][bookmark: _Toc37237100]6.18.2	Void
[bookmark: _Toc46494308][bookmark: _Toc52535204][bookmark: _Toc90587792]6.18.3	RRC Connection Re-establishment for the Control Plane CIoT 5GS Optimisation
It is optional for UE to support RRCConnectionReestablishment for the Control Plane CIoT 5GS Optimisation as specified in TS 36.331 [5]. A UE supporting RRCConnectionReestablishment for the Control Plane CIoT 5GS Optimisation shall also support NB-IoT/5GC. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46494309][bookmark: _Toc52535205][bookmark: _Toc90587793]6.18.4	NB-IoT/5GC
It is optional for UE to support NB-IoT when connected to 5GC. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46494310][bookmark: _Toc52535206][bookmark: _Toc90587794]6.18.5	MO-EDT for Control Plane CIoT 5GS Optimisation
It is optional for UE to support MO-EDT for Control Plane CIoT 5GS optimisations as specified in TS 24.501 [39]. A UE supporting MO-EDT for the Control Plane CIoT 5GS Optimisation shall also support NB-IoT/5GC or indicate support of ce-EUTRA-5GC-r16. This feature is only applicable if the UE supports ce-ModeA-r13, or for FDD if the UE supports any ue-Category-NB.
[bookmark: _Toc46494311][bookmark: _Toc52535207][bookmark: _Toc90587795]6.18.6	AS RAI
[bookmark: _Hlk43381037]It is optional for UE to support AS Release Assistance Indication (AS RAI) in Downlink Channel Quality Report and AS RAI MAC Control Element as specified in TS 36.321 [4] when connected to 5GC. A UE supporting AS RAI shall also support NB-IoT/5GC or indicate support of ce-EUTRA-5GC-r16. This feature is only applicable if the UE supports ce-ModeA-r13 or if the UE supports any ue-Category-NB.
6.18.x	Minimization of service interruption
It is optional for UE to support minimization of service interruption including reporting to NAS of disaster roaming information for available PLMNs and Access Barring check for Access Identity 3, as specified in TS 36.331 [5].
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