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1. Overall Description:

RAN2 thanks RAN1 for their LS on PRS processing window.
1. Towards the RAN1 question ‘whether DL MAC CE is feasible of activating PRS processing window’:
[bookmark: _GoBack]When there are multiple PRS processing windows configured via RRC signaling, DL MAC CE activation is necessary to choose one for UE. When there is only one PRS processing window configured, MAC CE provides semi-persistent control of activating the PRS processing window. Therefore, RAN2 think RRC configuration+MAC CE activation is feasible and it is a normal design for PRS processing window.
2. The signaling of pre-configuration for PRS processing window:
The pre-configuration for PRS processing window configuration is rather similar with pre-configured MG configuration analysed in our companion contribution. Basic signaling design will be that, serving gNB configures multiple PRS processing window, each of them associates with an ID. Then a new DL MAC-CE is introduced to choose one ID to activate corresponding PRS processing window for UE. 
2. Actions:
To RAN1
ACTION: 	RAN2 respectfully requests RAN1 to take the above information into consideration in the stage of maintenance work.

3. Date of Next TSG-RAN2 Meetings:
3GPP RAN2#117-e		21 February – 3 March 2022			Electronic Meeting 
3GPP RAN2#118-e                          16 May – 27 May 2022		             Electronic Meeting
