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1. Discussion 

2.1 UE capability for supporting MRBs.    

The maximum number of DRBs that a NR UE shall support is 16. For one MAC entity, the maximum number of DRBs configured with PDCP duplication and with RLC entity(ies) associated with this MAC entity is 8. With the introduction of R17 MBS, there is need to support MRBs in addition to DRBs. One obvious question is what is maximum number of MRBs that R17 MBS UE has to support ?. In order to support additional number of MRBs in addition to existing maximum number of 16 DRBs, MBS UEs have to support additional L2 memory and processing power. In our view, by default R17 MBS UE can support a maximum number of DRBs and MRBs = 16 without capability. We need to further discuss about how many MRBs to be supported as part of total 16 MBRs + DRBs. Our initial view is default 4 MRBs and any additional MRBs support is based on UE capability’s UE supporting DRBs + MRBs > 16 are required to indicate UE capability. MRBs with both PTM and PTP legs will be considered as 2 RBs.
Observation 1. Split MRB with both PTP and PTM legs will be considered as 2 RBs count.

Proposal 1. With no UE capability, max. number of DRBs + MRBs = 16.

Proposal 2. Default 4 MRBs to be supported and additional MRBs support is based on UE capability (assuming max number of MRBs + DRBs = 16). 

Proposal 3. Support max. number of DRBs + MRBs > 16 based on UE capability indication.

3. Conclusion

In this contribution, we discussed proposals related what is maximum number of DRBs + MRBs supported by R17 MBS UE.  
Observation 1.
Split MRB with both PTP and PTM legs will be considered as 2 RBs count.


Proposal 1.
With no UE capability, max. number of DRBs + MRBs = 16.
Proposal 2.
Default 4 MRBs to be supported and additional MRBs support is based on UE capability (assuming max number of MRBs + DRBs = 16).
Proposal 3.
Support max. number of DRBs + MRBs > 16 based on UE capability indication.


3GPP


