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[bookmark: _Hlk510705081]RAN2 is receiving LS R2-2112805 regarding initial access for 60Ghz
	1. Overall Description:

RAN1 would like to let RAN2 be aware that the RAN1 has made the agreements listed in the Appendix, regarding support for discovery burst transmission window (DBTW) for operation with shared spectrum channel access for 120, 480, and 960 kHz subcarrier spacing. 

For operation with and without shared spectrum channel access in FR2-2, NR will support 64 candidate SSB positions in a half radio frame.

Currently, it is a working assumption in RAN1 that 2 bits will be repurposed in FR2-2 to convey up to 4 values of , a parameter used to derive the QCL assumptions for SSB. The 2 bits identified by RAN1 for usage are ‘subCarrierSpacingCommon’ and ‘spare’ bit contained in the MIB IE. Note that the former can be repurposed since according to WID for FR2-2, the SCS for SS/PBCH block and CORESET0 are the same.

RAN1 would like to ask RAN2 if they foresee any issues of using the ‘spare’ bit contained in MIB IE for purpose of signalling  to UEs.

RAN1 would like to kindly ask RAN2 to provide information on the above question.


2. Actions:
To RAN4: 	RAN1 would like to kindly ask RAN2 to provide information on the above question.


Although Actions states “to RAN4” question is obviously to RAN2. Hopefully companies are fine to discuss this in RAN2 as otherwise it will pretty obvious that WI wont be able to close in time. 

RAN1 also lists relevant agreements in the LS:

	4. Appendix: Relevant RAN1 agreements and working assumptions from RAN1 #106-e, #106-bis-e, and #107-e:
Agreement:
Support DBTW for 120 kHz.

Agreement:
For 120kHz SSB, the number of candidates SSBs in a half frame is 64.

Agreement:
No other values of n other than agreed previously is supported for 120kHz SCS, where parameter ‘n’ is the set of values to determine the first symbols of the candidate SSB blocks for 120kHz SCS in agreement from RAN1 #104-bis-e.

Agreement
· Support DBTW with 480 and 960 kHz SCS.
· For licensed and unlicensed operation, support 64 candidate SSB positions in a half frame 
· Working assumption: Use 2 bits for Q: 
· SubcarrierSpacingCommon
· spare bit in MIB
· Send LS to RAN2 for confirming the use of the spare bit in MIB
· The use of 2 bits for Q can be revisited if RAN2 tells RAN1 that the spare bit cannot be used


Discussion
MIB
MIB
-- ASN1START
-- TAG-MIB-START

MIB ::=                             SEQUENCE {
    systemFrameNumber                   BIT STRING (SIZE (6)),
    subCarrierSpacingCommon             ENUMERATED {scs15or60, scs30or120},
    ssb-SubcarrierOffset                INTEGER (0..15),
    dmrs-TypeA-Position                 ENUMERATED {pos2, pos3},
    pdcch-ConfigSIB1                    PDCCH-ConfigSIB1,
    cellBarred                          ENUMERATED {barred, notBarred},
    intraFreqReselection                ENUMERATED {allowed, notAllowed},
    spare                               BIT STRING (SIZE (1))
}

-- TAG-MIB-STOP
-- ASN1STOP

	MIB field descriptions

	cellBarred
Value barred means that the cell is barred, as defined in TS 38.304 [20]. This field is ignored by IAB-MT.

	dmrs-TypeA-Position
Position of (first) DM-RS for downlink (see TS 38.211 [16], clause 7.4.1.1.2) and uplink (see TS 38.211 [16], clause 6.4.1.1.3).

	intraFreqReselection
Controls cell selection/reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 38.304 [20]. This field is ignored by IAB-MT.

	pdcch-ConfigSIB1
Determines a common ControlResourceSet (CORESET), a common search space and necessary PDCCH parameters. If the field ssb-SubcarrierOffset indicates that SIB1 is absent, the field pdcch-ConfigSIB1 indicates the frequency positions where the UE may find SS/PBCH block with SIB1 or the frequency range where the network does not provide SS/PBCH block with SIB1 (see TS 38.213 [13], clause 13).

	ssb-SubcarrierOffset
Corresponds to kSSB (see TS 38.213 [13]), which is the frequency domain offset between SSB and the overall resource block grid in number of subcarriers. (See TS 38.211 [16], clause 7.4.3.1). For operation with shared spectrum channel access (see 37.213 [48]), this field corresponds to , and kSSB is obtained from  (see TS 38.211 [16], clause 7.4.3.1); the LSB of this field is used also for deriving the QCL relation between SS/PBCH blocks as specified in TS 38.213 [13], clause 4.1.
The value range of this field may be extended by an additional most significant bit encoded within PBCH as specified in TS 38.213 [13].
This field may indicate that this cell does not provide SIB1 and that there is hence no CORESET#0 configured in MIB (see TS 38.213 [13], clause 13). In this case, the field pdcch-ConfigSIB1 may indicate the frequency positions where the UE may (not) find a SS/PBCH with a control resource set and search space for SIB1 (see TS 38.213 [13], clause 13).

	subCarrierSpacingCommon
Subcarrier spacing for SIB1, Msg.2/4 and MsgB for initial access, paging and broadcast SI-messages. If the UE acquires this MIB on an FR1 carrier frequency, the value scs15or60 corresponds to 15 kHz and the value scs30or120 corresponds to 30 kHz. If the UE acquires this MIB on an FR2 carrier frequency, the value scs15or60 corresponds to 60 kHz and the value scs30or120 corresponds to 120 kHz. For operation with shared spectrum channel access (see 37.213 [48]), the subcarrier spacing for SIB1, Msg.2/4 and MsgB for initial access, paging and broadcast SI-messages is same as that for the corresponding SSB and this field instead is used for deriving the QCL relation between SS/PBCH blocks as specified in TS 38.213 [13], clause 4.1.

	systemFrameNumber
The 6 most significant bits (MSB) of the 10-bit System Frame Number (SFN). The 4 LSB of the SFN are conveyed in the PBCH transport block as part of channel coding (i.e. outside the MIB encoding), as defined in clause 7.1 in TS 38.212 [17].



As indicated by the LS one does not need to use subCarrierSpacingCommon in band beyond 52,6GHz thus repurposing that is possible from RAN2 point of view. 
Observation 1: It is possible to repurpose the bit used for subCarrierSpacingCommon. 
Of course repurposing that would impact RAN2 specs  - at least the field description needs change to indicate different usage of field based on the band but we could also rename the field but that would imply different instance of MIB in the ASN.1: One instance (existing one) for band below 52,6GHz and another instance of MIB for bands beyond 52,6GHz.
RAN1 has assumed same field names in their 38.213 draft CR (see annex B) and we do not see any strong motivation to challenge that. RAN2 can accommodate changes to 38.331 based on that assumption:
Proposal 1: RAN2 defines in field description (See Annex A for proposal) usage of subCarrierSpacingCommon
Like RAN1 indicated they would like to use spare bit as well to accommodate all the possible agreed  values i.e. 3 values and one spare i.e. combination of subCarrierSpacingCOmmon and spare. Ran2 has been very conservative in using spare value in MIB and for a good reason to accommodate possible future need that cannot be fixed by any other means than by using the last bit from MIB. 
Observation 2: RAN2 has been very conservative, avoiding to use last spare bit in the MIB
But as the we already finalizing third release of NR and there has been already numerous NR deployments for years it would seem safe to assume that any critical problems would have been identified and possible usage of spare bit in MIB does not seem likely in the future to correct critical errors in release 15 NR. 
Observation 3: there does not seem to be any showstoppers on using last spare bit from MIB
But of course if RAN1 sees that it is possible to have only two values of  then that would be preferred to ensure any future possible use for spare bit.
Proposal 2: Indicate to RAN1 that there is no showstoppers on using the last spare bit from MIB but if RAN1 sees feasible to only have two values for and avoiding usage of spare bit from MIB would be preferred by RAN2
Then going to details of using the spare bit – as can be seen from Annex B Ran1 uses field name “spare” in the 38.213. Naturally this should not be done but we could rename the field in ASN.1 e.g. to n-QCL-SSB-r17 – see Annex A for details. 
Proposal 3: Rename the spare bit (if used) and indicate new field name to RAN1 (e.g. n-QCL-SSB-r17) in order for them to accommodate change in the 38.213 (as shown in Annex B)

Conclusion
Observation 1: It is possible to repurpose the bit used for subCarrierSpacingCommon. 
Proposal 1: RAN2 defines in field description (See Annex A for proposal) usage of subCarrierSpacingCommon
Observation 2: RAN2 has been very conservative, avoiding to use last spare bit in the MIB
Observation 3: there does not seem to be any showstoppers on using last spare bit from MIB
Proposal 2: Indicate to RAN1 that there is no showstoppers on using the last spare bit from MIB but if RAN1 sees feasible to only have two values for and avoiding usage of spare bit from MIB would be preferred by RAN2
Proposal 3: Rename the spare bit (if used) and indicate new field name to RAN1 (e.g. n-QCL-SSB-r17) in order for them to accommodate change in the 38.213 (as shown in Annex B)
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Annex A – TP for MIB
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–	MIB
The MIB includes the system information transmitted on BCH.
Signalling radio bearer: N/A
RLC-SAP: TM
Logical channel: BCCH
Direction: Network to UE
MIB
-- ASN1START
-- TAG-MIB-START

MIB ::=                             SEQUENCE {
    systemFrameNumber                   BIT STRING (SIZE (6)),
    subCarrierSpacingCommon             ENUMERATED {scs15or60, scs30or120},
    ssb-SubcarrierOffset                INTEGER (0..15),
    dmrs-TypeA-Position                 ENUMERATED {pos2, pos3},
    pdcch-ConfigSIB1                    PDCCH-ConfigSIB1,
    cellBarred                          ENUMERATED {barred, notBarred},
    intraFreqReselection                ENUMERATED {allowed, notAllowed},
    spare                               n-QCL-SSB-r17                       INTEGER (0..1) 
}

-- TAG-MIB-STOP
-- ASN1STOP

	MIB field descriptions

	cellBarred
Value barred means that the cell is barred, as defined in TS 38.304 [20]. This field is ignored by IAB-MT.

	dmrs-TypeA-Position
Position of (first) DM-RS for downlink (see TS 38.211 [16], clause 7.4.1.1.2) and uplink (see TS 38.211 [16], clause 6.4.1.1.3).

	intraFreqReselection
Controls cell selection/reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 38.304 [20]. This field is ignored by IAB-MT.

	n-QCL-SSB
For FR-2-2 this field is used the QCL relation between SS/PBCH blocks as specified in TS 38.213 [13].

	pdcch-ConfigSIB1
Determines a common ControlResourceSet (CORESET), a common search space and necessary PDCCH parameters. If the field ssb-SubcarrierOffset indicates that SIB1 is absent, the field pdcch-ConfigSIB1 indicates the frequency positions where the UE may find SS/PBCH block with SIB1 or the frequency range where the network does not provide SS/PBCH block with SIB1 (see TS 38.213 [13], clause 13).

	ssb-SubcarrierOffset
Corresponds to kSSB (see TS 38.213 [13]), which is the frequency domain offset between SSB and the overall resource block grid in number of subcarriers. (See TS 38.211 [16], clause 7.4.3.1). For operation with shared spectrum channel access (see 37.213 [48]), this field corresponds to , and kSSB is obtained from  (see TS 38.211 [16], clause 7.4.3.1); the LSB of this field is used also for deriving the QCL relation between SS/PBCH blocks as specified in TS 38.213 [13], clause 4.1.
The value range of this field may be extended by an additional most significant bit encoded within PBCH as specified in TS 38.213 [13].
This field may indicate that this cell does not provide SIB1 and that there is hence no CORESET#0 configured in MIB (see TS 38.213 [13], clause 13). In this case, the field pdcch-ConfigSIB1 may indicate the frequency positions where the UE may (not) find a SS/PBCH with a control resource set and search space for SIB1 (see TS 38.213 [13], clause 13).

	subCarrierSpacingCommon
For operation in FR1-1 this field defines sSubcarrier spacing for SIB1, Msg.2/4 and MsgB for initial access, paging and broadcast SI-messages. If the UE acquires this MIB on an FR1 carrier frequency, the value scs15or60 corresponds to 15 kHz and the value scs30or120 corresponds to 30 kHz. If the UE acquires this MIB on an FR2-1 carrier frequency, the value scs15or60 corresponds to 60 kHz and the value scs30or120 corresponds to 120 kHz. For operation with shared spectrum channel access in FR1 (see 37.213 [48]) and for operation in FR2-2, the subcarrier spacing for SIB1, Msg.2/4 and MsgB for initial access, paging and broadcast SI-messages is same as that for the corresponding SSB and this field instead is used for deriving the QCL relation between SS/PBCH blocks as specified in TS 38.213 [13], clause 4.1.

	systemFrameNumber
The 6 most significant bits (MSB) of the 10-bit System Frame Number (SFN). The 4 LSB of the SFN are conveyed in the PBCH transport block as part of channel coding (i.e. outside the MIB encoding), as defined in clause 7.1 in TS 38.212 [17].







Annex B – 38.213 draft CR contents (with track changes for the n-QCL-SSB-r17)
	Synchronization procedures
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Cell search is the procedure for a UE to acquire time and frequency synchronization with a cell and to detect the physical layer Cell ID of the cell. 
A UE receives the following synchronization signals (SS) in order to perform cell search: the primary synchronization signal (PSS) and secondary synchronization signal (SSS) as defined in [4, TS 38.211]. 
A UE assumes that reception occasions of a physical broadcast channel (PBCH), PSS, and SSS are in consecutive symbols, as defined in [4, TS 38.211], and form a SS/PBCH block. The UE assumes that SSS, PBCH DM-RS, and PBCH data have same EPRE. The UE may assume that the ratio of PSS EPRE to SSS EPRE in a SS/PBCH block is either 0 dB or 3 dB. If the UE has not been provided dedicated higher layer parameters, the UE may assume that the ratio of PDCCH DMRS EPRE to SSS EPRE is within -8 dB and 8 dB when the UE monitors PDCCHs for a DCI format 1_0 with CRC scrambled by SI-RNTI, P-RNTI, or RA-RNTI.
For a half frame with SS/PBCH blocks, the first symbol indexes for candidate SS/PBCH blocks are determined according to the SCS of SS/PBCH blocks as follows, where index 0 corresponds to the first symbol of the first slot in a half-frame. 
-	Case A - 15 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes of [image: ]. 
-	For operation without shared spectrum channel access:
-	For carrier frequencies smaller than or equal to 3 GHz, [image: ]. 
-	For carrier frequencies within FR1 larger than 3 GHz, [image: ].
-	For operation with shared spectrum channel access, as described in [15, TS 37.213], .
-	Case B - 30 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes [image: ]. For carrier frequencies smaller than or equal to 3 GHz, [image: ]. For carrier frequencies within FR1 larger than 3 GHz, [image: ].
-	Case C - 30 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes [image: ]. 
-	For operation without shared spectrum channel access
-	For paired spectrum operation
-	For carrier frequencies smaller than or equal to 3 GHz, [image: ]. For carrier frequencies within FR1 larger than 3 GHz, [image: ]. 
-	For unpaired spectrum operation
-	For carrier frequencies smaller than 1.88 GHz, [image: ]. For carrier frequencies within FR1 equal to or larger than 1.88 GHz, [image: ].
-	For operation with shared spectrum channel access, .
-	Case D - 120 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes [image: ]. For carrier frequencies within FR2, .
-	Case E - 240 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes [image: ]. For carrier frequencies within FR2-1, .
-	Case F – 480 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2-2,  
-	Case G – 960 kHz SCS: the first symbols of the candidate SS/PBCH blocks have indexes . For carrier frequencies within FR2-2, 
From the above cases, if the SCS of SS/PBCH blocks is not provided by ssbSubcarrierSpacing, the applicable cases for a cell depend on a respective frequency band, as provided in [8-1, TS 38.101-1] and [8-2, TS 38.101-2]. A same case applies for all SS/PBCH blocks on the cell. If a 30 kHz SS/PBCH block SCS is indicated by ssbSubcarrierSpacing, Case B applies for frequency bands with only 15 kHz SS/PBCH block SCS as specified in [8-1, TS 38.101-1], and the case specified for 30 kHz SS/PBCH block SCS in [8-1, TS 38.101-1] applies for frequency bands with 30 kHz SS/PBCH block SCS or both 15 kHz and 30 kHz SS/PBCH block SCS as specified in [8-1, TS 38.101-1]. For a UE configured to operate with carrier aggregation over a set of cells in a frequency band of FR2 or with frequency-contiguous carrier aggregation over a set of cells in a frequency band of FR1, if the UE is provided SCS values by ssbSubcarrierSpacing for receptions of SS/PBCH blocks on any cells from the set of cells, the UE expects the SCS values to be same. 
The candidate SS/PBCH blocks in a half frame are indexed in an ascending order in time from 0 to , where  is determined according to SS/PBCH block patterns for Cases A through GE.  is a maximum number of SS/PBCH block indexes in a cell, and the maximum number of transmitted SS/PBCH blocks within a half frame is .
-	For operation without shared spectrum channel access in FR1 and FR2, and for operation with shared spectrum channel access in FR2-2, 
-	For operation with shared spectrum channel access in FR1,  for  and 15 kHz SCS of SS/PBCH blocks and for  and 30 kHz SCS of SS/PBCH blocks 
For , a UE determines the 2 LSB bits of a candidate SS/PBCH block index per half frame from a one-to-one mapping with an index of the DM-RS sequence transmitted in the PBCH as described in [4, TS 38.211].
For , a UE determines the 3 LSB bits of a candidate SS/PBCH block index per half frame from a one-to-one mapping with an index of the DM-RS sequence transmitted in the PBCH as described in [4, TS 38.211]
-	for , the UE determines the 1 MSB bit of the candidate SS/PBCH block index from PBCH payload bit  as described in [5, TS 38.212]
-	for , the UE determines the 2 MSB bits of the candidate SS/PBCH block index from PBCH payload bits  as described in [5, TS 38.212]
-	for , the UE determines the 3 MSB bits of the candidate SS/PBCH block index from PBCH payload bits  as described in [5, TS 38.212]
A UE can be provided per serving cell by ssb-periodicityServingCell a periodicity of the half frames for reception of the SS/PBCH blocks for the serving cell. If the UE is not configured a periodicity of the half frames for receptions of the SS/PBCH blocks, the UE assumes a periodicity of a half frame. A UE assumes that the periodicity is same for all SS/PBCH blocks in the serving cell.
For initial cell selection, a UE may assume that half frames with SS/PBCH blocks occur with a periodicity of 2 frames. 
For operation without shared spectrum channel access, an SS/PBCH block index is same as a candidate SS/PBCH block index.
For operation with shared spectrum channel access, a UE assumes that transmission of SS/PBCH blocks in a half frame is within a discovery burst transmission window that starts from the first symbol of the first slot in a half-frame. The UE can be provided per serving cell by discoveryBurstWindowLength a duration of the discovery burst transmission window. If discoveryBurstWindowLength is not provided, the UE assumes that the duration of the discovery burst transmission window is a half frame. For a serving cell, the UE assumes that a periodicity of the discovery burst transmission window is same as a periodicity of half frames for receptions of SS/PBCH blocks in the serving cell. The UE assumes that one or more SS/PBCH blocks indicated by ssb-PositionsInBurst may be transmitted within the discovery burst transmission window and have candidate SS/PBCH blocks indexes corresponding to SS/PBCH block indexes provided by ssb-PositionsInBurst. If MSB , , of ssb-PositionsInBurst is set to 1, the UE assumes that SS/PBCH block(s) within the discovery burst transmission window with candidate SS/PBCH block index(es) corresponding to SS/PBCH block index equal to  may be transmitted; if MSB  is set to 0, the UE assumes that the SS/PBCH block(s) are not transmitted. If MSB , , of inOneGroup is set to 1, and MSB , , of groupPresence is set to 1, the UE assumes that SS/PBCH block(s) within the discovery burst transmission window with candidate SS/PBCH block index(es) corresponding to SS/PBCH block index determined by  and  may be transmitted; otherwise, the UE assumes that the SS/PBCH block(s) are not transmitted.
For operation with shared spectrum channel access in FR1, a UE assumes that SS/PBCH blocks in a serving cell that are within a same discovery burst transmission window or across discovery burst transmission windows are quasi co-located with respect to average gain, quasi co-location 'typeA' and 'typeD' properties, when applicable [6, TS 38.214], if a value of  is same among the SS/PBCH blocks.  is an index of a DM-RS sequence transmitted in a PBCH of a corresponding SS/PBCH block, and  is either provided by ssb-PositionQCL or, if ssb-PositionQCL is not provided, obtained from a MIB provided by a SS/PBCH block according to Table 4.1-1 with  [4, TS 38.211]. subCarrierSpacingCommon indicates SCS of RMSI only for the case of operation without shared spectrum channel access. The UE can determine an SS/PBCH block index according to , or according to  where  is the candidate SS/PBCH block index. The UE assumes that within a discovery burst transmission window, a number of transmitted SS/PBCH blocks on a serving cell is not larger than  and a number of transmitted SS/PBCH blocks with a same SS/PBCH block index is not larger than one.
Table 4.1-1: Mapping between the combination of subCarrierSpacingCommon and LSB of ssb-SubcarrierOffset to  for operation with shared spectrum channel access in FR1
	subCarrierSpacingCommon
	LSB of ssb-SubcarrierOffset
	

	scs15or60
	0
	1

	scs15or60
	1
	2

	scs30or120
	0
	4

	scs30or120
	1
	8



For operation with shared spectrum channel access in FR2-2, a UE assumes that SS/PBCH blocks in a serving cell that are within a same discovery burst transmission window or across discovery burst transmission windows are quasi co-located with respect to average gain, quasi co-location 'typeA' and 'typeD' properties, when applicable, if a value of  is same among the SS/PBCH blocks, where  is the candidate SS/PBCH block index.  is either provided by ssb-PositionQCL or, if ssb-PositionQCL is not provided, obtained from a MIB provided by a SS/PBCH block according to Table 4.1-2. The UE can determine an SS/PBCH block index according to . The UE assumes that within a discovery burst transmission window, a number of transmitted SS/PBCH blocks on a serving cell is not larger than  and a number of transmitted SS/PBCH blocks with a same SS/PBCH block index is not larger than one.
Table 4.1-2: Mapping between the combination of subCarrierSpacingCommon and n-QCL-SSB-r17 to  for operation with shared spectrum channel access in FR2-2
	subCarrierSpacingCommon
	n-QCL-SSB-r17
	

	scs15or60
	0
	16

	scs15or60
	1
	32

	scs30or120
	0
	64

	scs30or120
	1
	reserved


Upon detection of a SS/PBCH block, the UE determines from MIB that a CORESET for Type0-PDCCH CSS set, as described in clause 13, is present if  [4, TS 38.211] for FR1 or if  for FR2. The UE determines from MIB that a CORESET for Type0-PDCCH CSS set is not present if  for FR1 or if  for FR2; the CORESET for Type0-PDCCH CSS set may be provided by PDCCH-ConfigCommon. 
For a serving cell without transmission of SS/PBCH blocks, a UE acquires time and frequency synchronization with the serving cell based on receptions of SS/PBCH blocks on the PCell, or on the PSCell, or on an SCell if applicable as described in [10, TS 38.133], of the cell group for the serving cell.
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