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1	Introduction
As part of NR Rel-17 WID; NaVIC support is to be added in NR. In this paper, we review the RRC impacts that it introduces. The below two SIBs need to be added.

	posSibType2-24
	NavIC-DifferentialCorrections

	posSibType2-25
	NavIC-GridModelParameter



[bookmark: _Ref178064866]2	Discussion
The changes impacting RRC is primarly to add the NaVIC SIBs for broadcast as shwon below.
[bookmark: _Toc60867935][bookmark: _Toc60777154]6.3.1a	Positioning System information blocks
[bookmark: _Toc60867936][bookmark: _Toc60777155]–	PosSystemInformation-r16-IEs
-- ASN1START
-- TAG-POSSYSTEMINFORMATION-R16-IES-START

PosSystemInformation-r16-IEs ::= SEQUENCE {
    posSIB-TypeAndInfo-r16           SEQUENCE (SIZE (1..maxSIB)) OF CHOICE {
        posSib1-1-r16                    SIBpos-r16,
        posSib1-2-r16                    SIBpos-r16,
        posSib1-3-r16                    SIBpos-r16,
        posSib1-4-r16                    SIBpos-r16,
        posSib1-5-r16                    SIBpos-r16,
        posSib1-6-r16                    SIBpos-r16,
        posSib1-7-r16                    SIBpos-r16,
        posSib1-8-r16                    SIBpos-r16,
        posSib2-1-r16                    SIBpos-r16,
        posSib2-2-r16                    SIBpos-r16,
        posSib2-3-r16                    SIBpos-r16,
        posSib2-4-r16                    SIBpos-r16,
        posSib2-5-r16                    SIBpos-r16,
        posSib2-6-r16                    SIBpos-r16,
        posSib2-7-r16                    SIBpos-r16,
        posSib2-8-r16                    SIBpos-r16,
        posSib2-9-r16                    SIBpos-r16,
        posSib2-10-r16                   SIBpos-r16,
        posSib2-11-r16                   SIBpos-r16,
        posSib2-12-r16                   SIBpos-r16,
        posSib2-13-r16                   SIBpos-r16,
        posSib2-14-r16                   SIBpos-r16,
        posSib2-15-r16                   SIBpos-r16,
        posSib2-16-r16                   SIBpos-r16,
        posSib2-17-r16                   SIBpos-r16,
        posSib2-18-r16                   SIBpos-r16,
        posSib2-19-r16                   SIBpos-r16,
        posSib2-20-r16                   SIBpos-r16,
        posSib2-21-r16                   SIBpos-r16,
        posSib2-22-r16                   SIBpos-r16,
        posSib2-23-r16                   SIBpos-r16,
        posSib3-1-r16                    SIBpos-r16,
        posSib4-1-r16                    SIBpos-r16,
        posSib5-1-r16                    SIBpos-r16,
        posSib6-1-r16                    SIBpos-r16,
        posSib6-2-r16                    SIBpos-r16,
        posSib6-3-r16                    SIBpos-r16,
        ...,
		[[
		posSib2-24-r17                   SIBpos-r16,
		posSib2-25-r17                   SIBpos-r16
		]]
    },
    lateNonCriticalExtension             OCTET STRING                        OPTIONAL,
    nonCriticalExtension                 SEQUENCE {}                         OPTIONAL
}

-- TAG-POSSYSTEMINFORMATION-R16-IES-STOP
-- ASN1STOP

[bookmark: _Toc60867937][bookmark: _Toc60777156]–	PosSI-SchedulingInfo
-- ASN1START
-- TAG-POSSI-SCHEDULINGINFO-START

PosSI-SchedulingInfo-r16 ::=               SEQUENCE {
    posSchedulingInfoList-r16                  SEQUENCE (SIZE (1..maxSI-Message)) OF PosSchedulingInfo-r16,
    posSI-RequestConfig-r16                        SI-RequestConfig                                 OPTIONAL,  -- Cond MSG-1
    posSI-RequestConfigSUL-r16                     SI-RequestConfig                                 OPTIONAL,  -- Cond SUL-MSG-1
    ...
}

PosSchedulingInfo-r16 ::= SEQUENCE {
    offsetToSI-Used-r16          ENUMERATED {true}                                              OPTIONAL,  -- Need R
    posSI-Periodicity-r16        ENUMERATED {rf8, rf16, rf32, rf64, rf128, rf256, rf512},
    posSI-BroadcastStatus-r16    ENUMERATED {broadcasting, notBroadcasting},
    posSIB-MappingInfo-r16       PosSIB-MappingInfo-r16,
    ...
}

PosSIB-MappingInfo-r16 ::=   SEQUENCE (SIZE (1..maxSIB)) OF PosSIB-Type-r16

PosSIB-Type-r16 ::=          SEQUENCE {
    encrypted-r16                ENUMERATED { true }                                            OPTIONAL,  -- Need R
    gnss-id-r16                  GNSS-ID-r16                                                    OPTIONAL,  -- Need R
    sbas-id-r16                  SBAS-ID-r16                                                    OPTIONAL,  -- Need R
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1,posSibType6-1, posSibType6-2, posSibType6-3,... posSib2-24, posSib2-25 },
    areaScope-r16                ENUMERATED {true}                                              OPTIONAL -- Need S
}

GNSS-ID-r16 ::= SEQUENCE {
    gnss-id-r16              ENUMERATED{gps, sbas, qzss, galileo, glonass, bds, ..., navic-r17},
    ...
}

SBAS-ID-r16 ::= SEQUENCE {
    sbas-id-r16              ENUMERATED { waas, egnos, msas, gagan, ...},
    ...
}

-- TAG-POSSI-SCHEDULINGINFO-STOP
-- ASN1STOP


DedicatedSIBRequest
The DedicatedSIBRequest message is used to request SIB(s) required by the UE in RRC_CONNECTED as specified in clause 5.2.2.3.5.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
DedicatedSIBRequest message
-- ASN1START
-- TAG-DEDICATEDSIBREQUEST-START

DedicatedSIBRequest-r16 ::=      SEQUENCE {
    criticalExtensions               CHOICE {
        dedicatedSIBRequest-r16          DedicatedSIBRequest-r16-IEs,
        criticalExtensionsFuture         SEQUENCE {}
    }
}

DedicatedSIBRequest-r16-IEs ::=  SEQUENCE {
    onDemandSIB-RequestList-r16       SEQUENCE {

        requestedSIB-List-r16            SEQUENCE (SIZE (1..maxOnDemandSIB-r16)) OF SIB-ReqInfo-r16                OPTIONAL,
        requestedPosSIB-List-r16         SEQUENCE (SIZE (1..maxOnDemandPosSIB-r16)) OF PosSIB-ReqInfo-r16          OPTIONAL
    } OPTIONAL,
    lateNonCriticalExtension         OCTET STRING             OPTIONAL,
    nonCriticalExtension             SEQUENCE {}              OPTIONAL
}

SIB-ReqInfo-r16 ::=                   ENUMERATED { sib12, sib13, sib14, spare5, spare4, spare3, spare2, spare1 }

PosSIB-ReqInfo-r16 ::=       SEQUENCE {
    gnss-id-r16                  GNSS-ID-r16                  OPTIONAL,
    sbas-id-r16                  SBAS-ID-r16                  OPTIONAL,
    posSibType-r16               ENUMERATED { posSibType1-1, posSibType1-2, posSibType1-3, posSibType1-4, posSibType1-5, posSibType1-6,
                                              posSibType1-7, posSibType1-8, posSibType2-1, posSibType2-2, posSibType2-3, posSibType2-4,
                                              posSibType2-5, posSibType2-6, posSibType2-7, posSibType2-8, posSibType2-9, posSibType2-10,
                                              posSibType2-11, posSibType2-12, posSibType2-13, posSibType2-14, posSibType2-15,
                                              posSibType2-16, posSibType2-17, posSibType2-18, posSibType2-19, posSibType2-20,
                                              posSibType2-21, posSibType2-22, posSibType2-23, posSibType3-1, posSibType4-1,
                                              posSibType5-1, posSibType6-1, posSibType6-2, posSibType6-3,... posSib2-24, posSib2-25 }
}

-- TAG-DEDICATEDSIBREQUEST-STOP
-- ASN1STOP


RAN2 to agree to capture NaVIC posSIBs addition in running RRC CR TS 38.331 
Page 4
Draft prETS 300 ???: Month YYYY

	4/4	
Conclusion


Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2 to agree to capture NaVIC posSIBs addition in running RRC CR TS 38.331
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