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In RAN2#116e meeting, the below agreement was made:
4: 	Proponents who think MCG link recovery via the deactivated SCG should be supported should bring CR to next meeting to illustrate the needed Stage-3 details.
As the proponent, we would like to discuss how to support fast MCG recovery via the deactivated SCG. We also provide a text proposal in the Appendix as an example.
2. Discussion
Upon MCG RLF while the SCG is deactivated, the UE can perform MCG failure information procedure instead of directly initiating RRC re-establishment. During this process, the UE should be able to send the MCGFailureInformation message and receive the corresponding network response (e.g., MCG Reconfiguration message or RRCRelease message). However, RAN2 has agreed that the UE will not transmit on UL-SCH on the PSCell and not monitor PSCell PDCCH when SCG is deactivated. Thus, the UE behavior of SCG deactivation defined so far does not support the UE to do so. To solve this issue, there are several options can be considered:
· Option 1: Upon MCG RLF while the SCG is deactivated, the UE autonomously activates the SCG by itself to perform MCG failure information procedure.  
· Option 2: Upon MCG RLF while the SCG is deactivated, the UE triggers RACH and keeps the SCG in deactivated. Upon RACH is successfully completed or RAR is received, the UE activates the SCG.
· Option 3: Upon MCG RLF while the SCG is deactivated, the UE triggers RACH and keeps the SCG in deactivated. UE activates the SCG only when receiving the SCG activation indication from the network.
Observation 1: For fast MCG recovery via deactivated SCG, there are three options on the table.
In the current specification, it’s a common understanding that the UE is not allowed to activate/deactivate its configuration/resources by itself without network instruction. This may also restrict the network implementation, e.g., when the UE is in deactivated, these configured UL resources cannot be allocated for other UEs. Thus, option 1 is not preferred. 
Proposal 1: For fast MCG recovery via deactivated SCG, the option that the UE autonomously activates the SCG by itself is not preferred. 
Option2 tends to specify a new SCG activation trigger condition by MAC layer (e.g., RAR or successful RACH procedure). However, we think this is not needed. If RACH is initiated on PSCell, we believe RRC based SCG activation/deactivation anyway can be sent to the UE during RACH process, so no need to define additional SCG activation trigger condition at the UE side. Moreover, Option 2 lacks the flexibility to stay either deactivated or activated as Option 3. For the MCG link RLF case, it’s likely that there is no service data arrival. From this perspective, allow the UE to stay SCG deactivated instead of always SCG activated is more beneficial for power saving.
Our analysis on how the RRC based SCG activation/deactivation solution (i.e., Option 3) work is given as follows:
Upon MCG RLF while the SCG is deactivated, the UE triggers RACH towards PSCell. 
· If CFRA is used, the UE is able to send MCGFailureInformation in Msg1. Upon receiving MCGFailureInformation from the UE, the SN will send MCGFailureInformation to the MN. The MN will send the MN RRC reconfiguration which includes MCG reconfiguration and SCG activation/deactivation indication to the SN. Then, the UE will perform MCG reconfiguration and SCG activation/deactivation based on the received the MN RRC reconfiguration in Msg2. 
· If CBRA is used, the UE needs to include C-RNTI at least. Due to the limited size of msg3, the UE maybe difficult to also include the MCGFailureInformation in msg3, so it is most likely that the UE will include it in the UL grant received in msg4. But it would be easy to indicate the SCG activation purpose (MCG RLF) in msg3 (explicitly or implicitly). Upon receiving the C-RNTI and SCG activation purpose (explicitly or implicitly) from the UE, the SN will send SCG activation request to the MN, in which the SN will indicate the MCG RLF situation. MN can send the MN RRC reconfiguration which only include SCG activation indication to the SN in Msg4. Then, the UE will perform SCG activation based on the received the MN RRC reconfiguration in Msg4, and after SCG activation, the UE can send MCGFailureInformation to the network.
Last but not the least, compared to option2, option 3 is aligned with the SCG activation/deactivation procedure for normal cases (e.g., MCG link is good). Common UE behaviour for all cases could simplify the specification a lot.  Above all, we propose option 3 to support fast MCG recovery via deactivated SCG. 
Proposal 2: For fast MCG recovery via deactivated SCG, the option that needs to define MAC-based SCG activation trigger condition is not preferred. 
Proposal 3: For fast MCG recovery via deactivated SCG,  agree the baseline that the UE triggers RACH and activates the SCG only when receiving the SCG activation indication from the network.
Proposal 4: If above proposals are agreeable, adopt the RRC and MAC TPs in the Appendix.

3. Conclusion
In this paper, the following proposal are given:
Observation 1: For fast MCG recovery via deactivated SCG, there are three options on the table.
Proposal 1: For fast MCG recovery via deactivated SCG, the option that the UE autonomously activates the SCG by itself is not preferred. 
Proposal 2: For fast MCG recovery via deactivated SCG, the option that needs to define MAC-based SCG activation trigger condition is not preferred. 
Proposal 3: For fast MCG recovery via deactivated SCG,  agree the baseline that the UE triggers RACH and activates the SCG only when receiving the SCG activation indication from the network.
Proposal 4: If above proposals are agreeable, adopt the RRC and MAC TPs in the Appendix.
4. Appendix (TP)
4.1. RRC TP
[bookmark: _Hlk92707474]5.3.10	Radio link failure related actions
[bookmark: _Toc83739780][bookmark: _Toc60776825]5.3.10.3	Detection of radio link failure
The UE shall:
1>	if any DAPS bearer is configured and T304 is running:
2>	upon T310 expiry in source SpCell; or
2>	upon random access problem indication from source MCG MAC; or
2>	upon indication from source MCG RLC that the maximum number of retransmissions has been reached; or
2>	upon consistent uplink LBT failure indication from source MCG MAC:
3>	consider radio link failure to be detected for the source MCG i.e. source RLF;
3>	suspend the transmission and reception of all DRBs in the source MCG;
3>	reset MAC for the source MCG;
3>	release the source connection.
1>	else:
2>	during a DAPS handover: the following only applies for the target PCell;
2>	upon T310 expiry in PCell; or
2>	upon T312 expiry in PCell; or
2>	upon random access problem indication from MCG MAC while neither T300, T301, T304, T311 nor T319 are running; or
2>	upon indication from MCG RLC that the maximum number of retransmissions has been reached; or
2>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the MCG; or
2>	upon consistent uplink LBT failure indication from MCG MAC while T304 is not running:
3>	if the indication is from MCG RLC and CA duplication is configured and activated for MCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
4>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
3>	else:
4>	consider radio link failure to be detected for the MCG, i.e. MCG RLF;
4>	discard any segments of segmented RRC messages stored according to 5.7.6.3;
NOTE:	Void.
4>	if AS security has not been activated:
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'other';-
4>	else if AS security has been activated but SRB2 and at least one DRB or, for IAB, SRB2, have not been setup:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
5>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure';
4>	else:
5>	store the radio link failure information in the VarRLF-Report as described in subclause 5.3.10.5;
5>	if T316 is configured; and
[bookmark: OLE_LINK2][bookmark: OLE_LINK3]5>	if SCG transmission is not suspended (either SCG is deactivated or activated); and
5>	if neither PSCell change nor PSCell addition is ongoing (i.e. timer T304 for the NR PSCell is not running in case of NR-DC or timer T307 of the E-UTRA PSCell is not running as specified in TS 36.331 [10], clause 5.3.10.10, in NE-DC):
[bookmark: OLE_LINK1]6>	initiate the MCG failure information procedure as specified in 5.7.3b to report MCG radio link failure.
5>	else:
6>	initiate the connection re-establishment procedure as specified in 5.3.7.
The UE shall:
1>	upon T310 expiry in PSCell; or
1>	upon T312 expiry in PSCell; or
1>	upon random access problem indication from SCG MAC; or
1>	upon indication from SCG RLC that the maximum number of retransmissions has been reached; or
1>	if connected as an IAB-node, upon BH RLF indication received on BAP entity from the SCG; or
1>	upon consistent uplink LBT failure indication from SCG MAC:
2>	if the indication is from SCG RLC and CA duplication is configured and activated for SCG, and for the corresponding logical channel allowedServingCells only includes SCell(s):
3>	initiate the failure information procedure as specified in 5.7.5 to report RLC failure.
2>	else:
3>	consider radio link failure to be detected for the SCG, i.e. SCG RLF;
3>	if MCG transmission is not suspended:
4>	initiate the SCG failure information procedure as specified in 5.7.3 to report SCG radio link failure.
3>	else:
4>	if the UE is in NR-DC:
5>	initiate the connection re-establishment procedure as specified in 5.3.7;
4>	else (the UE is in (NG)EN-DC):
5>	initiate the connection re-establishment procedure as specified in TS 36.331 [10], clause 5.3.7;

[bookmark: _Toc60776959][bookmark: _Toc83739914][bookmark: _GoBack]5.7.3b	MCG failure information
[bookmark: _Toc60776963][bookmark: _Toc83739918]5.7.3b.4	Actions related to transmission of MCGFailureInformation message
The UE shall set the contents of the MCGFailureInformation message as follows:
1>	include and set failureType in accordance with 5.7.3b.3;
1>	for each MeasObjectNR configured by a measConfig associated with the MCG, and for which measurement results are available:
2>	include an entry in measResultFreqList;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>	set ssbFrequency in measResultFreqList to the value indicated by ssbFrequency as included in the MeasObjectNR;
2>	if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:
3>	set refFreqCSI-RS in measResultFreqList to the value indicated by refFreqCSI-RS as included in the associated measurement object;
2>	if a serving cell is associated with the MeasObjectNR:
3>	set measResultServingCell in measResultFreqList to include the available quantities of the concerned cell and in accordance with the performance requirements in TS 38.133 [14];
2>	set the measResultNeighCellList in measResultFreqList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;
3>	ordering the cells with sorting as follows:
4>	based on SS/PBCH block if SS/PBCH block measurement results are available and otherwise based on CSI-RS;
4>	using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR;
3>	for each neighbour cell included:
4>	include the optional fields that are available.
1>	for each EUTRA frequency the UE is configured to measure by measConfig for which measurement results are available:
2>	set the measResultFreqListEUTRA to include the best measured cells, ordered such that the best cell is listed first using RSRP to order the cells if RSRP measurement results are available for cells on this frequency, otherwise using RSRQ to order the cells if RSRQ measurement results are available for cells on this frequency, otherwise using SINR to order the cells, based on measurements collected up to the moment the UE detected the failure, and for each cell that is included, include the optional fields that are available;
1>	for each UTRA-FDD frequency the UE is configured to measure by measConfig for which measurement results are available:
2>	set the measResultFreqListUTRA-FDD to include the best measured cells, ordered such that the best cell is listed first using RSCP to order the cells if RSCP measurement results are available for cells on this frequency, otherwise using EcN0 to order the cells, based on measurements collected up to the moment the UE detected the failure, and for each cell that is included, include the optional fields that are available;
1>	if the UE is in NR-DC:
2>	include and set measResultSCG in accordance with 5.7.3.4;
1>	if the UE is in NE-DC:
2>	include and set measResultSCG-EUTRA in accordance with TS 36.331 [10] clause 5.6.13.5;
NOTE 1:	The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.
NOTE 2:	Field measResultSCG-Failure is used to report available results for NR frequencies the UE is configured to measure by SCG RRC signalling.
NOTE 3:	Field measResultSCG-EUTRA is used to report available results for E-UTRAN frequencies the UE is configured to measure by E-UTRA RRC signalling.
1>	if SRB1 is configured as split SRB and pdcp-Duplication is not configured:
2>	if the primaryPath for the PDCP entity of SRB1 refers to the MCG:
3>	set the primaryPath to refer to the SCG.
The UE shall:
1>	start timer T316;
1>	if SCG is deactivated:
2>	indicate to SCG MAC an upcoming uplink transmission on SRB;
1>	if SRB1 is configured as split SRB:
2>	submit the MCGFailureInformation message to lower layers for transmission via SRB1, upon which the procedure ends;
1>	else (i.e. SRB3 configured):
2>	submit the MCGFailureInformation message to lower layers for transmission embedded in NR RRC message ULInformationTransferMRDC via SRB3 as specified in 5.7.2a.3.
[bookmark: _Toc60776757][bookmark: _Toc83739712]5.3.5	RRC reconfiguration
[bookmark: _Toc60776760][bookmark: _Toc83739715]5.3.5.3	Reception of an RRCReconfiguration by the UE
The UE shall perform the following actions upon reception of the RRCReconfiguration, or upon execution of the conditional reconfiguration (CHO or CPC):
1>	if the RRCReconfiguration was received neither within mrdc-SecondaryCellGroup nor within E-UTRA RRCConnectionReconfiguration nor within E-UTRA RRCConnectionResume; or
1>	if the RRCReconfiguration was received within DLInformationTransferMRDC while the SCG is deactivated:
2>	if the RRCReconfiguration includes the scg-State:
3>	perform SCG deactivation as specified in 5.3.5.x;
2>	else:
3>	perform SCG activation as specified in 5.3.5.y;
1>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution upon cell selection performed while timer T311 was running, as defined in 5.3.7.3:
2>	remove all the entries within VarConditionalReconfig, if any;
1>	if the RRCReconfiguration includes the daps-SourceRelease:
2>	reset the source MAC and release the source MAC configuration;
2>	for each DAPS bearer:
3>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
3>	reconfigure the PDCP entity to release DAPS as specified in TS 38.323 [5];
2>	for each SRB:
3>	release the PDCP entity for the source SpCell;
3>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
2>	release the physical channel configuration for the source SpCell;
2>	discard the keys used in the source SpCell (the KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key), if any;
1>	if the RRCReconfiguration is received via other RAT (i.e., inter-RAT handover to NR):
2>	if the RRCReconfiguration does not include the fullConfig and the UE is connected to 5GC (i.e., delta signalling during intra 5GC handover):
3>	re-use the source RAT SDAP and PDCP configurations if available (i.e., current SDAP/PDCP configurations for all RBs from source E-UTRA RAT prior to the reception of the inter-RAT HO RRCReconfiguration message);
1>	else:
2>	if the RRCReconfiguration includes the fullConfig:
3>	perform the full configuration procedure as specified in 5.3.5.11;
1>	if the RRCReconfiguration includes the masterCellGroup:
2>	perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;
1>	if the RRCReconfiguration includes the masterKeyUpdate:
2>	perform AS security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the sk-Counter:
2>	perform security key update procedure as specified in 5.3.5.7;
1>	if the RRCReconfiguration includes the secondaryCellGroup:
2>	perform the cell group configuration for the SCG according to 5.3.5.5;
1>	if the RRCReconfiguration includes the mrdc-SecondaryCellGroupConfig:
2>	if the mrdc-SecondaryCellGroupConfig is set to setup:
3>	if the mrdc-SecondaryCellGroupConfig includes mrdc-ReleaseAndAdd:
4>	perform MR-DC release as specified in clause 5.3.5.10;
3>	if the received mrdc-SecondaryCellGroup is set to nr-SCG:
4>	perform the RRC reconfiguration according to 5.3.5.3 for the RRCReconfiguration message included in nr-SCG;
3>	if the received mrdc-SecondaryCellGroup is set to eutra-SCG:
4>	perform the RRC connection reconfiguration as specified in TS 36.331 [10], clause 5.3.5.3 for the RRCConnectionReconfiguration message included in eutra-SCG;
2>	else (mrdc-SecondaryCellGroupConfig is set to release):
3>	perform MR-DC release as specified in clause 5.3.5.10;
1>	if the RRCReconfiguration message includes the radioBearerConfig:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the radioBearerConfig2:
2>	perform the radio bearer configuration according to 5.3.5.6;
1>	if the RRCReconfiguration message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	if the RRCReconfiguration message includes the dedicatedNAS-MessageList:
2>	forward each element of the dedicatedNAS-MessageList to upper layers in the same order as listed;
1>	if the RRCReconfiguration message includes the dedicatedSIB1-Delivery:
2>	perform the action upon reception of SIB1 as specified in 5.2.2.4.2;
NOTE 0:	If this RRCReconfiguration is associated to the MCG and includes reconfigurationWithSync in spCellConfig and dedicatedSIB1-Delivery, the UE initiates (if needed) the request to acquire required SIBs, according to clause 5.2.2.3.5, only after the random access procedure towards the target SpCell is completed.
1>	if the RRCReconfiguration message includes the dedicatedSystemInformationDelivery:
2>	perform the action upon reception of System Information as specified in 5.2.2.4;
1>	if the RRCReconfiguration message includes the dedicatedPosSysInfoDelivery:
2>	perform the action upon reception of the contained posSIB(s), as specified in sub-clause 5.2.2.4.16;
1>	if the RRCReconfiguration message includes the otherConfig:
2>	perform the other configuration procedure as specified in 5.3.5.9;
1>	if the RRCReconfiguration message includes the bap-Config:
2>	perform the BAP configuration procedure as specified in 5.3.5.12;
1>	if the RRCReconfiguration message includes the iab-IP-AddressConfigurationList:
2>	if iab-IP-AddressToReleaseList is included:
3>	perform release of IP address as specified in 5.3.5.12a.1.1;
2>	if iab-IP-AddressToAddModList is included:
3>	perform IAB IP address addition/update as specified in 5.3.5.12a.1.2;
1>	if the RRCReconfiguration message includes the conditionalReconfiguration:
2>	perform conditional reconfiguration as specified in 5.3.5.13;
1>	if the RRCReconfiguration message includes the needForGapsConfigNR:
2>	if needForGapsConfigNR is set to setup:
3>	consider itself to be configured to provide the measurement gap requirement information of NR target bands;
2>	else:
3>	consider itself not to be configured to provide the measurement gap requirement information of NR target bands;
1>	if the RRCReconfiguration message includes the sl-ConfigDedicatedNR:
2>	perform the sidelink dedicated configuration procedure as specified in 5.3.5.14;
NOTE 0a:	If the sl-ConfigDedicatedNR was received embedded within an E-UTRA RRCConnectionReconfiguration message, the UE does not build an NR RRCReconfigurationComplete message for the received sl-ConfigDedicatedNR.
1>	if the RRCReconfiguration message includes the sl-ConfigDedicatedEUTRA-Info:
2>	perform related procedures for V2X sidelink communication in accordance with TS 36.331 [10], clause 5.3.10 and clause 5.5.2;
1>	set the content of the RRCReconfigurationComplete message as follows:
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each MCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each MCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrentTwoCarrier:
3>	include in the uplinkTxDirectCurrentTwoCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the MCG;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:
3>	include the uplinkTxDirectCurrentList for each SCG serving cell with UL;
3>	include uplinkDirectCurrentBWP-SUL for each SCG serving cell configured with SUL carrier, if any, within the uplinkTxDirectCurrentList;
2>	if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrentTwoCarrier:
3>	include in the uplinkTxDirectCurrentTwoCarrierList the list of uplink Tx DC locations for the configured intra-band uplink carrier aggregation in the SCG;
NOTE 0b:	It is expected that the reportUplinkTxDirectCurrentTwoCarrier is only received either in masterCellGroup or in secondaryCellGroup but not both.
2>	if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to eutra-SCG:
3>	include in the eutra-SCG-Response the E-UTRA RRCConnectionReconfigurationComplete message in accordance with TS 36.331 [10] clause 5.3.5.3;
2> if the RRCReconfiguration message includes the mrdc-SecondaryCellGroupConfig with mrdc-SecondaryCellGroup set to nr-SCG:
3>	include in the nr-SCG-Response the RRCReconfigurationComplete message;
2>	if the RRCReconfiguration includes the reconfigurationWithSync in spCellConfig of an MCG:
3>	if the UE has logged measurements available for NR and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
4>	include the logMeasAvailable in the RRCReconfigurationComplete message;
4>	if Bluetooth measurement results are included in the logged measurements the UE has available for NR:
5>	include the logMeasAvailableBT in the RRCReconfigurationComplete message;
4>	if WLAN measurement results are included in the logged measurements the UE has available for NR:
5>	include the logMeasAvailableWLAN in the RRCReconfigurationComplete message;
3>	if the UE has connection establishment failure or connection resume failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
4>	include connEstFailInfoAvailable in the RRCReconfigurationComplete message;
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report; or
3>	if the UE has radio link failure or handover failure information available in VarRLF-Report of TS 36.331 [10] and if the UE is capable of cross-RAT RLF reporting and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report of TS 36.331 [10]:
4>	include rlf-InfoAvailable in the RRCReconfigurationComplete message;
2>	if the RRCReconfiguration message was received via SRB1, but not within mrdc-SecondaryCellGroup or E-UTRA RRCConnectionReconfiguration or E-UTRA RRCConnectionResume:
3>	if the UE is configured to provide the measurement gap requirement information of NR target bands:
4>	if the RRCReconfiguration message includes the needForGapsConfigNR; or
4>	if the NeedForGapsInfoNR information is changed compared to last time the UE reported this information:
5>	include the NeedForGapsInfoNR and set the contents as follows:
6>	include intraFreq-needForGap and set the gap requirement information of intra-frequency measurement for each NR serving cell;
6>	if requestedTargetBandFilterNR is configured, for each supported NR band that is also included in requestedTargetBandFilterNR, include an entry in interFreq-needForGap and set the gap requirement information for that band; otherwise, include an entry in interFreq-needForGap and set the corresponding gap requirement information for each supported NR band;
1>	if the UE is configured with E-UTRA nr-SecondaryCellGroupConfig (UE in (NG)EN-DC):
2>	if the RRCReconfiguration message was received via E-UTRA SRB1 as specified in TS 36.331 [10]; or
2>	if the RRCReconfiguration message was received via E-UTRA RRC message RRCConnectionReconfiguration within MobilityFromNRCommand (handover from NR standalone to (NG)EN-DC);
3>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC:
4>	submit the RRCReconfigurationComplete message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10], clause 5.6.2a.
3>	else if the RRCReconfiguration message was included in E-UTRA RRCConnectionResume message:
4>	submit the RRCReconfigurationComplete message via E-UTRA embedded in E-UTRA RRC message RRCConnectionResumeComplete as specified in TS 36.331 [10], clause 5.3.3.4a;
3>	else:
4>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4/5.4.2.3;
3>	if reconfigurationWithSync was included in spCellConfig of an SCG which is not deactivated according to the E-UTRA RRC message containing the RRCReconfiguration message:
4>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
3>	else:
4>	the procedure ends;
2>	if the RRCReconfiguration message was received within nr-SecondaryCellGroupConfig in RRCConnectionReconfiguration message received via SRB3 within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete via E-UTRA embedded in E-UTRA RRC message RRCConnectionReconfigurationComplete as specified in TS 36.331 [10], clause 5.3.5.3/5.3.5.4;
3>	if reconfigurationWithSync was included in spCellConfig of an SCG:
4>	initiate the Random Access procedure on the SpCell, as specified in TS 38.321 [3];
3>	else:
4>	the procedure ends;
NOTE 1:	The order the UE sends the RRCConnectionReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
2>	else (RRCReconfiguration was received via SRB3) but not within DLInformationTransferMRDC:
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
NOTE 2:	In (NG)EN-DC and NR-DC, in the case RRCReconfiguration is received via SRB1 or within DLInformationTransferMRDC via SRB3, the random access is triggered by RRC layer itself as there is not necessarily other UL transmission. In the case RRCReconfiguration is received via SRB3 but not within DLInformationTransferMRDC, the random access is triggered by the MAC layer due to arrival of RRCReconfigurationComplete.
1>	else if the RRCReconfiguration message was received via SRB1 within the nr-SCG within mrdc-SecondaryCellGroup (UE in NR-DC, mrdc-SecondaryCellGroup was received in RRCReconfiguration or RRCResume via SRB1):
2>	if the RRCReconfiguration is applied due to a conditional reconfiguration execution for CPC:
3>	submit the RRCReconfigurationComplete message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in clause 5.7.2a.3.
2>	if reconfigurationWithSync was included in spCellConfig in nr-SCG and the SCG is not deactivated according to the RRC message containing the RRCReconfiguration message:
3>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
2>	else
3>	the procedure ends;
NOTE 2a:	The order in which the UE sends the RRCReconfigurationComplete message and performs the Random Access procedure towards the SCG is left to UE implementation.
1>	else if the RRCReconfiguration message was received via SRB3 (UE in NR-DC):
2>	if the RRCReconfiguration message was received within DLInformationTransferMRDC:
3>	if the RRCReconfiguration message was received within the nr-SCG within mrdc-SecondaryCellGroup (NR SCG RRC Reconfiguration):
4>	if reconfigurationWithSync was included in spCellConfig in nr-SCG:
5>	initiate the Random Access procedure on the PSCell, as specified in TS 38.321 [3];
4>	else:
5>	the procedure ends;
3>	else:
4>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	else:
3>	submit the RRCReconfigurationComplete message via SRB3 to lower layers for transmission using the new configuration;
1>	else (RRCReconfiguration was received via SRB1):
2>	submit the RRCReconfigurationComplete message via SRB1 to lower layers for transmission using the new configuration;
2>	if this is the first RRCReconfiguration message after successful completion of the RRC re-establishment procedure:
3>	resume SRB2 and DRBs that are suspended;
1>	if reconfigurationWithSync was included in spCellConfig of an MCG or SCG, and when MAC of an NR cell group successfully completes a Random Access procedure triggered above:
2>	stop timer T304 for that cell group;
2>	stop timer T310 for source SpCell if running;
2>	apply the parts of the CSI reporting configuration, the scheduling request configuration and the sounding RS configuration that do not require the UE to know the SFN of the respective target SpCell, if any;
2>	apply the parts of the measurement and the radio resource configuration that require the UE to know the SFN of the respective target SpCell (e.g. measurement gaps, periodic CQI reporting, scheduling request configuration, sounding RS configuration), if any, upon acquiring the SFN of that target SpCell;
2>	for each DRB configured as DAPS bearer, request uplink data switching to the PDCP entity, as specified in TS 38.323 [5];
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG:
3>	if T390 is running:
4>	stop timer T390 for all access categories;
4>	perform the actions as specified in 5.3.14.4.
3>	if T350 is running:
4>	stop timer T350;
3>	if RRCReconfiguration does not include dedicatedSIB1-Delivery and
3>	if the active downlink BWP, which is indicated by the firstActiveDownlinkBWP-Id for the target SpCell of the MCG, has a common search space configured by searchSpaceSIB1:
4>	acquire the SIB1, which is scheduled as specified in TS 38.213 [13], of the target SpCell of the MCG;
4>	upon acquiring SIB1, perform the actions specified in clause 5.2.2.4.2;
2>	if the reconfigurationWithSync was included in spCellConfig of an MCG; or:
2>	if the reconfigurationWithSync was included in spCellConfig of an SCG and the CPC was configured
3>	remove all the entries within VarConditionalReconfig, if any;
3>	for each measId of the source SpCell configuration, if the associated reportConfig has a reportType set to condTriggerConfig:
4>	for the associated reportConfigId:
5>	remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;
4>	if the associated measObjectId is only associated to a reportConfig with reportType set to condTriggerConfig:
5>	remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;
4>	remove the entry with the matching measId from the measIdList within the VarMeasConfig;
2>	if reconfigurationWithSync was included in masterCellGroup or secondaryCellGroup:
3>	if the UE initiated transmission of a UEAssistanceInformation message for the corresponding cell group during the last 1 second, and the UE is still configured to provide the concerned UE assistance information for the corresponding cell group; or
3>	if the RRCReconfiguration message is applied due to a conditional reconfiguration execution, and the UE is configured to provide UE assistance information for the corresponding cell group, and the UE has initiated transmission of a UEAssistanceInformation message for the corresponding cell group since it was configured to do so in accordance with 5.7.4.2:
4>	initiate transmission of a UEAssistanceInformation message for the corresponding cell group in accordance with clause 5.7.4.3 to provide the concerned UE assistance information;
4>	start or restart the prohibit timer (if exists) associated with the concerned UE assistance information with the timer value set to the value in corresponding configuration;
3>	if SIB12 is provided by the target PCell; and the UE initiated transmission of a SidelinkUEInformationNR message indicating a change of NR sidelink communication related parameters relevant in target PCell (i.e. change of sl-RxInterestedFreqList or sl-TxResourceReqList) during the last 1 second preceding reception of the RRCReconfiguration message including reconfigurationWithSync in spCellConfig of an MCG; or
3>	if the RRCReconfiguration message is applied due to a conditional reconfiguration execution and the UE is capable of NR sidelink communication and SIB12 is provided by the target PCell, and the UE has initiated transmission of a SidelinkUEInformationNR message since it was configured to do so in accordance with 5.8.3.2:
4>	initiate transmission of the SidelinkUEInformationNR message in accordance with 5.8.3.3;
2>	the procedure ends.
NOTE 3:	The UE is only required to acquire broadcasted SIB1 if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
[bookmark: _Hlk54108669]NOTE 4: The UE sets the content of UEAssistanceInformation according to latest configuration (i.e. the configuration after applying the RRCReconfiguration message) and latest UE preference. The UE may include more than the concerned UE assistance information within the UEAssistanceInformation according to 5.7.4.2. Therefore, the content of UEAssistanceInformation message might not be the same as the content of the previous UEAssistanceInformation message.
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4.2. MAC TP

5.1.1a	Initialization of variables specific to Random Access type
The MAC entity shall:
1>	if RA_TYPE is set to 2-stepRA:
2>	set PREAMBLE_POWER_RAMPING_STEP to msgA-PreamblePowerRampingStep;
2>	set SCALING_FACTOR_BI to 1;
2>	apply preambleTransMax included in the RACH-ConfigGenericTwoStepRA;
2>	if the Random Access procedure was initiated by reconfigurationWithSync or initiated as specified in clause 5.X; and
2>	if cfra-TwoStep is configured for the selected carrier:
3>	if msgA-TransMax is configured in the cfra-TwoStep:
4>	apply msgA-TransMax configured in the cfra-TwoStep.
2>	else if msgA-TransMax is included in the RACH-ConfigCommonTwoStepRA:
3>	apply msgA-TransMax included in the RACH-ConfigCommonTwoStepRA.
2>	if the Random Access procedure was initiated for SpCell beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier; and
2>	if ra-PrioritizationTwoStep is configured in the beamFailureRecoveryConfig:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-PrioritizationTwoStep in beamFailureRecoveryConfig;
3>	if scalingFactorBI is configured in the ra-PrioritizationTwoStep in beamFailureRecoveryConfig:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if the Random Access procedure was initiated by reconfigurationWithSync or initiated as specified in clause 5.X; and
2>	if rach-ConfigDedicated is configured for the selected carrier; and
2>	if ra-PrioritizationTwoStep is configured in the rach-ConfigDedicated:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-PrioritizationTwoStep in rach-ConfigDedicated;
3>	if scalingFactorBI is configured in ra-PrioritizationTwoStep in the rach-ConfigDedicated:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForAccessIdentityTwoStep is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentityTwoStep:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentityTwoStep:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	set MSGA_PREAMBLE_POWER_RAMPING_STEP to PREAMBLE_POWER_RAMPING_STEP.
1>	else (i.e. RA_TYPE is set to 4-stepRA):
2>	set PREAMBLE_POWER_RAMPING_STEP to powerRampingStep;
2>	set SCALING_FACTOR_BI to 1;
2>	set preambleTransMax to preambleTransMax included in the RACH-ConfigGeneric;
2>	if the Random Access procedure was initiated for SpCell beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier:
3>	start the beamFailureRecoveryTimer, if configured;
3>	apply the parameters powerRampingStep, preambleReceivedTargetPower, and preambleTransMax configured in the beamFailureRecoveryConfig.
2>	if the Random Access procedure was initiated for beam failure recovery (as specified in clause 5.17); and
2>	if beamFailureRecoveryConfig is configured for the active UL BWP of the selected carrier; and
2>	if ra-Prioritization is configured in the beamFailureRecoveryConfig:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-Prioritization in beamFailureRecoveryConfig;
3>	if scalingFactorBI is configured in ra-Prioritization in the beamFailureRecoveryConfig:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if the Random Access procedure was initiated by reconfigurationWithSync or initiated as specified in clause 5.X; and
2>	if rach-ConfigDedicated is configured for the selected carrier; and
2>	if ra-Prioritization is configured in the rach-ConfigDedicated:
3>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority included in the ra-Prioritization in rach-ConfigDedicated;
3>	if scalingFactorBI is configured in ra-Prioritization in the rach-ConfigDedicated:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	else if ra-PrioritizationForAccessIdentity is configured for the selected carrier; and
2>	if the MAC entity is provided by upper layers with Access Identity 1 or 2; and
2>	if for at least one of these Access Identities the corresponding bit in the ra-PrioritizationForAI is set to one:
3>	if powerRampingStepHighPriority is configured in the ra-PrioritizationForAccessIdentity:
4>	set PREAMBLE_POWER_RAMPING_STEP to the powerRampingStepHighPriority.
3>	if scalingFactorBI is configured in the ra-PrioritizationForAccessIdentity:
4>	set SCALING_FACTOR_BI to the scalingFactorBI.
2>	if RA_TYPE is switched from 2-stepRA to 4-stepRA during this Random Access procedure:
3>	set POWER_OFFSET_2STEP_RA to (PREAMBLE_POWER_RAMPING_COUNTER – 1) × (MSGA_PREAMBLE_POWER_RAMPING_STEP – PREAMBLE_POWER_RAMPING_STEP).
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5.X	Activation/Deactivation of SCG
Editor note: for terminology” activation/deactivation of SCG”, further discuss if a better wording is needed.
The network may activate and deactivate the configured SCG. Upon configuration of an SCG, the SCG is activated unless the parameter scg-State is set to deactivated for the SCG by upper layers.
The configured SCG is deactivated by:
-  receiving scg-State per SCG;
Editor note: FFS if MAC CE is used for SCG activation/deactivation.
The MAC entity shall for the configured SCG:
1>	if an SCG is configured with scg-State set to activated upon SCG configuration:
2>	activate the SCG according to the timing defined in TS 38.xxx [xx] for direct SCG activation; i.e. apply normal SCG operation including:
3>	SRS transmissions on the PSCell;
3>	CSI reporting for the PSCell;
3>	PDCCH monitoring on the PSCell;
3>	PUCCH transmissions on the PSCell.
1> else if upper layers indicate that the SCG is deactivated: 
2>	deactivate all the SCells of the configured SCG according to clause 5.9;
2>	deactivate PSCell according to the timing defined in TS 38.xxx [xx], including:
3>	not transmit SRS on the PSCell:
3>	not transmit on UL-SCH on the PSCell:
3>	not monitor the PDCCH on the PSCell.
1> else if upper layers indicate that an upcoming uplink transmission on SRB: 
2>	perform the Random Access procedure according to clause 5.1.
Editor note: Upon SCG deactivation, instruct the SCG MAC entity to perform partial MAC reset (FFS for the details)
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