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1	Introduction
An updated WID for feMIMO can be found in [1] and the objectives are copied below with track changes for convenience. The highlighted objectives are seen most relevant for mTRP and especially BFR/BFD operation for mTRP perspective:

In RAN2#115 the following agreements were made:

MAC entity maintains separate beamFailureDetectionTimer and BFI_COUNTER for each BFD-RS set of a serving cell configured with multiple BFD-RS sets.
beamFailureDetectionTimer and beamFailureInstanceMaxCount configuration is configured independently for each TRP of serving cell.
If the MAC entity receives beam failure instance indication for a BFD-RS set of a serving cell, it shall perform the following: 
- (re-)start beamFailureDetectionTimer corresponding to that BFD-RS set of the serving cell; 
- increment BFI_COUNTER corresponding to that BFD-RS set of the serving cell by 1.
- If BFI_COUNTER >= beamFailureInstanceMaxCount corresponding to that BFD-RS set of the serving cell:
- trigger a BFR for the BFD-RS set of the Serving Cell;

For the case of both intra cell and inter cell: 
BFD-RS set ID is included in BFR MAC CE to identify the failed TRP.

For the case of intra cell (FFS for inter cell). 
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of an SCell, BFR is triggered for that SCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
If beam failure is detected on both TRPs (i.e. BFD-RS sets) of SpCell, random access procedure is initiated on SpCell. 
- FFS whether UE transmits a) legacy BFR MAC CE or b) new BFR MAC CE indicating both failed TRPs as well as the beam failure recovery information for both TRPs.
FFS what is meant in detail by “beam failure is detected on both TRPs”

In RAN2#116 the following agreements were made:
New BFR MAC CE including beam failure recovery information of both failed TRPs is transmitted when beam failure is detected for both TRPs of SCell. The Following pieces of information are included in enhanced BFR MAC CE for M-TRP BFR
Info 1: For the Identity of serving cell of failed TRP, Ci/SP fields are included. 
Info 2: For indicating whether candidate beam is available or not for a failed TRP of serving cell, AC field is included.
Info 3: Candidate beam (if available) for a failed TRP is indicated by including the Candidate RS ID field.
Both single octet bitmap (7 Ci bits and 1 SP bit) and 4 octet bitmap (31 Ci bits and 1 SP bit) formats are supported for enhanced BFR MAC CE.
Both truncated and non-truncated enhanced BFR MAC CE are supported.
Triggered BFRs for a BFD-RS set of a SCell shall be cancelled when a MAC PDU is transmitted and this PDU includes enhanced BFR MAC CE (or Truncated enhanced BFR MAC CE, if supported) which contains beam failure recovery information (i.e. candidate beam available or not, candidate beam if available) of that BFD-RS set of the SCell.
if a PDCCH addressed to C-RNTI indicating uplink grant for a new transmission is received for the HARQ process used for the transmission of the enhanced BFR MAC CE which contains beam failure recovery information of a BFD-RS set of a serving cell: BFI_COUNTER corresponding to the BFD-RS set of the serving cell is set to 0.
if the SCell is deactivated, BFI_COUNTER corresponding to each BFD-RS set of the serving cell is set to 0.
if Random Access procedure initiated on SpCell due to beam failure detection on both TRPs (i.e. BFD-RS sets) of SpCell is successfully completed: BFI_COUNTER corresponding to each BFD-RS set of the SpCell is set to 0.
if the beamFailureDetectionTimer corresponding to a BFD-RS set of a serving cell expires; or if beamFailureDetectionTimer, beamFailureInstanceMaxCount, or any of the reference signals used for beam failure detection corresponding to a BFD-RS set of a serving cell is reconfigured by upper layers: BFI_COUNTER for this BFD-RS set of the serving cell is set to 0.
For SCell configured with multiple TRPs, SR can be triggered irrespective of whether beam failure is detected on one or both TRPs of SCell.
For SpCell configured with multiple TRPs, SR can be triggered if beam failure is detected on only one TRP of SpCell.
The cases for which SR is allowed (as per proposal 15, 16), SR is triggered if either of conditions a) and b) below are met:
- If UL-SCH resources are not available for a new transmission; or 
- If UL-SCH resources are available for a new transmission but cannot accommodate the enhanced BFR MAC CE or enhanced truncated BFR MAC CE plus its sub header as a result of LCP.
If a SR was triggered by BFR for a BFD-RS set of a serving cell and a MAC PDU is transmitted and this PDU includes an enhanced BFR MAC CE or a Truncated enhanced BFR MAC CE which contains beam failure recovery information for this BFD-RS set of the serving cell, pending SR is cancelled and the corresponding sr-ProhibitTimer is stopped, if running.
If a SR was triggered by BFR for a BFD-RS set of an SCell and this SCell is deactivated, pending SR is cancelled and the corresponding sr-ProhibitTimer is stopped, if running.
It is assumed that If beam failure is detected on both TRPs (i.e. BFD-RS sets) of an SpCell, UE initiate RACH procedure and transmits new BFR MAC CE including beam failure recovery information needed to recover both TRPs. (other options not excluded for now, it is FFS whether the UE can skip BFR information needed to recover one of the TRPs if there is not enough bits).

The meaning of “beam failure is detected on both TRPs” is to be clarified, It is FFS which of the following options shall be applied:
Option 1 (12/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not cancelled).
Option 2 (4/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not successfully completed)
Cell specific or TRP specific BFR / BFR cancellation when beam failure is detected on on both TRPs of SCell is to be determined. It is FFS which of the following options shall be applied:
Option 1(5/17): Cell specific BFR of SCell is triggered. Triggered Cell specific BFR of SCell is cancelled when BFR MAC CE containing beam failure information of both TRP of the SCell is transmitted.
Option 2 (12/17): TRP specific BFR for both the failed TRPs remains as pending. TRP specific BFR cancellation procedure (as discussed in Proposal 10) is applied for each TRP independently. 
It is FFS whether Triggered BFRs for a BFD-RS set of a SpCell shall be cancelled when a MAC PDU is transmitted and this PDU includes enhanced BFR MAC CE (or Truncated enhanced BFR MAC CE, if supported) which contains beam failure recovery information (i.e. candidate beam available or not, candidate beam if available) of that BFD-RS set of the SpCell.

FFS if to Introduce the new PUCCH spatial relation activation/deactivation MAC CE for mTRP PUCCH repetition i.e. activating two spatial relation info’s (for FR2) for a group of PUCCH resources in a CC.
RAN2 to discuss how to support PHR reporting for mTRP PUSCH repetition, and may address e.g:
New MAC CE design including the function which TRP is applied for PHR reporting.
How to incorporate the additional MPE information coming in Rel-17 to the new PHR format
Whether use legacy parameters (timer, threshold, etc.) or adding TRP specific parameters
PHR triggering conditions
R2 assumes to revise the legacy PUSCH Pathloss Reference RS Update MAC CE with additional field(s) to differentiate the TRP for mTRP PUSCH repetition. other aspects are FFS.



In this contribution, we provide our view on RAN2 aspects for RLM and BFR/BFD for intra/intercell mTRP. 


[bookmark: _Ref178064866]	mTRP BFD

BFD resource configuration
Beam Failure Detection (BFD) and Beam Failure Recovery (BFR) are features introduced in NR since Rel-15. For the purpose of BFD, the network configures the UE with BFD reference signals (SSB, CSI-RS or both SSB/CSI-RS resources) and the UE declares beam failure when the number of beam failure instance indications from the physical layer reaches a configured threshold before a configured timer expires. SSB-based BFD is based on the SSB associated to the initial DL BWP and can only be configured for the initial DL BWPs and for DL BWPs containing the SSB associated to the initial DL BWP. For other DL BWPs, Beam Failure Detection can only be performed based on CSI-RS.
The RAN2#115 agreements concerning RRC configuration are as follows:
MAC entity maintains separate beamFailureDetectionTimer and BFI_COUNTER for each BFD-RS set of a serving cell configured with multiple BFD-RS sets.
beamFailureDetectionTimer and beamFailureInstanceMaxCount configuration is configured independently for each TRP of serving cell.
In RAN2#116 there was no direct agreements related to the configuration. However, the MAC running CR uses the notion of “BFD RS sets” belonging to a cell. Here is one example:

-----------------------------------------------from MAC running CR start-----------------------------------------------
 

[bookmark: _Toc52752001][bookmark: _Toc83661028][bookmark: _Toc46490306][bookmark: _Toc37296180][bookmark: _Toc52796463]5.1.3a	MSGA transmission
The MAC entity shall, for each MSGA:
1>	if PREAMBLE_TRANSMISSION_COUNTER is greater than one; and
1>	if the notification of suspending power ramping counter has not been received from lower layers; and
1>	if LBT failure indication was not received from lower layers for the last MSGA Random Access Preamble transmission; and
1>	if SSB selected is not changed from the selection in the last Random Access Preamble transmission:
2>	increment PREAMBLE_POWER_RAMPING_COUNTER by 1.
1>	select the value of DELTA_PREAMBLE according to clause 7.3;
1>	set PREAMBLE_RECEIVED_TARGET_POWER to msgA-PreambleReceivedTargetPower + DELTA_PREAMBLE + (PREAMBLE_POWER_RAMPING_COUNTER – 1) × PREAMBLE_POWER_RAMPING_STEP;
1>	if this is the first MSGA transmission within this Random Access procedure:
2>	if the transmission is not being made for the CCCH logical channel:
3>	indicate to the Multiplexing and assembly entity to include a C-RNTI MAC CE in the subsequent uplink transmission.
2>	if the Random Access procedure was initiated for SpCell beam failure recovery and spCell-BFR-CBRA with value true is configured:
3>	indicate to the Multiplexing and assembly entity to include a BFR MAC CE or a Truncated BFR MAC CE in the subsequent uplink transmission.
2>	else if the Random Access procedure was initiated for beam failure recovery of both BFD-RS sets of SpCell:
3>	indicate to the Multiplexing and assembly entity to include an Enhanced BFR MAC CE or a Truncated Enhanced BFR MAC CE in the subsequent uplink transmission.
Editor’s NOTE: FFS whether the UE can skip BFR information needed to recover one of the TRPs (i.e. BFD-RS sets) if there are not enough bits.
2>	obtain the MAC PDU to transmit from the Multiplexing and assembly entity according to the HARQ information determined for the MSGA payload (see clause 5.1.2a) and store it in the MSGA buffer.

-----------------------------------------------from MAC running CR end-------------------------------------------------
 
This is not aligned with current implementation of RRC running CR which implements the BFR per TRP as follows:


----------------------------------------------- from running RRC CR start -----------------------------------------------

–	RadioLinkMonitoringConfig
The IE RadioLinkMonitoringConfig is used to configure radio link monitoring for detection of beam- and/or cell radio link failure. See also TS 38.321 [3], clause 5.1.1.
RadioLinkMonitoringConfig information element
-- ASN1START
-- TAG-RADIOLINKMONITORINGCONFIG-START

RadioLinkMonitoringConfig ::=       SEQUENCE {
    failureDetectionResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    failureDetectionResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ... ,

[[
bfdSetSecondTRP                      BeamFailureDetectionSet     OPTIONAL   --Need R

]]

}

RadioLinkMonitoringRS ::=           SEQUENCE {
    radioLinkMonitoringRS-Id            RadioLinkMonitoringRS-Id,
    purpose                             ENUMERATED {beamFailure, rlf, both},
    detectionResource                   CHOICE {
        ssb-Index                           SSB-Index,
        csi-RS-Index                        NZP-CSI-RS-ResourceId
    },
    ...
}


BeamFailureDetectionSet  ::=     SEQUENCE {
    BFDRSSetId             INTEGER {1}                          OPTIONAL, -- Need R

    bfdResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofBFDResourcePerSet)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    bfdResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofBFDResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ...


}

-- TAG-RADIOLINKMONITORINGCONFIG-STOP
-- ASN1STOP

	RadioLinkMonitoringConfig field descriptions

	bfdSetSecondTRP
BeamfailureDetectionResource set for the UE for mTRP BFD operation, see [RAN1 reference].

	beamFailureDetectionTimer
Timer for beam failure detection (see TS 38.321 [3], clause 5.17). See also the BeamFailureRecoveryConfig IE. Value in number of "Qout,LR reporting periods of Beam Failure Detection" Reference Signal (see TS 38.213 [13], clause 6). Value pbfd1 corresponds to 1 Qout,LR reporting period of Beam Failure Detection Reference Signal, value pbfd2 corresponds to 2 Qout,LR reporting periods of Beam Failure Detection Reference Signal and so on. 

	beamFailureInstanceMaxCount
This field determines after how many beam failure events the UE triggers beam failure recovery (see TS 38.321 [3], clause 5.17). Value n1 corresponds to 1 beam failure instance, value n2 corresponds to 2 beam failure instances and so on. 

	failureDetectionResourcesToAddModList
A list of reference signals for detecting beam failure and/or cell level radio link failure (RLF). The limits of the reference signals that the network can configure are specified in TS 38.213 [13], table 5-1. The network configures at most two detectionResources per BWP for the purpose beamFailure or both. If no RSs are provided for the purpose of beam failure detection, the UE performs beam monitoring based on the activated TCI-State for PDCCH as described in TS 38.213 [13], clause 6. If no RSs are provided in this list for the purpose of RLF detection, the UE performs Cell-RLM based on the activated TCI-State of PDCCH as described in TS 38.213 [13], clause 5. The network ensures that the UE has a suitable set of reference signals for performing cell-RLM. 



	RadioLinkMonitoringRS field descriptions

	detectionResource
A reference signal that the UE shall use for radio link monitoring or beam failure detection (depending on the indicated purpose). Only periodic 1-port CSI-RS can be configured on SCell for beam failure detection purpose.

	purpose
Determines whether the UE shall monitor the associated reference signal for the purpose of cell- and/or beam failure detection. For SCell, network only configures the value to beamFailure.




-----------------------------------------------from running RRC CR end-------------------------------------------------


Both BFD and RLM resources are configured in IE RadioLinkMonitoring where one list exist per serving cell. As the agreement says there would be now two BFD-RS sets per serving cell RAN2 should discuss how the change is done. Note that currently RAN2 might not have all information available as how mTRP operation is linked with BM operation and how intercell mTRP is going to be modeled in RRC. However, it is good to start comparing options. A simple option is to add the “setID” in the resource and then add additional counter and timer under main IE. Possible downside is that extension is done in a list element which costs some bits per list element. List size here is 10.
If RAN1 decides to increase the number or BFD resources a new list is anyway needed. Thus, another option would be to implement separately new BFD sets separate from RLM/legacy BFD resource configuration. Yet another option is to give separate BFD set only for the additional TRP. We present here three TPs to show alternative examples of possible implementation. 


-----------------------------------------------start TP1-----------------------------------------------------------------
 
[bookmark: _Toc60777339][bookmark: _Toc83740294]–	RadioLinkMonitoringConfig
The IE RadioLinkMonitoringConfig is used to configure radio link monitoring for detection of beam- and/or cell radio link failure. See also TS 38.321 [3], clause 5.1.1.
RadioLinkMonitoringConfig information element
-- ASN1START
-- TAG-RADIOLINKMONITORINGCONFIG-START

RadioLinkMonitoringConfig ::=       SEQUENCE {
    failureDetectionResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    failureDetectionResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ...,
   [[
    beamFailureInstanceMaxCount2             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer2               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL -- Need R

   ]]
}

RadioLinkMonitoringRS ::=           SEQUENCE {
    radioLinkMonitoringRS-Id            RadioLinkMonitoringRS-Id,
    purpose                             ENUMERATED {beamFailure, rlf, both},
    detectionResource                   CHOICE {
        ssb-Index                           SSB-Index,
        csi-RS-Index                        NZP-CSI-RS-ResourceId
    },
    ... ,
   [[
    BFDRSSetId             INTEGER {0..1}                          OPTIONAL -- Need R
   ]]

}

-- TAG-RADIOLINKMONITORINGCONFIG-STOP
-- ASN1STOP

	RadioLinkMonitoringConfig field descriptions

	BFRRSSetId
ID for BFD resource when UE is configured with mTRP BFD operation. When this ID is configured for any radioLinkMonitoringRS for the UE, only the radioLinkMonitoringRS with this ID configured can be set to purpose bfd or both.

	beamFailureDetectionTimer, beamFailureDetectionTimer2
Timer for beam failure detection (see TS 38.321 [3], clause 5.17). See also the BeamFailureRecoveryConfig IE. Value in number of "Qout,LR reporting periods of Beam Failure Detection" Reference Signal (see TS 38.213 [13], clause 6). Value pbfd1 corresponds to 1 Qout,LR reporting period of Beam Failure Detection Reference Signal, value pbfd2 corresponds to 2 Qout,LR reporting periods of Beam Failure Detection Reference Signal and so on. 

	beamFailureInstanceMaxCount, beamFailureInstanceMaxCount2
This field determines after how many beam failure events the UE triggers beam failure recovery (see TS 38.321 [3], clause 5.17). Value n1 corresponds to 1 beam failure instance, value n2 corresponds to 2 beam failure instances and so on. 

	failureDetectionResourcesToAddModList
A list of reference signals for detecting beam failure and/or cell level radio link failure (RLF). The limits of the reference signals that the network can configure are specified in TS 38.213 [13], table 5-1. The network configures at most two detectionResources per BWP for the purpose beamFailure or both. If no RSs are provided for the purpose of beam failure detection, the UE performs beam monitoring based on the activated TCI-State for PDCCH as described in TS 38.213 [13], clause 6. If no RSs are provided in this list for the purpose of RLF detection, the UE performs Cell-RLM based on the activated TCI-State of PDCCH as described in TS 38.213 [13], clause 5. The network ensures that the UE has a suitable set of reference signals for performing cell-RLM. 



	RadioLinkMonitoringRS field descriptions

	detectionResource
A reference signal that the UE shall use for radio link monitoring or beam failure detection (depending on the indicated purpose). Only periodic 1-port CSI-RS can be configured on SCell for beam failure detection purpose.

	purpose
Determines whether the UE shall monitor the associated reference signal for the purpose of cell- and/or beam failure detection. For SCell, network only configures the value to beamFailure.




-----------------------------------------------end TP1-----------------------------------------------------------------


-----------------------------------------------start TP2-----------------------------------------------------------------

–	RadioLinkMonitoringConfig
The IE RadioLinkMonitoringConfig is used to configure radio link monitoring for detection of beam- and/or cell radio link failure. See also TS 38.321 [3], clause 5.1.1.
RadioLinkMonitoringConfig information element
-- ASN1START
-- TAG-RADIOLINKMONITORINGCONFIG-START

RadioLinkMonitoringConfig ::=       SEQUENCE {
    failureDetectionResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    failureDetectionResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofFailureDetectionResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ...,

[[
bfdSet                      BeamFailureDetectionSet     OPTIONAL,   --Need R

bfdSet2                      BeamFailureDetectionSet     OPTIONAL   --Need R

]]
}

RadioLinkMonitoringRS ::=           SEQUENCE {
    radioLinkMonitoringRS-Id            RadioLinkMonitoringRS-Id,
    purpose                             ENUMERATED {beamFailure, rlf, both},
    detectionResource                   CHOICE {
        ssb-Index                           SSB-Index,
        csi-RS-Index                        NZP-CSI-RS-ResourceId
    },
    ...
}
BeamFailureDetectionSet  ::=     SEQUENCE {
    BFDRSSetId             INTEGER {0..1}                          OPTIONAL, -- Need R

    bfdResourcesToAddModList   SEQUENCE (SIZE(1..maxNrofBFDResourcePerSet)) OF RadioLinkMonitoringRS
                                                                                                                  OPTIONAL, -- Need N
    bfdResourcesToReleaseList  SEQUENCE (SIZE(1..maxNrofBFDResources)) OF RadioLinkMonitoringRS-Id
                                                                                                                  OPTIONAL, -- Need N
    beamFailureInstanceMaxCount             ENUMERATED {n1, n2, n3, n4, n5, n6, n8, n10}                          OPTIONAL, -- Need R
    beamFailureDetectionTimer               ENUMERATED {pbfd1, pbfd2, pbfd3, pbfd4, pbfd5, pbfd6, pbfd8, pbfd10}  OPTIONAL, -- Need R
    ...


}
-- TAG-RADIOLINKMONITORINGCONFIG-STOP
-- ASN1STOP

	RadioLinkMonitoringConfig field descriptions

	bfdSet, bfdSet2
BeamfailureDetectionResource set for the UE for mTRP BFD operation, see [RAN1 reference].

	beamFailureDetectionTimer
Timer for beam failure detection (see TS 38.321 [3], clause 5.17). See also the BeamFailureRecoveryConfig IE. Value in number of "Qout,LR reporting periods of Beam Failure Detection" Reference Signal (see TS 38.213 [13], clause 6). Value pbfd1 corresponds to 1 Qout,LR reporting period of Beam Failure Detection Reference Signal, value pbfd2 corresponds to 2 Qout,LR reporting periods of Beam Failure Detection Reference Signal and so on. 

	beamFailureInstanceMaxCount
This field determines after how many beam failure events the UE triggers beam failure recovery (see TS 38.321 [3], clause 5.17). Value n1 corresponds to 1 beam failure instance, value n2 corresponds to 2 beam failure instances and so on. 

	failureDetectionResourcesToAddModList
A list of reference signals for detecting beam failure and/or cell level radio link failure (RLF). The limits of the reference signals that the network can configure are specified in TS 38.213 [13], table 5-1. The network configures at most two detectionResources per BWP for the purpose beamFailure or both. If no RSs are provided for the purpose of beam failure detection, the UE performs beam monitoring based on the activated TCI-State for PDCCH as described in TS 38.213 [13], clause 6. If no RSs are provided in this list for the purpose of RLF detection, the UE performs Cell-RLM based on the activated TCI-State of PDCCH as described in TS 38.213 [13], clause 5. The network ensures that the UE has a suitable set of reference signals for performing cell-RLM. 



	RadioLinkMonitoringRS field descriptions

	detectionResource
A reference signal that the UE shall use for radio link monitoring or beam failure detection (depending on the indicated purpose). Only periodic 1-port CSI-RS can be configured on SCell for beam failure detection purpose.

	purpose
Determines whether the UE shall monitor the associated reference signal for the purpose of cell- and/or beam failure detection. For SCell, network only configures the value to beamFailure.




-----------------------------------------------end TP2-----------------------------------------------------------------


RAN2 needs to discuss how to align the MAC and RRC CRs.

[bookmark: _Toc92788719]RAN2 to discuss how to align MAC and RRC for the notion of BFD RS sets among following options
a. [bookmark: _Toc92788720]Keep current running RRC and align wording in running MAC CR.
b. [bookmark: _Toc92788721]Adopt with TP1 for running RRC and align wording in running MAC CR
c. [bookmark: _Toc92788722]Adopt with TP2 for running RRC and keep current running MAC CR


UE actions for beam failure detection

The following FFS exist in previous meeting agreements:

The meaning of “beam failure is detected on both TRPs” is to be clarified, It is FFS which of the following options shall be applied:
Option 1 (12/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not cancelled).
Option 2 (4/17): “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not successfully completed)

It looks like in both cases, not cancelled or not successfully completed, the “beam failure has happened in both TRPs”. Thus our proposal is to combine both options:


[bookmark: _Toc92788723]RAN2 to consider “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not successfully completed or not cancelled).


The following FFS exist in previous meeting agreements:

Cell specific or TRP specific BFR / BFR cancellation when beam failure is detected on on both TRPs of SCell is to be determined. It is FFS which of the following options shall be applied:
[bookmark: _Hlk90477817]Option 1(5/17): Cell specific BFR of SCell is triggered. Triggered Cell specific BFR of SCell is cancelled when BFR MAC CE containing beam failure information of both TRP of the SCell is transmitted.
Option 2 (12/17): TRP specific BFR for both the failed TRPs remains as pending. TRP specific BFR cancellation procedure (as discussed in Proposal 10) is applied for each TRP independently. 


We have a slight preference for Option 1 as it seems to simplify the procedure


[bookmark: _Toc92788724]RAN2 to consider Option 1(5/17): Cell specific BFR of SCell is triggered. Triggered Cell specific BFR of SCell is cancelled when BFR MAC CE containing beam failure information of both TRP of the SCell is transmitted.

Beam failure recovery resource configuration up to two PUCCH RS resources per cell group. Further RAN1 is discussing about possible association of these resources to a TRP. RAN2 should discuss whether this impacts RAN2 specifications. This especially if the impact is in MAC specification as RRC specification impact is likely more straightforward to see from RAN1 parameter excel.

[bookmark: _Toc92788725]RAN2 should discuss possible impact on PUCCH-RS resource configuration for mTRP BFR.

Conclusion
Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2 to discuss how to align MAC and RRC for the notion of BFD RS sets among following options
a.	Keep current running RRC and align wording in running MAC CR.
b.	Adopt with TP1 for running RRC and align wording in running MAC CR
c.	Adopt with TP2 for running RRC and keep current running MAC CR
Proposal 2	RAN2 to consider “beam failure is detected on both TRPs” means that BFR is triggered for a TRP of the serving cell while the BFR for another TRP of same serving cell is still pending (i.e. not successfully completed or not cancelled).
Proposal 3	RAN2 to consider Option 1(5/17): Cell specific BFR of SCell is triggered. Triggered Cell specific BFR of SCell is cancelled when BFR MAC CE containing beam failure information of both TRP of the SCell is transmitted.
Proposal 4	RAN2 should discuss possible impact on PUCCH-RS resource configuration for mTRP BFR.
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