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[bookmark: _Toc12632588][bookmark: _Toc29305282][bookmark: _Toc37338087][bookmark: _Toc46488928][bookmark: _Toc52567281][bookmark: _Toc83658779]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
5GC	5G Core Network
5GS	5G System
A-AoA	Azimuth-Angle of Arrival
ADR	Accumulated Delta Range
AoA	Angle of Arrival
AP	Access Point
ARP	Antenna Reference Point
BDS	BeiDou Navigation Satellite System
BSSID	Basic Service Set Identifier
CID	Cell-ID (positioning method)
CLAS	Centimetre Level Augmentation Service
DL-AoD	Downlink Angle-of-Departure
DL-PRS	Downlink Positioning Reference Signal
DL-TDOA	Downlink Time Difference Of Arrival
E-SMLC	Enhanced Serving Mobile Location Centre
E-CID	Enhanced Cell-ID (positioning method)
ECEF	Earth-Centered, Earth-Fixed
ECI	Earth-Centered-Inertial
EGNOS	European Geostationary Navigation Overlay Service
E-UTRAN	Evolved Universal Terrestrial Radio Access Network
FDMA	Frequency Division Multiple Access
FKP	Flächenkorrekturparameter (Engl: Area Correction Parameters)
GAGAN	GPS Aided Geo Augmented Navigation
GLONASS	GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)
GMLC	Gateway Mobile Location Centre
GNSS	Global Navigation Satellite System
GPS	Global Positioning System
GRS80	Geodetic Reference System 1980
HESSID	Homogeneous Extended Service Set Identifier
LCS	LoCation Services
LMF	Location Management Function
LPP	LTE Positioning Protocol
MAC	Master Auxiliary Concept
MBS	Metropolitan Beacon System
MO-LR	Mobile Originated Location Request
MT-LR	Mobile Terminated Location Request
Multi-RTT	Multi-Round Trip Time
NavIC	NAVigation with Indian Constellation
NG-C	NG Control plane
NG-AP	NG Application Protocol
NI-LR	Network Induced Location Request
N-RTK	Network – Real-Time Kinematic
NRPPa	NR Positioning Protocol A
OTDOA	Observed Time Difference Of Arrival
PDU	Protocol Data Unit
posSI	Positioning System Information
posSIB	Positioning SIB
PPP	Precise Point Positioning
PPP-RTK	Precise Point Positioning – Real-Time Kinematic
PRS	Positioning Reference Signal (for E-UTRA)
QZSS	Quasi-Zenith Satellite System
RP	Reception Point
RRM	Radio Resource Management
RSRP	Reference Signal Received Power
RSRQ	Reference Signal Received Quality
RSSI	Received Signal Strength Indicator
RSTD	Reference Signal Time Difference
RTK	Real-Time Kinematic
SBAS	Space Based Augmentation System
SET	SUPL Enabled Terminal
SIB	System Information Block
SLP	SUPL Location Platform
SP	Semi-Persistent
SRS	Sounding Reference Signal
SSID	Service Set Identifier
SSR	State Space Representation
STEC	Slant TEC
SUPL	Secure User Plane Location
TADV	Timing Advance
TBS	Terrestrial Beacon System
TEC	Total Electron Content
TP	Transmission Point
TRP	Transmission-Reception Point
UE	User Equipment
UL-AoA	Uplink Angle of Arrival
UL-RTOA	Uplink Relative Time of Arrival
UL-SRS	Uplink Sounding Reference Signal
UL-TDOA	Uplink Time Difference of Arrival
URA	User Range Accuracy
WAAS	Wide Area Augmentation System
WGS-84	World Geodetic System 1984
WLAN	Wireless Local Area Network
Z-AoA	Zenith Angles of Arrival
[bookmark: _Toc12632594][bookmark: _Toc29305288][bookmark: _Toc37338093][bookmark: _Toc46488934][bookmark: _Toc52567287][bookmark: _Toc83658785]=============================NEXT CHANGE ============================
4.3.2	Network-assisted GNSS methods
These methods make use of UEs that are equipped with radio receivers capable of receiving GNSS signals. In 3GPP specifications the term GNSS encompasses both global and regional/augmentation navigation satellite systems.
Examples of global navigation satellite systems include GPS, Modernized GPS, Galileo, GLONASS, and BeiDou Navigation Satellite System (BDS). Regional navigation satellite systems include Quasi Zenith Satellite System (QZSS), and NAVigation with Indian Constellation (NavIC), while the many augmentation systems, listed in 8.1.1, are classified under the generic term of Space Based Augmentation Systems (SBAS) and provide regional augmentation services.
In this concept, different GNSSs (e.g. GPS, Galileo, etc.) can be used separately or in combination to determine the location of a UE.
The operation of the network-assisted GNSS methods is described in clause 8.1.
=============================NEXT CHANGE============================
[bookmark: _Toc12632660][bookmark: _Toc29305354][bookmark: _Toc37338172][bookmark: _Toc46489015][bookmark: _Toc52567368][bookmark: _Toc83658868]8.1.1	General
A navigation satellite system provides autonomous geo-spatial positioning with either global or regional coverage. Augmentation systems, such as SBAS, are navigation satellite systems that provide regional coverage to augment the navigation systems with global coverage.
By definition, GNSS refers to satellite constellations that achieve global coverage, however, in 3GPP specifications the term GNSS is used to encompass global, regional, and augmentation satellite systems. The following GNSSs are supported in this version of the specification:
-	GPS and its modernization [5], [6], [7]; (global coverage)
-	Galileo [8]; (global coverage)
-	GLONASS [9]; (global coverage)
-	Satellite Based Augmentation Systems (SBAS), including WAAS, EGNOS, MSAS, and GAGAN [11]; (regional coverage)
-	Quasi-Zenith Satellite System (QZSS) [10]; (regional coverage)
-	BeiDou Navigation Satellite System (BDS) [20] [34]. (global coverage)
-	NAVigation with Indian Constellation (NavIC) [xx]. (regional coverage)
Each global GNSS can be used individually or in combination with others, including regional navigation systems and augmentation systems. When used in combination, the effective number of navigation satellite signals would be increased:
-	extra satellites can improve availability (of satellites at a particular location) and results in an improved ability to work in areas where satellite signals can be obscured, such as in urban canyons;
-	extra satellites and signals can improve reliability, i.e., with extra measurements the data redundancy is increased, which helps identify any measurement outlier problems;
-	extra satellites and signals can improve accuracy due to improved measurement geometry and improved ranging signals from modernized satellites.
When GNSS is designed to inter-work with the NG-RAN, the network assists the UE GNSS receiver to improve the performance in several respects. These performance improvements will:
-	reduce the UE GNSS start-up and acquisition times; the search window can be limited and the measurements speed up significantly;
-	increase the UE GNSS sensitivity; positioning assistance messages are obtained via NG-RAN so the UE GNSS receiver can operate also in low SNR situations when it is unable to demodulate GNSS satellite signals;
-	allow the UE to consume less handset power than with stand-alone GNSS; this is due to rapid start-up times as the GNSS receiver can be in idle mode when it is not needed;
-	allow the UE to compute its position with a better accuracy; RTK corrections (for N-RTK) and GNSS physical models (for SSR/PPP) are obtained via NG-RAN so the UE can use these assistance data, together with its own measurements, i.e., code and carrier phase measurements, to enable computation of a position with a high accuracy.
The network-assisted GNSS methods rely on signalling between UE GNSS receivers (possibly with reduced complexity) and a continuously operating GNSS reference receiver network, which has clear sky visibility of the same GNSS constellation as the assisted UEs. Two assisted modes are supported:
-	UE-Assisted: The UE performs GNSS measurements (pseudo-ranges, pseudo Doppler, carrier phase ranges, etc.) and sends these measurements to the LMF where the position calculation takes place, possibly using additional measurements from other (non GNSS) sources;
-	UE-Based: The UE performs GNSS measurements and calculates its own location, possibly using additional measurements from other (non GNSS) sources and assistance data from the LMF.
The assistance data content may vary depending on whether the UE operates in UE-Assisted or UE-Based mode.
The assistance data signalled to the UE can be broadly classified into:
-	data assisting the measurements: e.g. reference time, visible satellite list, satellite signal Doppler, code phase, Doppler and code phase search windows;
-	data providing means for position calculation: e.g. reference time, reference position, satellite ephemeris, clock corrections, code and carrier phase measurements from a GNSS reference receiver or network of receivers;
-	data increasing the position accuracy: e.g. satellite code biases, satellite orbit corrections, satellite clock corrections, atmospheric models, RTK residuals, gradients.
A UE with GNSS measurement capability may also operate in an autonomous (standalone) mode. In autonomous mode the UE determines its position based on signals received from GNSS without assistance from the network.
[bookmark: _Toc12632665][bookmark: _Toc29305359][bookmark: _Toc37338177][bookmark: _Toc46489020][bookmark: _Toc52567373][bookmark: _Toc83658873]=============================NEXT CHANGE============================
8.1.2.1.3	Ionospheric Models
Ionospheric Model assistance provides the GNSS receiver with parameters to model the propagation delay of the GNSS signals through the ionosphere. Ionospheric Model parameters as specified by GPS [5], Galileo [8], QZSS [10], and BDS [20] [34], and NavIC [xx] may be provided.
[bookmark: _Toc12632666][bookmark: _Toc29305360][bookmark: _Toc37338178][bookmark: _Toc46489021][bookmark: _Toc52567374][bookmark: _Toc83658874]8.1.2.1.4	Earth Orientation Parameters
Earth Orientation Parameters (EOP) assistance provides the GNSS receiver with parameters needed to construct the ECEF-to-ECI coordinate transformation as specified by GPS [5].
[bookmark: _Toc12632667][bookmark: _Toc29305361][bookmark: _Toc37338179][bookmark: _Toc46489022][bookmark: _Toc52567375][bookmark: _Toc83658875]8.1.2.1.5	GNSS-GNSS Time Offsets
GNSS-GNSS Time Offsets assistance provides the GNSS receiver with parameters to correlate GNSS time (where the specific GNSS is indicated by a GNSS-1 ID) of one GNSS with other GNSS time (where the specific GNSS is indicated by a GNSS-2 ID). GNSS-GNSS Time Offsets parameters as specified by GPS [5], Galileo [8], GLONASS [9], QZSS [10], and BDS [20] [34], and NavIC [xx] may be provided.
[bookmark: _Toc12632668][bookmark: _Toc29305362][bookmark: _Toc37338180][bookmark: _Toc46489023][bookmark: _Toc52567376][bookmark: _Toc83658876]8.1.2.1.6	Differential GNSS Corrections
Differential GNSS Corrections assistance provides the GNSS receiver with pseudo-range and pseudo-range-rate corrections to reduce biases in GNSS receiver measurements as specified in [12]. The specific GNSS for which the corrections are valid is indicated by a GNSS-ID.
[bookmark: _Toc12632669][bookmark: _Toc29305363][bookmark: _Toc37338181][bookmark: _Toc46489024][bookmark: _Toc52567377][bookmark: _Toc83658877]8.1.2.1.7	Ephemeris and Clock Models
Ephemeris and Clock Models assistance provides the GNSS receiver with parameters to calculate the GNSS satellite position and clock offsets. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling.
[bookmark: _Toc12632670][bookmark: _Toc29305364][bookmark: _Toc37338182][bookmark: _Toc46489025][bookmark: _Toc52567378][bookmark: _Toc83658878]8.1.2.1.8	Real-Time Integrity
Real-Time Integrity assistance provides the GNSS receiver with information about the health status of a GNSS constellation (where the specific GNSS is indicated by a GNSS ID).
[bookmark: _Toc12632671][bookmark: _Toc29305365][bookmark: _Toc37338183][bookmark: _Toc46489026][bookmark: _Toc52567379][bookmark: _Toc83658879]8.1.2.1.9	Data Bit Assistance
Data Bit Assistance provides the GNSS receiver with information about data bits or symbols transmitted by a GNSS satellite at a certain time (where the specific GNSS is indicated by a GNSS ID). This information may be used by the UE for sensitivity assistance (data wipe-off) and time recovery.
[bookmark: _Toc12632672][bookmark: _Toc29305366][bookmark: _Toc37338184][bookmark: _Toc46489027][bookmark: _Toc52567380][bookmark: _Toc83658880]8.1.2.1.10	Acquisition Assistance
Acquisition Assistance provides the GNSS receiver with information about visible satellites, reference time, expected code-phase, expected Doppler, search windows (i.e., code and Doppler uncertainty) and other information of the GNSS signals (where the specific GNSS is indicated by a GNSS ID) to enable a fast acquisition of the GNSS signals.
[bookmark: _Toc12632673][bookmark: _Toc29305367][bookmark: _Toc37338185][bookmark: _Toc46489028][bookmark: _Toc52567381][bookmark: _Toc83658881]8.1.2.1.11	Almanac
Almanac assistance provides the GNSS receiver with parameters to calculate the coarse (long-term) GNSS satellite position and clock offsets. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling.
[bookmark: _Toc12632674][bookmark: _Toc29305368][bookmark: _Toc37338186][bookmark: _Toc46489029][bookmark: _Toc52567382][bookmark: _Toc83658882]8.1.2.1.12	UTC Models
UTC Models assistance provides the GNSS receiver with parameters needed to relate GNSS system time (where the specific GNSS is indicated by a GNSS ID) to Universal Coordinated Time. The various GNSSs use different model parameters and formats, and all parameter formats as defined by the individual GNSSs are supported by the signalling.
[bookmark: _Toc12632675][bookmark: _Toc29305369][bookmark: _Toc37338187][bookmark: _Toc46489030][bookmark: _Toc52567383][bookmark: _Toc83658883]8.1.2.1.13	RTK Reference Station Information
RTK Reference Station Information provides the GNSS receiver with the Earth-Centered, Earth-Fixed (ECEF) coordinates of the Reference Station's installed antenna's ARP, and the height of the ARP above the survey monument. Additionally, this assistance data provides information about the antenna type installed at the reference site.
NOTE:	With the MAC N-RTK technique this assistance data is used to provide information regarding the Master Reference Station (see clause 8.1.2.1a).
[bookmark: _Toc12632676][bookmark: _Toc29305370][bookmark: _Toc37338188][bookmark: _Toc46489031][bookmark: _Toc52567384][bookmark: _Toc83658884]8.1.2.1.14	RTK Auxiliary Station Data
RTK Auxiliary Station Data provides the GNSS receiver with the location for all Auxiliary Reference Stations (see clause 8.1.2.1a) within the assistance data. These values are expressed as relative geodetic coordinates (latitude, longitude, and height) with respect to a Master Reference Station (see clause 8.1.2.1a) and based on the GRS80 ellipsoid. This type of assistance data is relevant only with the MAC N-RTK technique [31].
[bookmark: _Toc12632677][bookmark: _Toc29305371][bookmark: _Toc37338189][bookmark: _Toc46489032][bookmark: _Toc52567385][bookmark: _Toc83658885]8.1.2.1.15	RTK Observations
RTK Observations provides the GNSS receiver with all primary observables (pseudo-range, phase-range, phase-range rate (Doppler), and carrier-to-noise ratio) generated at the Reference Station for each GNSS signal. The signal generation from the reference station is in compliance with [31]: as an example, the phase measurements of different signals in the same band must be phased aligned. More examples can be found in [31].
The pseudo-range is the distance between the satellite and GNSS receiver antennas, expressed in metres, equivalent to the difference of the time of reception (expressed in the time frame of the GNSS receiver) and the time of transmission (expressed in the time frame of the satellite) of a distinct satellite signal.
The phase-range measurement is a measurement of the range between a satellite and receiver expressed in units of cycles of the carrier frequency. This measurement is more precise than the pseudo-range (of the order of millimetres), but it is ambiguous by an unknown integer number of wavelengths.
The phase-range rate is the rate at which the phase-range between a satellite and a GNSS receiver changes over a particular period of time.
The carrier-to-noise ratio is the ratio of the received modulated carrier signal power to the noise power after the GNSS receiver filters.
NOTE:	With the MAC N-RTK technique this assistance data is used to provide raw observables recorded at the Master Reference Station (see clause 8.1.2.1a).
[bookmark: _Toc12632678][bookmark: _Toc29305372][bookmark: _Toc37338190][bookmark: _Toc46489033][bookmark: _Toc52567386][bookmark: _Toc83658886]8.1.2.1.16	RTK Common Observation Information
RTK Common Observation Information provides the GNSS receiver with common information applicable to any GNSS, e.g. clock steering indicator. This assistance data is always used together GNSS RTK Observations (see clause 8.1.2.1.15).
[bookmark: _Toc12632679][bookmark: _Toc29305373][bookmark: _Toc37338191][bookmark: _Toc46489034][bookmark: _Toc52567387][bookmark: _Toc83658887]8.1.2.1.17	GLONASS RTK Bias Information
RTK Bias Information provides the GNSS receiver with information which is intended to compensate for the first-order inter-frequency phase-range biases introduced by the reference receiver code-phase biases. This information is applicable only for GLONASS FDMA signals. In the case that the MAC Network RTK method is used, GLONASS RTK Bias Information defines the code-phase biases related to the Master Reference Station [31].
[bookmark: _Toc12632680][bookmark: _Toc29305374][bookmark: _Toc37338192][bookmark: _Toc46489035][bookmark: _Toc52567388][bookmark: _Toc83658888]8.1.2.1.18	RTK MAC Correction Differences
RTK MAC Correction Differences provides the GNSS receiver with information about ionospheric (dispersive) and geometric (non-dispersive) corrections generated between a Master Reference Station and its Auxiliary Reference Stations [31].
[bookmark: _Toc12632681][bookmark: _Toc29305375][bookmark: _Toc37338193][bookmark: _Toc46489036][bookmark: _Toc52567389][bookmark: _Toc83658889]8.1.2.1.19	RTK Residuals
RTK Residuals provides the GNSS receiver with network error models generated for the interpolated corrections disseminated in Network RTK techniques. With sufficient redundancy in the RTK network, the location server process can provide an estimate for residual interpolation errors. Such quality estimates may be used by the target UE to optimize the performance of RTK solutions. The values may be considered by the target UE as a priori estimates only, with sufficient tracking data available the target UE might be able to judge residual geometric and ionospheric errors itself. According to [31], RTK Residual error information should be transmitted every 10-60 seconds.
[bookmark: _Toc12632682][bookmark: _Toc29305376][bookmark: _Toc37338194][bookmark: _Toc46489037][bookmark: _Toc52567390][bookmark: _Toc83658890]8.1.2.1.20	RTK FKP Gradients
RTK FKP Gradients provides the GNSS receiver with horizontal gradients for the geometric (troposphere and satellite orbits) and ionospheric signal components in the observation space. According to [31], RTK FKP gradient information should be typically transmitted every 10-60 seconds.
[bookmark: _Toc12632683][bookmark: _Toc29305377][bookmark: _Toc37338195][bookmark: _Toc46489038][bookmark: _Toc52567391][bookmark: _Toc83658891]8.1.2.1.21	SSR Orbit Corrections
SSR Orbit Corrections provides the GNSS receiver with parameters for orbit corrections in radial, along-track and cross-track components. These orbit corrections are used to compute a satellite position correction, to be combined with satellite position calculated from broadcast ephemeris (see clause 8.1.2.1.7).
[bookmark: _Toc12632684][bookmark: _Toc29305378][bookmark: _Toc37338196][bookmark: _Toc46489039][bookmark: _Toc52567392][bookmark: _Toc83658892]8.1.2.1.22	SSR Clock Corrections
SSR Clock Corrections provides the GNSS receiver with parameters to compute the GNSS satellite clock correction applied to the broadcast satellite clock (see clause 8.1.2.1.7). A polynomial of order 2 describes the clock differences for a certain time period: clock offset, drift, and drift rate.
[bookmark: _Toc12632685][bookmark: _Toc29305379][bookmark: _Toc37338197][bookmark: _Toc46489040][bookmark: _Toc52567393][bookmark: _Toc83658893]8.1.2.1.23	SSR Code Bias
SSR Code Bias provides the GNSS receiver with the Code Biases that must be added to the pseudo range measurements of the corresponding code signal to get corrected pseudo ranges. SSR Code Bias contains absolute values, but also enables the alternative use of Differential Code Biases by setting one of the biases to zero. A UE can consistently use signals for which a code bias is transmitted. It is not reliable for a UE to use a signal without retrieving a corresponding code bias from the assistance data message.
[bookmark: _Hlk34285678][bookmark: _Toc37338198][bookmark: _Toc46489041][bookmark: _Toc52567394][bookmark: _Toc83658894][bookmark: _Toc12632686][bookmark: _Toc29305380]8.1.2.1.24	SSR Phase Bias
SSR Phase Bias provides the GNSS receiver with the GNSS signal phase bias that are added to the carrier phase measurements of the corresponding signal to get corrected phase ranges. An indicator used to count events when phase bias is discontinuous is provided. An optional indicator is also provided to indicate whether fixed, widelane fixed or float PPP-RTK positioning modes are supported on a per signal basis.
NOTE 1:	On the UE side, phase bias corrections of appropriate type are needed to restore the integer nature of the phase ambiguities in PPP-RTK. Their absence will affect the quality of the positioning solution and prevent a fast convergence time.
NOTE 2:	PPP-RTK Fixed position mode corresponds to the UE fixing the carrier phase ambiguity to an integer value. The PPP-RTK Widelane Fixed positioning mode corresponds to forming the widelane combination of carrier phase measurements and fixing the resulting ambiguity as an integer value. In PPP-RTK Float positioning mode the carrier phase ambiguity is not treated as an integer value.
[bookmark: _Toc37338199][bookmark: _Toc46489042][bookmark: _Toc52567395][bookmark: _Toc83658895]8.1.2.1.25	SSR STEC Corrections
SSR STEC Corrections provides the GNSS receiver with the parameters to compute the ionosphere slant delay correction based on a variable order polynomial on a per satellite basis and applied to the code and phase measurements.
[bookmark: _Toc37338200][bookmark: _Toc46489043][bookmark: _Toc52567396][bookmark: _Toc83658896]8.1.2.1.26	SSR Gridded Correction
SSR Gridded Corrections provides the GNSS receiver with STEC residuals and Troposphere delays at a series of correction points and expressed as hydrostatic and wet vertical delays.
NOTE:	The final ionosphere slant delay (STEC) consists of the polynomial part provided in SSR STEC Correction and the residual part provided in SSR Gridded Corrections.
[bookmark: _Toc37338201][bookmark: _Toc46489044][bookmark: _Toc52567397][bookmark: _Toc83658897]8.1.2.1.27	SSR URA
SSR URA provides the receiver with information about the estimated accuracy of the corrections for each satellite.
[bookmark: _Toc37338202][bookmark: _Toc46489045][bookmark: _Toc52567398][bookmark: _Toc83658898]8.1.2.1.28	SSR Correction Points
The SSR Correction Points provides a list of correction point coordinates or an array of correction points ("grid") for which the SSR Gridded Corrections are valid.
[bookmark: _Toc37338203][bookmark: _Toc46489046][bookmark: _Toc52567399][bookmark: _Toc83658899]8.1.2.1a	Recommendations for grouping of assistance data to support different RTK service levels
This clause provides recommendations for the different high-accuracy GNSS service levels: RTK, N-RTK, PPP and PPP-RTK.
The high-accuracy GNSS methods can be classified as:
-	Single base RTK service: RTK is a technique that uses carrier-based ranging measurements i.e., phase-range to improve the positioning accuracy in a differential approach. The basic concept is to reduce and remove errors common to a Reference Station, with known position, and UE pair. When only pseudo ranges (code-based measurements) are used to compute the UE location, this method is known as DGNSS (Differential GNSS).
Table 8.1.2.1a-1: Single base RTK service: Specific information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	Non-Physical Reference Station Network RTK service: In this approach the target UE receives synthetic observations from a fictitious Reference Station. The Network RTK software at the location server is performing the error estimation and creates a virtual Reference Station close to the initial location of the target device (provided a priori to the location server). The target UE interprets and uses the data just as if it had come from a single, real Reference Station. Additionally, the target UE can also receive network information such as RTK Network Residuals (see clause 8.1.2.1.19) or even FKP gradients (see clause 8.1.2.1.20).
Table 8.1.2.1a-2: Non-Physical Reference Station Network RTK service: Specific information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK Residuals

	RTK FKP Gradients

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	MAC Network RTK service: In MAC network RTK, a group of Reference Stations are used and one of them is chosen as a Master station. The other stations are then called Auxiliary stations. In this service, the location server sends full raw observations and coordinate information for a single Reference Station, the Master Station. For all auxiliary stations in the network (or a suitable subset of stations) the information is provided to the UE in a highly compact form: their reduced ambiguity-levelled observations, coordinate differences (to the Master Station observations and coordinates), and network residuals. Two Reference Stations are said to be on a common ambiguity level if the integer ambiguities for each phase range (satellite-receiver pair) have been removed (or adjusted) so that the integer ambiguities cancel when double-differences (involving two receivers and two satellites) are formed during processing. The maintenance of a common ambiguity level at a specific set of stations rather than across the whole GNSS network will lead to a grouping in network clusters or subnetworks of all ambiguity-levelled Reference Stations. If one network has only one subnetwork, this indicates that an ambiguity level throughout the whole network is established. When subnetworks are predefined, the assistance data can be broadcast to all UEs located in the assigned sub-network. More details on the usage of subnetworks can be found in [31].
Table 8.1.2.1a-3: MAC Network RTK service: Specific Information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Auxiliary Station Data

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK MAC Correction Differences

	RTK Residuals

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	FKP Network RTK service: With the concept of FKP, horizontal gradients of distance-dependent errors like ionosphere, troposphere and orbits are derived from a network of GNSS Reference Stations and transmitted to a target device together with raw or correction data of a corresponding Reference Station (physical or non physical). The target UE may use the gradients to compute the effect of the distance-dependent errors for its own position.
Table 8.1.2.1a-4: FKP Network RTK service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	RTK Reference Station Information

	RTK Observations

	RTK Common Observation Information

	GLONASS RTK Bias Information (if GLONASS data is transmitted)

	RTK Residuals

	RTK FKP Gradients

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	PPP service: This concept uses precise satellite orbit and clock parameters derived from global networks of Reference Stations as well as atmospheric models to perform single station positioning [31]. Compared to RTK and Network RTK, PPP is not a differential technique as there is no baseline limitation. When the orbits and clocks assistance data elements are provided in real-time, with no latency, the method is called Real-Time PPP.
Table 8.1.2.1a-5: SSR PPP service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	SSR Orbit Corrections

	SSR Clock corrections

	SSR Code Bias

	Ephemeris and Clock (if UE did not acquire the navigation message)



-	PPP-RTK service: This concept uses precise satellite orbits and clock parameters, the satellite signal biases derived from global networks of Reference Stations as well as ionosphere and troposphere corrections to perform single station positioning IS-QZSS-L6-001 [36]. Therefore, PPP-RTK services compensate the global and local corrections for a more accurate location information. Compared to PPP, PPP-RTK requires the UE to be located within the region covered by the ionosphere and troposphere corrections.
Table 8.1.2.1a-6: SSR PPP-RTK service: Information that may be transferred from the LMF to the UE
	Assistance Data 

	SSR Orbit Corrections

	SSR Clock corrections

	SSR Code Bias

	Ephemeris and Clock (if UE did not acquire the navigation message)

	SSR Phase Bias

	SSR STEC Corrections

	SSR Gridded Correction

	SSR URA

	SSR Correction Points



[bookmark: _Toc12632687][bookmark: _Toc29305381][bookmark: _Toc37338204][bookmark: _Toc46489047][bookmark: _Toc52567400][bookmark: _Toc83658900]8.1.2.2	Information that may be transferred from the UE to LMF
The information that may be signalled from UE to the LMF is listed in table 8.1.2.2-1.
Table 8.1.2.2-1: Information that may be transferred from UE to the LMF
	Information 
	UE‑assisted 
	UE‑based/standalone 

	Latitude/Longitude/Altitude, together with uncertainty shape
	No
	Yes

	Velocity, together with uncertainty shape
	No
	Yes

	Reference Time, possibly together with GNSS to NG-RAN time association and uncertainty
	Yes
	Yes

	Indication of used positioning methods in the fix
	No
	Yes

	Code phase measurements, also called pseudorange
	Yes
	No

	Doppler measurements
	Yes
	No

	Carrier phase measurements, also called Accumulated Delta Range (ADR)
	Yes
	No

	Carrier-to-noise ratio of the received signal
	Yes
	No

	Measurement quality parameters for each measurement
	Yes
	No

	Additional, non-GNSS related measurement information
	Yes
	No



[bookmark: _Toc12632688][bookmark: _Toc29305382][bookmark: _Toc37338205][bookmark: _Toc46489048][bookmark: _Toc52567401][bookmark: _Toc83658901]8.1.2.2.1	GNSS Measurement Information
The GNSS measurement information reported from the UE to the LMF depends on the GNSS mode (i.e., UE-based, autonomous (standalone), or UE-assisted).
[bookmark: _Toc12632689][bookmark: _Toc29305383][bookmark: _Toc37338206][bookmark: _Toc46489049][bookmark: _Toc52567402][bookmark: _Toc83658902]8.1.2.2.1.1	UE-based mode
In UE-based or standalone mode, the GNSS receiver reports the latitude, longitude and possibly altitude, together with an estimate of the location uncertainty, if available.
If requested by the LMF and supported by the UE, the GNSS receiver may report its velocity, possibly together with an estimate of the uncertainty, if available.
If requested by the LMF and supported by the UE, the GNSS receiver may report the relation between GNSS system time (where the specific GNSS is indicated by a GNSS ID; the specific GNSS system time may be selected by the UE) and NG-RAN air-interface timing. This information may be used by the LMF to assist other UEs in the network.
The UE should also report an indication of which GNSSs and possibly other location methods have been used to calculate a fix.
[bookmark: _Toc12632690][bookmark: _Toc29305384][bookmark: _Toc37338207][bookmark: _Toc46489050][bookmark: _Toc52567403][bookmark: _Toc83658903]8.1.2.2.1.2	UE-assisted mode
In UE-assisted mode, the GNSS receiver reports the Code Phase and Doppler measurements together with associated quality estimates. These measurements enable the LMF to calculate the location of the UE, possibly using other measurements and data.
If requested by the LMF and supported by the UE, the GNSS receiver may report Carrier Phase measurements (also called Accumulated Delta Range), together with associated quality measurements, if available.
If requested by the LMF and supported by the UE, the GNSS receiver may report the relation between GNSS system time (where the specific GNSS is indicated by a GNSS ID; the specific GNSS system time may be selected by the UE) and NG-RAN air-interface timing. This information may be used by the LMF to assist other UEs in the network.
[bookmark: _Toc12632691][bookmark: _Toc29305385][bookmark: _Toc37338208][bookmark: _Toc46489051][bookmark: _Toc52567404][bookmark: _Toc83658904]8.1.2.2.2	Additional Non-GNSS Related Information
Additional non-GNSS measurements performed by NG-RAN or UE may be used by the LMF or UE to calculate or verify a location estimate. This information may include OTDOA positioning measurements, pathloss and signal strength related measurements, etc.
========================NEXT CHANGE========================
[bookmark: _Toc12632699][bookmark: _Toc29305393][bookmark: _Toc37338216][bookmark: _Toc46489059][bookmark: _Toc52567412][bookmark: _Toc83658912]8.1.3.3	Location Information Transfer Procedure
The purpose of this procedure is to enable the LMF to request position measurements or location estimate from the UE, or to enable the UE to provide location measurements to the LMF for position calculation.
[bookmark: _Toc12632700][bookmark: _Toc29305394][bookmark: _Toc37338217][bookmark: _Toc46489060][bookmark: _Toc52567413][bookmark: _Toc83658913][bookmark: OLE_LINK25][bookmark: OLE_LINK26]8.1.3.3.1	LMF initiated Location Information Transfer Procedure
[bookmark: OLE_LINK21][bookmark: OLE_LINK22]Figure 8.1.3.3.1-1 shows the Location Information Transfer operations for the network-assisted GNSS method when the procedure is initiated by the LMF.
[image: ]
Figure 8.1.3.3.1-1: LMF-initiated Location Information Transfer Procedure
(1) The LMF sends a LPP Request Location Information message to the UE for invocation of A-GNSS positioning. This request includes positioning instructions such as the GNSS mode (UE-assisted, UE-based, UE-based preferred but UE-assisted allowed, UE-assisted preferred, but UE-based allowed, standalone), positioning methods (GPS, Galileo, GLONASS, BDS, NavIC, etc. and possibly non-GNSS methods, such as OTDOA positioning or E-CID positioning), specific UE measurements requested if any, such as fine time assistance measurements, velocity, carrier phase, multi-frequency measurements, and quality of service parameters (accuracy, response time).
(2)	The UE performs the requested measurements and possibly calculates its own location. The UE sends an LPP Provide Location Information message to the LMF before the Response Time provided in step (1) elapsed. If the UE is unable to perform the requested measurements, or if the Response Time provided in step 1 elapsed before any of the requested measurements have been obtained, the UE returns any information that can be provided in an LPP message of type Provide Location Information which includes a cause indication for the not provided location information.
[bookmark: _Toc12632701][bookmark: _Toc29305395][bookmark: _Toc37338218][bookmark: _Toc46489061][bookmark: _Toc52567414][bookmark: _Toc83658914][bookmark: OLE_LINK27][bookmark: OLE_LINK28]8.1.3.3.2	UE-initiated Location Information Delivery Procedure
Figure 8.1.3.3.2-1 shows the Location Information delivery operations for the UE-assisted GNSS method when the procedure is initiated by the UE.
[image: ]
Figure 8.1.3.3.2-1: UE-initiated Location Information Delivery Procedure
(1)	The UE sends an LPP Provide Location Information message to the LMF. The Provide Location Information message may include any UE measurements (GNSS pseudo-ranges, carrier phase-ranges, and other measurements) already available at the UE.
=========================CHANGE END==========================

Annex-Discussion on NavIC for R17 positioning methods
R2-2105972	Impacts of NavIC in NR RRC	Ericsson	discussion	Rel-17

[AT114-e][613][POS] Rel-17 A-GNSS enhancements (CATT/Ericsson)
	Scope: Discuss the draft CR in R2-2105143 and impact analysis in R2-2105972 and collect company inputs.
	Intended outcome: Report in R2-2106581
	Deadline:  Thursday 2021-05-27 0000 UTC

R2-2106581	[AT114-e][613][POS] Rel-17 A-GNSS enhancements(CATT/Ericsson)	CATT, Ericsson	discussion	Rel-17	NR_pos_enh
· Noted (outcome of email discussion [AT114-e][613])
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