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1. Overall Description:
RAN3 has discussed the latest status of the RRC running CR for NR MBS and detected the following dependencies for split NG-RAN architecture in the context of F1 and E1 interface functions:

Scope of MRB ID:
E1 and F1 interface functions would benefit from the MRB ID to be unique only in the scope of an MBS session, but not within the scope of an UE. This would allow the use the same MRB ID for all UEs.

Common Lower Layer Configuration for multicast MRBs
F1 interface functions could benefit from lower layer RRC configuration (e.g. CellGroupConfig) that all UEs could be configured with exactly the same RRC configuration, so that the CU when receiving such information could reconfigure all UEs with that RRC configuration, while UEs that would need specific MRB configurations could be delta-configured thereafter.
F1 interface function could benefit if this would be possible for ptm-only and split MRBs.

2. Actions:
To RAN2 group.
ACTION: 	RAN3 asks RAN2 to
1/ comment on the uniqueness of MRB ID in the scope of an MBS session instead of UE scope 
2/ to comment on the feasibility to define a CellConfigInfo RRC structure which enables the network to use exactly the same Lower Layer (PHY/MAC/RLC ) configuration for more than one UE in a cell for Rel-17 NR MBS

3. Date of Next TSG-RAN WG3 Meetings:
[bookmark: _Hlk78957352]TSG-RAN WG3 Meeting#115-e	21st February - 3rd March 2022

