[bookmark: Title][bookmark: DocumentFor][bookmark: _Hlk40295327]3GPP TSG RAN WG2#117-e	R2-2202160
e-Meeting, 21st February - 3rd March, 2022


[bookmark: OLE_LINK50][bookmark: OLE_LINK51][bookmark: OLE_LINK52]3GPP TSG RAN WG4 Meeting #101bis-e	R4-2202616
Electronic Meeting, Jan. 17 – 25, 2022

Title:	Reply LS on R17 NR MG enhancements – Pre-configured MG
[bookmark: OLE_LINK57][bookmark: OLE_LINK58]Response to:	R4-2200033(R2-2111601)
[bookmark: OLE_LINK59][bookmark: OLE_LINK60][bookmark: OLE_LINK61]Release:	Rel-17
Work Item:	NR_MG_enh-Core

Source:	RAN WG4
[bookmark: OLE_LINK42][bookmark: OLE_LINK43][bookmark: OLE_LINK44][bookmark: OLE_LINK47][bookmark: OLE_LINK48][bookmark: OLE_LINK49]To:	RAN WG2
[bookmark: OLE_LINK45][bookmark: OLE_LINK46]Cc:	

Contact person:	
Name:	Qiuge Guo
E-mail Address:	guoqiuge@CATT.cn

Attachments: None

1	Overall description
RAN4 thanks RAN2 for the reply LS [1] on the pre-configured MG. RAN4 discussed the questions in the LS and has the following answers from RAN4: 
	· Q1: Can FR1 gap and FR2 gap be configured simultaneously for pre-configured gap? Is the following operation supported?
· pre-configured FR1 gap + pre-configured FR2 gap
· Answer to Q1: Yes, subject to UE capabilities for supporting per-FR gap and pre-configured gap. 

· Q2: Can legacy gap and pre-configured gap be configured simultaneously? For example, without considering concurrent gap, are the following operations supported?
· legacy FR1 gap + pre-configured FR2 gap
· legacy FR2 gap + pre-configured FR1 gap
· One legacy per-UE gap + One pre-configured per-UE gap
· One legacy per-UE gap + pre-configured FR1 gap and/or pre-configured FR2 gap
· Answer to Q2: 
· Independent of whether the UE supports concurrent measurement gaps, the following operations are supported (subject to UE capabilities for per-FR gap and pre-configured gap): 
· legacy FR1 gap + pre-configured FR2 gap
· legacy FR2 gap + pre-configured FR1 gap
· Without considering concurrent gap, the following operations are not supported: 
· One legacy per-UE gap + One pre-configured per-UE gap
· One legacy per-UE gap + pre-configured FR1 gap and/or pre-configured FR2 gap
· It is up to RAN2 to decide whether the above two operations are supported from signalling perspective considering forward compatibility. 



RAN4 kindly asks RAN2 to take the above information into account when implementing the signalling support of pre-configured MG. 

2	Actions
To RAN WG2 
ACTION: 	RAN4 kindly asks RAN2 to take the above information into account when implementing the signalling support of pre-configured MG.  

3	Dates of next TSG RAN WG4 meetings
TSG RAN WG4 Meeting #102-e	Feb. 21 – Mar. 3, 2022	Electronic Meeting
TSG RAN WG4 Meeting #103-e	May 16 – May 27, 2022	Electronic Meeting
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