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[bookmark: _Toc20487181][bookmark: _Toc29342476][bookmark: _Toc29343615][bookmark: _Toc36547239][bookmark: _Toc36548631][bookmark: _Toc46447468][bookmark: _Toc52790296][bookmark: _Toc83750482]6.2.2	Message definitions
<Text omitted>
[bookmark: _Toc20487212][bookmark: _Toc29342507][bookmark: _Toc29343646][bookmark: _Toc36547270][bookmark: _Toc36548662][bookmark: _Toc46447499][bookmark: _Toc52790327][bookmark: _Toc90663514]–	RRCConnectionRelease
The RRCConnectionRelease message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease message
-- ASN1START

RRCConnectionRelease ::=			SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r8				RRCConnectionRelease-r8-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-r8-IEs ::=		SEQUENCE {
	releaseCause						ReleaseCause,
	redirectedCarrierInfo				RedirectedCarrierInfo				OPTIONAL,	-- Need ON
	idleModeMobilityControlInfo			IdleModeMobilityControlInfo			OPTIONAL,	-- Need OP
	nonCriticalExtension				RRCConnectionRelease-v890-IEs		OPTIONAL
}

RRCConnectionRelease-v890-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING RRCConnectionRelease-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-v920-IEs		OPTIONAL
}

-- Late non critical extensions
RRCConnectionRelease-v9e0-IEs ::= SEQUENCE {
	redirectedCarrierInfo-v9e0			RedirectedCarrierInfo-v9e0			OPTIONAL,	-- Cond NoRedirect-r8
	idleModeMobilityControlInfo-v9e0	IdleModeMobilityControlInfo-v9e0	OPTIONAL,	-- Cond IdleInfoEUTRA
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

-- Regular non critical extensions
RRCConnectionRelease-v920-IEs ::=	SEQUENCE {
	cellInfoList-r9					CHOICE {
		geran-r9						CellInfoListGERAN-r9,
		utra-FDD-r9						CellInfoListUTRA-FDD-r9,
		utra-TDD-r9						CellInfoListUTRA-TDD-r9,
		...,
		utra-TDD-r10					CellInfoListUTRA-TDD-r10
	}															OPTIONAL,	-- Cond Redirection
	nonCriticalExtension			RRCConnectionRelease-v1020-IEs		OPTIONAL
}

RRCConnectionRelease-v1020-IEs ::=	SEQUENCE {
	extendedWaitTime-r10				INTEGER (1..1800)		OPTIONAL,	-- Need ON
	nonCriticalExtension			RRCConnectionRelease-v1320-IEs				OPTIONAL
}

RRCConnectionRelease-v1320-IEs::=	SEQUENCE {
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR	
	nonCriticalExtension				RRCConnectionRelease-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15				ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDT
	nextHopChainingCount-r15			NextHopChainingCount		OPTIONAL,	-- Cond UP-EDT
	measIdleConfig-r15					MeasIdleConfigDedicated-r15	OPTIONAL,	-- Need ON
	rrc-InactiveConfig-r15				RRC-InactiveConfig-r15		OPTIONAL,	-- Need OR
	cn-Type-r15							ENUMERATED {epc,fivegc}		OPTIONAL,	-- Need OR
	nonCriticalExtension				RRCConnectionRelease-v1540-IEs			OPTIONAL
}

RRCConnectionRelease-v1540-IEs ::=	SEQUENCE {
	waitTime							INTEGER (1..16)					OPTIONAL, -- Cond 5GC
	nonCriticalExtension				RRCConnectionRelease-v15b0-IEs	OPTIONAL
}

RRCConnectionRelease-v15b0-IEs ::=	SEQUENCE {
	noLastCellUpdate-r15				ENUMERATED {true}		OPTIONAL,	-- Need OP
	nonCriticalExtension				SEQUENCE {}				OPTIONAL
}

ReleaseCause ::=				ENUMERATED {loadBalancingTAUrequired,
											other, cs-FallbackHighPriority-v1020, rrc-Suspend-v1320}

[bookmark: OLE_LINK101][bookmark: OLE_LINK102]RedirectedCarrierInfo ::=			CHOICE {
	eutra								ARFCN-ValueEUTRA,
	geran								CarrierFreqsGERAN,
	utra-FDD							ARFCN-ValueUTRA,
	utra-TDD							ARFCN-ValueUTRA,
[bookmark: OLE_LINK114][bookmark: OLE_LINK115]	cdma2000-HRPD						CarrierFreqCDMA2000,
	cdma2000-1xRTT						CarrierFreqCDMA2000,
	...,
	utra-TDD-r10						CarrierFreqListUTRA-TDD-r10,
	nr-r15								CarrierInfoNR-r15
}

RedirectedCarrierInfo-v9e0 ::=			SEQUENCE {
	eutra-v9e0								ARFCN-ValueEUTRA-v9e0
}

RRC-InactiveConfig-r15::=		SEQUENCE {
	fullI-RNTI-r15					I-RNTI-r15,
	shortI-RNTI-r15					ShortI-RNTI-r15,
	ran-PagingCycle-r15				ENUMERATED {	rf32, rf64, rf128, rf256}	OPTIONAL,	--Need OR
	ran-NotificationAreaInfo-r15	RAN-NotificationAreaInfo-r15		OPTIONAL,	--Need ON
	periodic-RNAU-timer-r15			ENUMERATED {min5, min10, min20, min30, min60,
											min120, min360, min720}		OPTIONAL,	--Need OR
	nextHopChainingCount-r15		NextHopChainingCount		OPTIONAL,	--Cond INACTIVE
	dummy							SEQUENCE{}		OPTIONAL
}

RAN-NotificationAreaInfo-r15	::= CHOICE {
	cellList-r15				PLMN-RAN-AreaCellList-r15,
	ran-AreaConfigList-r15		PLMN-RAN-AreaConfigList-r15
}

PLMN-RAN-AreaCellList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaCell-r15

PLMN-RAN-AreaCell-r15	::=		SEQUENCE {
	plmn-Identity-r15				PLMN-Identity	OPTIONAL,
	ran-AreaCells-r15				SEQUENCE (SIZE (1..32)) OF CellIdentity
}

PLMN-RAN-AreaConfigList-r15	::=	SEQUENCE (SIZE (1..maxPLMN-r15)) OF PLMN-RAN-AreaConfig-r15

PLMN-RAN-AreaConfig-r15	::=	SEQUENCE {
	plmn-Identity-r15			PLMN-Identity	OPTIONAL,
	ran-Area-r15				SEQUENCE (SIZE (1..16)) OF	RAN-AreaConfig-r15
}

RAN-AreaConfig-r15	::=	SEQUENCE {
	trackingAreaCode-5GC-r15	TrackingAreaCode-5GC-r15,
	ran-AreaCodeList-r15		SEQUENCE (SIZE (1..32)) OF RAN-AreaCode-r15	OPTIONAL	--Need OR
}

CarrierFreqListUTRA-TDD-r10 ::=			SEQUENCE (SIZE (1..maxFreqUTRA-TDD-r10)) OF ARFCN-ValueUTRA

IdleModeMobilityControlInfo ::=		SEQUENCE {
	freqPriorityListEUTRA				FreqPriorityListEUTRA			OPTIONAL,		-- Need ON
	freqPriorityListGERAN				FreqsPriorityListGERAN			OPTIONAL,		-- Need ON
	freqPriorityListUTRA-FDD			FreqPriorityListUTRA-FDD		OPTIONAL,		-- Need ON
	freqPriorityListUTRA-TDD			FreqPriorityListUTRA-TDD		OPTIONAL,		-- Need ON
	bandClassPriorityListHRPD			BandClassPriorityListHRPD		OPTIONAL,		-- Need ON
	bandClassPriorityList1XRTT			BandClassPriorityList1XRTT		OPTIONAL,		-- Need ON
	t320								ENUMERATED {
											min5, min10, min20, min30, min60, min120, min180,
											spare1}						OPTIONAL,		-- Need OR
	...,
	[[	freqPriorityListExtEUTRA-r12		FreqPriorityListExtEUTRA-r12		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListEUTRA-v1310			FreqPriorityListEUTRA-v1310			OPTIONAL,		-- Need ON
		freqPriorityListExtEUTRA-v1310		FreqPriorityListExtEUTRA-v1310		OPTIONAL		-- Need ON
	]],
	[[	freqPriorityListNR-r15				FreqPriorityListNR-r15		OPTIONAL		-- Need ON
	]]
}

IdleModeMobilityControlInfo-v9e0 ::=	SEQUENCE {
	freqPriorityListEUTRA-v9e0			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v9e0
}

FreqPriorityListEUTRA ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListExtEUTRA-r12 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-r12

FreqPriorityListEUTRA-v1310 ::=			SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityListExtEUTRA-v1310 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA-v1310

FreqPriorityEUTRA ::=				SEQUENCE {
	carrierFreq							ARFCN-ValueEUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityEUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL	-- Cond EARFCN-max
}

FreqPriorityEUTRA-r12 ::=				SEQUENCE {
	carrierFreq-r12							ARFCN-ValueEUTRA-r9,
	cellReselectionPriority-r12				CellReselectionPriority
}

FreqPriorityEUTRA-v1310 ::=				SEQUENCE {
	cellReselectionSubPriority-r13				CellReselectionSubPriority-r13		OPTIONAL		-- Need ON
}

FreqPriorityListNR-r15 ::=		SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR-r15

FreqPriorityNR-r15 ::=			SEQUENCE {
	carrierFreq-r15						ARFCN-ValueNR-r15,
	cellReselectionPriority-r15			CellReselectionPriority,
	cellReselectionSubPriority-r15		CellReselectionSubPriority-r13		OPTIONAL		-- Need OR
}

FreqsPriorityListGERAN ::=			SEQUENCE (SIZE (1..maxGNFG)) OF FreqsPriorityGERAN

FreqsPriorityGERAN ::=				SEQUENCE {
	carrierFreqs						CarrierFreqsGERAN,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-FDD ::=		SEQUENCE (SIZE (1..maxUTRA-FDD-Carrier)) OF FreqPriorityUTRA-FDD

FreqPriorityUTRA-FDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

FreqPriorityListUTRA-TDD ::=		SEQUENCE (SIZE (1..maxUTRA-TDD-Carrier)) OF FreqPriorityUTRA-TDD

FreqPriorityUTRA-TDD ::=			SEQUENCE {
	carrierFreq							ARFCN-ValueUTRA,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityListHRPD ::=		SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriorityHRPD

BandClassPriorityHRPD ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

BandClassPriorityList1XRTT ::=	SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandClassPriority1XRTT

BandClassPriority1XRTT ::=			SEQUENCE {
	bandClass							BandclassCDMA2000,
	cellReselectionPriority				CellReselectionPriority
}

CellInfoListGERAN-r9 ::=		SEQUENCE (SIZE (1..maxCellInfoGERAN-r9)) OF CellInfoGERAN-r9

CellInfoGERAN-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdGERAN,
	carrierFreq-r9						CarrierFreqGERAN,
	systemInformation-r9				SystemInfoListGERAN
}

CarrierInfoNR-r15	::= SEQUENCE {
	carrierFreq-r15					ARFCN-ValueNR-r15,
	subcarrierSpacingSSB-r15			ENUMERATED {kHz15, kHz30, kHz120, kHz240},
	smtc-r15							MTC-SSB-NR-r15				OPTIONAL		-- Need OP
}

CellInfoListUTRA-FDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-FDD-r9

CellInfoUTRA-FDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-FDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r9 ::=			SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r9

CellInfoUTRA-TDD-r9 ::=				SEQUENCE {
	physCellId-r9						PhysCellIdUTRA-TDD,
	utra-BCCH-Container-r9				OCTET STRING
}

CellInfoListUTRA-TDD-r10 ::=		SEQUENCE (SIZE (1..maxCellInfoUTRA-r9)) OF CellInfoUTRA-TDD-r10

CellInfoUTRA-TDD-r10 ::=			SEQUENCE {
	physCellId-r10						PhysCellIdUTRA-TDD,
	carrierFreq-r10						ARFCN-ValueUTRA,
	utra-BCCH-Container-r10				OCTET STRING
}

-- ASN1STOP

	RRCConnectionRelease field descriptions

	carrierFreq or bandClass
The carrier frequency (UTRA, E-UTRA, and NR) and band class (HRPD and 1xRTT) for which the associated cellReselectionPriority is applied. For NR, the ARFCN-ValueNR corresponds to a GSCN value as specified in TS 38.101 [85].

	carrierFreqs
The list of GERAN carrier frequencies organised into one group of GERAN carrier frequencies.

	cellInfoList
Used to provide system information of one or more cells on the redirected inter-RAT carrier frequency. The system information can be used if, upon redirection, the UE selects an inter-RAT cell indicated by the physCellId and carrierFreq (GERAN and UTRA TDD) or by the physCellId (other RATs). The choice shall match the redirectedCarrierInfo. In particular, E-UTRAN only applies value utra-TDD-r10 in case redirectedCarrierInfo is set to utra-TDD-r10.

	cellList
Indicates a list of cells configured as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN. Total number of cells across all PLMNs does not exceed 32.

	cn-Type
The cn-Type is used to indicate that the UE is redirected from 5GC to EPC or 5GC when redirectedCarrierInfo indicates E-UTRA frequency.

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	dummy
This field is not used in the specification. If received it shall be ignored by the UE.

	extendedWaitTime
Value in seconds for the wait time for Delay Tolerant access requests.

	freqPriorityListX
Provides a cell reselection priority for each frequency, by means of separate lists for each RAT (including E-UTRA). The UE shall be able to store at least 3 occurrences of FreqsPriorityGERAN. If E-UTRAN includes freqPriorityListEUTRA-v9e0 and/or freqPriorityListEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListEUTRA (i.e. without suffix). Field freqPriorityListExt includes additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. EUTRAN only includes freqPriorityListExtEUTRA if freqPriorityListEUTRA (i.e without suffix) includes maxFreq entries. If E-UTRAN includes freqPriorityListExtEUTRA-v1310 it includes the same number of entries, and listed in the same order, as in freqPriorityListExtEUTRA-r12.

	idleModeMobilityControlInfo
Provides dedicated cell reselection priorities. Used for cell reselection as specified in TS 36.304 [4]. For E-UTRA and UTRA frequencies, a UE that supports multi-band cells for the concerned RAT considers the dedicated priorities to be common for all overlapping bands (i.e. regardless of the ARFCN that is used).

	measIdleConfig
Indicates a one-shot measurement configuration to be stored and used by the UE while in RRC_IDLE or RRC_INACTIVE.

	noLastCellUpdate
Presence of the field indicates that the last used cell for WUS shall not be updated.

	periodic-RNAU-timer
Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-Area
Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE. Total number of TACs across all PLMNs does not exceed 16. Total number of RAN-AreaCode across all PLMNs does not exceed 32.

	ran-NotificationAreaInfo
Network ensures that the UE in RRC_INACTIVE always has a valid ran-NotificationAreaInfo.

	ranAreaConfigList
Indicates a list of RAN area codes or RA code(s) as RAN area. For each element, in the absence of plmn-Identity the UE considers the registered PLMN.

	ran-pagingCycle
Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an E‑UTRA or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4]. The value geran can only be included after successful security activation when UE is connected to 5GC.

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection. The cause value cs-FallbackHighPriority is only applicable when redirectedCarrierInfo is present with the value set to utra-FDD, utra-TDD or utra-TDD-r10. E-UTRAN should not set the releaseCause to loadBalancingTAURequired or to cs-FallbackHighPriority if the extendedWaitTime is present. The network should not set the releaseCause to loadBalancingTAURequired if the UE is connected to 5GC.

	rrc-InactiveConfig
Indicates configuration for the RRC_INACTIVE state. The network does not configure this field when the UE is redirected to an inter-RAT carrier frequency.

	smtc
The SSB periodicity/offset/duration configuration of the redirected target NR frequency. It is based on the timing reference of EUTRAN PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing

	subcarrierSpacingSSB
Indicate subcarrier spacing of SSB of redirected target NR frequency. Only the values 15 or 30 (<6GHzFR1), 120 kHz or 240 kHz (>6GHzFR2) are applicable.

	systemInformation
Container for system information of the GERAN cell i.e. one or more System Information (SI) messages as defined in TS 44.018 [45], table 9.1.1. 

	t320
Timer T320 as described in clause 7.3. Value minN corresponds to N minutes.

	utra-BCCH-Container
Contains System Information Container message as defined in TS 25.331 [19].

	waitTime
Wait time value in seconds.



	Conditional presence
	Explanation

	5GC
	The field is optionally present, Need ON, if the UE is connected to 5GC; otherwise the field is not present.

	EARFCN-max
	The field is mandatory present if the corresponding carrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	IdleInfoEUTRA
	The field is optionally present, Need OP, if the IdleModeMobilityControlInfo (i.e. without suffix) is included and includes freqPriorityListEUTRA; otherwise the field is not present.

	INACTIVE
	The field is mandatory present in this release.

	NoRedirect-r8
	The field is optionally present, Need OP, if the redirectedCarrierInfo (i.e. without suffix) is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if the redirectedCarrierInfo is included and set to geran, utra-FDD, utra-TDD or utra-TDD-r10; otherwise the field is not present.

	UP-EDT
	The field is optionally present, Need ON, if the UE supports UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.



<Text omitted>
[bookmark: _Toc90663538]–	UEInformationResponse
The UEInformationResponse message is used by the UE to transfer the information requested by the E-UTRAN.
Signalling radio bearer: SRB1 or SRB2 (when logged measurement information is included)
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E-UTRAN
UEInformationResponse message
-- ASN1START

UEInformationResponse-r9	::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			ueInformationResponse-r9			UEInformationResponse-r9-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

UEInformationResponse-r9-IEs ::=		SEQUENCE {
	rach-Report-r9							SEQUENCE {
		numberOfPreamblesSent-r9				NumberOfPreamblesSent-r11,
		contentionDetected-r9					BOOLEAN
	}																OPTIONAL,
	rlf-Report-r9							RLF-Report-r9			OPTIONAL,
	nonCriticalExtension					UEInformationResponse-v930-IEs			OPTIONAL
}

-- Late non critical extensions
UEInformationResponse-v9e0-IEs ::= SEQUENCE {
	rlf-Report-v9e0						RLF-Report-v9e0					OPTIONAL,
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

-- Regular non critical extensions
UEInformationResponse-v930-IEs ::=	SEQUENCE {
	lateNonCriticalExtension			OCTET STRING (CONTAINING UEInformationResponse-v9e0-IEs)	OPTIONAL,
	nonCriticalExtension				UEInformationResponse-v1020-IEs		OPTIONAL
}

UEInformationResponse-v1020-IEs ::= SEQUENCE {
	logMeasReport-r10					LogMeasReport-r10					OPTIONAL,
	nonCriticalExtension				UEInformationResponse-v1130-IEs		OPTIONAL
}

UEInformationResponse-v1130-IEs ::= SEQUENCE {
	connEstFailReport-r11				ConnEstFailReport-r11				OPTIONAL,
	nonCriticalExtension				UEInformationResponse-v1250-IEs		OPTIONAL
}

UEInformationResponse-v1250-IEs ::= SEQUENCE {
	mobilityHistoryReport-r12			MobilityHistoryReport-r12			OPTIONAL,
	nonCriticalExtension				UEInformationResponse-v1530-IEs		OPTIONAL
}

UEInformationResponse-v1530-IEs ::= SEQUENCE {
	measResultListIdle-r15				MeasResultListIdle-r15			OPTIONAL,
	flightPathInfoReport-r15			FlightPathInfoReport-r15		OPTIONAL,
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

RLF-Report-r9 ::=					SEQUENCE {
	measResultLastServCell-r9			SEQUENCE {
		rsrpResult-r9						RSRP-Range,
		rsrqResult-r9						RSRQ-Range						OPTIONAL
	},
	measResultNeighCells-r9				SEQUENCE {
		measResultListEUTRA-r9				MeasResultList2EUTRA-r9			OPTIONAL,
		measResultListUTRA-r9				MeasResultList2UTRA-r9			OPTIONAL,
		measResultListGERAN-r9				MeasResultListGERAN				OPTIONAL,
		measResultsCDMA2000-r9				MeasResultList2CDMA2000-r9		OPTIONAL
	}	OPTIONAL,
	...,
	[[	locationInfo-r10				LocationInfo-r10					OPTIONAL,
		failedPCellId-r10					CHOICE {
			cellGlobalId-r10					CellGlobalIdEUTRA,
			pci-arfcn-r10						SEQUENCE {
				physCellId-r10						PhysCellId,
				carrierFreq-r10						ARFCN-ValueEUTRA
			}
		}																	OPTIONAL,
		reestablishmentCellId-r10		CellGlobalIdEUTRA					OPTIONAL,
		timeConnFailure-r10				INTEGER (0..1023)					OPTIONAL,
		connectionFailureType-r10		ENUMERATED {rlf, hof}				OPTIONAL,
		previousPCellId-r10				CellGlobalIdEUTRA					OPTIONAL
	]],
	[[	failedPCellId-v1090				SEQUENCE {
			carrierFreq-v1090				ARFCN-ValueEUTRA-v9e0
		}																	OPTIONAL
	]],
	[[	basicFields-r11					SEQUENCE {
			c-RNTI-r11						C-RNTI,
			rlf-Cause-r11					ENUMERATED {
												t310-Expiry, randomAccessProblem,
												rlc-MaxNumRetx, t312-Expiry-r12},
			timeSinceFailure-r11			TimeSinceFailure-r11
		}																	OPTIONAL,
		previousUTRA-CellId-r11			SEQUENCE {
			carrierFreq-r11					ARFCN-ValueUTRA,
			physCellId-r11					CHOICE {
				fdd-r11							PhysCellIdUTRA-FDD,
				tdd-r11							PhysCellIdUTRA-TDD
			},
			cellGlobalId-r11				CellGlobalIdUTRA				OPTIONAL
		}																	OPTIONAL,
		selectedUTRA-CellId-r11			SEQUENCE {
			carrierFreq-r11					ARFCN-ValueUTRA,
			physCellId-r11					CHOICE {
				fdd-r11							PhysCellIdUTRA-FDD,
				tdd-r11							PhysCellIdUTRA-TDD
			}
		}																	OPTIONAL
	]],
	[[	failedPCellId-v1250				SEQUENCE {
			tac-FailedPCell-r12				TrackingAreaCode
		}																	OPTIONAL,
		measResultLastServCell-v1250	RSRQ-Range-v1250					OPTIONAL,
		lastServCellRSRQ-Type-r12		RSRQ-Type-r12						OPTIONAL,
		measResultListEUTRA-v1250		MeasResultList2EUTRA-v1250			OPTIONAL
	]],
	[[	drb-EstablishedWithQCI-1-r13	ENUMERATED {qci1}					OPTIONAL
	]],
	[[	measResultLastServCell-v1360	RSRP-Range-v1360					OPTIONAL
	]],
	[[	logMeasResultListBT-r15			LogMeasResultListBT-r15				OPTIONAL,
		logMeasResultListWLAN-r15		LogMeasResultListWLAN-r15			OPTIONAL
	]]
}

RLF-Report-v9e0 ::=				SEQUENCE {
	measResultListEUTRA-v9e0			MeasResultList2EUTRA-v9e0
}

MeasResultList2EUTRA-r9 ::=				SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-r9

MeasResultList2EUTRA-v9e0 ::=			SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v9e0

MeasResultList2EUTRA-v1250 ::=			SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2EUTRA-v1250

MeasResult2EUTRA-r9 ::=				SEQUENCE {
	carrierFreq-r9						ARFCN-ValueEUTRA,
	measResultList-r9					MeasResultListEUTRA
}

MeasResult2EUTRA-v9e0 ::=			SEQUENCE {
	carrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL
}

MeasResult2EUTRA-v1250 ::=			SEQUENCE {
	rsrq-Type-r12						RSRQ-Type-r12		OPTIONAL
}

MeasResultList2UTRA-r9 ::=			SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2UTRA-r9

MeasResult2UTRA-r9 ::=				SEQUENCE {
	carrierFreq-r9						ARFCN-ValueUTRA,
	measResultList-r9					MeasResultListUTRA
}

MeasResultList2CDMA2000-r9 ::=		SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2CDMA2000-r9

MeasResult2CDMA2000-r9 ::=			SEQUENCE {
	carrierFreq-r9						CarrierFreqCDMA2000,
	measResultList-r9					MeasResultsCDMA2000
}

LogMeasReport-r10 ::=				SEQUENCE {
	absoluteTimeStamp-r10				AbsoluteTimeInfo-r10,
	traceReference-r10					TraceReference-r10,
	traceRecordingSessionRef-r10		OCTET STRING (SIZE (2)),
	tce-Id-r10							OCTET STRING (SIZE (1)),
	logMeasInfoList-r10					LogMeasInfoList-r10,
	logMeasAvailable-r10				ENUMERATED {true}				OPTIONAL,
	...,
	[[	logMeasAvailableBT-r15			ENUMERATED {true}				OPTIONAL,
		logMeasAvailableWLAN-r15		ENUMERATED {true}				OPTIONAL
	]]
}

LogMeasInfoList-r10 ::=		SEQUENCE (SIZE (1..maxLogMeasReport-r10)) OF LogMeasInfo-r10

LogMeasInfo-r10 ::=		SEQUENCE {
	locationInfo-r10					LocationInfo-r10				OPTIONAL,
	relativeTimeStamp-r10				INTEGER (0..7200),
	servCellIdentity-r10				CellGlobalIdEUTRA,
	measResultServCell-r10				SEQUENCE {
		rsrpResult-r10						RSRP-Range,
		rsrqResult-r10						RSRQ-Range
	},
	measResultNeighCells-r10			SEQUENCE {
		measResultListEUTRA-r10				MeasResultList2EUTRA-r9		OPTIONAL,
		measResultListUTRA-r10				MeasResultList2UTRA-r9		OPTIONAL,
		measResultListGERAN-r10				MeasResultList2GERAN-r10	OPTIONAL,
		measResultListCDMA2000-r10			MeasResultList2CDMA2000-r9	OPTIONAL
	}	OPTIONAL,
	...,
	[[	measResultListEUTRA-v1090			MeasResultList2EUTRA-v9e0	OPTIONAL
	]],
	[[	measResultListMBSFN-r12				MeasResultListMBSFN-r12		OPTIONAL,
		measResultServCell-v1250			RSRQ-Range-v1250			OPTIONAL,
		servCellRSRQ-Type-r12				RSRQ-Type-r12				OPTIONAL,
		measResultListEUTRA-v1250			MeasResultList2EUTRA-v1250	OPTIONAL
	]],
	[[	inDeviceCoexDetected-r13			ENUMERATED {true}			OPTIONAL
	]],
	[[	measResultServCell-v1360			RSRP-Range-v1360			OPTIONAL
	]],
	[[	logMeasResultListBT-r15				LogMeasResultListBT-r15		OPTIONAL,
		logMeasResultListWLAN-r15			LogMeasResultListWLAN-r15	OPTIONAL
	]],
	[[	anyCellSelectionDetected-r15		ENUMERATED {true}			OPTIONAL
	]]
}

MeasResultListMBSFN-r12 ::=			SEQUENCE (SIZE (1..maxMBSFN-Area)) OF MeasResultMBSFN-r12

MeasResultMBSFN-r12 ::=			SEQUENCE {
	mbsfn-Area-r12					SEQUENCE {
		mbsfn-AreaId-r12				MBSFN-AreaId-r12,
		carrierFreq-r12					ARFCN-ValueEUTRA-r9
	},
	rsrpResultMBSFN-r12				RSRP-Range,
	rsrqResultMBSFN-r12				MBSFN-RSRQ-Range-r12,
	signallingBLER-Result-r12		BLER-Result-r12					OPTIONAL,
	dataBLER-MCH-ResultList-r12		DataBLER-MCH-ResultList-r12		OPTIONAL,
	...
}

DataBLER-MCH-ResultList-r12 ::=		SEQUENCE (SIZE (1..maxPMCH-PerMBSFN)) OF DataBLER-MCH-Result-r12

DataBLER-MCH-Result-r12 ::=			SEQUENCE {
	mch-Index-r12						INTEGER (1..maxPMCH-PerMBSFN),
	dataBLER-Result-r12					BLER-Result-r12
}

BLER-Result-r12 ::=					SEQUENCE {
	bler-r12							BLER-Range-r12,
	blocksReceived-r12					SEQUENCE {
		n-r12								BIT STRING (SIZE (3)),
		m-r12								BIT STRING (SIZE (8))
	}
}

BLER-Range-r12 ::=						INTEGER(0..31)

MeasResultList2GERAN-r10 ::=			SEQUENCE (SIZE (1..maxCellListGERAN)) OF MeasResultListGERAN

ConnEstFailReport-r11 ::=				SEQUENCE {
	failedCellId-r11					CellGlobalIdEUTRA,
	locationInfo-r11					LocationInfo-r10					OPTIONAL,
	measResultFailedCell-r11			SEQUENCE {
		rsrpResult-r11						RSRP-Range,
		rsrqResult-r11						RSRQ-Range						OPTIONAL
	},
	measResultNeighCells-r11			SEQUENCE {
		measResultListEUTRA-r11				MeasResultList2EUTRA-r9			OPTIONAL,
		measResultListUTRA-r11				MeasResultList2UTRA-r9			OPTIONAL,
		measResultListGERAN-r11				MeasResultListGERAN				OPTIONAL,
		measResultsCDMA2000-r11				MeasResultList2CDMA2000-r9		OPTIONAL
	}	OPTIONAL,
	numberOfPreamblesSent-r11			NumberOfPreamblesSent-r11,
	contentionDetected-r11				BOOLEAN,
	maxTxPowerReached-r11				BOOLEAN,
	timeSinceFailure-r11				TimeSinceFailure-r11,
	measResultListEUTRA-v1130			MeasResultList2EUTRA-v9e0			OPTIONAL,
	...,
	[[	measResultFailedCell-v1250		RSRQ-Range-v1250					OPTIONAL,
		failedCellRSRQ-Type-r12			RSRQ-Type-r12						OPTIONAL,
		measResultListEUTRA-v1250		MeasResultList2EUTRA-v1250			OPTIONAL
	]],
	[[	measResultFailedCell-v1360		RSRP-Range-v1360					OPTIONAL
	]],
	[[	logMeasResultListBT-r15			LogMeasResultListBT-r15				OPTIONAL,
		logMeasResultListWLAN-r15		LogMeasResultListWLAN-r15			OPTIONAL
	]]
}

NumberOfPreamblesSent-r11::=			INTEGER (1..200)

TimeSinceFailure-r11 ::=				INTEGER (0..172800)

MobilityHistoryReport-r12 ::=	VisitedCellInfoList-r12

FlightPathInfoReport-r15 ::=		SEQUENCE {
	flightPath-r15	SEQUENCE (SIZE (1..maxWayPoint-r15)) OF WayPointLocation-r15	OPTIONAL,
	nonCriticalExtensiondummy							SEQUENCE {}							OPTIONAL
}

WayPointLocation-r15 ::=			SEQUENCE {
	wayPointLocation-r15						LocationInfo-r10,
	timeStamp-r15							AbsoluteTimeInfo-r10 		OPTIONAL
}

-- ASN1STOP

	UEInformationResponse field descriptions

	absoluteTimeStamp
Indicates the absolute time when the logged measurement configuration logging is provided, as indicated by E-UTRAN within absoluteTimeInfo.

	anyCellSelectionDetected
This field is used to indicate the detection of any cell selection state, as defined in TS 36.304 [4]. The UE sets this field when performing the logging of measurement results in RRC_IDLE and there is no suitable cell or no acceptable cell.

	bler
Indicates the measured BLER value. The coding of BLER value is defined in TS 36.133 [16].

	blocksReceived
Indicates total number of MCH blocks, which were received by the UE and used for the corresponding BLER calculation, within the measurement period as defined in TS 36.133 [16].

	carrierFreq
In case the UE includes carrierFreq-v9e0 and/ or carrierFreq-v1090, the UE shall set the corresponding entry of carrierFreq-r9 and/ or carrierFreq-r10 respectively to maxEARFCN. For E-UTRA and UTRA frequencies, the UE sets the ARFCN according to the band used when obtaining the concerned measurement results.

	connectionFailureType
This field is used to indicate whether the connection failure is due to radio link failure or handover failure.

	contentionDetected
This field is used to indicate that contention was detected for at least one of the transmitted preambles, see TS 36.321 [6]. 

	c-RNTI
This field indicates the C-RNTI used in the PCell upon detecting radio link failure or the C-RNTI used in the source PCell upon handover failure.

	dataBLER-MCH-ResultList
Includes a BLER result per MCH on subframes using dataMCS, with the applicable MCH(s) listed in the same order as in pmch-InfoList within MBSFNAreaConfiguration.

	drb-EstablishedWithQCI-1
This field is used to indicate the radio link failure occurred while a bearer with QCI value equal to 1 was configured, see TS 24.301 [35].

	dummy
This field is not used in the specification. It shall not be sent by the UE.

	failedCellId
This field is used to indicate the cell in which connection establishment failed.

	failedPCellId
This field is used to indicate the PCell in which RLF is detected or the target PCell of the failed handover. The UE sets the EARFCN according to the band used for transmission/ reception when the failure occurred.

	inDeviceCoexDetected
Indicates that measurement logging is suspended due to IDC problem detection.

	logMeasResultListBT
This field refers to the Bluetooth measurement results.

	logMeasResultListWLAN
This field refers to the WLAN measurement results.

	maxTxPowerReached
This field is used to indicate whether or not the maximum power level was used for the last transmitted preamble, see TS 36.321 [6].

	mch-Index
Indicates the MCH by referring to the entry as listed in pmch-InfoList within MBSFNAreaConfiguration.

	measResultFailedCell
This field refers to the last measurement results taken in the cell, where connection establishment failure happened. For UE supporting CE Mode B, when CE mode B is not restricted by upper layers, measResultFailedCell-v1360 is reported if the measured RSRP is less than -140 dBm.

	measResultLastServCell
This field refers to the last measurement results taken in the PCell, where radio link failure or handover failure happened. For BL UEs or UEs in CE, when operating in CE Mode B, measResultLastServCell-v1360 is reported if the measured RSRP is less than -140 dBm.

	measResultListEUTRA
If measResultListEUTRA-v9e0, measResultListEUTRA-v1090 or measResultListEUTRA-v1130 is included, the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9, measResultListEUTRA-r10 and/ or measResultListEUTRA-r11 respectively.

	measResultListEUTRA-v1250
If included in RLF-Report-r9 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r9;
If included in LogMeasInfo-r10 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r10;
If included in ConnEstFailReport-r11 the UE shall include the same number of entries, and listed in the same order, as in measResultListEUTRA-r11;

	measResultListIdle
This field indicates the measurement results done during IDLE mode at network request.

	measResultServCell
This field refers to the log measurement results taken in the Serving cell. For UE supporting CE Mode B, when CE mode B is not restricted by upper layers, measResultServCell-v1360 is reported if the measured RSRP is less than -140 dBm.

	mobilityHistoryReport
This field is used to indicate the time of stay in 16 most recently visited E-UTRA cells or of stay out of E-UTRA.

	numberOfPreamblesSent
This field is used to indicate the number of RACH preambles that were transmitted. Corresponds to parameter PREAMBLE_TRANSMISSION_COUNTER in TS 36.321 [6].

	previousPCellId
This field is used to indicate the source PCell of the last handover (source PCell when the last RRCConnectionReconfiguration message including mobilityControlInfo was received).

	previousUTRA-CellId
This field is used to indicate the source UTRA cell of the last successful handover to E-UTRAN, when RLF occurred at the target PCell. The UE sets the ARFCN according to the band used for transmission/ reception on the concerned cell.

	reestablishmentCellId
This field is used to indicate the cell in which the re-establishment attempt was made after connection failure.

	relativeTimeStamp
Indicates the time of logging measurement results, measured relative to the absoluteTimeStamp. Value in seconds.

	rlf-Cause
This field is used to indicate the cause of the last radio link failure that was detected. In case of handover failure information reporting (i.e., the connectionFailureType is set to 'hof'), the UE is allowed to set this field to any value.

	selectedUTRA-CellId
This field is used to indicate the UTRA cell that the UE selects after RLF is detected, while T311 is running. The UE sets the ARFCN according to the band selected for transmission/ reception on the concerned cell.

	signallingBLER-Result
Includes a BLER result of MBSFN subframes using signallingMCS. 

	tac-FailedPCell
This field is used to indicate the Tracking Area Code of the PCell in which RLF is detected.

	tce-Id
Parameter Trace Collection Entity Id: See TS 32.422 [58].

	timeConnFailure
This field is used to indicate the time elapsed since the last HO initialization until connection failure. Actual value = field value * 100ms. The maximum value 1023 means 102.3s or longer.

	timeSinceFailure
This field is used to indicate the time that elapsed since the connection (establishment) failure. Value in seconds. The maximum value 172800 means 172800s or longer.

	timeStamp
Includes time stamps for the waypoints that describe planned locations for the UE.

	traceRecordingSessionRef
Parameter Trace Recording Session Reference: See TS 32.422 [58].

	wayPointLocation
Includes location coordinates for a UE for Aerial UE operation. The waypoints describe planned locations for the UE.




End of changes

