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	Reason for change:
	1. Description of rach-Report-r16 is not aligned with ASN.1, i.e. the field “rachReport” does not exist but ra-ReportList-r16.

2. In the description of loggedMeasurements-r16 a log storage requirement of 64KB has been specified. But it is not clear whether it is a minimum or maximum requirement. In LTE it has been specified as a minimum value because a UE should not be precluded to support a larger memory size.

3. In the field descriptions of MDT capabilities some editorial issues need to be fixed (the words “the” and “state” are missing).


	
	

	Summary of change:
	1. In the description of rach-Report-r16 the field “rachReport” has been replaced by “RA report”.

2. In the description of loggedMeasurements-r16 the log storage requirement of 64KB has been clarified as a minimum value.

3. Editorial issues in the field descriptions of MDT capabilities have been fixed (by adding the missing words “the” and “state”).


Impact analysis
Impacted functionality: 
SON/MDT capabilities

Inter-operability:
There are no interoperability issues.


	
	

	Consequences if not approved:
	To change 1) Field description remains misaligned with ASN.1.
To change 2) Log storage requirement for logged measurements remains unclear.
To change 3) Some editorial issues in the field descriptions remain.
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[bookmark: _Toc535258936]Start of changes
[bookmark: _Toc90724066]4.2.17	SON parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	rach-Report-r16
Indicates whether the UE supports delivery of RA reportrachReport upon request from the network.
	UE
	No
	No
	No



[bookmark: _Toc90724067]4.2.18	UE-based performance measurement parameters
	Definitions for parameters
	Per
	M
	FDD-TDD DIFF
	FR1-FR2 DIFF

	barometerMeasReport-r16
Indicates whether the UE supports uncompensated barometeric pressure measurement reporting upon request from the network.
	UE
	No
	No
	No

	immMeasBT-r16
Indicates whether the UE supports Bluetooth measurements in RRC_CONNECTED state.
	UE
	No
	No
	No

	immMeasWLAN-r16
Indicates whether the UE supports WLAN measurements in RRC_CONNECTED state.
	UE
	No
	No
	No

	loggedMeasBT-r16
Indicates whether the UE supports Bluetooth measurements in RRC_IDLE and RRC_INACTIVE state.
	UE
	No
	No
	No

	loggedMeasurements-r16
Indicates whether the UE supports logged measurements in RRC_IDLE and RRC_INACTIVE state. A UE that supports logged measurements shall support both periodical logging and event-triggered logging. The minimum memory size of MDT logged measurements is 64KB.
	UE
	No
	No
	No

	loggedMeasWLAN-r16
Indicates whether the UE supports WLAN measurements in RRC_IDLE and RRC_INACTIVE state.
	UE
	No
	No
	No

	orientationMeasReport-r16
Indicates whether the UE supports orientation information reporting upon request from the network.
	UE
	No
	No
	No

	speedMeasReport-r16
Indicates whether the UE supports speed information reporting upon request from the network.
	UE
	No
	No
	No

	gnss-Location-r16
Indicates whether the UE is equipped with a GNSS or A-GNSS receiver that may be used to provide detailed location information along with SON or MDT related measurements in RRC_CONNECTED, RRC_IDLE and RRC_INACTIVE state.
	UE
	No
	No
	No

	ulPDCP-Delay-r16
Indicates whether the UE supports UL PDCP Packet Average Delay measurement (as specified in TS 38.314 [26]) and reporting in RRC_CONNECTED state.
	UE
	No
	No
	No
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