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1 Introduction
For NTN, the new HARQ state B has been introduced, and most of agreements about this new HARQ state have been attained in RAN2 #116bis meeting [1]. In this contribution, some remaining issues are discussed.
2 Discussion
If UE receive retransmission scheduling for UL/DL HARQ state A during drx-HARQ -RTT-TimerUL/DL is running, whether the drx-HARQ -RTT-TimerUL/DL shall be stopped or not? If timer is stopped, UE may receive the extra retransmission, and the reliability of data could be guaranteed. If time is not stopped, the robustness of data is less. 
In principle, HARQ state A is applied for reliability. If gNB wishes to guarantee reliability, it could trigger an extra retransmission when the related drx-HARQ -RTT-TimerUL/DL is running but UE is in active state because of action of other HARQ process. In order to align the action of HARQ state A, the drx-HARQ -RTT-TimerUL/DL shall be restarted.
Proposal 1: If UE receive retransmission scheduling for UL/DL  state A during drx-HARQ -RTT-TimerUL/DL is running, drx-HARQ -RTT-TimerUL/DL is restarted.
Another remaining issue is whether to enter Active time immediately or not if UE sends an SR or msg3 during CFRA. If all HARQ processes are configured to HARQ state A, it means reliability is more important than the throughput for all the sessions, so UE could enter active time after the RTT duration. If HARQ state B is configured, it means throughput is more important than reliability, at least for some sessions, so UE shall enter active time immediately.
Proposal 2: If UE sends an SR or msg3 during CFRA, and HARQ state B is configured, the UE enters Active time immediately.
3 Conclusion

In this contribution we discuss the remaining issues about HARQ process and propose:
Proposal 1: If UE receive retransmission scheduling for UL/DL HARQ state A during drx-HARQ -RTT-TimerUL/DL is running, drx-HARQ -RTT-TimerUL/DL is restarted.

Proposal 2: If UE sends an SR or msg3 during CFRA, and HARQ state B is configured, the UE enters Active time immediately.
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