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1. Introduction
In ASN.1 syntax, object identifier tree is used when a globally unique identifier is necessary for the ASN.1 spec. It refers to a list of arcs in the object identifier tree. 
2. Discussion
In the current LPP spec, in the LPP PDU definition, the following has been defined for the organization identifier for the LPP ASN.1
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While back in R15, with the introduction of Option5 (LTE connected to 5GC), LPP spec has already been a spec shared by the EPC and 5GS, the above object id is outdated since it is still under the branch of “eps-Access”.
For the object identifier currently maintained by ETSI, the following tree can be seen under the following URL https://webapp.etsi.org/ASN1ObjectTree/ASN1.asp
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With the issue above, we think there are generally two options for us to address the issue
· Option1: Send a message to 3GPP specification manger to add an object identifier and revise the LPP spec for R15 and R16
· Option2: Remove the object identifier in the LPP spec for R15 and R16
[bookmark: _GoBack]From the above two options, we think that Option2 should be adopted since object identifier is not that useful in the LPP spec. The other spec in the air interface (e.g., RRC spec) does not have object identifier either in their declarations and no issues have been identified. 

Proposal: Remove the object identifier in the LPP spec for R15 and R16
3. Summary
Based on the discussion above, we propose the following proposal for the object identifier for LPP ASN.1:
Proposal: Remove the object identifier in the LPP spec for R15 and R16
4. References
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