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	Reason for change:
	In current 38.331, how UE shall report the inter-frequency gap requirement information is spcified as following

4>	if requestedTargetBandFilterNR is configured, for each supported NR band that is also included in requestedTargetBandFilterNR, include an entry in interFreq-needForGap and set the gap requirement information for that band; otherwise, include an entry in interFreq-needForGap and set the corresponding gap requirement information for each supported NR band;

Basically, if the target band filter (i.e. requestedTargetBandFilterNR) is not included, the UE will include the gap requirement information for all supported bands. Otherwise, the UE will include the bands that it is supported and requested by the network.

However, the UE behavior is unclear if the network sets only bands that are not supported by UE in the target band filter. Note that the field interFreq-needForGap-r16 is mandatory in IE NeedForGapsInfoNR-r16, so the UE has always to include the inter-frequency gap requirement information. And in this scenario, it is really confusing on which bands to include in this field.


	
	

	Summary of change:
	[bookmark: _Hlk95467318]In 6.3.2, on the field description of requestedTargetBandFilterNR, clarify that the network will include at least one band that is supported by the UE. 

Impact analysis:
Impacted 5G architecture options: Standalone

Impacted functionality: 
NeedForGap reporting

Inter-operability:
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue. 

If the UE is implemented according to this CR while the network is not, the consequences if not approved remains.


	
	

	Consequences if not approved:
	the UE behavor is unclear if the network sets only bands that are not supported by UE in the target band filter (requestedTargetBandFilterNR).
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[bookmark: _Toc46439450][bookmark: _Toc46444287][bookmark: _Toc46487048]6	Protocol data units, formats and parameters (ASN.1)
<Skip>
[bookmark: _Toc60777158][bookmark: _Toc90651030][bookmark: _Hlk54206873]6.3.2	Radio resource control information elements
<Skip>

[bookmark: _Toc60777280][bookmark: _Toc90651152]–	NeedForGapsConfigNR
The IE NeedForGapsConfigNR contains configuration related to the reporting of measurement gap requirement information.
NeedForGapsConfigNR information element
-- ASN1START
-- TAG-NeedForGapsConfigNR-START

NeedForGapsConfigNR-r16 ::=        SEQUENCE {
    requestedTargetBandFilterNR-r16       SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicatorNR               OPTIONAL          -- Need R
}

-- TAG-NeedForGapsConfigNR-STOP
-- ASN1STOP

	NeedForGapsConfigNR field descriptions

	requestedTargetBandFilterNR
Indicates the target NR bands that the UE is requested to report the gap requirement information.If the field is present, it includes at least one NR band that is supported by the UE.
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