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[bookmark: _Toc37200935][bookmark: _Toc46492801][bookmark: _Toc52568327][bookmark: _Toc90725874]7.11	F1-C transfer over E-UTRA
In EN-DC, the F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet can be transferred between IAB-donor and IAB-node via E-UTRA, if configured by IAB-donor, as specified in TS 38.331 [4]. When both E-UTRA and NR are configured to transfer the F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet, it is up to the IAB implementation when to select the E-UTRA. SRB2 is used for transporting the F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet between IAB-MT and MN [10], and the F1-AP message encapsulated in SCTP/IP or F1-C related (SCTP/)IP packet is transferred as a container via X2-AP between MN and SN, see TS 36.423 [9].
7.xx	FR2 UL gap
[Editor’s note: Place holder to capture the agreements on FR2 UL gap].

In EN-DC and NGEN-DC, the SN decides the FR2 UL gap pattern; in NE-DC, the MN decides the FR2 UL gap pattern.
[Editor’s note: FFS for NR-DC, which is pending on RAN2 relevant discussion.]
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