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[bookmark: OLE_LINK1][bookmark: OLE_LINK2]In this contribution, the following open issues based on agenda are discussed [1]:
	- N1-6: Introduction of signalling for enabling the derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing, to increase NCSG efficiency.
- N1-7: Whether the reporting of R17 gap requirement information (e.g. needForNCSG-InfoNR) should be combined with R16 gap requirement information (i.e. NeedForGapsInfoNR) or the R17 NCSG requirement information could be reported independently.


In addition, NCSG reporting info exchanged in inter node is considered.
Discussion
2.1. Derivation of SSB indexes of target cell(s)
In RAN4 LS [2], it was mentioned:
	RAN4 identified that efficiency of NCSG can be increased if the SSB indexes of target cell(s) on a frequency different than serving cell frequency can be derived from a serving cell. However, the flag deriveSSB-IndexFromCell introduced in R15 can only enable UE to derive SSB indexes of target cell(s) on the same frequency as the serving cell frequency. RAN4 kindly asks RAN2 to design the corresponding signalling for enabling the derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing, to increase NCSG efficiency.
The new signaling can only be configured if the SCS of SSB is the same between target cell and the serving cell which is used for SSB indexes derivation. 
· The new signaling can be used in both FR1 and FR2.
· UE needs to be indicated which serving cell to be referred from under CA.
· The indication can be per-MO


In order to support the derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing, a new field to indicate which serving cell can be used for derivation of SSB indexed of target cell(s) is introduced in MO for NR.
An example of the new field is shown below:
	MeasObjectNR
The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements and/or CSI-RS intra/inter-frequency measurements.
MeasObjectNR information element
-- ASN1START
-- TAG-MEASOBJECTNR-START

MeasObjectNR ::=                    SEQUENCE {
    ssbFrequency                        ARFCN-ValueNR                                                   OPTIONAL,   -- Cond SSBorAssociatedSSB
    ssbSubcarrierSpacing                SubcarrierSpacing                                               OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc1                               SSB-MTC                                                         OPTIONAL,   -- Cond SSBorAssociatedSSB
    smtc2                               SSB-MTC2                                                        OPTIONAL,   -- Cond IntraFreqConnected
    refFreqCSI-RS                       ARFCN-ValueNR                                                   OPTIONAL,   -- Cond CSI-RS
    referenceSignalConfig               ReferenceSignalConfig,
    absThreshSS-BlocksConsolidation     ThresholdNR                                                     OPTIONAL,   -- Need R
    absThreshCSI-RS-Consolidation       ThresholdNR                                                     OPTIONAL,   -- Need R
    nrofSS-BlocksToAverage              INTEGER (2..maxNrofSS-BlocksToAverage)                          OPTIONAL,   -- Need R
    nrofCSI-RS-ResourcesToAverage       INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)                   OPTIONAL,   -- Need R
    quantityConfigIndex                 INTEGER (1..maxNrofQuantityConfig),
    offsetMO                            Q-OffsetRangeList,
    cellsToRemoveList                   PCI-List                                                        OPTIONAL,   -- Need N
    cellsToAddModList                   CellsToAddModList                                               OPTIONAL,   -- Need N
    blackCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    blackCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    whiteCellsToRemoveList              PCI-RangeIndexList                                              OPTIONAL,   -- Need N
    whiteCellsToAddModList              SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement      OPTIONAL,   -- Need N
    ...,
    [[
    freqBandIndicatorNR                 FreqBandIndicatorNR                                             OPTIONAL,   -- Need R
    measCycleSCell                      ENUMERATED {sf160, sf256, sf320, sf512, sf640, sf1024, sf1280}  OPTIONAL    -- Need R
    ]],
    [[
    smtc3list-r16                     SSB-MTC3List-r16                                                  OPTIONAL,   -- Need R
    rmtc-Config-r16                     SetupRelease {RMTC-Config-r16}                                  OPTIONAL,   -- Need M
    t312-r16                            SetupRelease { T312-r16 }                                       OPTIONAL    -- Need M
    ]]
}

SSB-MTC3List-r16::=                 SEQUENCE (SIZE(1..4)) OF SSB-MTC3-r16

T312-r16 ::=                        ENUMERATED { ms0, ms50, ms100, ms200, ms300, ms400, ms500, ms1000}

ReferenceSignalConfig::=            SEQUENCE {
    ssb-ConfigMobility                  SSB-ConfigMobility                                              OPTIONAL,   -- Need M
    csi-rs-ResourceConfigMobility       SetupRelease { CSI-RS-ResourceConfigMobility }                  OPTIONAL    -- Need M
}

SSB-ConfigMobility::=               SEQUENCE {
    ssb-ToMeasure                           SetupRelease { SSB-ToMeasure }                              OPTIONAL,   -- Need M
    deriveSSB-IndexFromCell             BOOLEAN,
    ss-RSSI-Measurement                         SS-RSSI-Measurement                                     OPTIONAL,   -- Need M
    ...,
    [[
    ssb-PositionQCL-Common-r16              SSB-PositionQCL-Relation-r16                                OPTIONAL,   -- Cond SharedSpectrum
    ssb-PositionQCL-CellsToAddModList-r16   SSB-PositionQCL-CellsToAddModList-r16                       OPTIONAL,   -- Need N
    ssb-PositionQCL-CellsToRemoveList-r16   PCI-List                                                    OPTIONAL    -- Need N
]]
    [[
    deriveSSB-IndexFromCellofOtherFreq-r17  ServCellIndex                                      OPTIONAL,   -- Need M
]]
}

Q-OffsetRangeList ::=               SEQUENCE {
    rsrpOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    sinrOffsetSSB                       Q-OffsetRange               DEFAULT dB0,
    rsrpOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    rsrqOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0,
    sinrOffsetCSI-RS                    Q-OffsetRange               DEFAULT dB0
}

Proposal 1: A new field with serving cell index is introduced in the IE MeasObjectNR to indicate which serving cell with the same SCS of SSB can be used for derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing.
2.2. How to report R17 NCSG requirement information
It is FFS whether the reporting of R17 gap requirement information (e.g. needForNCSG-InfoNR) should be combined with R16 gap requirement information (i.e. NeedForGapsInfoNR) or the R17 NCSG requirement information could be reported independently.
In RAN4 previous LS [3], RAN4 agreed that UE can report three different capabilities: ‘no-gap-no-ncsg’, ’ncsg’ and ‘gap’. It is clear and straightforward to report the R17 NCSG requirement information independently. Otherwise, some issues need to be further discussed. For example: It needs to be discussed how to set the value ‘no-gap-no-ncsg’, reusing value ‘no-gap’ in gapIndication-r16 or introducing a new value ‘no-gap-no-ncsg’ in new IE for R17 gap requirement information. In addition, it needs to be discussed how to capture the UE behavior of reporting of R17 gap requirement information combined with R16 gap requirement information. To keep it simple, we prefer the R17 NCSG requirement information is reported independently.
Proposal 2: The R17 NCSG requirement information is reported independently.
2.3. R17 NCSG requirement information between inter-node
In R16, R16 gap requirement information (i.e. NeedForGapsInfoNR) is introduced in HandoverPreparationInformation inter-node message so that it could be forwarded to the target node during handover, as shown in annex [4]. Similarly, R17 NCSG requirement information needs to be introduced in HandoverPreparationInformation inter-node message too so that it could be forwarded to the target node during handover.
Proposal 3: R17 NCSG requirement information is introduced in HandoverPreparationInformation inter-node message.
Conclusion
In this contribution, how to support the derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing, how to report R17 NCSG requirement information, and R17 NCSG requirement information forwarding between inter-node are discussed.
Proposal 1: A new field with serving cell index is introduced in the IE MeasObjectNR to indicate which serving cell with the same SCS of SSB can be used for derivation of SSB indexes of target cell(s) on a frequency different than serving cell frequency from serving cell timing.
Proposal 2: The R17 NCSG requirement information is reported independently.
Proposal 3: R17 NCSG requirement information is introduced in HandoverPreparationInformation inter-node message.
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Annex
11.2.1	General
This clause specifies RRC messages that are sent either across the X2-, Xn- or the NG-interface, either to or from the gNB, i.e. a single 'logical channel' is used for all RRC messages transferred across network nodes. The information could originate from or be destined for another RAT.
-- ASN1START
-- TAG-NR-INTER-NODE-DEFINITIONS-START

NR-InterNodeDefinitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
    ARFCN-ValueNR,
    ARFCN-ValueEUTRA,
    CellIdentity,
    CGI-InfoEUTRA,
    CGI-InfoNR,
    CSI-RS-Index,
    CSI-RS-CellMobility,
    DRX-Config,
    EUTRA-PhysCellId,
    FeatureSetDownlinkPerCC-Id,
    FeatureSetUplinkPerCC-Id,
    FreqBandIndicatorNR,
    GapConfig,
    maxBandComb,
    maxBands,
    maxCellSFTD,
    maxFeatureSetsPerBand,
    maxFreqIDC-MRDC,
    maxNrofCombIDC,
    maxNrofPhysicalResourceBlocks,
    maxNrofSCells,
    maxNrofServingCells,
    maxNrofServingCells-1,
    maxNrofServingCellsEUTRA,
    maxNrofIndexesToReport,
    maxSimultaneousBands,
    MeasQuantityResults,
    MeasResultCellListSFTD-EUTRA,
    MeasResultCellListSFTD-NR,
    MeasResultList2NR,
    MeasResultSCG-Failure,
    MeasResultServFreqListEUTRA-SCG,
    NeedForGapsInfoNR-r16,
    OverheatingAssistance,
    P-Max,
    PhysCellId,
    RadioBearerConfig,
    RAN-NotificationAreaInfo,
    RRCReconfiguration,
    ServCellIndex,
    SetupRelease,
    SSB-Index,
    SSB-MTC,
    SSB-ToMeasure,
    SS-RSSI-Measurement,
    ShortMAC-I,
    SubcarrierSpacing,
    UEAssistanceInformation,
    UE-CapabilityRAT-ContainerList,
    maxNrofCLI-RSSI-Resources-r16,
    maxNrofCLI-SRS-Resources-r16,
    RSSI-ResourceId-r16,
    SidelinkUEInformationNR-r16,
    SRS-ResourceId
FROM NR-RRC-Definitions;

-- TAG-NR-INTER-NODE-DEFINITIONS-STOP
-- ASN1STOP

HandoverPreparationInformation
This message is used to transfer the NR RRC information used by the target gNB during handover preparation or UE context retrieval, e.g. in case of resume or re-establishment, including UE capability information. This message is also used for transferring the information between the CU and DU.
Direction: source gNB/source RAN to target gNB or CU to DU.
HandoverPreparationInformation message
-- ASN1START
-- TAG-HANDOVER-PREPARATION-INFORMATION-START

HandoverPreparationInformation ::=      SEQUENCE {
    criticalExtensions                      CHOICE {
        c1                                      CHOICE{
            handoverPreparationInformation          HandoverPreparationInformation-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

HandoverPreparationInformation-IEs ::=  SEQUENCE {
    ue-CapabilityRAT-List                   UE-CapabilityRAT-ContainerList,
    sourceConfig                            AS-Config                                       OPTIONAL, -- Cond HO
    rrm-Config                              RRM-Config                                      OPTIONAL,
    as-Context                              AS-Context                                      OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                                     OPTIONAL
}

AS-Config ::=                           SEQUENCE {
    rrcReconfiguration                      OCTET STRING (CONTAINING RRCReconfiguration),
    ...,
    [[
    sourceRB-SN-Config                      OCTET STRING (CONTAINING RadioBearerConfig)     OPTIONAL,
    sourceSCG-NR-Config                     OCTET STRING (CONTAINING RRCReconfiguration)    OPTIONAL,
    sourceSCG-EUTRA-Config                  OCTET STRING                                    OPTIONAL
    ]],
    [[
    sourceSCG-Configured                    ENUMERATED {true}                               OPTIONAL
    ]]

}

AS-Context ::=                          SEQUENCE {
    reestablishmentInfo                     ReestablishmentInfo                                 OPTIONAL,
    configRestrictInfo                      ConfigRestrictInfoSCG                               OPTIONAL,
    ...,
    [[  ran-NotificationAreaInfo            RAN-NotificationAreaInfo                            OPTIONAL
    ]],
    [[  ueAssistanceInformation             OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL   -- Cond HO2
    ]],
    [[
    selectedBandCombinationSN               BandCombinationInfoSN                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-r16              ConfigRestrictInfoDAPS-r16                          OPTIONAL,
    sidelinkUEInformationNR-r16             OCTET STRING                                        OPTIONAL,
    sidelinkUEInformationEUTRA-r16          OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationEUTRA-r16        OCTET STRING                                        OPTIONAL,
    ueAssistanceInformationSCG-r16          OCTET STRING (CONTAINING UEAssistanceInformation)   OPTIONAL,   -- Cond HO2
    needForGapsInfoNR-r16                   NeedForGapsInfoNR-r16                               OPTIONAL
    ]],
    [[
    configRestrictInfoDAPS-v1640            ConfigRestrictInfoDAPS-v1640                        OPTIONAL
    ]]
}

ConfigRestrictInfoDAPS-r16 ::=          SEQUENCE {
    powerCoordination-r16                   SEQUENCE {
        p-DAPS-Source-r16                       P-Max,
        p-DAPS-Target-r16                       P-Max,
        uplinkPowerSharingDAPS-Mode-r16          ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic }
    }                                                                                                       OPTIONAL
}

ConfigRestrictInfoDAPS-v1640 ::=    SEQUENCE {
    sourceFeatureSetPerDownlinkCC-r16   FeatureSetDownlinkPerCC-Id,
    sourceFeatureSetPerUplinkCC-r16     FeatureSetUplinkPerCC-Id
}

ReestablishmentInfo ::=             SEQUENCE {
    sourcePhysCellId                        PhysCellId,
    targetCellShortMAC-I                    ShortMAC-I,
    additionalReestabInfoList               ReestabNCellInfoList                            OPTIONAL
}

ReestabNCellInfoList ::=             SEQUENCE ( SIZE (1..maxCellPrep) ) OF ReestabNCellInfo

ReestabNCellInfo::= SEQUENCE{
    cellIdentity                            CellIdentity,
    key-gNodeB-Star                         BIT STRING (SIZE (256)),
    shortMAC-I                              ShortMAC-I
}

RRM-Config ::=              SEQUENCE {
    ue-InactiveTime             ENUMERATED {
                                    s1, s2, s3, s5, s7, s10, s15, s20,
                                    s25, s30, s40, s50, min1, min1s20, min1s40,
                                    min2, min2s30, min3, min3s30, min4, min5, min6,
                                    min7, min8, min9, min10, min12, min14, min17, min20,
                                    min24, min28, min33, min38, min44, min50, hr1,
                                    hr1min30, hr2, hr2min30, hr3, hr3min30, hr4, hr5, hr6,
                                    hr8, hr10, hr13, hr16, hr20, day1, day1hr12, day2,
                                    day2hr12, day3, day4, day5, day7, day10, day14, day19,
                                    day24, day30, dayMoreThan30}                            OPTIONAL,
    candidateCellInfoList       MeasResultList2NR                                           OPTIONAL,
    ...,
    [[
    candidateCellInfoListSN-EUTRA      MeasResultServFreqListEUTRA-SCG                      OPTIONAL
    ]]
}

-- TAG-HANDOVER-PREPARATION-INFORMATION-STOP
-- ASN1STOP



