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Introduction
In this document, rapporteur provides review report on all MAC CRs in AI 6.2.3.
The list of CRs 
Rapporteur proposes to independently discuss the following CRs and merge the listed CRs in Table 1 into a rapporteur’s CR if companies agree on the corrections. 
Table 1: The list of CRs 

	Tdoc
	Title
	Company
	Rapporteur’s review
	Rapporteur’s suggestion for this CR

	R2-2202193
	Correction on UL-SL prioritization
	OPPO
	CR is a correction on UL/SL prioritization.
RAN2 can have time to discuss this correction at this meeting according to the guideline of the session chair of the last #116-e meeting.

-
[Session chair]: Propose to have more time to check whether we capture RAN2 agreement well or otherwise to think of better change/wording (although it was supported by majority companies at email discussion).
	Rapporteur proposes to discuss this CR.

	R2-2202299
	Correction on UL-SL prioritization
	OPPO
	CR is a correction on UL/SL prioritization.
R2-2202299 can be dealt with discussion of R2-2202193.
	Rapporteur proposes to discuss this CR.

	R2-2202360
	Corrections on Unexpected SL-BSR Trigger for SL-CSI MAC CE
	CATT
	Even with the current text below, rapporteur do not think that SL BSR is triggered for transmission of standalone SL-CSI Reporting MAC CE. It is specified as SL datas in the text.
· “SL data, for a logical channel of a Destination, becomes available to the MAC entity; and either”

But in terms of consistence with Uu's sentence, the correction seems to make the sentence clearer.
	Rapporteur proposes to discuss this CR

	R2-2202362
	Corrections on MAC filtering issue for the first unicast PC5-S signalling
	CATT
	This CR is being dealt with in discussion “[POST116-e][710][V2X/SL] PDCP/RLC Entity Maintenance for SL-SRBs (CATT)”.
As a result of the discussion, if the CR is agreed upon, it may be merged into Rapporteur’s CR.
	As a result of the discussion (“[POST116-e][710][V2X/SL] PDCP/RLC Entity Maintenance for SL-SRBs (CATT))”, if the CR is agreed upon, it can be merged into Rapporteur’s CR.

	R2-2202534
	Correction on the PDB derivation from LCH priority
	Apple, OPPO
	The proponent's intention for correction is as follows.
In LTE V2X, PDB is derived based on LCH priority. However, in NR V2X, PDB is part of QoS profile represented by PQI provided by upper layer for TX UE. In RRC configuration, each SLRB is configured with SL-SDAP-Config, which includes the mapping of QoS profile to SLRB. So, UE knows the PDB(s) associated with SLRB.

Hence, when UE evaluate whether it can meet the requirements of the remaining PDB of a MAC PDU, UE knows the PDB requirements of each logical channel multiplexed in the MAC PDU directly from the RRC configuration. UE shall not determine remaining PDB “according to the associated (LCH) priority”.
The proponent's understanding of this issue seems reasonable. RAN2 can discuss this correction.
	Rapporteur proposes to discuss this CR.

	R2-2202716
	Clarification on the UL and NR SL prioritization
	Huawei
	CR is a correction on UL/SL prioritization.
R2-2202716 can be dealt with discussion of R2-2202193.
	Rapporteur proposes to discuss this CR

	R2-2202843
	Correction on SL HARQ feedback indicator
	ASUSTeK
	The proponent's intention for correction is as follows.
(5.22.1.4.1.2) In RRC specification, sl-HARQ-FeedbackEnabled is a per sidelink logical channel configuration indicating the HARQ feedback enabled/disabled restriction in LCP for this sidelink logical channel, which is not a per MAC PDU configuration.

(5.22.1.3.1) The current sidelink HARQ entity deteremines how to set the HARQ feedback enabled/disabled indicator based on whether “HARQ feedback has been enabled for the MAC PDU” in 5.22.1.4.2. However, 5.22.1.4.2 does not determine enabling or disabling HARQ feedback for a MAC PDU but determines how to include SL data of SL logical channels with the same sl-HARQ-FeedbackEnabled value.

· Correction on 5.22.1.3.1

Rapporteur understands that the current text also specifies the proponent's intentions as such. 

· 5>
if HARQ feedback has been enabled for the MAC PDU according to clause 5.22.1.4.2;
· Correction on 5.22.1.4.1.2.
Rapporteur think that this correction looks reasonable. It is correct to modify the parameters indicated by SCI rather than RRC parameters.
NOTE 2:
HARQ feedback enabled/disabled indicator is set to disabled for the transmission of a MAC PDU only carrying CSI reporting MAC CE.
RAN2 can discuss this issue and get companies’ view.
	Rapporteur proposes to discuss this CR

	R2-2202949
	Correction of RV indication
	Samsung
	This CR is the following correction for grammatical errors.
Reason for change: The level 5 cannot be added between level 6 ‘if’ and level 6 ‘else’. So the location of the level 5 action on RV indication should be corrected.


6>
else:

7>
select negative-only acknowledgement.
6>
if negative-only acknowledgement is selected, UE's location information is available, and sl-TransRange has been configured for a logical channel in the MAC PDU, and sl-ZoneConfig is configured as specified in TS 38.331 [5]:
7>
set the communication range requirement to the value of the longest communication range of the logical channel(s) in the MAC PDU;

7>
determine the value of sl-ZoneLength corresponding to the communication range requirement and set Zone_id to the value of Zone_id calculated using the determined value of sl-ZoneLength as specified in TS 38.331 [5].
5>
set the Redundancy version to the selected value.

	Rapporteur proposes to discuss this CR

	R2-2203290
	Discussion on HARQ attribute of SL SRB
	ZTE
	SL SRB uses specified configuration and specified SRB configuration does not include HARQ attribute. So Proponent tries to solve this problem.
The rapporteur has a different interpretation of this issue.

Even in Uu, Rapporteur understands that the UE can use the attribution by the gNB through RRC signaling for attribution that is not included in the specified configuration.

Also, LCG ("0") is included in the specified configuration of SL SRB. So the UE can just use the property of sl-HARQ-FeedbackEnabled which maps to LCG "0" of SL-LogicalChannelConfig.

So rapporteur don't think the current spec needs a modification.
RAN2 can discuss this issue and get companies’ view.

	Rapporteur proposes to discuss this issue.

	R2-2203288
	Correction on HARQ attribute of SL SRB option2a
	ZTE
	CR is a correction for the issue raised in R2-2203290. 
	Rapporteur proposes to discuss this CR

	R2-2203479
	Correction on NACK reporting on PUCCH for NR SL
	Huawei, OPPO
	The proponent's intention for correction is as follows.
During RAN2#116 meeting, we achieved the following agreement

- When FB is disabled (and PUCCH is configured), if sl-CG-MaxTransNumList is configured with a value larger than the number of CG resources available, when CG resource is exhausted and sl-CG-MaxTransNum is not reached, UE assumes that next retransmission(s) of the MAC PDU is required and thus reporting NACK.

According to the above agreement, the NACK reporting only applies to the PUCCH resource after the very last CG resource. However, this is not refledcted in the specification and based on the current description, the new added condition in the bracket still fulfils for the following DG and UE will keep sending NACK on PUCCH. This will result in the NW keeping scheduling retransmission on DG and there is no way to stop the UE from sending NACK.
The rapporteur has a different interpretation of this issue.

Rapporteur’s interpretation of MAC specification is that when considering the yellow marked sentence on the current MAC specification and the blue marked sentence on the RRC specification together, it is clear that the UE reports the NACK through the PUCCH after the last resource in the CG. What information the UE reports through the DG-based retransmission resource-related PUCCH after CG falls under the green mark again. So I don't think the current spec needs a fix.
TS 38.321:
2> else if HARQ feedback has been disabled for the MAC PDU and no sidelink grant is available for next retransmission(s) of the MAC PDU (including if HARQ feedback has been disabled for the MAC PDU and sl-MaxTransNum corresponding to the highest priority of the logical channel(s) in the MAC PDU has been configured in sl-CG-MaxTransNumList for the sidelink grant by RRC and the number of transmissions of the MAC PDU has not reached sl-MaxTransNum after all PSSCH duration(s) in a sl-PeriodCG for the sidelink grant), if any:
TS 38.331:
sl-CG-MaxTransNumList
This field indicates the maximum number of times that a TB can be transmitted using the resources provided by the configured grant. sl-Priority corresponds to the logical channel priority.
RAN2 can discuss this issue and get companies’ view.
	Rapporteur proposes to discuss this CR


Proposal 1: Discuss the CRs in Table 1 during #117-e meeting and merge the changes of the listed CRs in the Table 1 into a rapporteur’s CR if RAN2 agree on the corrections.
Conclusion

In conclusion, RAN2 is suggested to agree the following proposals:
Proposal 1: Discuss the CRs in Table 1 during #117-e meeting and merge the changes of the listed CRs in the Table 1 into a rapporteur’s CR if RAN2 agree on the corrections.
