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1. Overall Description:
RAN2 thanks RAN4 for their LS on interruption for PUCCH SCell activation in invalid TA case. 

RAN2 discussed the issue of whether PRACH triggered by PDCCH order will be simultaneously transmitted with other channel for obtaining valid timing advance (TA) information in the case of the PUCCH SCell activation in invalid TA, and made the following agreements:

	· Q1: Can UE capability diffNumerologyAcrossPUCCH-Group defined in TS 38.306 be used to allow indication of UE support of parallel transmission of PRACH on PUCCH SCell and physical channels/signals with different SCS on other activated serving cells? 
· If YES, RAN4 would like to respectfully ask RAN2 to clarify that diffNumerologyAcrossPUCCH-Group applies to PRACH in the corresponding “Definitions for parameters” in TS 38.306.
· If NO, are there any other existing capabilities that can serve this purpose? If so, RAN4 would like RAN1 to indicate the capabilities.



For above Q1, UE capability diffNumerologyAcrossPUCCH-Group defined in TS 38.306 cannot be used to allow indication of UE support of parallel transmission of PRACH on PUCCH SCell and physical channels/signals with different SCS on other activated serving cells. 
For above Q1, for inter-band CA, by the capability parallelTxPRACH-SRS-PUCCH-PUSCH, UE is able to simultaneously transmit PRACH on PUCCH SCell and physical channels/signals on other activated serving cells regardless of whether the SCS of PRACH and SCS of SRS/PUCCH/PUSCH is the same or different.
For above Q1, for single cell operation and intra-band CA, a UE cannot transmit PRACH and PUSCH/PUCCH/SRS in a same slot or when the gap between PRACH transmission and PUSCH/PUCCH/SRS transmission is less than N symbols.

	· Q2: If the answer in Q1 is NO and there is no capabilities that can serve the purpose, what would be the expected UE behavior when a target PUCCH SCell PRACH has a different SCS from SpCell/SCell physical channels/signals according to RAN1/2 spec? e.g. Shall UE be able to simultaneously transmit PRACH on PUCCH SCell and physical channels/signals on other activated serving cells irrespective of SCS configurations?




[bookmark: _In-sequence_SDU_delivery]For above Q2, for single cell operation and intra-band CA, the answer is NO, there is no capability that can serve the purpose, and the UE does not transmit PRACH on PUCCH SCell and physical channels/signals on other activated serving cells in a same slot or when the gap between PRACH transmission on PUCCH SCell and physical channels/signals on other activated serving cells is less than N symbols.

2. Actions:
To RAN WG4
ACTION: 	RAN2 kindly asks RAN4 to take the above information into account.
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