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	Reason for change:
	In the current MAC specification, the terminology handover is generally used in the subclause of Handling MAC CE. For example:
---------  From 38.321 -----------------------
The configured Semi-persistent CSI-RS/CSI-IM resource sets are initially deactivated upon configuration and after a handover.
..
The configured TCI states for PDSCH are initially deactivated upon configuration and after a handover.
..
The configured Semi-persistent CSI reporting on PUCCH is initially deactivated upon configuration and after a handover.
..
The configured Semi-persistent SRS resource sets are initially deactivated upon configuration and after a handover.
..
The configured Semi-persistent ZP CSI-RS resource sets are initially deactivated upon configuration and after a handover.

---------  From 38.321 -----------------------

Regrading the handover is only referring to the PCell change, UE behavior for handling the MAC CE will be restricted to only PCell change case, it will result in some unexpected UE behavior as shown below:
· 1: TCI states or some kind resources sets or semi-presistent CSI reporting configuration on SCG will not be deactivated when UE performing the PSCell change/addition.
· 2: TCI states or some kind resources sets or semi-presistent CSI reporting configuration on SCG should be deactivated when UE performing the PCell change.

Therefore ,for avoiding above unexpected UE behavior, it is supposed to remove the restriction from the terminology ‘handover’. And correct it into more general terminology ‘reconfiguration with sync’ to include both PCell change and PSCell change/addition case.

	
	

	Summary of change:
	1: Correct the term “handover” into ‘reconfiguration with sync’ in subclause Handling of MAC CEs

Impact analysis
Impacted 5G architecture options:
NR-DC, (NG)EN-DC


Impacted functionality:
Reconfiguration with sync

Inter-operability: 
1: If UE implements according to the CR while the NW does not, NW at SN side may have no idea the SP CSI reporting or SP SRS resource sets or TCI state is deactivated when UE performing PCell change which may cause the transmission degradation.
2: If the NW implements according to the CR and the UE does not,UE may deactivate the SP CSI reporting and SP SRS resources sets or TCI states for PDSCH on SCG when performing the handover (i.e PCell change), and NW cannot be aware of the deactivation.

	
	

	Consequences if not approved:
	UE will not deactivate the related TCI states or resources sets or semi-persistent CSI reporting configuration on SCG for PSCell change but will deactivate the related resources sets and semi-persistent CSI reporting configuration on SCG when performing PCell change.
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	Start of the first change


[bookmark: _Toc46525400][bookmark: _Toc29239864][bookmark: _Toc67413128][bookmark: _Toc52582371]5.18.2	Activation/Deactivation of Semi-persistent CSI-RS/CSI-IM resource set
The network may activate and deactivate the configured Semi-persistent CSI-RS/CSI-IM resource sets of a Serving Cell by sending the SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE described in clause 6.1.3.12. The configured Semi-persistent CSI-RS/CSI-IM resource sets are initially deactivated upon configuration and after a handoverreconfiguration with sync.
The MAC entity shall:
1>	if the MAC entity receives an SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP CSI-RS/CSI-IM Resource Set Activation/Deactivation MAC CE.
	[bookmark: _Toc29239865][bookmark: _Toc67413129][bookmark: _Toc46525401][bookmark: _Toc52582372]End of the first change



	Start of the second change


[bookmark: _Toc29239866][bookmark: _Toc67413130][bookmark: _Toc52582373][bookmark: _Toc46525402]5.18.4	Activation/Deactivation of UE-specific PDSCH TCI state
The network may activate and deactivate the configured TCI states for PDSCH of a Serving Cell by sending the TCI States Activation/Deactivation for UE-specific PDSCH MAC CE described in clause 6.1.3.14. The configured TCI states for PDSCH are initially deactivated upon configuration and after a reconfiguration with synchandover.
The MAC entity shall:
1>	if the MAC entity receives a TCI States Activation/Deactivation for UE-specific PDSCH MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the TCI States Activation/Deactivation for UE-specific PDSCH MAC CE.
	[bookmark: _Toc29239867][bookmark: _Toc52582374][bookmark: _Toc46525403][bookmark: _Toc67413131]End of the second change



	Start of the third change


[bookmark: _Toc46525404][bookmark: _Toc67413132][bookmark: _Toc29239868][bookmark: _Toc52582375]5.18.6	Activation/Deactivation of Semi-persistent CSI reporting on PUCCH
The network may activate and deactivate the configured Semi-persistent CSI reporting on PUCCH of a Serving Cell by sending the SP CSI reporting on PUCCH Activation/Deactivation MAC CE described in clause 6.1.3.16. The configured Semi-persistent CSI reporting on PUCCH is initially deactivated upon configuration and after a reconfiguration with synchandover.
The MAC entity shall:
1>	if the MAC entity receives an SP CSI reporting on PUCCH Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP CSI reporting on PUCCH Activation/Deactivation MAC CE.
	End of the third change



	Start of the fourth change


[bookmark: _Toc52582376][bookmark: _Toc29239869][bookmark: _Toc46525405][bookmark: _Toc67413133]5.18.7	Activation/Deactivation of Semi-persistent SRS
The network may activate and deactivate the configured Semi-persistent SRS resource sets of a Serving Cell by sending the SP SRS Activation/Deactivation MAC CE described in clause 6.1.3.17. The configured Semi-persistent SRS resource sets are initially deactivated upon configuration and after a reconfiguration with synchandover.
The MAC entity shall:
1>	if the MAC entity receives an SP SRS Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP SRS Activation/Deactivation MAC CE.
	[bookmark: _Toc29239871][bookmark: _Toc52582378][bookmark: _Toc46525407][bookmark: _Toc67413135]End of the fourth change



	Start of the fifth change


5.18.9	Activation/Deactivation of semi-persistent ZP CSI-RS resource set
The network may activate and deactivate the configured Semi-persistent ZP CSI-RS resource set of a Serving Cell by sending the SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE described in clause 6.1.3.19. The configured Semi-persistent ZP CSI-RS resource sets are initially deactivated upon configuration and after a reconfiguration with synchandover.
The MAC entity shall:
1>	if the MAC entity receives an SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE on a Serving Cell:
2>	indicate to lower layers the information regarding the SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE.
	End of the fifth change
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