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Start of the change
[bookmark: _Toc83740569][bookmark: _Toc60777612]9.1.1.4	SCCH configuration
Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of PC5-RRC message. The SL-SRB using this SCCH configuration is named as SL-SRB3.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	3
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	

	>sl-HARQ-FeedbackEnabled
	Disabled
	
	



Parameters that are specified of NR sidelink communication, which is used for the sidelink signalling radio bearer of unprotected PC5-S message (e.g. Direct Link Establishment Request, TS 24.587 [57]). The SL-SRB using this SCCH configuration is named as SL-SRB0.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	UM RLC
	

	>sn-FieldLength
	6
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	0
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	

	>sl-HARQ-FeedbackEnabled
	Disabled
	
	



Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of PC5-S message establishing PC5-S security (e.g. Direct Link Security Mode Command and Direct Link Security Mode Complete, TS 24.587 [57]). The SL-SRB using this SCCH configuration is named as SL-SRB1.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	1
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	

	>sl-HARQ-FeedbackEnabled
	Disabled
	
	



Parameters that are specified for unicast of NR sidelink communication, which is used for the sidelink signalling radio bearer of protected PC5-S message except Direct Link Security Mode Complete. The SL-SRB using this SCCH configuration is named as SL-SRB2.
	Name
	Value
	Semantics description
	Ver

	PDCP configuration
	
	
	

	>t-Reordering
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>pdcp-SN-Size
	12
	
	

	RLC configuration
	
	AM RLC
	

	>sn-FieldLength
	12
	
	

	>t-Reassembly
	Undefined
	Selected by the receiving UE, up to UE implementation
	

	>logicalChannelIdentity
	2
	
	

	MAC configuration
	
	
	

	>priority
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>logicalChannelGroup
	0
	
	

	>schedulingRequestId
	0
	The scheduling request configuration with this value is applicable for this SCCH if configured by the network.
	

	>sl-HARQ-FeedbackEnabled
	Disabled
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