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	Reason for change:
	According to the following red words in spec 38331 clause 5.3.5.11, it means that the reconfigurationWithSync only includes the case SpCell change.
------------------
1>
if the spCellConfig in the masterCellGroup includes the reconfigurationWithSync (i.e., SpCell change):

2>
release/ clear all current common radio configurations;

2>
use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;

-------------------

It is incorrect, because the fullConfig is applicable to all cases of  reconfiguration with sync according to the following descriptions highlighted.
------------------
FullConfig
The field is mandatory present in case of inter-system handover from E-UTRA/EPC to NR. It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment; or for intra-system handover from E-UTRA/5GC to NR. It is absent otherwise.
So we suggest to delete the words ‘(i.e., SpCell change)’ above.


	
	

	Summary of change:
	Delete the words ‘(i.e., SpCell change)’.
Impact analysis

Impacted 5G architecture options: 

SA, NSA
Impacted functionality:
fullConfig 
Inter-operability: 

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
If the network is implemented according to this CR while the UE is not, then, for the case that  the RRCReconfiguration message includes the  fullConfig and reconfigurationWithSync (rather than SpCell change), the UE may fail to process this message.
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	If not approved, the words in spec 38331 clause 5.3.5.11 conflict to the presence condition of fullConfig.
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START OF CHANGE
/* omit  */

5.3.5.11
Full configuration

The UE shall:

1>
release/ clear all current dedicated radio configurations except for the following:

-
the MCG C-RNTI;

-
the AS security configurations associated with the master key;

-
the SRB1/SRB2 configurations and DRB configurations as configured by radioBearerConfig or radioBearerConfig2.
NOTE 1:
Radio configuration is not just the resource configuration but includes other configurations like MeasConfig. Radio configuration also includes the RLC bearer configurations as configured by RLC-BearerConfig. In case NR-DC or NE-DC is configured, this also includes the entire NR or E-UTRA SCG configuration which are released according to the MR-DC release procedure as specified in 5.3.5.10.

NOTE 1a:
For NR sidelink communication, the radio configuration includes the sidelink RRC configuration received from the network, but does not include the sidelink RRC reconfiguration and sidelink UE capability received from other UEs via PC5-RRC. In addition, the UE considers the new NR sidelink configurations as full configuration, in case of state transition and change of system information used for NR sidelink communication.

NOTE 1b:
To establish the RLC bearer of SRB(s) after release due to fullConfig, the network can include the srb-Identity within srb-ToAddModList (i.e. the UE applies RLC default configuration) and/or provide rlc-BearerToAddModList of concerned SRB(s) explicitly.

-
the logged measurement configuration;
1>
if the spCellConfig in the masterCellGroup includes the reconfigurationWithSync:

2>
release/ clear all current common radio configurations;

2>
use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;

1>
else (full configuration after re-establishment or during RRC resume):

2>
use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;

 /* omit  */
END OF CHANGE

