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	Reason for change:
	[bookmark: OLE_LINK22][bookmark: OLE_LINK23]Currently,there is no description on the data forwarding between Source SN node and target node or between source node and target SN node.

	
	

	Summary of change:
	Clarify that direct data forwarding could be supported for handover between EN-DC/MR-DC and SA.
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[bookmark: _Toc20955519][bookmark: _Toc29460945][bookmark: _Toc29505677][bookmark: _Toc36556202][bookmark: _Toc45881641][bookmark: _Toc51852275][bookmark: _Toc56620226][bookmark: _Toc64447866]
[bookmark: _Toc29248353][bookmark: _Toc37200940][bookmark: _Toc46492806][bookmark: _Toc52568332][bookmark: _Toc76648155]8.4	User data forwarding
Upon EN-DC specific activities, user data forwarding may be performed for E-RABs for which the bearer type change from/to MN terminated bearer to/from SN terminated bearer is performed. The behaviour of the node from which data is forwarded is the same as specified for the "source eNB" for handover, the behaviour of the node to which data is forwarded is the same as specified for the "target eNB" for handover.
For MR-DC with 5GC, user data forwarding may be performed between NG-RAN nodes whenever the logical node hosting the PDCP entity changes. The behaviour of the node from which data is forwarded is the same as specified for the "source NG-RAN node" for handover, the behaviour of the node to which data is forwarded is the same as specified for the "target NG-RAN node" for handover.
For SN change involving full configuration, the source SN behaviour is the same as the description as specified in intra-system data forwarding in TS 36.300 [2] for the source eNB or TS 38.300 [3] for the source NG-RAN node, respectively. In case that a DRB DL forwarding tunnel was established, the target SN may identify the PDCP SDUs for which delivery was attempted by the source SN, by the presence of the PDCP SN in the forwarded GTP-U packet and may discard them.
[bookmark: OLE_LINK17][bookmark: OLE_LINK18]For mobility scenarios which involve more than two RAN nodes, either direct or indirect data forwarding may be applied. Two transport layer addresses of different versions may be provided to enable that the source RAN node can select either IPv4 or IPv6. 
Direct data forwarding from source SN to target NG-RAN node and from source NG-RAN node to target SN for mobility scenario is supported. Meanwhile, direct data forwarding from source S-NG-RAN node to target S-NG-RAN node for SN change scenario is supported.
[bookmark: OLE_LINK19][bookmark: OLE_LINK20][bookmark: OLE_LINK21]Direct data forwarding for inter-system handover is specified in TS 38.300 [3]. If a gNB and an en-gNB are involved in direct data forwarding and realised within the same network entity, inter-system handover to and from EN-DC allows direct data forwarding being performed in a node-internal way, in which case the source RAN node provides a UE context reference to the target side as described in clause 10.16. If the gNB and en-gNB are not realised within the same network entity, direct data forwarding for inter-system handover to and from en-gNB/gNB could be supported if there is direct connectivity between the two nodes. For MR-DC with 5GC, offloading of QoS flows within one PDU session may be performed between NG-RAN nodes. The handling of End Marker packets in case of NG-RAN initiated PDU session split is described in clause 10.14.3 and 10.14.4.
