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1. Introduction
[bookmark: _Hlk92301091]In the RAN2#116-e, RAN2 have discussed some remaining issues about SCG activation and made the following agreements. 
· RAN2 will not ask RAN3 to allow SCG activation by the SN without MN's response.
· Support the following solutions for UL data arrival while the SCG is deactivated:
· for split bearers, send the data via the MCG leg. FFS how this can be implemented in Stage-3.
· for SCG bearers, the UE indicates via the MCG that it has UL data to send for an SCG bearer.
· FFS indication contents and format (e.g. MN RRC message, embedded SN RRC message)
· FFS whether this indication can be used for split bearers
As can be seen, RAN2 confirms the support of UE requested activation. In the following RAN2#116bis-e meeting, details about the format and content of the UE activation request are discussed for the UL data case.
1: As baseline, when the SCG is deactivated and there are UL data for one or more SCG bearer, the UE sends an MN RRC message to indicate that there are UL data for one or more SCG bearer.
2: The MN RRC message includes no information besides "there are UL data for one or more SCG bearer".
3: The MN RRC message is only triggered by UL data on SCG bearers, not on split bearers.
As shown in the open issues [1] provided by the Rapporteur, several remaining issues related to Efficient activation/deactivation on one SCG are still needed discussions. Among them, stage 3 aspects about UE indication of uplink data while the SCG is de-activated in sub-item 7 should be finalized based the discussions in the last meeting. Besides, it is also mentioned that UE-requested deactivation is agreed but with no design discussion. To finish the feature based on the previous agreements, details of UE-requested deactivation indication should also be further discussed.
In this contribution, we will discuss stage 3 aspects for the indication of UE-requested SCG (de)activation and propose the related TP.

2. Discussion
In RAN2#113-e meeting, it was agreed that SCG activation can be requested by UE. For UE-requested activation, two main cases were listed in the email discussion [2]:
(1) UL data arrival;
(2) MCG link recovery.
For the first case “UL data arrival”, the MCG link is still available, the explicit indication for UE-requested activation could be directly sent to MCG. In the last meeting, RAN2 has further agreed that the UE sends an MN RRC message to indicate the UL data on SCG bearers. To have less specification influence, the interaction between UE/MN and MN/SN could reuse the current signaling instead of designing new ones. Thus, UE Assistance Information message can be reused for the UE requested SCG activation especially for the UL data arrival case.  
Proposal 1: UE Assistance Information message is reused for the UE-requested SCG activation case (e.g. UL data arrival). 
In TS 38.331, the Release Preference IE is used for the preference of RRC state transition. UE sends its preference for NR SCG release by implicit indication by indicating zero number of carriers and zero aggregated maximum bandwidth in both FR1 and FR2. In addition to release the SCG, the new state of SCG is introduced as deactivation. The implicit indication mentioned above is to tell the NW that UE would like releasing its SCG. It may be confusing to have one implicit indication for two SCG states. It is also observed in RAN2#113bis-E meeting that reasons for UE requesting SCG deactivation may be overheating, resource reservation for other SIM, and power saving. The current mechanisms are incapable of indicating SCG deactivation requested by UE. To have more network configurability, the UE assistance framework could be reused for UE’s request for SCG deactivation. To simplify the design, a simple indication without detailed deactivation reasons could be the baseline. For UE-requested SCG activation, RAN2 agrees to indicate whether "there are uplink data on SCG bearer (not on split bearers) " or not. This means a single indication without detailed information like amount of data and PHR is enough for UE-requested SCG activation. 
To take UE-requested SCG deactivation and re-activation both into account, SCG specific UE assistance information could be defined, e.g., the SCGStatePreference field in the UEAssistanceInformation, to inform the network of its preference on the SCG state. 
[bookmark: _Hlk92814313][bookmark: OLE_LINK1]Proposal 2: RAN2 is kindly asked to define one SCG specific UE assistance information for the preference on the SCG state 
[bookmark: _Hlk79004814]    preferredSCG-State-r17              ENUMERATED {activation, deactivation}
as shown in the Annex.
Similar to UE assistance information introduced in Rel-16, if the UE provided its preference on the SCG state, the network takes it into account whether to (de)activate the SCG. To have UE in control of NW, the UE would only (de)activate the SCG upon receiving the command from MN. It is important for UE to share a common understanding of NW’s decision. If the NW decides to allow the request from UE, MN would send the (de)activation indication directly. If the NW decides to reject the SCG de-activation request from UE, it is observed that both explicit rejection and implicit rejection could be employed. For the explicit rejection, MN could send the indication and UE acknowledge the rejection upon receiving the message. Similar to some existing UE assistance information, a timer could be configured together with the SCG (de)activation request configuration. For example, if the UE send the SCG (de)activation request but doesn’t receive the (de)activation command from NW within the timer, UE understands that NW rejects its activation request. Thus, implicit indication from NW is more preferable, since no extra signalling is introduced for this procedure.
[bookmark: OLE_LINK2]Proposal 3: A timer could be configured together with the UE assistance information for the preference on the SCG state to implicitly indicate the decision from NW.
A Text Proposal for capturing the UE assistance information about SCG states in the TS 38.331 running CR [3] is included in Annex. 
Beside the data arrival, Fast MCG link recovery is identified as one of potential scenarios for UE-requested activation. During MCG link failure, the UE is unable to directly send the request to MN since the link between MN and UE is suspended. UE could not send its preference to MN directly, that is, the message to MN needs to be transmitted via SCG. As legacy, UE in control of NW is not supposed to re-activate the SCG automatically. UE initiates RACH to the de-activated SCG to request the SCG activation and waits for NW’s instructions. To reduce the interruption by utilizing Rel-16 fast MCG link recovery, UE could send the legacy MCG failure information after receiving the SCG activation indication from the NW. The above UE assistance information could be reused by encapsulating it in Msg3/5 which could help NW figure out UE’s situation.
Proposal 4: RAN2 is kindly asked to confirm that UE is not allowed to re-activate the SCG automatically.
Proposal 5: If there is MCG link failure while UE is in deactivated, the SCGStatePreference set as activation could be forwarded to MN by encapsulating it in Msg3 to the de-activated SCG. 
3. Conclusion
We have discussed the remaining issues for SCG (de)activation. Follows are our proposal:
Proposal 1: UE Assistance Information message is reused for the UE-requested SCG activation case (e.g. UL data arrival). 
Proposal 2: RAN2 is kindly asked to define one SCG specific UE assistance information for the preference on the SCG state 
    preferredSCG-State-r17              ENUMERATED {activation, deactivation}
as shown in the Annex.
Proposal 3: A timer could be configured together with the UE assistance information for the preference on the SCG state to implicitly indicate the decision from NW.
Proposal 4: RAN2 is kindly asked to confirm that UE is not allowed to re-activate the SCG automatically.
Proposal 5: If there is MCG link failure while UE is in deactivated, the SCGStatePreference set as activation could be forwarded to MN by encapsulating it in Msg3 to the de-activated SCG. 
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[bookmark: _Hlk95730827]Annex: TP against 38.331 running CR on R17 SCG deactivation
[bookmark: _Hlk85651416]Here, the TS 38.331 [3] is used as basis and the change bars illustrate the proposed changes for introducing the UE assistance information for the preference on the SCG state.

START OF CHANGE
[bookmark: _Toc90650837]5.7.4	UE Assistance Information
[bookmark: _Toc90650838]5.7.4.1	General


Figure 5.7.4.1-1: UE Assistance Information
The purpose of this procedure is for the UE to inform the network of:
-	its delay budget report carrying desired increment/decrement in the connected mode DRX cycle length, or;
-	its overheating assistance information, or;
-	its IDC assistance information, or;
-	its preference on DRX parameters for power saving, or;
-	its preference on the maximum aggregated bandwidth for power saving, or;
-	its preference on the maximum number of secondary component carriers for power saving, or;
-	its preference on the maximum number of MIMO layers for power saving, or;
-	its preference on the minimum scheduling offset for cross-slot scheduling for power saving, or;
-	its preference on the RRC state, or;
-	configured grant assistance information for NR sidelink communication, or;
-	its preference in being provisioned with reference time information, or;
-	its preference on the SCG state.

.

[bookmark: _Toc90650839]5.7.4.2	Initiation
A UE capable of providing delay budget report in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide delay budget report and upon change of delay budget preference.
A UE capable of providing overheating assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting internal overheating, or upon detecting that it is no longer experiencing an overheating condition.
A UE capable of providing IDC assistance information in RRC_CONNECTED may initiate the procedure if it was configured to do so, upon detecting IDC problem if the UE did not transmit an IDC assistance information since it was configured to provide IDC indications, or upon change of IDC problem information.
A UE capable of providing its preference on DRX parameters of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a preference on DRX parameters and upon change of its preference on DRX parameters.
A UE capable of providing its preference on the maximum aggregated bandwidth of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum aggregated bandwidth preference and upon change of its maximum aggregated bandwidth preference.
A UE capable of providing its preference on the maximum number of secondary component carriers of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum number of secondary component carriers preference and upon change of its maximum number of secondary component carriers preference.
A UE capable of providing its preference on the maximum number of MIMO layers of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a maximum number of MIMO layers preference and upon change of its maximum number of MIMO layers preference.
A UE capable of providing its preference on the minimum scheduling offset for cross-slot scheduling of a cell group for power saving in RRC_CONNECTED may initiate the procedure in several cases, if it was configured to do so, including upon having a minimum scheduling offset preference and upon change of its minimum scheduling offset preference.
A UE capable of providing assistance information to transition out of RRC_CONNECTED state may initiate the procedure if it was configured to do so, upon determining that it prefers to transition out of RRC_CONNECTED state, or upon change of its preferred RRC state.
A UE capable of providing configured grant assistance information for NR sidelink communication in RRC_CONNECTED may initiate the procedure in several cases, including upon being configured to provide traffic pattern information and upon change of traffic patterns.
A UE capable of providing an indication of its preference in being provisioned with reference time information may initiate the procedure upon being configured to provide this indication, or if it was configured to provide this indication and upon change of its preference.
A UE capable of providing assistance information to request the SCG to be (de)activated may initiate the procedure if it was configured to do so, upon having uplink data to send for a DRB whose DRB-Identity is not included in any RLC-BearerConfig in the CellGroupConfig associated with the MCG, or upon determining that it requests the SCG deactivation.
Note: FFS upon determining that it requests SCG activation when it detects MCG link failure.

Upon initiating the procedure, the UE shall:
1>	if configured to provide delay budget report:
2>	if the UE did not transmit a UEAssistanceInformation message with delayBudgetReport since it was configured to provide delay budget report; or
2>	if the current delay budget is different from the one indicated in the last transmission of the UEAssistanceInformation message including delayBudgetReport and timer T342 is not running:
3>	start or restart timer T342 with the timer value set to the delayBudgetReportingProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide a delay budget report;
1>	if configured to provide overheating assistance information:
2>	if the overheating condition has been detected and T345 is not running; or
2>	if the current overheating assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message including overheatingAssistance and timer T345 is not running:
3>	start timer T345 with the timer value set to the overheatingIndicationProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide overheating assistance information;
1>	if configured to provide IDC assistance information:
2>	if the UE did not transmit a UEAssistanceInformation message with idc-Assistance since it was configured to provide IDC assistance information:
3>	if on one or more frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself; or
3>	if on one or more supported UL CA combination comprising of carrier frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
4>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide IDC assistance information;
2>	else if the current IDC assistance information is different from the one indicated in the last transmission of the UEAssistanceInformation message:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide IDC assistance information;
NOTE 1:	The term "IDC problems" refers to interference issues applicable across several subframes/slots where not necessarily all the subframes/slots are affected.
NOTE 2:	For the frequencies on which a serving cell or serving cells is configured that is activated, IDC problems consist of interference issues that the UE cannot solve by itself, during either active data exchange or upcoming data activity which is expected in up to a few hundred milliseconds.
For frequencies on which a SCell or SCells is configured that is deactivated, reporting IDC problems indicates an anticipation that the activation of the SCell or SCells would result in interference issues that the UE would not be able to solve by itself.
For a non-serving frequency, reporting IDC problems indicates an anticipation that if the non-serving frequency or frequencies became a serving frequency or serving frequencies then this would result in interference issues that the UE would not be able to solve by itself.
1>	if configured to provide its preference on DRX parameters of a cell group for power saving:
2>	if the UE has a preference on DRX parameters of the cell group and the UE did not transmit a UEAssistanceInformation message with drx-Preference for the cell group since it was configured to provide its preference on DRX parameters of the cell group for power saving; or
2>	if the current drx-Preference information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message including drx-Preference for the cell group and timer T346a associated with the cell group is not running:
3>	start the timer T346a with the timer value set to the drx-PreferenceProhibitTimer of the cell group;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current drx-Preference;
1>	if configured to provide its preference on the maximum aggregated bandwidth of a cell group for power saving:
2>	if the UE has a preference on the maximum aggregated bandwidth of the cell group and the UE did not transmit a UEAssistanceInformation message with maxBW-Preference for the cell group since it was configured to provide its preference on the maximum aggregated bandwidth of the cell group for power saving; or
2>	if the current maxBW-Preference information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message including maxBW-Preference for the cell group and timer T346b associated with the cell group is not running:
3>	start the timer T346b with the timer value set to the maxBW-PreferenceProhibitTimer of the cell group;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current maxBW-Preference;
1>	if configured to provide its preference on the maximum number of secondary component carriers of a cell group for power saving:
2>	if the UE has a preference on the maximum number of secondary component carriers of the cell group and the UE did not transmit a UEAssistanceInformation message with maxCC-Preference for the cell group since it was configured to provide its preference on the maximum number of secondary component carriers of the cell group for power saving; or
2>	if the current maxCC-Preference information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message including maxCC-Preference for the cell group and timer T346c associated with the cell group is not running:
3>	start the timer T346c with the timer value set to the maxCC-PreferenceProhibitTimer of the cell group;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current maxCC-Preference;
1>	if configured to provide its preference on the maximum number of MIMO layers of a cell group for power saving:
2>	if the UE has a preference on the maximum number of MIMO layers of the cell group and the UE did not transmit a UEAssistanceInformation message with maxMIMO-LayerPreference for the cell group since it was configured to provide its preference on the maximum number of MIMO layers of the cell group for power saving; or
2>	if the current maxMIMO-LayerPreference information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message including maxMIMO-LayerPreference for the cell group and timer T346d associated with the cell group is not running:
3>	start the timer T346d with the timer value set to the maxMIMO-LayerPreferenceProhibitTimer of the cell group;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current maxMIMO-LayerPreference;
1>	if configured to provide its preference on the minimum scheduling offset for cross-slot scheduling of a cell group for power saving:
2>	if the UE has a preference on the minimum scheduling offset for cross-slot scheduling of the cell group and the UE did not transmit a UEAssistanceInformation message with minSchedulingOffsetPreference for the cell group since it was configured to provide its preference on the minimum scheduling offset for cross-slot scheduling of the cell group for power saving; or
2>	if the current minSchedulingOffsetPreference information for the cell group is different from the one indicated in the last transmission of the UEAssistanceInformation message including minSchedulingOffsetPreference for the cell group and timer T346e associated with the cell group is not running:
3>	start the timer T346e with the timer value set to the minSchedulingOffsetPreferenceProhibitTimer of the cell group;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the current minSchedulingOffsetPreference;
1>	if configured to provide its release preference and timer T346f is not running:
2>	if the UE determines that it would prefer to transition out of RRC_CONNECTED state; or
2>	if the UE is configured with connectedReporting and the UE determines that it would prefer to revert an earlier indication to transition out of RRC_CONNECTED state:
3>	start timer T346f with the timer value set to the releasePreferenceProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the release preference;
1>	if configured to provide configured grant assistance information for NR sidelink communication:
2>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide configured grant assistance information for NR sidelink communication;
1>	if configured to provide preference in being provisioned with reference time information:
2>	if the UE did not transmit a UEAssistanceInformation message with referenceTimeInfoPreference since it was configured to provide preference; or
2>	if the UE's preference changed from the last time UE initiated transmission of the UEAssistanceInformation message including referenceTimeInfoPreference:
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide preference in being provisioned with reference time information;
1>	if configured to provide its preference on the SCG state and timer T346x is not running:
2>	if the SCG is deactivated and the UE has uplink data to send for a DRB whose DRB-Identity is not included in any RLC-BearerConfig in the CellGroupConfig associated with the MCG:
3>	start timer T346x with the timer value set to the SCGPreferenceProhibitTimer;
3> initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to indicate that the UE has uplink data to send for a DRB whose DRB-Identity is not included in any RLC-BearerConfig in the CellGroupConfig associated with the MCG.
2> if UE determines that it would prefer to request the SCG deactivation when the SCG is activated.
3>	start timer T346x with the timer value set to the SCGPreferenceProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to indicate that the UE prefers the SCG to be deactivated.
Note: FFS upon determining that it requests SCG activation when it detects MCG link failure.

[bookmark: _Toc90650840]5.7.4.3	Actions related to transmission of UEAssistanceInformation message
The UE shall set the contents of the UEAssistanceInformation message as follows:
1>	if transmission of the UEAssistanceInformation message is initiated to provide a delay budget report according to 5.7.4.2 or 5.3.5.3;
2>	set delayBudgetReport to type1 according to a desired value;
1>	if transmission of the UEAssistanceInformation message is initiated to provide overheating assistance information according to 5.7.4.2 or 5.3.5.3;
2>	if the UE experiences internal overheating:
3>	if the UE prefers to temporarily reduce the number of maximum secondary component carriers:
4>	include reducedMaxCCs in the OverheatingAssistance IE;
4>	set reducedCCsDL to the number of maximum SCells the UE prefers to be temporarily configured in downlink;
4>	set reducedCCsUL to the number of maximum SCells the UE prefers to be temporarily configured in uplink;
3>	if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR1:
4>	include reducedMaxBW-FR1 in the OverheatingAssistance IE;
4>	set reducedBW-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR1;
4>	set reducedBW-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR1;
3>	if the UE prefers to temporarily reduce maximum aggregated bandwidth of FR2:
4>	include reducedMaxBW-FR2 in the OverheatingAssistance IE;
4>	set reducedBW-DL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all downlink carriers of FR2;
4>	set reducedBW-UL to the maximum aggregated bandwidth the UE prefers to be temporarily configured across all uplink carriers of FR2;
3>	if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR1:
4>	include reducedMaxMIMO-LayersFR1 in the OverheatingAssistance IE;
4>	set reducedMIMO-LayersFR1-DL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in downlink;
4>	set reducedMIMO-LayersFR1-UL to the number of maximum MIMO layers of each serving cell operating on FR1 the UE prefers to be temporarily configured in uplink;
3>	if the UE prefers to temporarily reduce the number of maximum MIMO layers of each serving cell operating on FR2:
4>	include reducedMaxMIMO-LayersFR2 in the OverheatingAssistance IE;
4>	set reducedMIMO-LayersFR2-DL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in downlink;
4>	set reducedMIMO-LayersFR2-UL to the number of maximum MIMO layers of each serving cell operating on FR2 the UE prefers to be temporarily configured in uplink;
2>	else (if the UE no longer experiences an overheating condition):
3>	do not include reducedMaxCCs, reducedMaxBW-FR1, reducedMaxBW-FR2, reducedMaxMIMO-LayersFR1 and reducedMaxMIMO-LayersFR2 in OverheatingAssistance IE;
1>	if transmission of the UEAssistanceInformation message is initiated to provide IDC assistance information according to 5.7.4.2 or 5.3.5.3:
2>	if there is at least one carrier frequency included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
3>	include the field affectedCarrierFreqList with an entry for each affected carrier frequency included in candidateServingFreqListNR;
3>	for each carrier frequency included in the field affectedCarrierFreqList, include interferenceDirection and set it accordingly;
2>	if there is at least one supported UL CA combination comprising of carrier frequencies included in candidateServingFreqListNR, the UE is experiencing IDC problems that it cannot solve by itself:
3>	include victimSystemType for each UL CA combination included in affectedCarrierFreqCombList;
3>	if the UE sets victimSystemType to wlan or bluetooth:
4>	include affectedCarrierFreqCombList with an entry for each supported UL CA combination comprising of carrier frequencies included in candidateServingFreqListNR, that is affected by IDC problems;
3>	else:
4>	optionally include affectedCarrierFreqCombList with an entry for each supported UL CA combination comprising of carrier frequencies included in candidateServingFreqListNR, that is affected by IDC problems;
NOTE 1:	When sending an UEAssistanceInformation message to inform the IDC problems, the UE includes all IDC assistance information (rather than providing e.g. the changed part(s) of the IDC assistance information).
NOTE 2:	Upon not anymore experiencing a particular IDC problem that the UE previously reported, the UE provides an IDC indication with the modified contents of the UEAssistanceInformation message (e.g. by not including the IDC assistance information in the idc-Assistance field).
1>	if transmission of the UEAssistanceInformation message is initiated to provide drx-Preference of a cell group for power saving according to 5.7.4.2 or 5.3.5.3:
2>	include drx-Preference in the UEAssistanceInformation message;
2>	if the UE has a preference on DRX parameters for the cell group:
3>	if the UE has a preference for the long DRX cycle:
4>	include preferredDRX-LongCycle in the DRX-Preference IE and set it to the preferred value;
3>	if the UE has a preference for the DRX inactivity timer:
4>	include preferredDRX-InactivityTimer in the DRX-Preference IE and set it to the preferred value;
3>	if the UE has a preference for the short DRX cycle:
4>	include preferredDRX-ShortCycle in the DRX-Preference IE and set it to the preferred value;
3>	if the UE has a preference for the short DRX timer:
4>	include preferredDRX-ShortCycleTimer in the DRX-Preference IE and set it to the preferred value;
2>	else (if the UE has no preference on DRX parameters for the cell group):
3>	do not include preferredDRX-LongCycle, preferredDRX-InactivityTimer, preferredDRX-ShortCycle and preferredDRX-ShortCycleTimer in the DRX-Preference IE;
1>	if transmission of the UEAssistanceInformation message is initiated to provide maxBW-Preference of a cell group for power saving according to 5.7.4.2 or 5.3.5.3:
2>	include maxBW-Preference in the UEAssistanceInformation message;
2>	if the UE has a preference on the maximum aggregated bandwidth for the cell group:
3>	if the UE prefers to reduce the maximum aggregated bandwidth of FR1:
4>	include reducedMaxBW-FR1 in the MaxBW-Preference IE;
4>	set reducedBW-DL to the maximum aggregated bandwidth the UE desires to have configured across all downlink carriers of FR1 in the cell group;
4>	set reducedBW-UL to the maximum aggregated bandwidth the UE desires to have configured across all uplink carriers of FR1 in the cell group;
3>	if the UE prefers to reduce the maximum aggregated bandwidth of FR2:
4>	include reducedMaxBW-FR2 in the MaxBW-Preference IE;
4>	set reducedBW-DL to the maximum aggregated bandwidth the UE desires to have configured across all downlink carriers of FR2 in the cell group;
4>	set reducedBW-UL to the maximum aggregated bandwidth the UE desires to have configured across all uplink carriers of FR2 in the cell group;
2>	else (if the UE has no preference on the maximum aggregated bandwidth for the cell group):
3>	do not include reducedMaxBW-FR1 and reducedMaxBW-FR2 in the MaxBW-Preference IE;
1>	if transmission of the UEAssistanceInformation message is initiated to provide maxCC-Preference of a cell group for power saving according to 5.7.4.2 or 5.3.5.3:
2>	include maxCC-Preference in the UEAssistanceInformation message;
2>	if the UE has a preference on the maximum number of secondary component carriers for the cell group:
3>	include reducedMaxCCs in the MaxCC-Preference IE;
3>	set reducedCCsDL to the number of maximum SCells the UE desires to have configured in downlink in the cell group;
3>	set reducedCCsUL to the number of maximum SCells the UE desires to have configured in uplink in the cell group;
2>	else (if the UE has no preference on the maximum number of secondary component carriers for the cell group):
3>	do not include reducedMaxCCs in the MaxCC-Preference IE;
NOTE 3:	The UE can implicitly indicate a preference for NR SCG release by reporting the maximum aggregated bandwidth preference for power saving of the cell group, if configured, as zero for both FR1 and FR2, and by reporting the maximum number of secondary component carriers for power saving of the cell group, if configured, as zero for both uplink and downlink.
1>	if transmission of the UEAssistanceInformation message is initiated to provide maxMIMO-LayerPreference of a cell group for power saving according to 5.7.4.2 or 5.3.5.3:
2>	include maxMIMO-LayerPreference in the UEAssistanceInformation message;
2>	if the UE has a preference on the maximum number of MIMO layers for the cell group:
3>	if the UE prefers to reduce the number of maximum MIMO layers of each serving cell operating on FR1:
4>	include reducedMaxMIMO-LayersFR1 in the MaxMIMO-LayerPreference IE;
4>	set reducedMIMO-LayersFR1-DL to the preferred maximum number of downlink MIMO layers of each BWP of each FR1 serving cell that the UE operates on in the cell group;
4>	set reducedMIMO-LayersFR1-UL to the preferred maximum number of uplink MIMO layers of each FR1 serving cell that the UE operates on in the cell group;
3>	if the UE prefers to reduce the number of maximum MIMO layers of each serving cell operating on FR2:
4>	include reducedMaxMIMO-LayersFR2 in the MaxMIMO-LayerPreference IE;
4>	set reducedMIMO-LayersFR2-DL to the preferred maximum number of downlink MIMO layers of each BWP of each FR2 serving cell that the UE operates on in the cell group;
4>	set reducedMIMO-LayersFR2-UL to the preferred maximum number of uplink MIMO layers of each FR2 serving cell that the UE operates on in the cell group;
2>	else (if the UE has no preference on the maximum number of MIMO layers for the cell group):
3>	do not include reducedMaxMIMO-LayersFR1 and reducedMaxMIMO-LayersFR2 in the MaxMIMO-LayerPreference IE;
1>	if transmission of the UEAssistanceInformation message is initiated to provide minSchedulingOffsetPreference of a cell group for power saving according to 5.7.4.2 or 5.3.5.3:
2>	include minSchedulingOffsetPreference in the UEAssistanceInformation message;
2>	if the UE has a preference on the minimum scheduling offset for cross-slot scheduling for the cell group:
3>	if the UE has a preference for the value of K0 (TS 38.214 [19], clause 5.1.2.1) for cross-slot scheduling with 15 kHz SCS:
4>	include preferredK0-SCS-15kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K0;
3>	if the UE has a preference for the value of K0 for cross-slot scheduling with 30 kHz SCS:
4>	include preferredK0-SCS-30kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K0;
3>	if the UE has a preference for the value of K0 for cross-slot scheduling with 60 kHz SCS:
4>	include preferredK0-SCS-60kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K0;
3>	if the UE has a preference for the value of K0 for cross-slot scheduling with 120 kHz SCS:
4>	include preferredK0-SCS-120kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K0;
3>	if the UE has a preference for the value of K2 (TS 38.214 [19], clause 6.1.2.1) for cross-slot scheduling with 15 kHz SCS:
4>	include preferredK2-SCS-15kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K2;
3>	if the UE has a preference for the value of K2 for cross-slot scheduling with 30 kHz SCS:
4>	include preferredK2-SCS-30kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K2;
3>	if the UE has a preference for the value of K2 for cross-slot scheduling with 60 kHz SCS:
4>	include preferredK2-SCS-60kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K2;
3>	if the UE has a preference for the value of K2 for cross-slot scheduling with 120 kHz SCS:
4>	include preferredK2-SCS-120kHz in the MinSchedulingOffsetPreference IE and set it to the desired value of K2;
2>	else (if the UE has no preference on the minimum scheduling offset for cross-slot scheduling for the cell group):
3>	do not include preferredK0 and preferredK2 in the MinSchedulingOffsetPreference IE;
1>	if transmission of the UEAssistanceInformation message is initiated to provide a release preference according to 5.7.4.2 or 5.3.5.3:
2>	include releasePreference in the UEAssistanceInformation message;
2>	set preferredRRC-State to the desired RRC state on transmission of the UEAssistanceInformation message;
1>	if transmission of the UEAssistanceInformation message is initiated to provide an indication of preference in being provisioned with reference time information according to 5.7.4.2 or 5.3.5.3:
2>	if the UE has a preference in being provisioned with reference time information:
3>	set referenceTimeInfoPreference to true;
2>	else:
3>	set referenceTimeInfoPreference to false;
1>	if transmission of the UEAssistanceInformation message is initiated to provide a SCG state preference according to 5.7.4.2:
2>	include SCGStatePreference in the UEAssistanceInformation message;
2>	set preferredSCG-State to the desired SCG state on transmission of the UEAssistanceInformation 
.

The UE shall set the contents of the UEAssistanceInformation message for configured grant assistance information for NR sidelink communication:
1>	if configured to provide configured grant assistance information for NR sidelink communication:
2>	include the sl-UE-AssistanceInformationNR;
NOTE 4:	It is up to UE implementation when and how to trigger configured grant assistance information for NR sidelink communication.
The UE shall:
1>	if the procedure was triggered to provide configured grant assistance information for NR sidelink communication by an NR RRCReconfiguration message that was embedded within an E-UTRA RRCConnectionReconfiguration:
2>	submit the UEAssistanceInformation to lower layers via SRB1, embedded in E-UTRA RRC message ULInformationTransferIRAT as specified in TS 36.331 [10], clause 5.6.28;
1>	else if the UE is in (NG)EN-DC:
2>	if SRB3 is configured:
3>	submit the UEAssistanceInformation message via SRB3 to lower layers for transmission;
2>	else:
3>	submit the UEAssistanceInformation message via the E-UTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else if the UE is in NR-DC:
2>	if the UE assistance configuration that triggered this UE assistance information is associated with the SCG:
3>	if SRB3 is configured:
4>	submit the UEAssistanceInformation message via SRB3 to lower layers for transmission;
3>	else:
4>	submit the UEAssistanceInformation message via the NR MCG embedded in NR RRC message ULInformationTransferMRDC as specified in 5.7.2a.3;
2>	else:
3>	submit the UEAssistanceInformation message via SRB1 to lower layers for transmission;
1>	else:
2>	submit the UEAssistanceInformation message to lower layers for transmission.
NEXT CHANGE
[bookmark: _Toc60777089][bookmark: _Toc90650961][bookmark: _Hlk54206646]6.2.2	Message definitions
[bookmark: _Toc60777128][bookmark: _Toc90651000]–	UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the network.
Signalling radio bearer: SRB1, SRB3
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
UEAssistanceInformation message
-- ASN1START
-- TAG-UEASSISTANCEINFORMATION-START

UEAssistanceInformation ::=         SEQUENCE {
    criticalExtensions                  CHOICE {
        ueAssistanceInformation             UEAssistanceInformation-IEs,
        criticalExtensionsFuture            SEQUENCE {}
    }
}

UEAssistanceInformation-IEs ::=     SEQUENCE {
    delayBudgetReport                   DelayBudgetReport                   OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                UEAssistanceInformation-v1540-IEs   OPTIONAL
}

DelayBudgetReport::=                CHOICE {
    type1                               ENUMERATED {
                                            msMinus1280, msMinus640, msMinus320, msMinus160,msMinus80, msMinus60, msMinus40,
                                            msMinus20, ms0, ms20,ms40, ms60, ms80, ms160, ms320, ms640, ms1280},
    ...
}

UEAssistanceInformation-v1540-IEs ::= SEQUENCE {
    overheatingAssistance               OverheatingAssistance               OPTIONAL,
    nonCriticalExtension                UEAssistanceInformation-v1610-IEs   OPTIONAL
}

OverheatingAssistance ::=           SEQUENCE {
    reducedMaxCCs                       ReducedMaxCCs-r16                   OPTIONAL,
    reducedMaxBW-FR1                    ReducedMaxBW-FRx-r16                OPTIONAL,
    reducedMaxBW-FR2                    ReducedMaxBW-FRx-r16                OPTIONAL,
    reducedMaxMIMO-LayersFR1            SEQUENCE {
        reducedMIMO-LayersFR1-DL            MIMO-LayersDL,
        reducedMIMO-LayersFR1-UL            MIMO-LayersUL
    } OPTIONAL,
    reducedMaxMIMO-LayersFR2            SEQUENCE {
        reducedMIMO-LayersFR2-DL            MIMO-LayersDL,
        reducedMIMO-LayersFR2-UL            MIMO-LayersUL
    } OPTIONAL
}

ReducedAggregatedBandwidth ::= ENUMERATED {mhz0, mhz10, mhz20, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100, mhz200, mhz300, mhz400}

UEAssistanceInformation-v1610-IEs ::= SEQUENCE {
    idc-Assistance-r16                  IDC-Assistance-r16                  OPTIONAL,
    drx-Preference-r16                  DRX-Preference-r16                  OPTIONAL,
    maxBW-Preference-r16                MaxBW-Preference-r16                OPTIONAL,
    maxCC-Preference-r16                MaxCC-Preference-r16                OPTIONAL,
    maxMIMO-LayerPreference-r16         MaxMIMO-LayerPreference-r16         OPTIONAL,
    minSchedulingOffsetPreference-r16   MinSchedulingOffsetPreference-r16   OPTIONAL,
    releasePreference-r16               ReleasePreference-r16               OPTIONAL,
    sl-UE-AssistanceInformationNR-r16   SL-UE-AssistanceInformationNR-r16   OPTIONAL,
    referenceTimeInfoPreference-r16     BOOLEAN                             OPTIONAL,
    nonCriticalExtension                UEAssistanceInformation-v17xy       OPTIONAL
}

UEAssistanceInformation-v17xy-IEs ::= SEQUENCE {
	preferredSCG-State-r17              ENUMERATED {activation, deactivation}                 OPTIONAL,	Comment by CATT: We also think field description is needed here, to describe clearly that the field “uplinkData” is used to indicate there are UL data to transmit via SCG while SCG is deactivated. Similar comments apply to the 36331 CR.	Comment by RAN2#116bis-e: There is detailed procedure text for when the UE sets the field exactly. A field description would be entirely redundant, introduce risk of misunderstanding due to different wordings and increase maintenance work.

I know many people propose field descriptions for all uplink fields but this is a bad practise.
    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

IDC-Assistance-r16 ::=                  SEQUENCE {
    affectedCarrierFreqList-r16             AffectedCarrierFreqList-r16               OPTIONAL,
    affectedCarrierFreqCombList-r16         AffectedCarrierFreqCombList-r16           OPTIONAL,
    ...
}

AffectedCarrierFreqList-r16 ::= SEQUENCE (SIZE (1.. maxFreqIDC-r16)) OF AffectedCarrierFreq-r16

AffectedCarrierFreq-r16 ::=     SEQUENCE {
    carrierFreq-r16                 ARFCN-ValueNR,
    interferenceDirection-r16       ENUMERATED {nr, other, both, spare}
}

AffectedCarrierFreqCombList-r16 ::= SEQUENCE (SIZE (1..maxCombIDC-r16)) OF AffectedCarrierFreqComb-r16

AffectedCarrierFreqComb-r16 ::=     SEQUENCE {
    affectedCarrierFreqComb-r16         SEQUENCE (SIZE (2..maxNrofServingCells)) OF  ARFCN-ValueNR    OPTIONAL,
    victimSystemType-r16                VictimSystemType-r16
}

VictimSystemType-r16 ::=    SEQUENCE {
    gps-r16                     ENUMERATED {true}        OPTIONAL,
    glonass-r16                 ENUMERATED {true}        OPTIONAL,
    bds-r16                     ENUMERATED {true}        OPTIONAL,
    galileo-r16                 ENUMERATED {true}        OPTIONAL,
    navIC-r16                   ENUMERATED {true}        OPTIONAL,
    wlan-r16                    ENUMERATED {true}        OPTIONAL,
    bluetooth-r16               ENUMERATED {true}        OPTIONAL,
    ...
}

DRX-Preference-r16 ::=              SEQUENCE {
    preferredDRX-InactivityTimer-r16    ENUMERATED {
                                            ms0, ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60, ms80,
                                            ms100, ms200, ms300, ms500, ms750, ms1280, ms1920, ms2560, spare9, spare8,
                                            spare7, spare6, spare5, spare4, spare3, spare2, spare1} OPTIONAL,
    preferredDRX-LongCycle-r16          ENUMERATED {
                                            ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512,
                                            ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, spare12, spare11, spare10,
                                            spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 } OPTIONAL,
    preferredDRX-ShortCycle-r16         ENUMERATED {
                                            ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,
                                            ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,
                                            spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 } OPTIONAL,
    preferredDRX-ShortCycleTimer-r16    INTEGER (1..16)    OPTIONAL
}

MaxBW-Preference-r16 ::=            SEQUENCE {
    reducedMaxBW-FR1-r16                ReducedMaxBW-FRx-r16                     OPTIONAL,
    reducedMaxBW-FR2-r16                ReducedMaxBW-FRx-r16                     OPTIONAL
}

MaxCC-Preference-r16 ::=            SEQUENCE {
    reducedMaxCCs-r16                   ReducedMaxCCs-r16                        OPTIONAL
}

MaxMIMO-LayerPreference-r16 ::=     SEQUENCE {
    reducedMaxMIMO-LayersFR1-r16        SEQUENCE {
        reducedMIMO-LayersFR1-DL-r16        INTEGER (1..8),
        reducedMIMO-LayersFR1-UL-r16        INTEGER (1..4)
    } OPTIONAL,
    reducedMaxMIMO-LayersFR2-r16        SEQUENCE {
        reducedMIMO-LayersFR2-DL-r16        INTEGER (1..8),
        reducedMIMO-LayersFR2-UL-r16        INTEGER (1..4)
    } OPTIONAL
}

MinSchedulingOffsetPreference-r16 ::= SEQUENCE {
    preferredK0-r16                       SEQUENCE {
        preferredK0-SCS-15kHz-r16             ENUMERATED {sl1, sl2, sl4, sl6}              OPTIONAL,
        preferredK0-SCS-30kHz-r16             ENUMERATED {sl1, sl2, sl4, sl6}              OPTIONAL,
        preferredK0-SCS-60kHz-r16             ENUMERATED {sl2, sl4, sl8, sl12}             OPTIONAL,
        preferredK0-SCS-120kHz-r16            ENUMERATED {sl2, sl4, sl8, sl12}             OPTIONAL
    }                                                                                  OPTIONAL,
    preferredK2-r16                       SEQUENCE {
        preferredK2-SCS-15kHz-r16             ENUMERATED {sl1, sl2, sl4, sl6}             OPTIONAL,
        preferredK2-SCS-30kHz-r16             ENUMERATED {sl1, sl2, sl4, sl6}             OPTIONAL,
        preferredK2-SCS-60kHz-r16             ENUMERATED {sl2, sl4, sl8, sl12}            OPTIONAL,
        preferredK2-SCS-120kHz-r16            ENUMERATED {sl2, sl4, sl8, sl12}            OPTIONAL
    }                                                                                 OPTIONAL
}

ReleasePreference-r16 ::=           SEQUENCE {
    preferredRRC-State-r16              ENUMERATED {idle, inactive, connected, outOfConnected}
}

ReducedMaxBW-FRx-r16 ::=            SEQUENCE {
    reducedBW-DL-r16                    ReducedAggregatedBandwidth,
    reducedBW-UL-r16                    ReducedAggregatedBandwidth
}

ReducedMaxCCs-r16 ::=               SEQUENCE {
    reducedCCsDL-r16                    INTEGER (0..31),
    reducedCCsUL-r16                    INTEGER (0..31)
}

SL-UE-AssistanceInformationNR-r16 ::= SEQUENCE (SIZE (1..maxNrofTrafficPattern-r16)) OF SL-TrafficPatternInfo-r16

SL-TrafficPatternInfo-r16::=          SEQUENCE {
    trafficPeriodicity-r16                ENUMERATED {ms20, ms50, ms100, ms200, ms300, ms400, ms500, ms600, ms700, ms800, ms900, ms1000},
    timingOffset-r16                      INTEGER (0..10239),
    messageSize-r16                       BIT STRING (SIZE (8)),
    sl-QoS-FlowIdentity-r16               SL-QoS-FlowIdentity-r16
}

-- TAG-UEASSISTANCEINFORMATION-STOP
-- ASN1STOP

	UEAssistanceInformation field descriptions

	affectedCarrierFreqList
Indicates a list of NR carrier frequencies that are affected by IDC problem.

	affectedCarrierFreqCombList
Indicates a list of NR carrier frequencie combinations that are affected by IDC problems due to Inter-Modulation Distortion and harmonics from NR when configured with UL CA.

	preferredSCG-State
Indicates the UE's preferences on SCG state.

	delayBudgetReport
Indicates the UE-preferred adjustment to connected mode DRX.

	interferenceDirection
Indicates the direction of IDC interference. Value nr indicates that only NR is victim of IDC interference, value other indicates that only another radio is victim of IDC interference and value both indicates that both NR and another radio are victims of IDC interference. The other radio refers to either the ISM radio or GNSS (see TR 36.816 [44]).

	minSchedulingOffsetPreference
Indicates the UE's preferences on minimumSchedulingOffset of cross-slot scheduling for power saving.

	preferredDRX-InactivityTimer
Indicates the UE's preferred DRX inactivity timer length for power saving. Value in ms (milliSecond). ms0 corresponds to 0, ms1 corresponds to 1 ms, ms2 corresponds to 2 ms, and so on. If the field is absent from the DRX-Preference IE, it is interpreted as the UE having no preference for the DRX inactivity timer. If secondary DRX group is configured, the preferredDRX-InactivityTimer only applies to the default DRX group.

	preferredDRX-LongCycle
Indicates the UE's preferred long DRX cycle length for power saving. Value in ms. ms10 corresponds to 10ms, ms20 corresponds to 20 ms, ms32 corresponds to 32 ms, and so on. If preferredDRX-ShortCycle is provided, the value of preferredDRX-LongCycle shall be a multiple of the preferredDRX-ShortCycle value. If the field is absent from the DRX-Preference IE, it is interpreted as the UE having no preference for the long DRX cycle.

	preferredDRX-ShortCycle
Indicates the UE's preferred short DRX cycle length for power saving. Value in ms. ms2 corresponds to 2ms, ms3 corresponds to 3 ms, ms4 corresponds to 4 ms, and so on. If the field is absent from the DRX-Preference IE, it is interpreted as the UE having no preference for the short DRX cycle.

	preferredDRX-ShortCycleTimer
Indicates the UE's preferred short DRX cycle timer for power saving. Value in multiples of preferredDRX-ShortCycle. A value of 1 corresponds to preferredDRX-ShortCycle, a value of 2 corresponds to 2 * preferredDRX-ShortCycle and so on. If the field is absent from the DRX-Preference IE, it is interpreted as the UE having no preference for the short DRX cycle timer. A preference for the short DRX cycle is indicated when a preference for the short DRX cycle timer is indicated.

	preferredK0
Indicates the UE's preferred value of k0 (slot offset between DCI and its scheduled PDSCH - see TS 38.214 [19], clause 5.1.2.1) for cross-slot scheduling for power saving. Value is defined for each subcarrier spacing (numerology) in units of slots. sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, sl4 corresponds to 4 slots, and so on. If a value for a subcarrier spacing is absent, it is interpreted as the UE having no preference on k0 for cross-slot scheduling for that subcarrier spacing. If the field is absent from the MinSchedulingOffsetPreference IE, it is interpreted as the UE having no preference on k0 for cross-slot scheduling.

	preferredK2
Indicates the UE's preferred value of k2 (slot offset between DCI and its scheduled PUSCH - see TS 38.214 [19], clause 6.1.2.1) for cross-slot scheduling for power saving. Value is defined for each subcarrier spacing (numerology) in units of slots. sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, sl4 corresponds to 4 slots, and so on. If a value for a subcarrier spacing is absent, it is interpreted as the UE having no preference on k2 for cross-slot scheduling for that subcarrier spacing. If the field is absent from the MinSchedulingOffsetPreference IE, it is interpreted as the UE having no preference on k2 for cross-slot scheduling.

	preferredRRC-State
Indicates the UE's preferred RRC state. The value idle is indicated if the UE prefers to be released from RRC_CONNECTED and transition to RRC_IDLE. The value inactive is indicated if the UE prefers to be released from RRC_CONNECTED and transition to RRC_INACTIVE. The value connected is indicated if the UE prefers to revert an earlier indication to leave RRC_CONNECTED state. The value outOfConnected is indicated if the UE prefers to be released from RRC_CONNECTED and has no preferred RRC state to transition to. The value connected can only be indicated if the UE is configured with connectedReporting.

	reducedBW-FR1
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carrier(s) and across all uplink carrier(s) of FR1, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR1. The aggregated bandwidth across all downlink carrier(s) of FR1 is the sum of bandwidth of active downlink BWP(s) across all activated downlink carrier(s) of FR1. The aggregated bandwidth across all uplink carrier(s) of FR1 is the sum of bandwidth of active uplink BWP(s) across all activated uplink carrier(s) of FR1. If the field is absent from the MaxBW-Preference IE or the OverheatingAssistance IE, it is interpreted as the UE having no preference on the maximum aggregated bandwidth of FR1.
When indicated to address overheating, this maximum aggregated bandwidth includes carrier(s) of FR1 of both the NR MCG and the SCG. This maximum aggregated bandwidth only includes carriers of FR1 of the SCG in (NG)EN-DC. Value mhz0 is not used when indicated to address overheating.
When indicated to address power saving, this maximum aggregated bandwidth includes carrier(s) of FR1 of the cell group that this UE assistance information is associated with. The aggregated bandwidth can only range up to the current active configuration when indicated to address power savings.

	reducedBW-FR2
Indicates the UE's preference on reduced configuration corresponding to the maximum aggregated bandwidth across all downlink carrier(s) and across all uplink carrier(s) of FR2, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cell(s) operating on FR2. The aggregated bandwidth across all downlink carrier(s) of FR2 is the sum of bandwidth of active downlink BWP(s) across all activated downlink carrier(s) of FR2. The aggregated bandwidth across all uplink carrier(s) of FR2 is the sum of bandwidth of active uplink BWP(s) across all activated uplink carrier(s) of FR2. If the field is absent from the MaxBW-Preference IE or the OverheatingAssistance IE, it is interpreted as the UE having no preference on the maximum aggregated bandwidth of FR2.
When indicated to address overheating, this maximum aggregated bandwidth includes carrier(s) of FR2 of both the NR MCG and the NR SCG. This maximum aggregated bandwidth only includes carriers of FR2 of the SCG in (NG)EN-DC.
When indicated to address power saving, this maximum aggregated bandwidth includes carrier(s) of FR2 of the cell group that this UE assistance information is associated with. The aggregated bandwidth can only range up to the current active configuration when indicated to address power savings.

	reducedCCsDL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink SCells indicated by the field, to address overheating or power saving.
When indicated to address overheating, this maximum number includes both SCells of the NR MCG and PSCell/SCells of the SCG. This maximum number only includes PSCell/SCells of the SCG in (NG)EN-DC.
When indicated to address power saving, this maximum number includes PSCell/SCells of the cell group that this UE assistance information is associated with. The maximum number of downlink SCells can only range up to the current active configuration when indicated to address power savings.

	reducedCCsUL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink SCells indicated by the field, to address overheating or power saving.
When indicated to address overheating, this maximum number includes both SCells of the NR MCG and PSCell/SCells of the SCG. This maximum number only includes PSCell/SCells of the SCG in (NG)EN-DC.
When indicated to address power saving, this maximum number includes PSCell/SCells of the cell group that this UE assistance information is associated with. The maximum number of uplink SCells can only range up to the current active configuration when indicated to address power savings.

	reducedMIMO-LayersFR1-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cells operating on FR1. The maximum number of downlink MIMO layers can only range up to the maximum number of MIMO layers configured across all activated downlink carrier(s) of FR1 in the cell group when indicated to address power savings.

	reducedMIMO-LayersFR1-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR1 indicated by the field, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cells operating on FR1. The maximum number of uplink MIMO layers can only range up to the maximum number of MIMO layers configured across all activated uplink carrier(s) of FR1 in the cell group when indicated to address power savings.

	reducedMIMO-LayersFR2-DL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of downlink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cells operating on FR2. The maximum number of downlink MIMO layers can only range up to the maximum number of MIMO layers configured across all activated downlink carrier(s) of FR2 in the cell group when indicated to address power savings.

	reducedMIMO-LayersFR2-UL
Indicates the UE's preference on reduced configuration corresponding to the maximum number of uplink MIMO layers of each serving cell operating on FR2 indicated by the field, to address overheating or power saving. This field is allowed to be reported only when UE is configured with serving cells operating on FR2. The maximum number of uplink MIMO layers can only range up to the maximum number of MIMO layers configured across all activated uplink carrier(s) of FR2 in the cell group when indicated to address power savings.

	referenceTimeInfoPreference
Indicates whether the UE prefers being provisioned with the timing information specified in the IE ReferenceTimeInfo.

	sl-QoS-FlowIdentity
This identity uniquely identifies one sidelink QoS flow between the UE and the network in the scope of UE, which is unique for different destination and cast type.

	sl-UE-AssistanceInformationNR
Indicates the traffic characteristic of sidelink logical channel(s), specified in the IE SL-TrafficPatternInfo, that are setup for NR sidelink communication.

	type1
Indicates the preferred amount of increment/decrement to the long DRX cycle length with respect to the current configuration. Value in number of milliseconds. Value ms40 corresponds to 40 milliseconds, msMinus40 corresponds to -40 milliseconds and so on.

	victimSystemType
Indicate the list of victim system types to which IDC interference is caused from NR when configured with UL CA. Value gps, glonass, bds, galileo and navIC indicates the type of GNSS. Value wlan indicates WLAN and value bluetooth indicates Bluetooth.



	SL-TrafficPatternInfo field descriptions

	messageSize
Indicates the maximum TB size based on the observed traffic pattern. The value refers to the index of TS 38.321 [3], table 6.1.3.1-2.

	timingOffset
This field indicates the estimated timing for a packet arrival in a sidelink logical channel. Specifically, the value indicates the timing offset with respect to subframe#0 of SFN#0 in milliseconds.

	trafficPeriodicity
This field indicates the estimated data arrival periodicity in a sidelink logical channel. Value ms20 corresponds to 20 ms, ms50 corresponds to 50 ms and so on.





END OF CHANGE
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