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1	Introduction
In the previous RAN2#116Bis-e meeting, the following was agreed as WA:
	Working assumption: 
From RAN2’s perspective, a dedicated UL BWP can be configured with only CE RACH resources. Its feasibility is to be confirmed by RAN1.




In this contribution, we discuss this issue further.
2	Discussion
Assuming that RAN1 will confirm such configuration option, the UE behaviour operating on such BWP needs to be discussed.
It seems clear the NW configures BWP with only CE-RACH only for UEs supporting CE. Naturally, necessarily the UE may not need CE upon RACH, e.g., when the RSRP would be above the configured threshold. One option is that the RSRP threshold is not even configured for such BWP and the UE always uses the CE-RACH in case of a RA procedure trigger. 
On the other hand, the RSRP threshold could also be applied on such a BWP and a UE having RSRP above the threshold would consider the BWP not to consist of RACH resources and would switch to initial BWP. As this is up to NW configuration, such behaviour could similarly be allowed in case the NW wants to offload the CE RA attempts to a dedicated BWP while normal RA attempts could take place on the initial BWP.
Proposal 1: In case RSRP threshold for CE is configured for BWP with only CE-RACH, the UE switches to initial BWP for RA procedure in case the RSRP is above the threshold.
3	Conclusion
Proposal 1: In case RSRP threshold for CE is configured for BWP with only CE-RACH, the UE switches to initial BWP for RA procedure in case the RSRP is above the threshold.



