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1. Overall Description:
RAN2 thanks SA2 for the reply LS on positioning in RRC_INACTIVE state. 
In the CR which has been agreed, for the first step of these three added positioning procedures, there is a sentence of “when the UE is in RRC INACTIVE state” as follows.

	2.	The UE enters RRC INACTIVE state some time before an event is detected at step 22 or step 31 in clause 6.3.1. If the UE is not in RRC INACTIVE state when an event is detected at step 22 or step 31 in clause 6.3.1, then the UE follows the procedure described for steps 22-31 in clause 6.3.1 to report the event to the LMF and to the LCS Client or AF.
NOTE 2:	The LMF is not aware of whether the UE is in RRC INACTIVE state. This allows the LMF to follow the procedure described here or the procedure described in clause 6.3.1 for event reporting. With the procedure described here, a UE that was initially in RRC INACTIVE state can remain in RRC INACTIVE state after the procedure is complete. With the procedure in clause 6.3.1, a UE that was initially in RRC INACTIVE state could be moved into RRC CONNECTED state during the procedure in clause 6.3.1.


But “When the UE is in RRC INACTIVE state” is not a pre-condition configured by LMF, as:
1) It was agreed in RAN2 that the RRC state of the UE is not exposed to the LMF for INACTIVE UL and DL positioning.
2) Any uplink LCS or LPP message can be transported in RRC_INACTIVE from RAN2 perspective. It depends on conditions configured by RAN node if SDT is used. No addition condition is introduced for positioning in RRC_INACTIVE.
3) The UE is allowed to be in RRC_INACTIVE state or not in RRC_INACTIVE for subsequent location reporting according to the CR in SA2 LS.
RAN2 suggest removing the sentence “when the UE is in RRC INACTIVE state” in the corresponding descriptions for Periodic and Triggered 5GC-MT-LR Procedure in RRC INACTIVE state.


2. Actions:
To SA2:
[bookmark: _GoBack]ACTION: 	RAN2 kindly ask SA2 to take the above information into account for future work.


3. Date of Next TSG-RAN2 Meetings:
3GPP TSG-RAN2 Meeting #119		22 - 26 August 2022			Toulouse, FR
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