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	Reason for change:
	In RAN2#117-e meeting, it was agreed that:

	For messages delivery after PC5-S DCR message until and including PC5-RRC RRCReconfigurationSidelink message including initial DRX configuration, UE remains in active. FFS on PC5-RRC RRCReconfigurationSidelinkComplete.



Based on the above agreement, it is unclear whether the UE should be kept in active time between RRCReconfigurationSidelink is sent and RRCReconfigurationCompleteSidelink/RRCReconfigurationFailureSidelink is received. Regarding to this issue, based on analysis,after sending the RRCReconfigurationSidelink message including initial DRX configuration, TX UE can wait for the response message of RRCReconfigurationSidelink message based on the SL DRX configuration of the direction from its peer UE to the Tx UE. But for the agreement part before the FFS part, it has not been captured in TS38.321.


	
	

	Summary of change:
	Capture the agreement that “For messages delivery after PC5-S DCR message until and including PC5-RRC RRCReconfigurationSidelink message including initial DRX configuration, UE remains in active” in subclause 5.28.2 of TS38.321.

	
	

	Consequences if not approved:
	  UE state is unclear after PC5-S DCR message is sent and until and including PC5-RRC RRCReconfigurationSidelink message including initial DRX configuration is sent.
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[bookmark: _Toc37296324][bookmark: _Toc46490455][bookmark: _Toc52752150][bookmark: _Toc52796612][bookmark: _Toc90287324]START OF THE CHANGE
[bookmark: _Toc100872095]5.28.2	Behaviour of UE receiving SL-SCH Data
When SL DRX is configured, the Active Time includes the time while:
-	sl-drx-onDurationTimer or sl-drx-InactivityTimer is running; or
-	sl-drx-RetransmissionTimer is running; or
-	period of sl-LatencyBoundCSI-Report configured by RRC in case SL-CSI reporting MAC CE is not received; or
-	the time between the transmission of the request of SL-CSI reporting and the reception of the SL-SCI reporting MAC CE in case SL-CSI reporting MAC CE is received; or
-	Slot associated with the announced periodic transmissions by the UE transmitting SL-SCH Data;
[bookmark: _GoBack]-    the time after PC5-S DCR message is sent until and including PC5-RRC RRCReconfigurationSidelink message including initial NR sidelink DRX configuration is sent.
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