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	Reason for change:
	In the current MAC spec, the MAC CE for MG activation/deactiation command and MG activation/deactiation request are still incomplete.

In the last R1 meeting, it has been agreed that there can be at most 16 

	
	

	Summary of change:
	Add the format of the MAC CE for MG activation/deactivation request and command to the MAC spec.

	
	

	Consequences if not approved:
	Incomplete MAC spec for positioning MG preconfiguration.
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MAC CE for MG activation/deactiation command/request
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 If the UE is implemented according to the CR while the network is not, the network will not be able to recognize the MAC CE.
If the network is implemented according to the CR while the UE is not, there is no inter-operability issue. 
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[bookmark: _Toc52796433][bookmark: _Toc52751971][bookmark: _Toc37296150][bookmark: _Toc29239796][bookmark: _Toc46490276][bookmark: _Toc67931492]==================================CHANGE BEGINS===================================
[bookmark: _Toc100872143]6.1.3.40	Positioning Measurement Gap Activation/Deactivation Request MAC CE
The Positioning Measurement Gap Activation/deactivation request MAC CE is identified by MAC subheader with eLCID as specified in Table 6.2.1-2b.
It has a fixed 8-bit size and consists of a single field defined as follows (Figure 6.1.3.40-1):
-	Positioning MG ID: This field indicates the identifier for the preconfigured positioning measurement gap. The length of the field is 4 bits.



Figure 6.1.3.40-1: Positioning Measurement Gap Activation/Deactivation Request MAC CE
Editor's NOTE:	FFS the format of the MAC CE and the fields within the MAC CE.
==================================NEXT CHANGE=====================================
[bookmark: _Toc100872144]6.1.3.41	Positioning Measurement Gap Activation/Deactivation Command MAC CE
The Positioning Measurement Gap Activation/Deactivation Command MAC CE is identified by MAC subheader with eLCID as specified in Table 6.2.1-1b.
It has a fixed 8-bit size and consists of a single field defined as follows (Figure 6.1.3.41-1):
-	Positioning MG ID: This field indicates the identifier for the preconfigured positioning measurement gap. The length of the field is 4 bits.



Figure 6.1.3.41-1: Positioning Measurement Gap Activation/Deactivation Command MAC CE
Editor's NOTE:	FFS the format of the MAC CE and the fields within the MAC CE.
==================================END OF CHANGES===================================
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