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[bookmark: _Toc52796433][bookmark: _Toc52751971][bookmark: _Toc37296150][bookmark: _Toc29239796][bookmark: _Toc46490276][bookmark: _Toc67931492]==================================CHANGE BEGINS===================================
[bookmark: _Toc100881470][bookmark: _Toc52548702][bookmark: _Toc52548172][bookmark: _Toc52547642][bookmark: _Toc52547112][bookmark: _Toc46486767][bookmark: _Toc37681195][bookmark: _Toc12618281]6.5.10.4	NR DL-TDOA Location Information Elements
[bookmark: _Toc100881471][bookmark: _Toc52548703][bookmark: _Toc52548173][bookmark: _Toc52547643][bookmark: _Toc52547113][bookmark: _Toc46486768][bookmark: _Toc37681196][bookmark: _Toc12618282]–	NR-DL-TDOA-SignalMeasurementInformation
The IE NR-DL-TDOA-SignalMeasurementInformation is used by the target device to provide NR DL-TDOA measurements to the location server.
NOTE 1:	The dl-PRS-ReferenceInfo defines the "RSTD reference" TRP. The nr-RSTD's and nr-RSTD-ResultDiff's in nr-DL-TDOA-MeasList are provided relative to the "RSTD reference" TRP.
NOTE 2:	The "RSTD reference" TRP may or may not be the same as the "assistance data reference" TRP provided by nr-DL-PRS-ReferenceInfo in IE NR-DL-PRS-AssistanceData.
NOTE 3:	The target device includes a value of zero for the nr-RSTD and nr-RSTD-ResultDiff of the "RSTD reference" TRP in nr-DL-TDOA-MeasList.
Editor's Note: FFS on "multiple measurement instances":
Agreement: Support enabling
-	A UE to report one or more measurement instances (of RSTD, DL RSRP, and/or UE Rx-Tx time difference measurements) in a single measurement report to LMF for UE-assisted positioning, and 
-	A TRP to report one or more measurement instances (of RTOA, UL RSRP, and/or gNB Rx-Tx time difference measurements) in a single measurement report to LMF, and
-	Each measurement instance is reported with its own timestamp
-	FFS: The measurement instances are within a [configured] measurement time window
-	FFS: Each UE measurement instance can be configured with N instances of the DL-PRS Resource Set
-	FFS: N (including N=1)
-	FFS: Each TRP measurement instance can be configured with M SRS measurement time occasions
-	FFS: M (including M=1)
-	FFS: details of signalling, procedures, and UE capability if any
-	FFS: whether and how to consider the additional enhancement related to measurement reporting of multi-paths and quality metric
	Note 1: A measurement instance refers to one or more measurements, which can either be the same or different types, which are obtained from the same DL PRS resource(s), or the same UL SRS resource(s).
	Note 2: This enhancement has no intention to change the mapping of measurement types to Rel-16 positioning techniques and no intention to introduce new positioning techniques either.

-- ASN1START

NR-DL-TDOA-SignalMeasurementInformation-r16 ::= SEQUENCE {
[bookmark: _Hlk30954207]	dl-PRS-ReferenceInfo-r16		DL-PRS-ID-Info-r16,
	nr-DL-TDOA-MeasList-r16			NR-DL-TDOA-MeasList-r16,
	...
}

NR-DL-TDOA-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-TDOA-MeasElement-r16

NR-DL-TDOA-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-r16						CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurements-r16
									NR-DL-TDOA-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17					INTEGER (0..maxNumOfRxTEGs-1-r17)			OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-LOS-NLOS-Indicator-r17		CHOICE {
			perTRP						LOS-NLOS-Indicator-r17,
			perResource					LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-los-nlos-Indicator-r17			LOS-NLOS-Indicator-r17						OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurementsExt-r17
										NR-DL-TDOA-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-DL-TDOA-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasTDOA-r17)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 					OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-ResultDiff-r16			CHOICE {
			k0-r16						INTEGER (0..8191),
			k1-r16						INTEGER (0..4095),
			k2-r16						INTEGER (0..2047),
			k3-r16						INTEGER (0..1023),
			k4-r16						INTEGER (0..511),
			k5-r16						INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..61)									OPTIONAL,
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	...,
	[[
	nr-UE-Rx-TEG-ID-r17				INTEGER (0..maxNumOfRxTEGs-1-r17)				OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17
									INTEGER (0..61)									OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17
									LOS-NLOS-Indicator-r17							OPTIONAL,
	nr-AdditionalPathListExt-r17	NR-AdditionalPathListExt-r17					OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-TDOA-SignalMeasurementInformation field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	nr-TimeStamp
This field specifies the time instance at which the TOA and DL PRS-RSRP (if included) measurement is performed. The nr-SFN and nr-Slot in IE NR-TimeStamp correspond to the TRP provided in dl-PRS-ReferenceInfo as specified in TS 38.214 [45]. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

	nr-RSTD
This field specifies the relative timing difference between this neighbour TRP and the PRS reference TRP, as defined in TS 38.215 [36].  Mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathListExt shall be absent.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the TOA measurement. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-UE-Rx-TEG-ID
This field provides the ID of the UE Rx TEG associated with the TOA measurement. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff. When different UE Rx TEGs for RSTD measurements are requested, the maximum number of reported RSTD measurements associated with different DL-PRS Resources per UE Rx TEG per target TRP is 4.

	nr-DL-PRS-FirstPathRSRP-Result
This field specifies the NR DL-PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46]. FFS

	nr-los-nlos-Indicator
This field specifies the target device's best estimate of the LOS or NLOS of the TOA measurement for the TRP or resource. Note, the TOA measurement refers to the TOA of this neighbour TRP or the reference TRP, as applicable, used to determine the nr-RSTD or nr-RSTD-ResultDiff. In spite of the request from the network in requestLocationInformation, the UE can choose its resourcetype and ganularity for LOS-NLOS reporting.

	nr-LOS-NLOS-IndicatorPerResource
This field specifies the target device's best estimate of the LOS or NLOS of the TOA measurement for the resource. The field is only present when the field nr-LOS-NLOS-Indicator adopts the field perResource.

	nr-AdditionalPathListExt
This field provides up to 8 additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathList shall be absent.

	nr-RSTD-ResultDiff
This field provides the additional DL RSTD measurement result relative to nr-RSTD. The RSTD value of this measurement is obtained by adding the value of this field to the value of the nr-RSTD field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-FirstPathRSRP-ResultDiff
This field specifies the additional NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time relative to nr-DL-PRS-FirstPathRSRP-Result. The DL-PRS First Path RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-FirstPathRSRP-Result field. The mapping of the field is defined in TS 38.133 [46]. FFS.



==================================NEXT CHANGE ===================================
[bookmark: _Toc37681215][bookmark: _Toc46486788][bookmark: _Toc52547133][bookmark: _Toc52547663][bookmark: _Toc52548193][bookmark: _Toc52548723][bookmark: _Toc90719969]6.5.11.4	NR DL-AoD Location Information Elements
[bookmark: _Toc100881493][bookmark: _Toc52548724][bookmark: _Toc52548194][bookmark: _Toc52547664][bookmark: _Toc52547134][bookmark: _Toc46486789][bookmark: _Toc37681216]–	NR-DL-AoD-SignalMeasurementInformation
The IE NR-DL-AoD-SignalMeasurementInformation is used by the target device to provide NR DL-AoD measurements to the location server.
Editor's Note: FFS on "multiple measurement instances":
Agreement: Support enabling
-	A UE to report one or more measurement instances (of RSTD, DL RSRP, and/or UE Rx-Tx time difference measurements) in a single measurement report to LMF for UE-assisted positioning, and 
-	A TRP to report one or more measurement instances (of RTOA, UL RSRP, and/or gNB Rx-Tx time difference measurements) in a single measurement report to LMF, and
-	Each measurement instance is reported with its own timestamp
-	FFS: The measurement instances are within a [configured] measurement time window
-	FFS: Each UE measurement instance can be configured with N instances of the DL-PRS Resource Set
-	FFS: N (including N=1)
-	FFS: Each TRP measurement instance can be configured with M SRS measurement time occasions
-	FFS: M (including M=1)
-	FFS: details of signalling, procedures, and UE capability if any
-	FFS: whether and how to consider the additional enhancement related to measurement reporting of multi-paths and quality metric
	Note 1: A measurement instance refers to one or more measurements, which can either be the same or different types, which are obtained from the same DL PRS resource(s), or the same UL SRS resource(s).
	Note 2: This enhancement has no intention to change the mapping of measurement types to Rel-16 positioning techniques and no intention to introduce new positioning techniques either.

-- ASN1START

NR-DL-AoD-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-DL-AoD-MeasList-r16			NR-DL-AoD-MeasList-r16,
	...
}

NR-DL-AoD-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-AoD-MeasElement-r16

NR-DL-AoD-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15								OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15						OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 			OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 			OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL,
	nr-DL-AoD-AdditionalMeasurements-r16
									NR-DL-AoD-AdditionalMeasurements-r16	OPTIONAL,
	...,
	[[
	nr-DL-PRS-FirstPathRSRP-Result-r17
									INTEGER (0..126)						OPTIONAL,
	nr-LOS-NLOS-Indicator-r17		CHOICE {
			perTRP						LOS-NLOS-Indicator-r17,
			perResource					LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-los-nlos-Indicator-r17		LOS-NLOS-Indicator-r17					OPTIONAL,
	nr-DL-AoD-AdditionalMeasurementsExt-r17
									NR-DL-AoD-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-DL-AoD-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..7)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r16
NR-DL-AoD-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasAoD-r17)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r16

NR-DL-AoD-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 			OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 			OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..30),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL,
	...,
	[[
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17
									INTEGER (0..30)							OPTIONAL,
	nr-losLOS-nlosNLOS-IndicatorPerResource-r17
									LOS-NLOS-Indicator-r17					OPTIONAL
	]]
}

-- ASN1STOP

	NR-DL-AoD-SignalMeasurementInformation field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	nr-TimeStamp
This field specifies the time instance at which the measurement is performed.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-DL-PRS-RxBeamIndex
This field provides an index of the target device receive beam used for DL-PRS measurements. If the value of the receive beam index for two or more DL PRS measurements is the same, it indicates that the target device receive beam for the two or more DL PRS measurements were made with the same RX beam. The field is mandatory present if at least two DL-PRS RSRP measurements from the same DL-PRS Resource Set have been made with the same RX beam by the target device; otherwise it is not present.

	nr-DL-PRS-FirstPathRSRP-Result
This field specifies the NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46]. FFS

	nr-los-nlos-Indicator
This field specifies the target device's best estimate of the LOS or NLOS of the RSRP or First Path-RSRP measurement for the TRP or resource. In spite of the request from the network in requestLocationInformation, the UE can choose its resourcetype and ganularity for LOS-NLOS reporting.

	nr-LOS-NLOS-IndicatorPerResource
This field specifies the target device's best estimate of the LOS or NLOS of the RSRP or First Path-RSRP measurement for the resource. The field is only present when the field nr-LOS-NLOS-Indicator adopts the field perResource.

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-FirstPathRSRP-ResultDiff
This field specifies the additional NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time relative to nr-DL-PRS-FirstPathRSRP-Result. The DL-PRS First Path RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-FirstPathRSRP-Result field. The mapping of the field is defined in TS 38.133 [46]. FFS



==================================NEXT CHANGE ===================================
[bookmark: _Toc100881514][bookmark: _Toc52548744][bookmark: _Toc52548214][bookmark: _Toc52547684][bookmark: _Toc52547154][bookmark: _Toc46486809][bookmark: _Toc37681235]6.5.12.4	NR Multi-RTT Location Information Elements
[bookmark: _Toc100881515][bookmark: _Toc52548745][bookmark: _Toc52548215][bookmark: _Toc52547685][bookmark: _Toc52547155][bookmark: _Toc46486810][bookmark: _Toc37681236]–	NR-Multi-RTT-SignalMeasurementInformation
The IE NR-Multi-RTT-SignalMeasurementInformation is used by the target device to provide NR Multi-RTT measurements to the location server.
Editor's Note: FFS on "multiple measurement instances":
Agreement: Support enabling
-	A UE to report one or more measurement instances (of RSTD, DL RSRP, and/or UE Rx-Tx time difference measurements) in a single measurement report to LMF for UE-assisted positioning, and 
-	A TRP to report one or more measurement instances (of RTOA, UL RSRP, and/or gNB Rx-Tx time difference measurements) in a single measurement report to LMF, and
-	Each measurement instance is reported with its own timestamp
-	FFS: The measurement instances are within a [configured] measurement time window
-	FFS: Each UE measurement instance can be configured with N instances of the DL-PRS Resource Set
-	FFS: N (including N=1)
-	FFS: Each TRP measurement instance can be configured with M SRS measurement time occasions
-	FFS: M (including M=1)
-	FFS: details of signalling, procedures, and UE capability if any
-	FFS: whether and how to consider the additional enhancement related to measurement reporting of multi-paths and quality metric
	Note 1: A measurement instance refers to one or more measurements, which can either be the same or different types, which are obtained from the same DL PRS resource(s), or the same UL SRS resource(s).
	Note 2: This enhancement has no intention to change the mapping of measurement types to Rel-16 positioning techniques and no intention to introduce new positioning techniques either.

-- ASN1START

NR-Multi-RTT-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-MeasList-r16		NR-Multi-RTT-MeasList-r16,
[bookmark: _Hlk42710993]	nr-NTA-Offset-r16				ENUMERATED { nTA1, nTA2, nTA3, nTA4, ... }		OPTIONAL,
	...,
	[[
	nr-SRS-TxTEG-Set-r17			SEQUENCE (SIZE(1..maxTxTEG-Sets-r17)) OF 
										NR-SRS-TxTEG-Element-r17					OPTIONAL
																			 -- Cond Case2-3
	]]
}

NR-Multi-RTT-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-Multi-RTT-MeasElement-r16

NR-Multi-RTT-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 					OPTIONAL,
	nr-UE-RxTxTimeDiff-r16			CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurements-r16
									NR-Multi-RTT-AdditionalMeasurements-r16			OPTIONAL,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17				NR-UE-RxTx-TEG-Info-r17						OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-Result-r17	INTEGER (0..126)							OPTIONAL,
	nr-LOS-NLOS-Indicator-r17		CHOICE {
			perTRP						LOS-NLOS-Indicator-r17,
			perResource					LOS-NLOS-Indicator-r17
	}																				OPTIONAL,
	nr-los-nlos-Indicator-r17			LOS-NLOS-Indicator-r17						OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurementsExt-r17
										NR-Multi-RTT-AdditionalMeasurementsExt-r17	OPTIONAL
	]]
}

NR-Multi-RTT-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementsExt-r17 ::= SEQUENCE (SIZE (1..maxAddMeasRTT-r17)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16 				OPTIONAL,
	nr-DL-PRS-RSRP-ResultDiff-r16		INTEGER (0..61)								OPTIONAL,
	nr-UE-RxTxTimeDiffAdditional-r16	CHOICE {
			k0-r16							INTEGER (0..8191),
			k1-r16							INTEGER (0..4095),
			k2-r16							INTEGER (0..2047),
			k3-r16							INTEGER (0..1023),
			k4-r16							INTEGER (0..511),
			k5-r16							INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16				NR-TimingQuality-r16,
	nr-AdditionalPathList-r16			NR-AdditionalPathList-r16					OPTIONAL,
	nr-TimeStamp-r16					NR-TimeStamp-r16,
	...,
	[[
	nr-UE-RxTx-TEG-Info-r17				NR-UE-RxTx-TEG-Info-r17						OPTIONAL,
	nr-DL-PRS-FirstPathRSRP-ResultDiff-r17
										INTEGER (0..61)								OPTIONAL,
	nr-los-nlos-IndicatorPerResource-r17
										LOS-NLOS-Indicator-r17						OPTIONAL,
	nr-AdditionalPathListExt-r17		NR-AdditionalPathListExt-r17				OPTIONAL
	]]
}

NR-SRS-TxTEG-Element-r17 ::= SEQUENCE {
	nr-TimeStamp-r17				NR-TimeStamp-r16						OPTIONAL,	-- Need OP
	nr-UE-Tx-TEG-ID-r17				INTEGER (0..maxNumOfTxTEGs-1-r17),
	srs-PosResourceList-r17			SEQUENCE (SIZE (1..maxNumOfSRS-PosResourceSets-r17)) OF 
												SRS-PosResources-r17,
	...
} -- FFS if nr-TimeStamp-r17 is needed

SRS-PosResources-r17 ::= SEQUENCE {
	srs-PosResourceSetId-r17		INTEGER (0..maxNumOfSRS-PosResourceSets-1-r17),
	srs-PosResourceIdList-r17		SEQUENCE (SIZE (1..maxNumOfSRS-PosResources-r17)) OF
 										INTEGER (0..maxNumOfSRS-PosResources-1-r17),
	...
}

NR-UE-RxTx-TEG-Info-r17 ::= CHOICE { -- FFS if the CHOICE structure is needed
	case1-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17)
									},
	case2-r17				SEQUENCE {
									nr-UE-RxTx-TEG-ID-r17	INTEGER (0..maxNumOfRxTxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	case3-r17				SEQUENCE {
									nr-UE-Rx-TEG-ID-r17		INTEGER (0..maxNumOfRxTEGs-1-r17),
									nr-UE-Tx-TEG-Index-r17	INTEGER (1..maxTxTEG-Sets-r17)
									},
	...
} -- FFS the nr-UE-Tx-TEG-ID-r17 in case2 and case3 (pending RAN1)

-- ASN1STOP

	Conditional presence
	Explanation

	Case2-3
	The field is mandatory present if the IE NR-UE-RxTx-TEG-Info is provided for choice's case2 and case3.



	NR-Multi-RTT-SignalMeasurementInformation field descriptions

	nr-NTA-Offset
This field provides the NTAoffset used by the target device as specified in TS 38.133 [46], Table 7.1.2-2. Enumerated values nTA1, nTA2, nTA3, and nTA4 correspond to NTAoffset of 25600 Tc, 0 Tc, 39936 Tc, and 13792 Tc, respectively.

	nr-SRS-TxTEG-Set
This field provides the SRS for Positioning Resources associated with a particular UE Tx TEG and comprises the following subfields:
-	nr-TimeStamp specifies the start time for which the NR-SRS-TxTEG-Element is valid. If this field is absent, the nr-TimeStamp of this instance of the NR-SRS-TxTEG-Element of the nr-SRS-TxTEG-Set is the same as the nr-TimeStamp of the previous instance of the NR-SRS-TxTEG-Element. If this field is also absent in the first NR-SRS-TxTEG-Element of the nr-SRS-TxTEG-Set, all NR-SRS-TxTEG-Element's provided are valid for the measurement period of the NR-Multi-RTT-SignalMeasurementInformation. (FFS)
-	nr-ue-Tx-TEG-ID specifies the ID of this UE Tx TEG.
-	srs-PosResourceList specifies the SRS for Positioning Resources belonging to this UE Tx TEG.

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP's CD-SSB (as defined in TS 38.300 [47]) corresponding to nr-PhysCellID.

	nr-UE-RxTxTimeDiff
This field specifies the UE Rx–Tx time difference measurement, as defined in TS 38.215 [36]. 

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-UE-RxTxTimeDiff value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathListExt shall be absent.

	nr-TimeStamp
This field specifies the time instance for which the measurement is performed.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the measurement.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-UE-RxTx-TEG-Info
This field provides the ID(s) of the UE TEG associated with the nr-UE-RxTxTimeDiff or nr-UE-RxTxTimeDiffAdditional measurement. One of the following combinations of TEG IDs can be provided:
-	case1 provides the UE RxTx TEG ID;
- 	case2 provides the UE RxTx TEG ID together with the UE Tx TEG ID. The nr-UE-Tx-TEG-Index provides the index to the nr-SRS-TxTEG-Set field for the applicable UE Tx TEG ID, where value '1' indicates the first NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, value '2' indicates the second NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, and so on;
- 	case3 provides the UE Rx TEG ID together with the UE Tx TEG ID. The nr-UE-Tx-TEG-Index provides the index to the nr-SRS-TxTEG-Set field for the applicable UE Tx TEG ID, where value '1' indicates the first NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, value '2' indicates the second NR-SRS-TxTEG-Element in nr-SRS-TxTEG-Set, and so on.

	nr-DL-PRS-FirstPathRSRP-Result
This field specifies the NR DL PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time, as defined in TS 38.215 [36]. The mapping of the measured quantity is defined as in TS 38.133 [46]. FFS

	nr-los-nlos-Indicator
This field specifies the target device's best estimate of the LOS or NLOS of the UE Rx-Tx Time Difference, RSRP or First Path-RSRP measurement for the TRP or resource. In spite of the request from the network in requestLocationInformation, the UE can choose its resourcetype and ganularity for LOS-NLOS reporting.

	nr-LOS-NLOS-IndicatorPerResource
This field specifies the target device's best estimate of the LOS or NLOS of the UE Rx-Tx Time Difference, RSRP or First Path-RSRP measurement for the resource. The field is only present when the field nr-LOS-NLOS-Indicator adopts the field perResource.

	nr-AdditionalPathListExt
This field provides up to 8 additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-UE-RxTxTimeDiff value. If this field was requested but is not included, it means the UE did not detect any additional path timing values. If this field is present, the field nr-AdditionalPathList shall be absent.

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result. The mapping of this field is defined as in TS 38.133 [46].

	nr-UE-RxTxTimeDiffAdditional
This field provides the additional UE Rx-Tx Difference measurement result relative to nr-UE-RxTxTimeDiff. The UE Rx-Tx Difference value of this measurement is obtained by adding the value of this field to the value of the nr-UE-RxTxTimeDiff field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-FirstPathRSRP-ResultDiff
This field specifies the additional NR DL-PRS reference signal received path power (DL PRS-RSRPP) of the first detected path in time relative to nr-DL-PRS-FirstPathRSRP-Result. The DL-PRS First Path RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-FirstPathRSRP-Result field. The mapping of the field is defined in TS 38.133 [46]. FFS



Editor's Note: RAN1: "FFS: whether there is a need to include the positioning SRS resource set ID in ueTxTEG". "FFS: A triplet of UE {RxTx TEG ID, Rx TEG ID, Tx TEG ID}".

==================================END OF CHANGES==================================
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