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	Reason for change:
	(6.1.3.54) The Inter-UE Coordination request MAC CE should be a MAC CE with a fixed size based on the current field structure. 

(6.1.3.54) The RT field indicates the type of resource preferred by the requesting UE (i.e. UE-B). In RRC configuration SL-InterUE-CoordinationConfig, a paramter sl-DetermineResourceType is used to indicate how to determine the resource set type to be provided by inter-UE coordination information transmission. Value "uea" means the resource set type is determined by UE-A’s implementation. Value "ueb" means the resource set type is determined by UE-B’s request. In Inter-UE Coordination request MAC CE, the RT field should be a reserved field (i.e. the resource set type is determined by UE-A’s implementation) when the value of sl-DetermineResourceType is set to value “uea”.



	
	

	Summary of change:
	(6.1.3.54) Changed the description of Inter-UE Coordination Request MAC CE to fixed size, and added in RT field desription that the field is reserved when the parameter sl-DetermineResourceType is set to "uea".
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Start of changes
6.1.3.54	Inter-UE Coordination Request MAC CE
The Inter-UE Coordination request MAC CE is identified by a MAC subheader with LCID as specified in Table 6.2.4-1. The priority of the Inter-UE Coordination Request MAC CE is fixed to '1'. It has a fixedvariable size of 48 bits with following fields:
-	RT: If the value of sl-DetermineResourceType is set to "ueb", tThis field indicates the resource set type, i.e., preferred resource set or non-preferred resource set, as the codepoint value of the SCI format 2-C resourceSetType field as specified in TS 38.212 [9]. Otherwise, this field is a reserved bit set to 0;
-	RP: This field indicates the resource reservation period, as the codepoint value of the SCI format 2-C resourceReservationPeriod field as specified in TS 38.212 [9]. The length of the field is 4 bits. If the length of resourceReservationPeriod field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 4 bit, this field contains resourceReservationPeriod field using the LSB bits;
-	Priority: This field indicates the priority, as the codepoint value of the SCI format 2-C priority field as specified in TS 38.212 [9]. The length of the field is 3 bits;
-	RSWL: This field indicates resource selection window location, as the codepoint value of the SCI format 2-C resourceSelectionWindowLocation field as specified in TS 38.212 [9]. The length of the field is 34 bits. If the length of resourceSelectionWindowLocation field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 34 bit, this field contains resourceSelectionWindowLocation field using the LSB bits;
-	Number of Subchannel: This field indicates the number of subchannels, as the codepoint value of the SCI format 2-C numberOfSubchannel field as specified in TS 38.212 [9]. The length of the field is 5 bits. If the length of numberOfSubchannel field in SCI format 2-C as specified in TS 38.212 [9] is shorter than 5 bit, this field contains numberOfSubchannel field using the LSB bits;
-	R: Reserved bit, set to 0.


Figure 6.1.3.54-1: Inter-UE Coordination Request MAC CE

End of changes
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