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1. Introduction
In the post meeting RAN2-117e email discussions for NR RRC running CR for MUSIM [1] and LTE RRC running CR for MUSIM [1], it was agreed to add cross layer indication for paging cause. CT1 also agreed to update their specification to reflect the changes done in RAN2 [3][4]. We briefly discuss the changes in the contribution and propose to send an LS to SA2 to inform them of the cross layer indication for paging cause. 
2. Discussion
2.1 RAN2 and CT1 agreements on cross layer indication for paging cause
The following was agreed in the post meeting RAN2-117e email discussion for NR running CR [1]. 
	2>
if the ue-Identity included in the PagingRecord matches the UE identity allocated by upper layers:

3>
if upper layers indicate the support of paging cause:

4>
forward the ue-Identity, and accessType (if present) and paging cause (if determined) to the upper layers;

3>
else:

4>
forward the ue-Identity and accessType (if present) to the upper layers;


The same changes were agreed for LTE. Based on the RAN2 changes, CT1 also agreed to update their specifications [3][4]. According to CT1 update, UE NAS layer (upper layer) informs the lower layers whether the paging indication for voice service is supported or not.
2.2 LS to SA2
In RAN2-117e meeting, SA2 sent LS reply [5] informing RAN2 of the following: 
	SA2 would like to inform RAN2 that SA2 has agreed to let RAN’s specification to define how the UE distinguishes the Paging from a RAN that does not support the Paging Cause Indication for Voice Service feature and Paging which is not triggered by voice service. The AMF and MME indicate to a Multi-USIM UE whether 5GC/EPC supports the Paging Cause Indication for Voice Service feature or not.


It would be good to inform SA2 about the cross layer indication on paging cause considering SA2 has discussed about how UE distinguishes the paging from a RAN that does not support the paging cause indication for voice service feature and paging which is not triggered by voice service. Hence we propose to send an LS to SA2.
Proposal: Send an LS to SA2 to inform them of RAN2 agreements on cross layer indication for paging cause. 
A draft LS is provided in Appendix A.
3. Conclusion

In this contribution, we discussed the RAN2 and CT1 agreements on cross layer indication for paging cause and proposed the following:
Proposal: Send an LS to SA2 to inform them of RAN2 agreements on cross layer indication for paging cause.
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1. Overall Description:

RAN2 would like to inform SA2 the RAN2’s agreements on cross layer indication of paging cause:
· Upper layers inform lower layers whether paging indication for voice service is supported or not.
2. Actions:

To SA2
ACTION: 
RAN2 respectfully ask SA2 to take RAN2’s agreements into consideration and provide feedback if any.
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