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	Reason for change:
	Correction on the UAI reporting for RLM/BFD relaxation.
UE reports when detects the “relaxation” to saving signalling reports. Just like other UAI reporting. Letting the UE to report upon configuration even if the UE is not relaxing in any cell would not be what the NW wants and it only causes a waste of signaling.


	
	

	Summary of change:
	1) Add UE detects the “relaxation” of a cell group to the reporting condition if UE is configured to do so for RLM.
2) Add UE detects the “relaxation” in serving cells of a cell group to the reporting condition if UE is configured to do so for BFD.


	
	

	Consequences if not approved:
	UAI reporting for RLM_BFD relaxation is not correctly captured.
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5.7.4.2	Initiation
A UE capable of relaxing its RLM measurements of a cell group in RRC_CONNECTED state shall initiate the procedure for providing an indication of its relaxation state for RLM measurements upon beingif it was configured to do so, upon having detected relaxing its RLM measurements of a cell group and upon change of its relaxation state for RLM measurements in RRC_CONNECTED state.
A UE capable of relaxing its BFD measurements in serving cells of a cell group in RRC_CONNECTED shall initiate the procedure for providing an indication of its relaxation state for BFD measurements upon being if it wasconfigured to do so, upon having detected relaxing its BFD measurements in serving cells of a cell group and upon change of its relaxation state for BFD measurements in RRC_CONNECTED state.
…
Upon initiating the procedure, the UE shall:
…
1>	if configured to provide the relaxation state of RLM measurements of a cell group:
2>	if UE detects relaxing its RLM measurements of a cell group and the UE did not transmit a UEAssistanceInformation message with rlm-MeasRelaxationState since it was configured to provide the relaxation state of RLM measurements for the cell group; or
2>	if the relaxation state of RLM measurements for the cell group has changed since the last transmission of the UEAssistanceInformation message including rlm-MeasRelaxationState of the cell group and timer T34x associated with the cell group is not running:
3>	start timer T34x with the timer value set to the rlm-RelaxtionReportingProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the relaxation state of RLM measurements of the cell group;
1>	if configured to provide the relaxation state of BFD measurements of serving cells of a cell group:
2>	if UE detects relaxing its BFD measurements in serving cells of a cell group and the UE did not transmit a UEAssistanceInformation message with bfd-MeasRelaxationState since it was configured to provide the relaxation state of BFD measurements for the cell group; or
2>	if the relaxation state of BFD measurements in any serving cell of the cell group has changed since the last transmission of the UEAssistanceInformation message including bfd-MeasRelaxationState of the cell group and timer T34y associated with the cell group is not running:
3>	start timer T34y with the timer value set to the bfd-RelaxtionReportingProhibitTimer;
3>	initiate transmission of the UEAssistanceInformation message in accordance with 5.7.4.3 to provide the relaxation state of BFD measurements of serving cells of the cell group.
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