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	Reason for change:
	As described in the current specification TS 38.340, clause 5.5., the BAP Data PDU will be handled as unknown, unforeseen, and erroneous protocol data if it “contains a BAP address which is not included in the configured BH Routing Configuration and is not the BAP address of this node is received”. 

In R17, there may be some BAP data with the BAP address in header not included in the BH Routing Configuration, due to the header rewriting:
Case 1: At the boundary node, the non-F1-terminating topology data just received may contains BAP address not included in the routing configuration, but will contains the BAP address included in the routing configuration after header rewriting. So, we need to clarify that as long as the data after header rewriting contains the BAP address included in the routing configuration, it should not be discarded.
Case 2: At the IAB-node configured with inter-donor-DU re-routing, after the routing configuration is updated by F1AP after RLF recovery, there may be still some old data received from the descendant node, which contains the old BAP address not included in the new routing configuration. But, those data can be re-routed with header rewriting, which should not be discarded. So, we need to clarify that as long as the data after header rewriting contains the BAP address included in the routing configuration, it should not be discarded.


	
	

	Summary of change:
	Add ”(after the BAP header rewriting operation in accordance with clause 5.2.1.5 or 5.2.1.3, if applied)” on the configured BH Routing Configuration in handling of unknown, unforeseen, and erroneous protocol data in clause 5.5. 

Impact analysis
Impacted functionality:
BAP handling of unknown, unforeseen, and erroneous protocol data, BAP header rewriting for re-routing 
Inter-operability:
1. If the IAB-MT is implemented according to this CR but the network is not, there is no inter-operability issue forseen.
2. If the network is implemented according to this CR but the IAB-MT is not, there is no inter-operability issue forseen.

	
	

	Consequences if not approved:
	Some BAP Data PDU may be mishandled as unknown, unforeseen, and erroneous protocol data and then discarded, which was supposed to be re-routed based on header rewriting.
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Start of Change
5.5	Handling of unknown, unforeseen, and erroneous protocol data
When a BAP Data PDU (after the BAP header rewriting operation in accordance with clause 5.2.1.5 or 5.2.1.3, if applied) that contains a BAP address which is not included in the configured BH Routing Configuration and is not the BAP address of this node is received; or when a BAP Control PDU that contains reserved or invalid values is received the BAP entity shall:
-	discard the received BAP PDU.
End of Change
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