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	Reason for change:
	1) In the current spec, the description of bapHeaderRewriting-Routing-r17 did not include all inter-donor CU topology scenarios, i.e. the RLF recovery case is missing.
2) The description of lcg-ExtensionIAB-r17 did not reveal all UE capabilities related to it, where the extended BSR is missing.


	
	

	Summary of change:
	1) bapHeaderRewriting-Routing-r17: Add BH RLF recovery scenario.
2) lcg-ExtensionIAB-r17: Add the extended BSR case.
Impact analysis
Impacted functionality:
Extended BSR, inter-CU routing
Inter-operability:
1. If the IAB-MT is implemented according to this CR but the network is not, there is no inter-operability issue foreseen.
2. If the network is implemented according to this CR but the IAB-MT is not, there is no inter-operability issue foreseen.


	
	

	Consequences if not approved:
	There may be misunderstanding on whther the header rewriting capability also covers the inter-CU recovery case. And, CU can not know the capability of extended BSR of IAB-MT.
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[bookmark: _Toc500511687][bookmark: _Toc501040585][bookmark: _Toc46492834][bookmark: _Toc52568360][bookmark: _Toc90725907]First Modified Subclause
[bookmark: _Toc90724048]4.2.15.5	BAP Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	bapHeaderRewriting-Rerouting-r17
Indicates whether the IAB-MT supports BAP header rewriting based re-routing, including inter-donor DU local re-routing and/or inter-donor CU re-routing, as specified in TS 38.340 [23]. 
	IAB-MT
	No
	No
	No

	bapHeaderRewriting-Routing-r17
Indicates whether the IAB-MT supports BAP header rewriting based inter-donor CU routing, including inter-donor CU partial migration, inter-donor CU RLF recovery, and inter-donor CU routing for topology redundancy, as specified in TS 38.340 [23].
	IAB-MT
	No
	No
	No

	flowControlBH-RLC-ChannelBased-r16
Indicates whether the IAB-MT supports flow control procedures and flow control feedback per backhaul RLC channel, as specified in TS 38.340 [23].
	IAB-MT
	No
	No
	No

	flowControlRouting-ID-Based-r16
Indicates whether the IAB-MT supports flow control procedures and flow control feedback per Routing ID, as specified in TS 38.340 [23].
	IAB-MT
	No
	No
	No



Next Modification 
[bookmark: _Toc90724049]4.2.15.6	MAC Parameters
	Definitions for parameters
	Per
	M
	FDD-TDD
DIFF
	FR1-FR2
DIFF

	lcid-ExtensionIAB-r16
Indicates whether the IAB-MT supports extended Logical Channel ID space using two-octet eLCID, as specified in TS 38.321 [8].
	IAB-MT
	No
	No
	No

	lcg-ExtensionIAB-r17
Indicates whether the IAB-MT supports extended logical channel group and extended Buffer Status Report as specified in TS 38.321 [8].
	IAB-MT
	No
	No
	No

	preEmptiveBSR-r16
Indicates whether the IAB-MT supports Pre-emptive BSR as specified in TS 38.321 [8].
	IAB-MT
	No
	No
	No
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