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	Reason for change:
	1. In 7.6, it is stated “For the split SRB, the selection of transmission path in downlink depends on network implementation.”, however, this is not reasonable when the SCG is deactivated. 
2. According to the 38331, upon BF while the SCG is deactivated, the UE initiates SCG failure information, in which the UE does not suspend SCG transmission for all SRBs and DRBs. However, the current description in 7.7 in 37.340 is not consistant with this. 
3. In 7.13, it is stated “SCG deactivation can be requested by the MN and by the SN”, which is not correct. SCG deactivation can be requested by the UE.
4. UE requested SCG activation/deactivation mechanism is via UAI, so better to put the corresponding description in the section 7.10 UE assistant information. 
5. CPC and SCG deactivation cannot be configured at the same time, this agreement is not captured.
6. One typo in 6.1.


	
	

	Summary of change:
	1. Add the condition “while the SCG is not deactivated” in the original text.
2. Add the corresponding clarification in 7.7 that if the SCG failure information initiated is not due to BF on the PSCell while the SCG is deactivated, the UE suspends SCG transmission for all radio bearers.
3. In 7.13, change “SCG deactivation can be requested by the MN and by the SN” to “SCG deactivation can be requested by the MN, by the SN and by the UE”.
4. Remove the description of UE requested SCG activation/deactivation mechanism from section 7.13 to section 7.10.
5. Add the description “CPC and SCG deactivation cannot be configured at the same time” in 7.13.
6. Correct the typo in 6.2.


	
	

	Consequences if not approved:
	1. The network may send the signal to a deactivated SCG.
2. Not aligned with the TS 38.331.
3. Not aligned with agreements made.
4. It is unclear what signalling is used for the UE requesting SCG activation and deactivation. 
5. [bookmark: _GoBack]Not aligned with agreements made.
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[bookmark: _Toc100944872]6	Layer 2 related aspects
[bookmark: _Toc100944873][bookmark: _Toc52568311][bookmark: _Toc46492785][bookmark: _Toc37200919][bookmark: _Toc29248335]6.1	MAC Sublayer
In MR-DC, the UE is configured with two MAC entities: one MAC entity for the MCG and one MAC entity for the SCG. The serving cells of the MCG other than the PCell can only be activated/deactivated by the MAC Control Element received on MCG, and the serving cells of the SCG other than PSCell can only be activated/ deactivated by the MAC Control Element received on SCG. The MAC entity applies the bitmap for the associated cells of either MCG or SCG. PSCell in SCG is always activated like the PCell (i.e. deactivation timer is not applied to PSCell). With the exception of PUCCH SCell, one deactivation timer is configured per SCell by RRC.
In MR-DC, semi-persistent scheduling (SPS) resources and configured grant (CG) resources can be configured on serving cells in both MCG and SCG.
In MR-DC, for 4-step RA type, contention based random access (CBRA) procedure is supported on both PCell and PSCell while contention free random access (CFRA) procedure is supported on all serving cells in both MCG and SCG. For 2-step RA type, CBRA can be supported on the PCell, if the MN is a gNB (i.e. for NE-DC and NR-DC) and on the PSCell, if the SN is a gNB (i.e, for EN-DC, NGEN-DC and NR-DC) while CFRA is only supported on the PCell, if the MN is a gNB (i.e. for NE-DC and NR-DC).
In (NG)EN-DC and NR-DC, when SCG is deactivated as described in clause 7.13, the TA timer associated with SCG continues running, the UE considers the TA is valid as long as TA timer is running, and the UE does not perform random access when TA timer expires. In case of SCG activation, the UE can be instructed by the network to perform random access towards PSCell even if the TA timer associated with PSCell is running and RLF and beam failure is are not declared. Besides, the UE can be instructed by the network to perform SCG activation without performing random access, if the TA timer associated with PSCell is running and RLM and beam failure detection are configured but RLF or beam failure is not declared. In case of network-initiated SCG activation, both CBRA and CFRA on PSCell are supported. For CFRA, the dedicated RACH resources can be provided in the RRC message used to activate SCG.
Editor's Note: FFS whether dedicated RACH resources can be provided before SCG activation (e.g. in SCG deactivation command or RRC message when SCG is deactivated) [Pending to RAN2];
In MR-DC, the BSR configuration, triggering and reporting are independently performed per cell group. For split bearers, the PDCP data is considered in BSR in the cell group(s) configured by RRC.
In MR-DC, separate DRX configurations are provided for MCG and SCG. A secondary DRX group can be configured in MR-DC for a cell group that includes cells in different Frequency Ranges as specified in TS 38.331 [4].
[bookmark: _Hlk37110019][bookmark: OLE_LINK15][bookmark: OLE_LINK14]In MR-DC, PHR is independently configured per cell group. Events in one cell group can trigger power headroom reporting in both MCG and SCG. Power headroom information for one cell group is also included in a PHR transmitted in the other cell group. While the SCG is deactivated, PHR for PSCell is not reported.
In MR-DC, consistent LBT failure recovery procedure as described in clause 5.6.1 in TS 38.300 [3] can be configured for both MAC entities of MCG and/or SCG when operating with shared spectrum channel access.
In MR-DC, for power saving purpose, the UE can be configured with DCP to be monitored on the PCell, if the MN is a gNB (i.e. for NE-DC and NR-DC) and/or with DCP to be monitored on the PSCell, if the SN is a gNB (i.e. for EN-DC, NGEN-DC and NR-DC).
In MR-DC, the UE may be configured with enhanced intra-UE overlapping resources prioritization on MN, if the MN is a gNB (i.e. for NE-DC and NR-DC) and on SN, if the SN is a gNB (i.e. for EN-DC, NGEN-DC and NR-DC).


[bookmark: _Toc52568316][bookmark: _Toc46492790][bookmark: _Toc37200924][bookmark: _Toc90725863]7	RRC related aspects
[bookmark: _Toc100944884][bookmark: _Toc52568322][bookmark: _Toc46492796][bookmark: _Toc37200930][bookmark: _Toc29248345]7.6	Split SRB
Split SRB is supported for both SRB1 and SRB2 (split SRB is not supported for SRB0 and SRB3) in all MR-DC cases. RRC PDUs on split SRB are ciphered and integrity protected using NR PDCP.
Split SRB can be configured by the MN in Secondary Node Addition and/or Modification procedure, with SN configuration part provided by the SN. A UE can be configured with both split SRB and SRB3 simultaneously. SRB3 and the SCG leg of split SRB can be independently configured.
For the split SRB while the SCG is activated, the selection of transmission path in downlink depends on network implementation. For uplink, the UE is configured via MN RRC signalling whether to use MCG path or duplicate the transmission on both MCG and SCG.

[bookmark: _Toc100944885][bookmark: _Toc52568323][bookmark: _Toc46492797][bookmark: _Toc37200931][bookmark: _Toc29248346]7.7	SCG/MCG failure handling
RLF is declared separately for the MCG and for the SCG.
If radio link failure is detected for MCG, and fast MCG while the SCG is not deactivated link recovery is configured, the UE triggers fast MCG link recovery. Otherwise, the UE initiates the RRC connection re-establishment procedure. During the execution of PSCell addition or PSCell change, if radio link failure is detected for MCG, the UE initiates the RRC connection re-establishment procedure.
During fast MCG link recovery, the UE suspends MCG transmissions for all radio bearers, except SRB0, and reports the failure with MCGFailureInformation message to the MN via the SCG, using the SCG leg of split SRB1 or SRB3.
The UE includes in the MCGFailureInformation message the measurement results available according to current measurement configuration of both the MN and the SN. Once the fast MCG link recovery is triggered, the UE maintains the current measurement configurations from both the MN and the SN, and continues measurements based on configuration from the MN and the SN, if possible. The UE initiates the RRC connection re-establishment procedure if it does not receive an RRCConnectionReconfiguration message, RRCReconfiguration message, MobilityFromNRCommand message, MobilityFromEUTRACommand message, RRCConnectionRelease message or RRCRelease message within a certain time after fast MCG link recovery was initiated.
Upon reception of the MCGFailureInformation message, the MN can send RRCConnectionReconfiguration message, RRCReconfiguration message, MobilityFromNRCommand message, MobilityFromEUTRACommand message, RRCConnectionRelease message or RRCRelease message to the UE, using the SCG leg of split SRB1 or SRB3. Upon receiving an RRCConnectionReconfiguration message, RRCReconfiguration message, MobilityFromNRCommand message or MobilityFromEUTRACommand message, the UE resumes MCG transmissions for all radio bearers. Upon receiving an RRCConnectionRelease message or RRCRelease message, the UE releases all the radio bearers and configurations.
NOTE 1:	It is up to network implementation to guarantee that the RRC-related messages are delivered to the UE by the SN before the release of its control plane resources.
The following SCG failure cases are supported:
-	SCG RLF;
-	SCG beam failure while the SCG is deactivated;
-	SN addition/change failure;
-	For EN-DC, NGEN-DC and NR-DC, SCG configuration failure or CPC configuration failure (only for messages on SRB3);
-	For EN-DC, NGEN-DC and NR-DC, SCG RRC integrity check failure (on SRB3);
-	For EN-DC, NGEN-DC and NR-DC, consistent UL LBT failure on PSCell;
-	For IAB-MT, reception of a BH RLF indication from SCG;
-	CPA/CPC execution failure.
Upon SCG failure, if MCG transmissions of radio bearers are not suspended, the UE triggers SCG failure information  suspends SCG transmissions for all radio bearers and reports the SCGFailureInformation to the MN, instead of triggering re-establishment. If SCG failure information initiated is not due to beam failure of the PSCell while the SCG is deactivated, suspends SCG transmissions for all radio bearers. If SCG failure is detected while MCG transmissions for all radio bearers are suspended, the UE initiates the RRC connection re-establishment procedure.
SCG/MCG failure handling by UE also applies to IAB MT.
In all SCG failure cases, the UE maintains the current measurement configurations from both the MN and the SN and the UE continues measurements based on configuration from the MN and the SN if possible. The SN measurements configured to be routed via the MN will continue to be reported after the SCG failure.
NOTE 2:	UE may not continue measurements based on configuration from the SN after SCG failure in certain cases (e.g. UE cannot maintain the timing of PSCell).
The UE includes in the SCGFailureInformation message the measurement results available according to current measurement configuration of both the MN and the SN.	The MN handles the SCGFailureInformation message and may decide to keep, change, or release the SN/SCG. In all the cases, the measurement results according to the SN configuration and the SCG failure type may be forwarded to the old SN and/or to the new SN.
In case of CPA/CPC, upon transmission of the SCGFailureInformation message to the MN, the UE stops evaluating the CPC execution condition. The UE is not required to continue measurements for candidate PSCell(s) for execution condition upon transmission of the SCGFailureInformation message to the MN.
[bookmark: _Toc46492800][bookmark: _Toc90725873][bookmark: _Toc52568326]7.10	UE assistance information
In MR-DC, the UE can be configured to report MCG specific UE assistance information if the MN is a gNB and/or SCG specific UE assistance information if the SN is a gNB, if it prefers an adjustment on the connected mode DRX parameters, the maximum aggregated bandwidth, the maximum number of secondary component carriers, the maximum number of MIMO layers, and/or the minimum scheduling offset for cross-slot scheduling cycle length for power saving. In these cases, it is up to the network whether to accommodate the preference. SCG specific UE assistance information for power saving can be configured by the network via SRB1 or SRB3. SCG specific UE assistance information for power saving is directly transmitted to the SN via SRB3, if SRB3 is configured, otherwise UE transmits SCG specific UE assistance information for power saving in a transparent container to the MN. UE can implicitly indicate a preference for NR SCG release by indicating zero number of carriers and zero aggregated maximum bandwidth in both FR1 and FR2. UE can provide its preference for SCG deactivation to the MN. Network can configure whether the UE is allowed to indicate a preference for SCG deactivation to the MN.  For UL data arrival on SCG bearer(s) while the SCG is deactivated, the UE indicates to the MN that it has UL data to transmit over SCG bearer.

7.13	Activation and Deactivation of SCG
To enable reasonable UE battery consumption while having fast usage of SCG when MR-DC is configured, an activation/deactivation mechanism of SCG is supported. While the SCG is deactivated, there is no transmission via SCG RLC bearers. Only the NR SCG can be deactivated, and all SCG SCell(s) are in deactivated state while the SCG is deactivated.
NOTE:	Upon SCG (de)activation, it is up to the network to ensure there is no pending SDUs or PDUs in SCG RLC entity (e.g. instructs the UE to perform PDCP data recovery and RLC re-establishment/release, if needed).
While the SCG is deactivated, the UE will not transmit PUSCH, SRS and CSI report on SCG, and the UE is not required to monitor PDCCH on SCG. If configured by the network, the UE performs radio link monitoring on the SCG and beam failure detection on the SCG while SCG is deactivated. In case of SCG activation without performing random access, the network can indicate TCI states to UE for PDCCH/PDSCH reception on PSCell, if not provided, the UE uses the previously activated TCI states.
The MN can configure the SCG as activated or deactivated upon e.g. PSCell addition, PSCell change, RRC Resume or handover. In case the SCG is configured as deactivated, the UE does not perform random access towards the PSCell. The network can trigger SCG RRC reconfiguration (e.g. PSCell change, configuration update) when deactivating the SCG and while the SCG is in deactivated state.
SCG activation can be requested by the MN, by the SN and by the UE. SCG deactivation can be requested by the MN, and by the SN and by the UE.  For UL data arrival on SCG bearer(s) while the SCG is deactivated, the UE indicates to the MN that it has UL data to transmit over SCG bearer. During handover procedure, the target MN can indicate the SCG state in the RRC reconfiguration message sent to the UE by the source MN. 
Network can configure whether the UE is allowed to indicate a preference for SCG deactivation to the MN.CPC and SCG deactivation cannot be configured at the same time. 

