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1. Introduction
[bookmark: Proposal_Pattern_Length]This document discusses the RIL [I505] that pointed RAN1 request for RAN2 to define sdt-CG-SearchSpace-r17 as part of pdcch-Config for CG-SDT taken into consideration RAN1 TS 38.213 and Rapporteur’s input for this RIL that current ASN.1 allows that configuration of search space as PDCCH-Config IE is included in BWP-Downlink-Dedicated-SDT.
1. Discussion
RAN1 included the following new parameter in the updated excel of R1-2112976 which included consolidated higher layers parameter list for Rel-17 NR_SDT:
	NR_SmallData_INACTIVE-Core
	CG-SDT
	included in pdcch-Config-r17 in BWP-Downlink-Dedicated-SDT 
	sdt-CG-SearchSpace-r17
	New
	UE specific Search Space for CG-SDT.
	SearchSpace
	Per UE
	UE specific
	Agreement
RAN1 confirms the working assumption in RAN2 that UE-specific search space is configured for UEs performing CG-SDT. This does not exclude the configuration of CSS for UEs performing CG-SDT.


RAN1 TS 38.213 includes the corresponding reference to this new IE in the following sections:
· In section 10.1:
	a USS set configured by 
-	SearchSpace in PDCCH-Config with searchSpaceType = ue-Specific for DCI formats with CRC scrambled by C-RNTI, MCS-C-RNTI, SP-CSI-RNTI, CS-RNTI(s), SL-RNTI, SL-CS-RNTI, or SL Semi-Persistent Scheduling V-RNTI, or 
-	sdt-CG-SearchSpace for DCI formats with CRC scrambled by C-RNTI or CS-RNTI as described in clause 19.1.
· In section 19.1 
A UE can be provided a USS set by sdt-CG-SearchSpace, or a CSS set by sdt-SearchSpace, to monitor PDCCH for detection of DCI format 0_0 with CRC scrambled by C-RNTI or CS-RNTI for scheduling PUSCH transmission or of DCI format 1_0 with CRC scrambled by C-RNTI for scheduling PDSCH receptions [12, TS 38.331].
[bookmark: _Toc101646335][bookmark: _Toc101788863]TS 38.321 captures that a new UE specific Search Space for CG-SDT (i.e. sdt-CG-SearchSpace-r17) although this new IE was not introduced by RAN2 in current ASN.1.


We understand that the following options are possible:
· Option 1) TS 38.331 defines the new sdt-CG-SearchSpace-r17 to be included in BWP-Downlink-Dedicated-SDT as part of pdcch-Config for CG-SDT. For reference a potential TP is available in section 4.1 of Annex.
· Option 2) RAN2 send an LS to RAN1 asking them to update reference sdt-CG-SearchSpace in TS 38.213 to use instead SearchSpace that is defined as part of PDCCH-Config-r17 (which is sent for CG-SDT as part of BWP-Downlink-Dedicated-SDT).
We understand that both options are feasible, although there is no technical reason identified not to use legacy SearchSpace that can be included as part of CG-SDT specific configuration (as explained in previous option 2). 
Proposal 1. [bookmark: _Toc101646079][bookmark: _Toc101646167][bookmark: _Toc101646341][bookmark: _Toc101272602][bookmark: _Toc101615858][bookmark: _Toc101788865]To send an LS to RAN1 asking to update the references of sdt-CG-SearchSpace-r17 in TS 38.213 to use instead SearchSpace that is defined as part of PDCCH-Config-r17 (which is sent as part of UE’s CG-SDT configuration within the BWP-Downlink-Dedicated-SDT). No change required in current ASN.1.


1. [bookmark: _Toc465993148][bookmark: _Toc465993084]Conclusion
The observations captured are the following:
Observation 1.	TS 38.321 captures that a new UE specific Search Space for CG-SDT (i.e. sdt-CG-SearchSpace-r17) although this new IE was not introduced by RAN2 in current ASN.1.
The proposals captured are the following:
Proposal 1.	To send an LS to RAN1 asking to update the references of sdt-CG-SearchSpace-r17 in TS 38.213 to use instead SearchSpace that is defined as part of PDCCH-Config-r17 (which is sent as part of UE’s CG-SDT configuration within the BWP-Downlink-Dedicated-SDT). No change required in current ASN.1.


1. [bookmark: _Ref100923467]Annex: Text Proposals (TPs) for option 1 (if proposal 1 is not agreed)
Latest draft TS are used from https://www.3gpp.org/ftp/tsg_ran/WG2_RL2/Specifications/202203_draft_specs_after_RAN_95/
· TP to 38.331 v17.0.0 (2022-03) i.e. version -h00-v6
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1st. Modified Section

[bookmark: _Toc60777296][bookmark: _Toc90651168]–	PDCCH-Config
The IE PDCCH-Config is used to configure UE specific or MBS multicast PDCCH parameters such as control resource sets (CORESET), search spaces and additional parameters for acquiring the PDCCH. If this IE is used for the scheduled SCell in case of cross carrier scheduling, the fields other than searchSpacesToAddModList and searchSpacesToReleaseList are absent. If the IE is used for a dormant BWP, the fields other than controlResourceSetToAddModList and controlResourceSetToReleaseList are absent. If this IE is used for MBS CFR, the field downlinkPreemptiom,tpc-PUSCH, tpc-SRS, uplinkCancellation, monitoringCapabilityConfig, and searchSpaceSwitchConfig are absent.
[bookmark: _Hlk101616431]PDCCH-Config information element
-- ASN1START
-- TAG-PDCCH-CONFIG-START

PDCCH-Config ::=                    SEQUENCE {
    controlResourceSetToAddModList      SEQUENCE(SIZE (1..3)) OF ControlResourceSet                      OPTIONAL,   -- Need N
    controlResourceSetToReleaseList     SEQUENCE(SIZE (1..3)) OF ControlResourceSetId                    OPTIONAL,   -- Need N
    searchSpacesToAddModList            SEQUENCE(SIZE (1..10)) OF SearchSpace                            OPTIONAL,   -- Need N
    searchSpacesToReleaseList           SEQUENCE(SIZE (1..10)) OF SearchSpaceId                          OPTIONAL,   -- Need N
    downlinkPreemption                  SetupRelease { DownlinkPreemption }                              OPTIONAL,   -- Need M
    tpc-PUSCH                           SetupRelease { PUSCH-TPC-CommandConfig }                         OPTIONAL,   -- Need M
    tpc-PUCCH                           SetupRelease { PUCCH-TPC-CommandConfig }                         OPTIONAL,   -- Need M
    tpc-SRS                             SetupRelease { SRS-TPC-CommandConfig}                            OPTIONAL,   -- Need M
    ...,
    [[
    controlResourceSetToAddModListSizeExt-v1610 SEQUENCE (SIZE (1..2)) OF ControlResourceSet             OPTIONAL,   -- Need N
    controlResourceSetToReleaseListSizeExt-r16 SEQUENCE (SIZE (1..5)) OF ControlResourceSetId-r16        OPTIONAL,   -- Need N
    searchSpacesToAddModListExt-r16     SEQUENCE(SIZE (1..10)) OF SearchSpaceExt-r16                     OPTIONAL,   -- Need N
    uplinkCancellation-r16              SetupRelease { UplinkCancellation-r16 }                          OPTIONAL,   -- Need M
    monitoringCapabilityConfig-r16      ENUMERATED { r15monitoringcapability,r16monitoringcapability }   OPTIONAL,   -- Need M
    searchSpaceSwitchConfig-r16         SearchSpaceSwitchConfig-r16                                      OPTIONAL    -- Need R
    ]],
    [[
    sfnScheme-r17                       ENUMERATED {sfnSchemeA,sfnSchemeB}                               OPTIONAL,   -- Need R
    searchSpacesToAddModListExt-v1700   SEQUENCE(SIZE (1..10)) OF SearchSpaceExt-v1700                   OPTIONAL,   -- Need N
    monitoringCapabilityConfig-r17      ENUMERATED { r15monitoringcapability, r16monitoringcapability, r17monitoringcapability }
                                                                                                         OPTIONAL,   -- Need M
    searchSpaceSwitchTimer-r17          INTEGER (1..800)                                                 OPTIONAL,   -- Need R
    pdcch-SkippingDurationList-r17      SEQUENCE(SIZE (1..3)) OF PDCCH-SkippingDuration-r17              OPTIONAL,    -- Need R
    sdt-CG-SearchSpace-r17              SearchSpace                                                      OPTIONAL    -- Need R
    ]]
}

SearchSpaceSwitchConfig-r16 ::=     SEQUENCE {
    cellGroupsForSwitchList-r16         SEQUENCE(SIZE (1..4)) OF CellGroupForSwitch-r16                  OPTIONAL,   -- Need R
    searchSpaceSwitchDelay-r16          INTEGER (10..52)                                                 OPTIONAL    -- Need R
}

CellGroupForSwitch-r16 ::=          SEQUENCE(SIZE (1..16)) OF ServCellIndex

PDCCH-SkippingDuration-r17 ::=      INTEGER (1..800)

-- TAG-PDCCH-CONFIG-STOP
-- ASN1STOP

Editor’s NOTE: It is FFS whether SSSG switching or PDCCH skipping is only applicable when C-DRX is configured. Wait for further RAN1 clarification.
Editor’s note: searchSpacesToAddModListExt2 may need to be added to PDCCH-ConfigCommon as well.

	PDCCH-Config field descriptions

	controlResourceSetToAddModList, controlResourceSetToAddModListSizeExt
List of UE specifically configured Control Resource Sets (CORESETs) to be used by the UE. The network restrictions on configuration of CORESETs per DL BWP are specified in TS 38.213 [13], clause 10.1 and TS 38.306 [26]. The UE shall consider entries in controlResourceSetToAddModList and in controlResourceSetToAddModListSizeExt as a single list, i.e. an entry created using controlResourceSetToAddModList can be modified using controlResourceSetToAddModListSizeExt (or deleted using controlResourceSetToReleaseListSizeExt) and vice-versa. In case network reconfigures control resource set with the same ControlResourceSetId as used for commonControlResourceSet configured via PDCCH-ConfigCommon, the configuration from PDCCH-Config always takes precedence and should not be updated by the UE based on servingCellConfigCommon. The network shall not use same ControlResourceSetId as used for commonControlResourceSetExt configured via SIB20 in this field.

	controlResourceSetToReleaseList, controlResourceSetToReleaseListSizeExt
List of UE specifically configured Control Resource Sets (CORESETs) to be released by the UE. This field only applies to CORESETs configured by controlResourceSetToAddModList or controlResourceSetToAddModListSizeExt and does not release the field commonControlResourceSet configured by PDCCH-ConfigCommon and commonControlResourceSetExt configured by SIB20.

	downlinkPreemption
Configuration of downlink preemption indications to be monitored in this cell (see TS 38.213 [13], clause 11.2).

	monitoringCapabilityConfig
Configures either Rel-15 PDCCH monitoring capability or Rel-16 PDCCH monitoring capability for PDCCH monitoring on a serving cell. Value r15monitoringcapablity enables the Rel-15 monitoring capability, and value r16monitoringcapablity enables the Rel-16 PDCCH monitoring capability (see TS 38.213 [13], clause 10.1). r17monitoringcapability enables the Rel-17 PDCCH multi-slot monitoring capability (see TS 38.213 [13], clause 10.1). For 480 and 960 kHz SCS, only value r17monitoringcapability is applicable.

	pdcch-SkippingDurationList
The UE can be configured to be indicated by DCI a value of X (i.e., skipping duration), in units of slots, among at most 3 multiple RRC configured values by scheduling DCIs indicating PDCCH schedules data. For each skipping duration (i.e. the value range of IE PDCCH-SkippingDuration-r17), {1,2,3,…,20,30, 40, 50, 60, 80, 100} are valid for the 15 kHz SCS, {1,2,3,…,40, 60, 80, 100, 120,160,200} are valid for 30 kHz SCS, {1,2,3,…,80, 120, 160, 200, 240, 320,400} are valid for 60kHz SCS, and {1,2,3,…,160, 240, 320,400, 480, 640,800} are valid for 120kHz SCS , {4,8,12,…,640, 960, 1280,1600, 1920, 2560,3200} are valid for 480kHz SCS, and {8,16,24,…,1280, 1920, 2560,3200, 3840, 5120,6400} are valid for 960kHz SCS.

	sdt-CG-SearchSpace-r17
The UE can be configured with UE-specific search space for CG-SDT.

	searchSpacesToAddModList, searchSpacesToAddModListExt
List of UE specifically configured Search Spaces or MBS multicast Search Spaces. The network configures at most 10 Search Spaces per BWP per cell (including UE-specific and common Search Spaces). If the network includes searchSpaceToAddModListExt, it includes the same number of entries, and listed in the same order, as in searchSpacesToAddModList in each of them.

	searchSpaceSwitchTimer
Timer (in unit of slots) to control the UE behavior to switch from search space group X back to search space group 0, as specified in clause 10 of TS 38.213. A UE does not expect to be configured with Rel-16 SSSG switching parameters and Rel-17 SSSG switching parameters per cell simultaneously. For 15 kHz SCS, {1,2,3,…,20,30, 40, 50, 60, 80, 100} are valid. For 30 kHz SCS, {1,2,3,…,40, 60, 80, 100, 120,160,200} are valid. For 60kHz SCS, {1,2,3,…,80, 120, 160, 200, 240, 320,400} are valid. For 120kHz SCS, {1,2,3,…,160, 240, 320,400, 480, 640,800} are valid. For 480kHz SCS, {4,8,12,…,640, 960, 1280,1600, 1920, 2560,3200} are valid. For 960kHz SCS, {8,16,24,…,1280, 1920, 2560,3200, 3840, 5120,6400} are valid.

	sfnScheme
This parameter is used to configure SFN scheme for PDCCH: scheme 1 (sfnSchemeA) or TRP-based pre-compensation (sfnSchemeB). The PDCCH-Config:s in all BWPs (except BWP#0) of a ServingCell should have the same configuration of SFN scheme.

	tpc-PUCCH
Enable and configure reception of group TPC commands for PUCCH.

	tpc-PUSCH
Enable and configure reception of group TPC commands for PUSCH.

	tpc-SRS
Enable and configure reception of group TPC commands for SRS.

	uplinkCancellation
Configuration of uplink cancellation indications to be monitored in this cell (see TS 38.213 [13], clause 11.2A).



	SearchSpaceSwitchConfig field descriptions

	cellGroupsForSwitchList
The list of serving cells which are bundled for the search space group switching purpose (see TS 38.213 [13], clause 10.4). A serving cell can belong to only one CellGroupForSwitch. The network configures the same list for all BWPs of serving cells in the same CellGroupForSwitch.

	searchSpaceSwitchDelay
Indicates the value to be applied by a UE for Search Space Set Group switching; corresponds to the P value in TS 38.213 [13], clause 10.4. The network configures the same value for all BWPs of serving cells in the same CellGroupForSwitch.



End of Text proposals




