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First Modified Subclause 
5.8.9.8.3	Reception of RemoteUEInformationSidelink message by the L2 U2N Relay UE
The L2 U2N Relay UE shall:
1>	if the RemoteUEInformationSidelink includes the sl-PagingInfo-RemoteUE:
2>	if the UE is in RRC_CONNECTED on an active BWP with common search space configured including pagingSearchSpace; or
2>	if the UE is in RRC_IDLE or RRC_INACITIVE:
3>	if the sl-PagingInfo-RemoteUE is set to setup:
4>	monitor the Paging message at the L2 U2N Remote UE's paging occasion calculated according to sl-PagingCycle-RemoteUE included in sl-PagingInfo-RemoteUE;
3>	else (the sl-PagingInfo-RemoteUE is set to release):
4>	stop monitoring the Paging message at the L2 U2N Remote UE's paging occasion;
4>	release the received paging information in sl-PagingInfo-RemoteUE;
2>	else (the UE is in RRC_CONNECTED on an active BWP without pagingSearchSpace configured):
3>	if the sl-PagingInfo-RemoteUE is set to setup:
4>	include the received sl-PagingIdentity-RemoteUE in SidelinkUEInformationNR message and perform Sidelink UE information transmission in accordance with 5.8.3; 
3>	else (the sl-PagingInfo-RemoteUE is set to release):
4>	initiate transmission of the SidelinkUEInformationNR message to release the sl-PagingIdentity-RemoteUE in SidelinkUEInformationNR message in accordance with 5.8.3;
4>	release the received paging information in sl-PagingInfo-RemoteUE;
1>	if the RemoteUEInformationSidelink includes the sl-Requested-SI-List:
2>	if the sl-Requested-SI-List is set to setup:
	3> if the relay UE does not have stored valid version of the system information indicated in sl-Requested-SI-List and a Uu SI request by the relay UE for the system information is not pending:
34>	perform acquisition of the system information indicated in sl-Requested-SI-List in accordance with 5.2.2;
2>	if the sl-Requested-SI-List is set to release: 
3>	release received SIB request in sl-Requested-SI-List.


