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1	Introduction
[bookmark: _Hlk95397165][bookmark: _Ref178064866]This contribution addresses the following FFFs:
· [bookmark: _Hlk101450959]the UE behavior on PRS measurements within measurement gaps when a Pre-configured MG is provided by the network,
· [bookmark: _Hlk100844513]Whether/how the definition of measurement gap should be updated due to pre-configured MG,
· Whether the “deactivated MG list” configured in BWP or SCell could be configured with size zero.
2	Discussion
2.1	UE behavior on PRS measurements  
RAN4’s latest LS on this matter (R4-2206789) includes the following:
	For PRS measurements within measurement gaps when a Pre-configured MG is provided by the network:
	· RAN4 considers that a Pre-configured MG that is not always ON (activated) as determined from the signalling provided by the network, or if no such signalling is provided (i.e. autonomous rules are applied to determine the status of the Pre-configured MG), is not sufficient to perform PRS measurements. 
· In the above scenario, the UE will inform the network that it is going to start/stop PRS measurements with the configured Pre-configured MG by initiating the existing LocationMeasurementIndication procedure. 






RAN2 started addressing this issue during the ASN.1 Review meeting. The discussion mainly focused on vivo’s proposals (see R2-2204347) as shown by the Chair’s notes extract below:
	R2-2204347	discussion on merged handling of Meas Gaps and Pos gaps	vivo	discussion	Rel-17	NR_MG_enh-Core
Proposal 1: The pre-MG for PosEnh can be moved into MeasGapConfig and shall use a separate gapToAddModList from that for MGenh.
Proposal 2: Clarify that the pre-condition to request for per-MG of PosEnh is that the measurement gaps are either not configured or the activated measurement gaps are not sufficient.



However, the discussion ended up only with P1 being agreed, i.e.:
	The pre-MG for PosEnh can be moved into MeasGapConfig and use a separate gapToAddModList from that for MGenh.



While the following was captured with regards to P2:
	Chair: treat this is a WI specific Pos Issue



Which was also the case for R2-2204316:
	R2-2204316	[H566][H567]  Correction for Location Measurement Indication	Huawei, HiSilicon	draftCR	Rel-17	38.331	17.0.0	F	NR_pos_enh-Core, NR_MG_enh-Core
· […] 
Chair: there is some support, but the details may need to be further discussed. Treat as a Pos WI specific issue at R2 118-e. 




Hence, the following is proposed:
[bookmark: _Toc101830260]RAN2’s MGE WI to consider the outcome of the Positioning WI discussion on how to capture the UE behavior on PRS measurements within measurement gaps when pre-configured MG is provided by the NW.

2.2	Updating the definition of MG
The following Note is captured in the current (draft) version of TS 38.331 (see Draft_38331-h00_v8.docx and related CR in R2-2204179):
	[bookmark: _Hlk97836329]5.	Measurement gaps: Periods that the UE may use to perform measurements.
[bookmark: _Hlk97834166]Editor Note: It is FFS whether and how the definition of measurement gap should be updated due to pre-configured MG.



Notice that the current definition does not state that the UE shall use those periods to perform measurement, nor that the measurement gaps is setup upon configuration. 
[bookmark: _Toc101830259]The current definition does not state that a UE shall use those periods to perform measurements, nor that the measurement gap is setup upon configuration. 

Hence, the current definition of measurement gaps still applies for “pre-configured” MG which might be “deactivated”, i.e.., the pre-configured gap is not necessarily setup upon configuration. 
[bookmark: _Toc101830261]Keep the current definition for measurement gaps. 
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2.3	Size zero for deactivated MG list
2.3.1	The DeactivatedMeasGapList-r17 in BWP-DowlinkDedicated and CellGroupConfig
The following Note is captured in the current draft version of 38.331 (see Draft_38331-h00_v8.docx and related CR in R2-2204179) for BWP-DowlinkDedicated and CellGroupConfig[footnoteRef:2]: [2:  Note: The related ASN.1 details can be found below in the Appendix. ] 

	[bookmark: _Hlk101506110]Editor Note: It is FFS whether the deactivated MG list configured in BWP or SCell could be configured with size zero.



This discussion comes from the fact that there might be a scenario where no concurrent MG are configured, i.e., there is only a single pre-configured MG. For this case, there is arguably no need to have a measGapId since the association between the gap and the MO(s) is unambiguous. This leads to the argument to why the “deactivated MG list” could eventually be configured with size zero.
Note however, that as proposed in our contribution to AI 6.22.3.2 (i.e., concurrent measurement gap) the measGapId should be mandatorily present when considering the new approach we have proposed for the MGE ASN.1 structure/design. Hence, the deactivated MG list should not be configured with size zero.
[bookmark: _Toc101830262]The deactivated MG list should not be configured with size zero.

[bookmark: _Ref189046994]3	Conclusion
In the previous sections we made the following observations: 
Observation 1	The current definition does not state that a UE shall use those periods to perform measurements, nor that the measurement gap is setup upon configuration.

Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2’s MGE WI to consider the outcome of the Positioning WI discussion on how to capture the UE behavior on PRS measurements within measurement gaps when pre-configured MG is provided by the NW.
Proposal 2	Keep the current definition for measurement gaps.
Proposal 3	The deactivated MG list should not be configured with size zero.
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Appendix
This Appendix shows BWP-DownlinkDedicated, CellGroupConfig and MeasGapConfig, as per Draft_38331-h00_v8.docx.
Note that to improve readability, unrelated spec parts/fields have been removed from the following elements.

[bookmark: _Toc60777179][bookmark: _Toc90651051][bookmark: _Hlk101506497]–	BWP-DownlinkDedicated
The IE BWP-DownlinkDedicated is used to configure the dedicated (UE specific) parameters of a downlink BWP.
BWP-DownlinkDedicated information element
-- ASN1START
-- TAG-BWP-DOWNLINKDEDICATED-START

BWP-DownlinkDedicated ::=           SEQUENCE {
    pdcch-Config                        SetupRelease { PDCCH-Config }                                     OPTIONAL,   -- Need M
    pdsch-Config                        SetupRelease { PDSCH-Config }                                     OPTIONAL,   -- Need M
    sps-Config                          SetupRelease { SPS-Config }                                       OPTIONAL,   -- Need M
    radioLinkMonitoringConfig           SetupRelease { RadioLinkMonitoringConfig }                        OPTIONAL,   -- Need M
    ...,
    [[
    sps-ConfigToAddModList-r16          SPS-ConfigToAddModList-r16                                        OPTIONAL,   -- Need N
    sps-ConfigToReleaseList-r16         SPS-ConfigToReleaseList-r16                                       OPTIONAL,   -- Need N
    sps-ConfigDeactivationStateList-r16 SPS-ConfigDeactivationStateList-r16                               OPTIONAL,   -- Need R
    beamFailureRecoverySCellConfig-r16  SetupRelease {BeamFailureRecoverySCellConfig-r16}                 OPTIONAL,   -- Cond SCellOnly
    sl-PDCCH-Config-r16                 SetupRelease { PDCCH-Config }                                     OPTIONAL,   -- Need M
    sl-V2X-PDCCH-Config-r16             SetupRelease { PDCCH-Config }                                     OPTIONAL    -- Need M
    ]],
    [[
    deactivatedMeasGapList-r17          SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF MeasGapId-r17            OPTIONAL,   -- Cond PreConfigMG
    beamFailureRecoveryServingCellConfig-r17  SetupRelease { BeamFailureRecoveryServingCellConfig-r17}    OPTIONAL,   -- Need M
    harq-FeedbackEnablingforSPSactive-r17 BOOLEAN                                                         OPTIONAL,   -- Need R
    cfr-ConfigMulticast-r17             SetupRelease { CFR-ConfigMulticast-r17 }                          OPTIONAL,   -- Need M
    dl-PRS-ProcessingWindowPreConfigAddModList-r17  DL-PRS-ProcessingWindowPreConfigAddModList-r17        OPTIONAL,   -- Need N
    dl-PRS-ProcessingWindowPreConfigReleaseList-r17 DL-PRS-ProcessingWindowPreConfigReleaseList-r17       OPTIONAL,   -- Need N
    nonCellDefiningSSB-r17              NonCellDefiningSSB-r17                                            OPTIONAL    -- Need R
    ]]
    -- Editor Note: It is FFS whether the deactivated MG list configured in BWP or SCell could be configured with size zero.
}

SPS-ConfigToAddModList-r16 ::=          SEQUENCE (SIZE (1..maxNrofSPS-Config-r16)) OF SPS-Config

SPS-ConfigToReleaseList-r16 ::=         SEQUENCE (SIZE (1..maxNrofSPS-Config-r16)) OF SPS-ConfigIndex-r16

SPS-ConfigDeactivationState-r16 ::=     SEQUENCE (SIZE (1..maxNrofSPS-Config-r16)) OF SPS-ConfigIndex-r16

SPS-ConfigDeactivationStateList-r16 ::= SEQUENCE (SIZE (1..maxNrofSPS-DeactivationState)) OF SPS-ConfigDeactivationState-r16

DL-PRS-ProcessingWindowPreConfigAddModList-r17 ::= SEQUENCE (SIZE (1..maxNrofPPW-Config-r17)) OF DL-PRS-ProcessingWindowPreConfig-r17

DL-PRS-ProcessingWindowPreConfigReleaseList-r17 ::= SEQUENCE (SIZE (1..maxNrofPPW-Config-r17)) OF DL-PRS-ProcessingWindowPreConfig-r17

-- TAG-BWP-DOWNLINKDEDICATED-STOP
-- ASN1STOP

	BWP-DownlinkDedicated field descriptions

	[…]

	deactivatedMeasGapList
Indicates a list of gap IDs where the corresponding pre-configured measurement gaps (i.e. the gaps configured with preConfigInd) are deactivated upon the switch to this BWP.

	[…]



	Conditional Presence
	Explanation

	PreConfigMG
	The field is optionally present, Need R, if there is at least one per UE gap configured with preConfigInd or there is at least one per FR gap of the same FR which the BWP belongs to and configured with preConfigInd. It is absent otherwise.

	ScellOnly
	The field is optionally present, Need M, in the BWP-DownlinkDedicated of an Scell. It is absent otherwise.



[bookmark: _Toc60777187][bookmark: _Toc90651059]–	CellGroupConfig
The CellGroupConfig IE is used to configure a master cell group (MCG) or secondary cell group (SCG). A cell group comprises of one MAC entity, a set of logical channels with associated RLC entities and of a primary cell (SpCell) and one or more secondary cells (SCells).
CellGroupConfig information element
-- ASN1START
-- TAG-CELLGROUPCONFIG-START

-- Configuration of one Cell-Group:
CellGroupConfig ::=                        SEQUENCE {
    cellGroupId                                CellGroupId,
    rlc-BearerToAddModList                     SEQUENCE (SIZE(1..maxLC-ID)) OF RLC-BearerConfig                        OPTIONAL,   -- Need N
    rlc-BearerToReleaseList                    SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentity                  OPTIONAL,   -- Need N
    mac-CellGroupConfig                        MAC-CellGroupConfig                                                     OPTIONAL,   -- Need M
    physicalCellGroupConfig                    PhysicalCellGroupConfig                                                 OPTIONAL,   -- Need M
    spCellConfig                               SpCellConfig                                                            OPTIONAL,   -- Need M
    sCellToAddModList                          SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellConfig                       OPTIONAL,   -- Need N
    sCellToReleaseList                         SEQUENCE (SIZE (1..maxNrofSCells)) OF SCellIndex                        OPTIONAL,   -- Need N
    ...,
    [[
    reportUplinkTxDirectCurrent                ENUMERATED {true}                                                   OPTIONAL    -- Cond BWP-Reconfig
    ]],
    [[
    bap-Address-r16                            BIT STRING (SIZE (10))                                                  OPTIONAL,   -- Need M
    bh-RLC-ChannelToAddModList-r16             SEQUENCE (SIZE(1..maxBH-RLC-ChannelID-r16)) OF BH-RLC-ChannelConfig-r16 OPTIONAL,   -- Need N
    bh-RLC-ChannelToReleaseList-r16            SEQUENCE (SIZE(1..maxBH-RLC-ChannelID-r16)) OF BH-RLC-ChannelID-r16     OPTIONAL,   -- Need N
    f1c-TransferPath-r16                       ENUMERATED {lte, nr, both}                                              OPTIONAL,   -- Need M
    simultaneousTCI-UpdateList1-r16            SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousTCI-UpdateList2-r16            SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousSpatial-UpdatedList1-r16       SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousSpatial-UpdatedList2-r16       SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    uplinkTxSwitchingOption-r16                ENUMERATED {switchedUL, dualUL}                                         OPTIONAL,   -- Need R
    uplinkTxSwitchingPowerBoosting-r16         ENUMERATED {enabled}                                                    OPTIONAL    -- Need R
    ]],
    [[
    reportUplinkTxDirectCurrentTwoCarrier-r16  ENUMERATED {true}                                                       OPTIONAL    -- Need N
    ]],
    [[
    f1c-TransferPathNRDC-r17                   ENUMERATED {mcg, scg, both}                                             OPTIONAL,   -- Need M
    uplinkTxSwitching-2T-Mode-r17              ENUMERATED {enabled}                                                    OPTIONAL,   -- Cond 2Tx
    uplinkTxSwitching-DualUL-TxState-r17       ENUMERATED {oneT, twoT}                                                 OPTIONAL,   -- Cond 2Tx
    uu-Relay-RLC-ChannelToAddModList-r17       SEQUENCE (SIZE(1..maxUu-Relay-RLC-ChannelID-r17)) OF Uu-Relay-RLC-ChannelConfig-r17 OPTIONAL,   -- Need N
    uu-Relay-RLC-ChannelToReleaseList-r17      SEQUENCE (SIZE(1..maxUu-Relay-RLC-ChannelID-r17)) OF Uu-Relay-RLC-ChannelID-r17     OPTIONAL,   -- Need N
    simultaneousU-TCI-UpdateList1-r17          SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousU-TCI-UpdateList2-r17          SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousU-TCI-UpdateList3-r17          SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    simultaneousU-TCI-UpdateList4-r17          SEQUENCE (SIZE (1..maxNrofServingCellsTCI-r16)) OF ServCellIndex        OPTIONAL,   -- Need R
    rlc-BearerToReleaseListExt-r17             SEQUENCE (SIZE(1..maxLC-ID)) OF LogicalChannelIdentityExt-r17           OPTIONAL    -- Need N
    ]]
}

-- Serving cell specific MAC and PHY parameters for a SpCell:
SpCellConfig ::=                        SEQUENCE {
    servCellIndex                       ServCellIndex                                               OPTIONAL,   -- Cond SCG
    reconfigurationWithSync             ReconfigurationWithSync                                     OPTIONAL,   -- Cond ReconfWithSync
    rlf-TimersAndConstants              SetupRelease { RLF-TimersAndConstants }                     OPTIONAL,   -- Need M
    rlmInSyncOutOfSyncThreshold         ENUMERATED {n1}                                             OPTIONAL,   -- Need S
    spCellConfigDedicated               ServingCellConfig                                           OPTIONAL,   -- Need M
    ...,
    [[
    lowMobilityEvaluationConnected-r17  SEQUENCE {
        s-SearchDeltaP-Connected-r17        ENUMERATED {ffs},
        t-SearchDeltaP-Connected-r17        ENUMERATED {ffs}
    }                                                                                               OPTIONAL,   -- Need R
    goodServingCellEvaluationRLM-r17    GoodServingCellEvaluation-r17                               OPTIONAL,   -- Need R
    goodServingCellEvaluationBFD-r17    GoodServingCellEvaluation-r17                               OPTIONAL,   -- Need R
    deactivatedSCG-Config-r17           SetupRelease { DeactivatedSCG-Config-r17 }                  OPTIONAL    -- Need M
    ]]
}

ReconfigurationWithSync ::=         SEQUENCE {
    spCellConfigCommon                  ServingCellConfigCommon                                     OPTIONAL,   -- Need M
    newUE-Identity                      RNTI-Value,
    t304                                ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000},
    rach-ConfigDedicated                CHOICE {
        uplink                              RACH-ConfigDedicated,
        supplementaryUplink                 RACH-ConfigDedicated
    }                                                                                               OPTIONAL,   -- Need N
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S
    ]],
    [[
    daps-UplinkPowerConfig-r16      DAPS-UplinkPowerConfig-r16                                      OPTIONAL    -- Need N
    ]],
    [[
    sl-PathSwitchConfig-r17         SL-PathSwitchConfig-r17                                         OPTIONAL    -- DirectToIndirect-PathSwitch
    ]]
}

DAPS-UplinkPowerConfig-r16 ::=      SEQUENCE {
    p-DAPS-Source-r16                   P-Max,
    p-DAPS-Target-r16                   P-Max,
    uplinkPowerSharingDAPS-Mode-r16     ENUMERATED {semi-static-mode1, semi-static-mode2, dynamic }
}

SCellConfig ::=                     SEQUENCE {
    sCellIndex                          SCellIndex,
    sCellConfigCommon                   ServingCellConfigCommon                                     OPTIONAL,   -- Cond SCellAdd
    sCellConfigDedicated                ServingCellConfig                                           OPTIONAL,   -- Cond SCellAddMod
    ...,
    [[
    smtc                                SSB-MTC                                                     OPTIONAL    -- Need S
    ]],
    [[
    sCellState-r16                  ENUMERATED {activated}                                          OPTIONAL,   -- Cond SCellAddSync
    secondaryDRX-GroupConfig-r16    ENUMERATED {true}                                               OPTIONAL    -- Cond DRX-Config2
    ]],
    [[
    deactivatedMeasGapList-r17      SEQUENCE (SIZE (1..maxNrofGapId-r17)) OF MeasGapId-r17          OPTIONAL,   -- Cond PreConfigMG
    goodServingCellEvaluationBFD-r17 GoodServingCellEvaluation-r17                                  OPTIONAL,   -- Need R
    sCellSIB20-r17                   SetupRelease { SCellSIB20-r17 }                                OPTIONAL    -- Need M
    ]]
    -- Editor Note: It is FFS whether the deactivated MG list configured in BWP or SCell could be configured with size zero.

}

SCellSIB20-r17 ::= OCTET STRING (CONTAINING SystemInformation)

DeactivatedSCG-Config-r17 ::=       SEQUENCE {
    bfd-and-RLM                         BOOLEAN,
    ...
}

GoodServingCellEvaluation-r17 ::=       SEQUENCE {
    offset-r17                              CHOICE {
    offsetFR1-r17                           ENUMERATED {db2, db4, db6, db8}, 
    offsetFR2-r17                           ENUMERATED {db2, db4, db6, db8}
    }
}

SL-PathSwitchConfig-r17 ::=         SEQUENCE {
    targetRelayUEIdentity-r17           SL-SourceIdentity-r17,
    T420-r17                            ENUMERATED {ms50, ms100, ms150, ms200, ms500, ms1000, ms2000, ms10000},
    ...
}

-- TAG-CELLGROUPCONFIG-STOP
-- ASN1STOP

[…]
	SCellConfig field descriptions

	deactivatedMeasGapList
Indicates a list of gap ID(s) where the corresponding pre-configured measurement gaps (i.e. the gaps configured with preConfigInd) are deactivated while this SCell is deactivated.

	[…]



	Conditional Presence
	Explanation

	BWP-Reconfig
	The field is optionally present, Need N, if the BWPs are reconfigured or if serving cells are added or removed. Otherwise it is absent. 

	DirectToIndirect-PathSwitch
	The field is mandatory present at path switch to the target L2 U2N Relay UE, need N. It is absent otherwise.

	DRX-Config2
	The field is optionally present, Need N, if drx-ConfigSecondaryGroup is configured. It is absent otherwise.

	PreConfigMG
	The field is optionally present, Need R, if there is at least one per UE gap configured with preConfigInd or there is at least one per FR gap of the same FR which the SCell belongs to and configured with preConfigInd. It is absent otherwise.

	[…]
	[…]




[…]

[bookmark: _Toc60777253][bookmark: _Toc90651125]–	MeasGapConfig
The IE MeasGapConfig specifies the measurement gap configuration and controls setup/release of measurement gaps.
MeasGapConfig information element
-- ASN1START
-- TAG-MEASGAPCONFIG-START

MeasGapConfig ::=                   SEQUENCE {
    gapFR2                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    ...,
    [[
    gapFR1                              SetupRelease { GapConfig }                                              OPTIONAL,   -- Need M
    gapUE                               SetupRelease { GapConfig }                                              OPTIONAL    -- Need M
    ]],
    [[
    gapUEToAddModList-r17           SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapUEToReleaseList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    gapFR1ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR1ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL,   -- Need N
    gapFR2ToAddModList-r17          SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF GapConfig                        OPTIONAL,   -- Need N
    gapFR2ToReleaseList-r17         SEQUENCE (SIZE (1..maxNrofGapId-1-r17)) OF MeasGapId-r17                    OPTIONAL    -- Need N
    ]]

}

GapConfig ::=                       SEQUENCE {
    gapOffset                           INTEGER (0..159),
    mgl                                 ENUMERATED {ms1dot5, ms3, ms3dot5, ms4, ms5dot5, ms6},
    mgrp                                ENUMERATED {ms20, ms40, ms80, ms160},
    mgta                                ENUMERATED {ms0, ms0dot25, ms0dot5},
    ...,
    [[
    refServCellIndicator                ENUMERATED {pCell, pSCell, mcg-FR2}                                 OPTIONAL   -- Cond NEDCorNRDC
    ]],
    [[
    refFR2ServCellAsyncCA-r16           ServCellIndex                                                       OPTIONAL,   -- Cond AsyncCA
    mgl-r16                             ENUMERATED {ms10, ms20}                                             OPTIONAL    -- Cond PRS
    ]],
    [[
    measGapId-r17                       MeasGapId-r17                                                       OPTIONAL,   -- Cond GapID
    preConfigInd-r17                    ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    nscgInd-r17                         ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    mgta-r17                            ENUMERATED {ms0dot75}                                               OPTIONAL,   -- Need R
    mgl-r17                             ENUMERATED {ms1, ms2, ms5}                                          OPTIONAL,   -- Need R
    gapAssociationPRS-r17               ENUMERATED {true}                                                   OPTIONAL,   -- Need R
    gapSharing-r17                      MeasGapSharingScheme                                                OPTIONAL,   -- Need R
    gapPriority-r17                     GapPriority-r17                                                     OPTIONAL    -- Need R
    ]]
}

-- TAG-MEASGAPCONFIG-STOP
-- ASN1STOP

	MeasGapConfig field descriptions

	gapAssociationPRS
Indicates that PRS measurement is associated with this measurement gap. The network only includes this field for one per UE gap.

	gapFR1
Indicates measurement gap configuration that applies to FR1 only. In (NG)EN-DC, gapFR1 cannot be set up by NR RRC (i.e. only LTE RRC can configure FR1 measurement gap). In NE-DC, gapFR1 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR1 gap). In NR-DC, gapFR1 can only be set up in the measConfig associated with MCG. gapFR1 can not be configured together with gapUE unless concurrent MGs are supported. The applicability of the FR1 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR1ToAddModList
A list of of FR1 measurement gap configuartion to be added or modified. In this version of the specification, the network configures this field only in NR standalone.

	gapFR1ToReleaseList
A list of FR1 measurement gap configuartion to be released.

	gapFR2
Indicates measurement gap configuration applies to FR2 only. In (NG)EN-DC or NE-DC, gapFR2 can only be set up by NR RRC (i.e. LTE RRC cannot configure FR2 gap). In NR-DC, gapFR2 can only be set up in the measConfig associated with MCG. gapFR2 cannot be configured together with gapUE unless concurrent MGs are supported. The applicability of the FR2 measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapFR2ToAddModList
A list of FR2 measurement gap configuration to be added or modified. In this version of the specification, the network configures this field only in NR standalone.

	gapFR2ToReleaseList
A list of FR2 measurement gap configuration to be released.

	gapPriority
Indicates the priority of this measurement gap (see TS 38.133 [14], clause FFS). Value 1 indicates highest priority, value 2 indicates second level priority, and so on.

	gapSharing
Indicates the measurement gap sharing scheme that applies to this GapConfig. For applicability of the different gap sharing schemes, see TS 38.133 [14]. Value scheme00 corresponds to scheme "00", value scheme01 corresponds to scheme "01", and so on. The network does not include this field if this GapConfig is configured by gapFR1, gapFR2, or gapUE.

	gapUE
Indicates measurement gap configuration that applies to all frequencies (FR1 and FR2). In (NG)EN-DC, gapUE cannot be set up by NR RRC (i.e. only LTE RRC can configure per UE measurement gap). In NE-DC, gapUE can only be set up by NR RRC (i.e. LTE RRC cannot configure per UE gap). In NR-DC, gapUE can only be set up in the measConfig associated with MCG. The per UE measurement gap is configured with other FR1 gap and/or FR2 gap simultaneously only while this per UE gap is associated with PRS measurement. The applicability of the per UE measurement gap is according to Table 9.1.2-2 and Table 9.1.2-3 in TS 38.133 [14].

	gapUEToAddModList
A list of per UE measurement gap configuartion to be added or modified. A per UE measurement gap can be configured with other FR1 gap and/or FR2 gap simultaneously only while this per UE gap is associated with PRS measurement. In this version of the specification, the network configures this field only in NR standalone.

	gapUEToReleaseList
A list of per UE measurement gap configuartion to be released.

	gapOffset
Value gapOffset is the gap offset of the gap pattern with MGRP indicated in the field mgrp. The value range is from 0 to mgrp-1. If nscgInd-r17 is present, this offset value refers to the starting point of VIL1 (the visible interruption length before the ML).

	measGapId
The ID of this measurement gap configuration.

	mgl
Value mgl is the measurement gap length in ms of the measurement gap. If nscgInd-r17 is not present, the measurement gap length is according to in Table 9.1.2-1 in TS 38.133 [14]. If nscgInd-r17 is present, this field indicates the measurement length (ML) in NCSG pattern and is configured according to Table 9.1.2C-1 in TS 38.133 [14]. Value ms1dot5 corresponds to 1.5 ms, ms3 corresponds to 3 ms and so on. If mgl-r16 or mgl-r17 is present, UE shall ignore the mgl (without suffix).

	mgrp
Value mgrp is measurement gap repetition period in (ms) of the measurement gap. The measurement gap repetition period is according to Table 9.1.2-1 in TS 38.133 [14].

	mgta
Value mgta is the measurement gap timing advance in ms. The applicability of the measurement gap timing advance is according to clause 9.1.2 of TS 38.133 [14]. Value ms0 corresponds to 0 ms, ms0dot25 corresponds to 0.25 ms and ms0dot5 corresponds to 0.5 ms. For FR2, the network only configures 0 ms and 0.25 ms. If mgta-r17 is present, UE shall ignore the mgta (without suffix).

	nscgInd
Indicates that the measurement gap is a NCSG as specified in 38.133 [14].

	preConfigInd
Indicates whether the measurement gap is a pre-configured measurement gap.

	refFR2ServCellAsyncCA
Indicates the FR2 serving cell identifier whose SFN and subframe is used for FR2 gap calculation for this gap pattern with asynchronous CA involving FR2 carrier(s).

	refServCellIndicator
Indicates the serving cell whose SFN and subframe are used for gap calculation for this gap pattern. Value pCell corresponds to the PCell, pSCell corresponds to the PSCell, and mcg-FR2 corresponds to a serving cell on FR2 frequency in MCG.



	Conditional Presence
	Explanation

	AsyncCA
	This field is mandatory present when configuring FR2 gap pattern to UE in:
- (NG)EN-DC or NR SA with asynchronous CA involving FR2 carrier(s);
- NE-DC or NR-DC with asynchronous CA involving FR2 carrier(s), if the field refServCellIndicator is set to mcg-FR2.
In case the gap pattern to UE in NE-DC and NR-DC is already configured and the serving cell used for the gap calculation corresponds to a serving cell on FR2 frequency in MCG, then the field is optionally present, need M. Otherwise, it is absent, Need R.

	GapID
	This field is mandatory present when:
- more than one per UE gap is configured; or
- more than one FR1 gap is configured; or
- more than one FR2 gap is configured; or
- per UE gap is configured together with per FR gap.
It is optional present, Need R, when:
- one or more gap is configured as pre-configured measurement gap.
Otherwise, this field is not present, Need R.
Editor Note: It is FFS whether and how to specify the conditional presence for gap ID

	NEDCorNRDC
	This field is mandatory present when configuring gap pattern to UE in NE-DC or NR-DC. In case the gap pattern to UE in NE-DC and NR-DC is already configured, then the field is absent, need M. Otherwise, it is absent.

	PRS
	This field is optionally present, Need R, when configuring gap pattern to UE for measurements of DL-PRS configured via LPP (TS 37.355 [49]). Otherwise, it is absent.



