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<START OF CHANGE>
[bookmark: _Toc60776746][bookmark: _Toc100929544]5.3.3.2	Initiation
The UE initiates the procedure when upper layers request establishment of an RRC connection while the UE is in RRC_IDLE and it has acquired essential system information, or for sidelink communication as specified in clause 5.3.3.1a.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
1>	if the upper layers provide an Access Category and one or more Access Identities upon requesting establishment of an RRC connection:
2>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	apply the specified configuration of SL-RLC0 as specified in 9.1.1.4;
2>	apply the SDAP configuration and PDCP configuration as specified in 9.1.1.2 for SRB0;
1> else:2>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the parameters for which values are provided in SIB1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	apply the timeAlignmentTimerCommon included in SIB1;
1>	start timer T300;
1>	initiate transmission of the RRCSetupRequest message in accordance with 5.3.3.3;

<NEXT CHANGE>
[bookmark: _Toc100929562]5.3.5.5.2	Reconfiguration with sync
The UE shall perform the following actions to execute a reconfiguration with sync.
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if no DAPS bearer is configured:
2>	stop timer T310 for the corresponding SpCell, if running;
1>	if this procedure is executed for the MCG:
2>	if timer T316 is running;
3>	stop timer T316;
3>	clear the information included in VarRLF-Report, if any;
2>	resume MCG transmission, if suspended.
1>	stop timer T312 for the corresponding SpCell, if running;
1>	if sl-PathSwitchConfig is included:
2>	consider the target L2 U2N Relay UE to be the one indicated by the targetRelayUEIdentity in the sl-PathSwitchConfig;
2>	start timer T420 for the corresponding target L2 U2N Relay UE with the timer value set to T420, as included in the sl-PathSwitchConfig;
2>	apply the value of the newUE-Identity as the C-RNTI;
2>	perform the PC5-RRC connection establishment with the target L2 U2N Relay UE indicated by the targetRelayUEIdentity, if needed;
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
1>	else (sl-PathSwitchConfig is not included):
2>	if this procedure is executed for the MCG or if this procedure is executed for an SCG not indicated as deactivated in the E-UTRA or NR RRC message in which the RRCReconfiguration message is embedded:
3>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
2>	if the frequencyInfoDL is included:
3>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
2>	else:
3>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
2>	start synchronising to the DL of the target SpCell;
2>	apply the specified BCCH configuration defined in 9.1.1.1 for the target SpCell;
2>	acquire the MIB of the target SpCell, which is scheduled as specified in TS 38.213 [13];
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access.
NOTE 2a:	A UE with DAPS bearer does not monitor for system information updates in the source PCell.
2>	If any DAPS bearer is configured:
3>	create a MAC entity for the target cell group with the same configuration as the MAC entity for the source cell group;
3>	for each DAPS bearer:
4>	establish an RLC entity or entities for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
NOTE 2b:	In order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2.
3>	for each SRB:
4>	establish an RLC entity for the target cell group, with the same configurations as for the source cell group;
4>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
3>	suspend SRBs for the source cell group;
NOTE 3:	Void
3>	apply the value of the newUE-Identity as the C-RNTI in the target cell group;
3>	configure lower layers for the target SpCell in accordance with the received spCellConfigCommon;
3>	configure lower layers for the target SpCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	else:
3>	reset the MAC entity of this cell group;
3>	consider the SCell(s) of this cell group, if configured, that are not included in the SCellToAddModList in the RRCReconfiguration message, to be in deactivated state;
3>	apply the value of the newUE-Identity as the C-RNTI for this cell group;
3>	configure lower layers in accordance with the received spCellConfigCommon;
3>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
2>	if the UE is connected with a L2 U2N Relay UE (i.e. the UE is acting as L2 U2N Remote UE at the source side):
3>	perform the PC5-RRC connection release as specified in 5.8.9.5.
Upon L2 U2N Relay UE receiving reconfigurationWithSync, it either triggers PC5-S release or sends Notification message to the connected L2 U2N Remote UE(s) in accordance with 5.8.9.10.

<NEXT CHANGE>
[bookmark: _Toc60776769][bookmark: _Toc100929567]5.3.5.5.7	SpCell Configuration
The UE shall:
1>	if the UE is connected with a L2 U2N Relay UE via the PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	use values for timers T300, T301 and T319 as included in ue-TimersAndConstants-RemoteUE received in SIB1;
2>	use value for timers T311, as included in ue-TimersAndConstants received in SIB1;
1>	else
2>	if the SpCellConfig contains the rlf-TimersAndConstants:
3>	configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;
2>	else if rlf-TimersAndConstants is not configured for this cell group:
3>	if any DAPS bearer is configured:
4>	use values for timers T301, T310, T311 and constants N310, N311 for the target cell group, as included in ue-TimersAndConstants received in SIB1;
3>	else
4>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
2>	if the SpCellConfig contains spCellConfigDedicated:
3>	configure the SpCell in accordance with the spCellConfigDedicated;
3>	consider the bandwidth part indicated in firstActiveUplinkBWP-Id if configured to be the active uplink bandwidth part;
3>	consider the bandwidth part indicated in firstActiveDownlinkBWP-Id if configured to be the active downlink bandwidth part or the bandwidth part for Radio Link Monitoring, Beam Failure Detection and measurements if the SpCellConfig is included in an RRCReconfiguration message contained in an NR or E-UTRA RRC message indicating that the SCG is deactivated;
3>	if any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:
4>	stop timer T310 for the corresponding SpCell, if running;
4>	stop timer T312 for the corresponding SpCell, if running;
4>	reset the counters N310 and N311.
1>	if the SpCellConfig contains the lowMobilityEvaluationConnected:
2>	the UE may perform the evaluation of the low mobility criterion for this cell group as specified in 5.7.13.1;
1>	if the SpCellConfig contains the goodServingCellEvaluationRLM:
2>	the UE may perform the evaluation of the good serving cell quality criterion for this cell group as specified in 5.7.13.2;
1>	if the SpCellConfig contains the goodServingCellEvaluationBFD:
2>	the UE may perform the evaluation of the good serving cell quality criterion for this serving cell as specified in 5.7.13.2;

<NEXT CHANGE>
[bookmark: _Toc60776787][bookmark: _Toc100929589]5.3.5.11	Full configuration
The UE shall:
1>	release/ clear all current dedicated radio configurations except for the following:
-	the MCG C-RNTI;
-	the AS security configurations associated with the master key;
-	the SRB1/SRB2 configurations and DRB/multicast MRB configurations as configured by radioBearerConfig or radioBearerConfig2.
NOTE 1:	Radio configuration is not just the resource configuration but includes other configurations like MeasConfig. Radio configuration also includes the RLC bearer configurations as configured by RLC-BearerConfig. In case NR-DC or NE-DC is configured, this also includes the entire NR or E-UTRA SCG configuration which are released according to the MR-DC release procedure as specified in 5.3.5.10.
NOTE 1a:	For NR sidelink communication, the radio configuration includes the sidelink RRC configuration received from the network, but does not include the sidelink RRC reconfiguration and sidelink UE capability received from other UEs via PC5-RRC. In addition, the UE considers the new NR sidelink configurations as full configuration, in case of state transition and change of system information used for NR sidelink communication.
NOTE 1b:	To establish the RLC bearer of SRB(s) after release due to fullConfig, the network can include the srb-Identity within srb-ToAddModList (i.e. the UE applies RLC default configuration) and/or provide rlc-BearerToAddModList of concerned SRB(s) explicitly.
-	the logged measurement configuration;
1>	if the spCellConfig in the masterCellGroup includes the reconfigurationWithSync:
2>	release/ clear all current common radio configurations;
2>	use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
1>	else (full configuration after re-establishment or during RRC resume):
2>	if the UE is connected with a L2 U2N Relay UE via the PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
3>	use values for timers T300, T301 and T319 as included in ue-TimersAndConstants-RemoteUE received in SIB1;
3>	use value for timer T311, as included in ue-TimersAndConstants received in SIB1
2>	else:
3>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
1>	if no measConfigAppLayerId is included:
2>	inform upper layers about the release of all application layer measurement configurations;
2>	discard any received application layer measurement report from upper layers;
2>	consider itself not to be configured to send application layer measurement report.
1>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the following:
-	parameters for which values are provided in SIB1;
1>	apply the default MAC Cell Group configuration as specified in 9.2.2;
1>	for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):
2>	establish an RLC entity for the corresponding SRB;
2>	apply the default SRB configuration defined in 9.2.1 for the corresponding SRB;
NOTE 2:	This is to get the SRBs (SRB1 and SRB2 for reconfiguration with sync and SRB2 for resume and reconfiguration after re-establishment) to a known state from which the reconfiguration message can do further configuration.
1>	for each pdu-Session that is part of the current UE configuration:
2>	release the SDAP entity (clause 5.1.2 in TS 37.324 [24]);
2>	release each DRB associated to the pdu-Session as specified in 5.3.5.6.4;
NOTE 3:	This will retain the pdu-Session but remove the DRBs including drb-identity of these bearers from the current UE configuration. Setup of the DRBs within the AS is described in clause 5.3.5.6.5 using the new configuration. The pdu-Session acts as the anchor for associating the released and re-setup DRB. In the AS the DRB re-setup is equivalent with a new DRB setup (including new PDCP and logical channel configurations).
1>	for each tmgi that is part of the current UE configuration:
2>	release the SDAP entity (clause 5.1.2 in TS 37.324 [24]);
2>	release each multicast MRB associated to the tmgi as specified in 5.3.5.6.6;
NOTE 4:	This will retain the tmgi but remove the multicast MRBs including mrb-identity of these bearers from the current UE configuration. Setup of the multicast MRBs within the AS is described in clause 5.3.5.6.7 using the new configuration. The tmgi acts as the anchor for associating the released and re-setup multicast MRB. In the AS the multicast MRB re-setup is equivalent with a new multicast MRB setup (including new PDCP and logical channel configurations).
1>	for each pdu-Session that is part of the current UE configuration but not added with same pdu-Session in the drb-ToAddModList:
2>	if the procedure was triggered due to reconfiguration with sync:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers after successful reconfiguration with sync;
2>	else:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers immediately;
1>	for each tmgi that is part of the current UE configuration but not added with the same tmgi in the mrb-ToAddModList:
2>	if the procedure was triggered due to reconfiguration with sync:
3>	indicate the release of the user plane resources for the tmgi to upper layers after successful reconfiguration with sync;
2>	else:
3>	indicate the release of the user plane resources for the tmgi to upper layers immediately.

<NEXT CHANGE>
[bookmark: _Toc60776806][bookmark: _Toc100929619]5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure of the MCG and t316 is not configured, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while SCG transmission is suspended, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while PSCell change or PSCell addition is ongoing, in accordance with 5.3.10; or
1>	upon re-configuration with sync failure of the MCG, in accordance with clause 5.3.5.8.3; or
1>	upon mobility from NR failure, in accordance with clause 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2, except if the integrity check failure is detected on the RRCReestablishment message; or
1>	upon an RRC connection reconfiguration failure, in accordance with clause 5.3.5.8.2; or
1>	upon detecting radio link failure for the SCG while MCG transmission is suspended, in accordance with clause 5.3.10.3 in NR-DC or in accordance with TS 36.331 [10] clause 5.3.11.3 in NE-DC; or
1>	upon reconfiguration with sync failure of the SCG while MCG transmission is suspended in accordance with clause 5.3.5.8.3; or
1>	upon SCG change failure while MCG transmission is suspended in accordance with TS 36.331 [10] clause 5.3.5.7a; or
1>	upon SCG configuration failure while MCG transmission is suspended in accordance with clause 5.3.5.8.2 in NR-DC or in accordance with TS 36.331 [10] clause 5.3.5.5 in NE-DC; or
1>	upon integrity check failure indication from SCG lower layers concerning SRB3 while MCG is suspended; or
1>	upon T316 expiry, in accordance with clause 5.7.3b.5; or
1>	upon detecting sidelink radio link failure by L2 U2N Remote UE in RRC_CONNECTED, in accordance with clause 5.8.9.3; or
1>	upon reception of NotificationMessageSidelink including indicationType by L2 U2N Remote UE in RRC_CONNECTED, in accordance with clause 5.8.9.10.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	stop timer T304, if running;
1>	start timer T311;
1>	stop timer T316, if running;
1>	if UE is not configured with conditionalReconfiguration:
2>	reset MAC;
2>	release spCellConfig, if configured;
2>	suspend all RBs, and BH RLC channels for IAB-MT, and Uu Relay RLC channels for L2 U2N Relay UE, except SRB0;
2>	release the MCG SCell(s), if configured;
2>	if MR-DC is configured:
3>	perform MR-DC release, as specified in clause 5.3.5.10;
2>	release delayBudgetReportingConfig, if configured and stop timer T342, if running;
2>	release overheatingAssistanceConfig, if configured and stop timer T345, if running;
2>	release idc-AssistanceConfig, if configured;
2>	release btNameList, if configured;
2>	release wlanNameList, if configured;
2>	release sensorNameList, if configured;
2>	release drx-PreferenceConfig for the MCG, if configured and stop timer T346a associated with the MCG, if running;
2>	release maxBW-PreferenceConfig for the MCG, if configured and stop timer T346b associated with the MCG, if running;
2>	release maxCC-PreferenceConfig for the MCG, if configured and stop timer T346c associated with the MCG, if running;
2>	release maxMIMO-LayerPreferenceConfig for the MCG, if configured and stop timer T346d associated with the MCG, if running;
2>	release minSchedulingOffsetPreferenceConfig for the MCG, if configured stop timer T346e associated with the MCG, if running;
2>	release rlm-RelaxationReportingConfig for the MCG, if configured and stop timer T346j associated with the MCG, if running;
2>	release bfd-RelaxationReportingConfig for the MCG, if configured and stop timer T346k associated with the MCG, if running;
2>	release releasePreferenceConfig, if configured stop timer T346f, if running;
2>	release onDemandSIB-Request if configured, and stop timer T350, if running;
2>	release referenceTimePreferenceReporting, if configured;
2>	release sl-AssistanceConfigNR, if configured;
2>	release obtainCommonLocation, if configured;
2>	release musim-GapAssistanceConfig, if configured and stop timer T346h, if running;
2>	release musim-LeaveAssistanceConfig, if configured;
2>	release scg-DeactivationPreferenceConfig, if configured, and stop timer T346i, if running;
1>	release successHO-Config, if configured;
1>	if any DAPS bearer is configured:
2>	reset the source MAC and release the source MAC configuration;
2>	for each DAPS bearer:
3>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
3>	reconfigure the PDCP entity to release DAPS as specified in TS 38.323 [5];
2>	for each SRB:
3>	release the PDCP entity for the source SpCell;
3>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
2>	release the physical channel configuration for the source SpCell;
2>	discard the keys used in the source SpCell (the KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key), if any;
1>	release sl-L2RelayUEConfig, if configured;
1>	release sl-L2RemoteUEConfig, if configured;
1>	release the SRAP entity, if configured;
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE): 
2>	if the PC5-RRC connection with the U2N Relay UE is determined to be released:
3>	perform the PC5-RRC connection release as specified in 5.8.9.5;
3>	perform either cell selection in accordance with the cell selection process as specified in TS 38.304 [20], or relay selection as specified in clause 5.8.15.3, or both;
2>	else maintain the PC5 RRC connection and stop T311 if running;
NOTE 1:	It is up to Remote UE implementation whether to release or keep the current unicast PC5 link.
1> else:
2>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20].
NOTE 2:	For a UE capable of L2 U2N Remote UE operation, if both a suitable cell and a suitable relay are available, the UE can select either one based on its implementation.

<NEXT CHANGE>
[bookmark: _Toc100929622]5.3.7.4	Actions related to transmission of RRCReestablishmentRequest message
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	if the procedure was initiated due to radio link failure as specified in 5.3.10.3 or reconfiguration with sync failure as specified in 5.3.5.8.3:
2>	set the reestablishmentCellId in the VarRLF-Report to the global cell identity of the selected cell;
1>	set the ue-Identity as follows:
2>	set the c-RNTI to the C-RNTI used in the source PCell (reconfiguration with sync or mobility from NR failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the physCellId to the physical cell identity of the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per clause 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;
3>	with the KRRCint key and integrity protection algorithm that was used in the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	set the reestablishmentCause as follows:
2>	if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.8.2:
3>	set the reestablishmentCause to the value reconfigurationFailure;
2>	else if the re-establishment procedure was initiated due to reconfiguration with sync failure as specified in 5.3.5.8.3 (intra-NR handover failure) or 5.4.3.5 (inter-RAT mobility from NR failure):
3>	set the reestablishmentCause to the value handoverFailure;
2>	else:
3>	set the reestablishmentCause to the value otherFailure;
1>	re-establish PDCP for SRB1;
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
2>	apply the default configuration of PDCP defined in 9.2.1 for SRB1;
1> else:
2>	re-establish RLC for SRB1;
2>	apply the default configuration defined in 9.2.1 for SRB1;
1>	configure lower layers to suspend integrity protection and ciphering for SRB1;
NOTE:	Ciphering is not applied for the subsequent RRCReestablishment message used to resume the connection. An integrity check is performed by lower layers, but merely upon request from RRC.
1>	resume SRB1;
1>	submit the RRCReestablishmentRequest message to lower layers for transmission.

<NEXT CHANGE>
[bookmark: _Toc100929649]5.3.13.2	Initiation
The UE initiates the procedure when upper layers or AS (when responding to RAN paging, upon triggering RNA updates while the UE is in RRC_INACTIVE, for NR sidelink communication/V2X sidelink communication as specified in clause 5.3.13.1a) requests the resume of a suspended RRC connection or for initiating SDT as specified in clause 5.3.13.1b.
The UE shall ensure having valid and up to date essential system information as specified in clause 5.2.2.2 before initiating this procedure.
Upon initiation of the procedure, the UE shall:
1>	if the resumption of the RRC connection is triggered by response to NG-RAN paging:
2>	select '0' as the Access Category;
2>	perform the unified access control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities provided by upper layers;
3>	if the access attempt is barred, the procedure ends;
1>	else if the resumption of the RRC connection is triggered by upper layers:
2>	if the upper layers provide an Access Category and one or more Access Identities:
3>	perform the unified access control procedure as specified in 5.3.14 using the Access Category and Access Identities provided by upper layers;
4>	if the access attempt is barred, the procedure ends;
2>	if the resumption occurs after release with redirect with mpsPriorityIndication:
3>	set the resumeCause to mps-PriorityAccess;
2>	else:
3>	set the resumeCause in accordance with the information received from upper layers;
1>	else if the resumption of the RRC connection is triggered due to an RNA update as specified in 5.3.13.8:
2>	if an emergency service is ongoing:
NOTE 1:	How the RRC layer in the UE is aware of an ongoing emergency service is up to UE implementation.
3>	select '2' as the Access Category;
3>	set the resumeCause to emergency;
2>	else:
3>	select '8' as the Access Category;
2>	perform the unified access control procedure as specified in 5.3.14 using the selected Access Category and one or more Access Identities to be applied as specified in TS 24.501 [23];
3>	if the access attempt is barred:
4>	set the variable pendingRNA-Update to true;
4>	the procedure ends;
NOTE 2:	In case the L2 U2N Relay UE initiates RRC connection resume according to conditions as specified in 5.3.13.1a, the L2 U2N Relay UE sets the resumeCause by implementation. If the cause value in the message received from the L2 U2N Remote UE via SL-RLC0 is emergency, mps-PriorityAccess, or mcs-PriorityAccess, the L2 U2N Relay UE can set the same value. Otherwise, the L2 U2N Relay UE does not set the value as emergency, mps-PriorityAccess, or mcs-PriorityAccess.
1>	if the UE is in NE-DC or NR-DC:
2>	if the UE does not support maintaining SCG configuration upon connection resumption:
3>	release the MR-DC related configurations (i.e., as specified in 5.3.5.10) from the UE Inactive AS context, if stored;
1>	if the UE does not support maintaining the MCG SCell configurations upon connection resumption:
2>	release the MCG SCell(s) from the UE Inactive AS context, if stored;
1>	if the UE performs connection resumption in a different cell than the cell where srs-PosRRC-InactiveConfig was configured;
2>	release srs-PosRRC-InactiveConfig, if configured;
Editor's Note:	This agreement/clause may not be needed because we have this agreement TA timer configuration is invalidated upon any cell reselection; see 5.7.15.
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	apply the default configuration of SL-RLC1 as defined in 9.2.4 for SRB1;
2>	apply the default PDCP configuration defined in 9.2.1 for SRB1;
1> else:
2>	apply the default L1 parameter values as specified in corresponding physical layer specifications, except for the parameters for which values are provided in SIB1;
2>	apply the default SRB1 configuration as specified in 9.2.1;
2>	apply the default MAC Cell Group configuration as specified in 9.2.2;
1>	release delayBudgetReportingConfig from the UE Inactive AS context, if stored;
1>	stop timer T342, if running;
1>	release overheatingAssistanceConfig from the UE Inactive AS context, if stored;
1>	stop timer T345, if running;
1>	release idc-AssistanceConfig from the UE Inactive AS context, if stored;
1>	release drx-PreferenceConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346a, if running;
1>	release maxBW-PreferenceConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346b, if running;
1>	release maxCC-PreferenceConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346c, if running;
1>	release maxMIMO-LayerPreferenceConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346d, if running;
1>	release minSchedulingOffsetPreferenceConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346e, if running;
1>	release rlm-RelaxationReportingConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346j, if running;
1>	release bfd-RelaxationReportingConfig for all configured cell groups from the UE Inactive AS context, if stored;
1>	stop all instances of timer T346k, if running;
1>	release releasePreferenceConfig from the UE Inactive AS context, if stored;
1>	release wlanNameList from the UE Inactive AS context, if stored;
1>	release btNameList from the UE Inactive AS context, if stored;
1>	release sensorNameList from the UE Inactive AS context, if stored;
[bookmark: OLE_LINK9][bookmark: OLE_LINK10]1>	release obtainCommonLocation from the UE Inactive AS context, if stored;
1>	stop timer T346f, if running;
1>	stop timer T346i, if running;
1>	release referenceTimePreferenceReporting from the UE Inactive AS context, if stored;
1>	release sl-AssistanceConfigNR from the UE Inactive AS context, if stored;
1>	release musim-GapAssistanceConfig from the UE Inactive AS context, if stored and stop timer T346h, if running;
1>	release musim-LeaveAssistanceConfig from the UE Inactive AS context, if stored;
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	apply the specified configuration of SL-RLC0 used for the delivery of RRC message over SRB0 as specified in 9.1.1.4;
2>	apply the SDAP configuration and PDCP configuration as specified in 9.1.1.2 for SRB0;
1>	else:
2>	apply the CCCH configuration as specified in 9.1.1.2;
2>	apply the timeAlignmentTimerCommon included in SIB1;
1>	if sdt-MAC-PHY-CG-Config is configured:
[bookmark: _Hlk85564571]2>	if the resume procedure is initiated in a cell that is different to the PCell in which the UE received the stored sdt-MAC-PHY-CG-Config:
3>	release the stored sdt-MAC-PHY-CG-Config;
1>	if conditions for initiating SDT in accordance with 5.3.13.1b are fulfilled:
2>	consider the resume procedure is initiated for SDT;
2>	start timer T319a;
1> else:
2>	start timer T319;
2>	instruct the MAC entity to consider the cg-SDT-TimeAlignmentTimer as expired, if it is running;
1>	set the variable pendingRNA-Update to false;
1>	release successHO-Config from the UE Inactive AS context, if stored;
1>	initiate transmission of the RRCResumeRequest message or RRCResumeRequest1 in accordance with 5.3.13.3.

<NEXT CHANGE>
[bookmark: _Toc60776886][bookmark: _Toc100929703]5.5.4.1	General
If AS security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfig includes a reportType set to eventTriggered or periodical:
3>	if the corresponding measObject concerns NR:
4>	if the corresponding reportConfig includes measRSSI-ReportConfig:
5>	consider the resource indicated by the rmtc-Config on the associated frequency to be applicable;
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
4>	if the eventA3 or eventA5 is configured in the corresponding reportConfig:
5>	if a serving cell is associated with a measObjectNR and neighbours are associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;
4>	if corresponding reportConfig includes reportType set to periodical; or
4>	for measurement events other than eventA1 or eventA2:
5>	if useAllowedCellList is set to true:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the allowedCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the excludedCellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns E-UTRA:
4>	if eventB1 or eventB2 is configured in the corresponding reportConfig:
5>	consider a serving cell, if any, on the associated E-UTRA frequency as neighbour cell;
4>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the excludedCellsToAddModListEUTRAN defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns UTRA-FDD:
4>	if eventB1-UTRA-FDD or eventB2-UTRA-FDD is configured in the corresponding reportConfig; or
4>	if corresponding reportConfig includes reportType set to periodical:
5>	consider a neighbouring cell on the associated frequency to be applicable when the concerned cell is included in the cellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns L2 U2N Relay UE:
4>	if eventY1-Relay is configured in the corresponding reportConfig; or
4>	if corresponding reportConfig includes reportType set to periodical:
5>	consider any L2 U2N Relay UE detected on the associated frequency to be applicable for this measId;
2>	else if the corresponding reportConfig includes a reportType set to reportCGI:
3>	consider the cell detected on the associated measObject which has a physical cell identity matching the value of the cellForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;
2>	else if the corresponding reportConfig includes a reportType set to reportSFTD:
3>	if the corresponding measObject concerns NR:
4>	if the reportSFTD-Meas is set to true:
5>	consider the NR PSCell to be applicable;
4>	else if the reportSFTD-NeighMeas is included:
5>	if cellsForWhichToReportSFTD is configured in the corresponding reportConfig:
6>	consider any NR neighbouring cell detected on the associated measObjectNR which has a physical cell identity that is included in the cellsForWhichToReportSFTD to be applicable;
5>	else:
6>	consider up to 3 strongest NR neighbouring cells detected based on parameters in the associated measObjectNR to be applicable when the concerned cells are not included in the excludedCellsToAddModList defined within the VarMeasConfig for this measId;
3>	else if the corresponding measObject concerns E-UTRA:
4>	if the reportSFTD-Meas is set to true:
5>	consider the E-UTRA PSCell to be applicable;
2>	else if the corresponding reportConfig includes a reportType set to cli-Periodical or cli-EventTriggered:
3>	consider all CLI measurement resources included in the corresponding measObject to be applicable;
2>	else if the corresponding reportConfig includes a reportType set to rxTxPeriodical:
3>	consider all Rx-Tx time difference measurement resources included in the corresponding measObject to be applicable;
2>	if the corresponding reportConfig concerns the reporting for NR sidelink communication (i.e. reportConfigNR-SL):
3>	consider the transmission resource pools indicated by the tx-PoolMeasToAddModList defined within the VarMeasConfig for this measId to be applicable;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if useT312 is set to true in reportConfig for this event:
4>	if T310 for the corresponding SpCell is running; and
4>	if T312 is not running for corresponding SpCell:
5>	start timer T312 for the corresponding SpCell with the value of T312 configured in the corresponding measObjectNR;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if useT312 is set to true in reportConfig for this event:
4>	if T310 for the corresponding SpCell is running; and
4>	if T312 is not running for corresponding SpCell:
5>	start timer T312 for the corresponding SpCell with the value of T312 configured in the corresponding measObjectNR;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	if reportOnLeave is set to true for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable L2 U2N Relay UEs for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first L2 U2N Relay UE triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned L2 U2N Relay UE(s) in the relaysTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable L2 U2N Relay UEs not included in the relaysTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent L2 U2N Relay UE triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned L2 U2N Relay UE(s) in the relaysTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the L2 U2N Relay UEs included in the relaysTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned L2 U2N Relay UE(s) in the relaysTriggeredList defined within the VarMeasReportList for this measId;
3>	if reportOnLeave is set to true for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the relaysTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include an measurement reporting entry for this measId (a first transmission resource pool triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable transmission resource pools not included in the poolsTriggeredList for all measurements taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent transmission resource pool triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more applicable transmission resource pools included in the poolsTriggeredList defined within the VarMeasReportList for this measId for all measurements taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned transmission resource pool(s) in the poolsTriggeredList defined within the VarMeasReportList for this measId;
3>	if the poolsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running
2>	else if the reportType is set to eventTriggered and if the eventId is set to eventD1 and if the entering condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled during timeToTrigger defined within the VarMeasConfig for this event:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
NOTE 1:	Void.
2>	if reportType is set to periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	if the corresponding reportConfig includes measRSSI-ReportConfig:
4>	initiate the measurement reporting procedure as specified in 5.5.5 immediately when RSSI sample values are reported by the physical layer after the first L1 measurement duration;
3>	else if the corresponding reportConfig includes the ul-DelayValueConfig:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided from lower layers of the associated DRB identity;
3>	else if the corresponding reportConfig includes the ul-ExcessDelayConfig:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after a first measurement result is provided from lower layers of the associated DRB identity(ies) according to the configured threshold per DRB identity(ies);
3>	else if the reportAmount exceeds 1:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell or for the serving L2 U2N Relay UE (if the UE is acting as L2 U2N Remote UE);
3>	else (i.e. the reportAmount is equal to 1):
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell and for the strongest cell among the applicable cells, or for the NR SpCell and for the strongest L2 U2N Relay UEs among the applicable L2 U2N Relay UEs; or initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the serving L2 U2N Relay UE and for the strongest cell among the applicable cells (if the UE is acting as L2 U2N Remote UE);
2>	if, in case the corresponding reportConfig concerns the reporting for NR sidelink communication, reportType is set to periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell and CBR measurement results become available;
2>	if the reportType is set to cli-EventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable CLI measurement resources for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first CLI measurement resource triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned CLI measurement resource(s) in the cli-TriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to cli-EventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more CLI measurement resources not included in the cli-TriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent CLI measurement resource triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned CLI measurement resource(s) in the cli-TriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	else if the reportType is set to cli-EventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the CLI measurement resources included in the cli-TriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned CLI measurement resource(s) in the cli-TriggeredList defined within the VarMeasReportList for this measId;
3>	if reportOnLeave is set to true for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cli-TriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
2>	if reportType is set to cli-Periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for at least one CLI measurement resource;
2>	if reportType is set to rxTxPeriodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
2>	if the corresponding reportConfig includes a reportType is set to reportSFTD:
3>	if the corresponding measObject concerns NR:
4>	if the drx-SFTD-NeighMeas is included:
5>	if the quantity to be reported becomes available for each requested pair of PCell and NR cell:
6>	stop timer T322;
6>	initiate the measurement reporting procedure, as specified in 5.5.5;
4>	else
5>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for each requested pair of PCell and NR cell or the maximal measurement reporting delay as specified in TS 38.133 [14];
3>	else if the corresponding measObject concerns E-UTRA:
4>	initiate the measurement reporting procedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the pair of PCell and E-UTRA PSCell or the maximal measurement reporting delay as specified in TS 38.133 [14];
2>	if reportType is set to reportCGI:
3>	if the UE acquired the SIB1 or SystemInformationBlockType1 for the requested cell; or
3>	if the UE detects that the requested NR cell is not transmitting SIB1 (see TS 38.213 [13], clause 13):
4>	stop timer T321;
4>	include a measurement reporting entry within the VarMeasReportList for this measId;
4>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	upon the expiry of T321 for this measId:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
2>	upon the expiry of T322 for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5.

<NEXT CHANGE>
[bookmark: _Toc60776901][bookmark: _Toc100929724]5.5.5.1	General


Figure 5.5.5.1-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful AS security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	for each serving cell configured with servingCellMO:
2>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
3>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
2>	else:
3>	if SSB based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
3>	else if CSI-RS based serving cell measurements are available:
4>	set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
1>	set the servCellId within measResultServingMOList to include each NR serving cell that is configured with servingCellMO, if any;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
2>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>	for each measObjectId referenced in the measIdList which is also referenced with servingCellMO, other than the measObjectId corresponding with the measId that triggered the measurement reporting:
3>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
4>	set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each best non-serving cell included in the measurement report:
6>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if the reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5, or eventB1, or eventB2:
2>	if the UE is in NE-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListEUTRA-SCG to include an entry for each E-UTRA SCG serving frequency with the following:
4>	include carrierFreq of the E-UTRA serving frequency;
4>	set the measResultServingCell to include the available measurement quantities that the UE is configured to measure by the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	set the measResultServFreqListEUTRA-SCG to include within measResultBestNeighCell the quantities of the best non-serving cell, based on RSRP, on the concerned serving frequency;
1>	if reportConfig associated with the measId that triggered the measurement reporting is set to eventTriggered and eventID is set to eventA3, or eventA4, or eventA5:
2>	if the UE is in NR-DC and the measurement configuration that triggered this measurement report is associated with the MCG:
3>	set the measResultServFreqListNR-SCG to include for each NR SCG serving cell that is configured with servingCellMO, if any, the following:
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes rsType:
5>	if the serving cell measurements based on the rsType included in the reportConfig that triggered the measurement report are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on the rsType included in the reportConfig that triggered the measurement report;
4>	else:
5>	if SSB based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on SSB;
5>	else if CSI-RS based serving cell measurements are available according to the measurement configuration associated with the SCG:
6>	set the measResultServingCell within measResultServFreqListNR-SCG to include RSRP, RSRQ and the available SINR of the serving cell, derived based on CSI-RS;
4>	if results for the serving cell derived based on SSB are included:
5>	include the ssbFrequency to the value indicated by ssbFrequency as included in the MeasObjectNR of the serving cell;
4>	if results for the serving cell derived based on CSI-RS are included:
5>	include the refFreqCSI-RS to the value indicated by refFreqCSI-RS as included in the MeasObjectNR of the serving cell;
4>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
5>	for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
4>	if reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
5>	if the measObjectNR indicated by the servingCellMO includes the RS resource configuration corresponding to the rsType indicated in the reportConfig:
6>	set the measResultBestNeighCellListNR within measResultServFreqListNR-SCG to include one entry with the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR, where availability is considered according to the measurement configuration associated with the SCG;
7>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:
8>	for each best non-serving cell included in the measurement report:
9>	include beam measurement information according to the associated reportConfig as described in 5.5.5.2, where availability is considered according to the measurement configuration associated with the SCG;
1>	if the measRSSI-ReportConfig is configured within the corresponding reportConfig for this measId:
2>	set the rssi-Result to the linear average of sample value(s) provided by lower layers in the reportInterval;
2>	set the channelOccupancy to the rounded percentage of sample values which are beyond the channelOccupancyThreshold within all the sample values in the reportInterval;
1>	if the UE is connected with a L2 U2N Relay UE via PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
2>	set the sl-MeasResultServingRelay to include the SL-RSRP of the serving L2 U2N Relay UE;
NOTE 1:	In case of no data transmission from L2 U2N Relay UE to L2 U2N Remote UE, it is left to UE implementation whether to use SL-RSRP or SD-RSRP when setting the sl-MeasResultServingRelay of the serving L2 U2N Relay UE.
1>	if there is at least one applicable neighbouring cell to report:
2>	if the reportType is set to eventTriggered or periodical:
3>	if the measurement report concerns the candidate L2 U2N Relay UE: 
4>	set the sl-MeasResultCandRelay to include the best candidate L2 U2N Relay UEs up to maxReportCells in accordance with the following:
5>	if the reportType is set to eventTriggered:
6>	include the L2 U2N Relay UEs included in the relaysTriggeredList as defined within the VarMeasReportList for this measId;
5>	else:
6>	include the applicable L2 U2N Relay UEs for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
3>	else:
4>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
5>	if the reportType is set to eventTriggered:
6>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
5>	else:
6>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
3>	for each cell that is included in the measResultNeighCells, include the physCellId;
3>	for each L2 U2N Relay UE that is included in the sl-MeasResultsCandRelay, include the sl-RelayUEIdentity;
3>	if the reportType is set to eventTriggered or periodical:
4>	for each included cell/L2 U2N Relay UE, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
5>	if the measObject associated with this measId concerns NR:
6>	if rsType in the associated reportConfig is set to ssb:
7>	set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
7>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>	else if rsType in the associated reportConfig is set to csi-rs:
7>	set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
7>	if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
5>	if the measObject associated with this measId concerns E-UTRA:
6>	set the measResult to include the quantity(ies) indicated in the reportQuantity within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns UTRA-FDD and if ReportConfigInterRAT includes the reportQuantityUTRA-FDD:
6>	set the measResult to include the quantity(ies) indicated in the reportQuantityUTRA-FDD within the concerned reportConfigInterRAT in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best cell is included first;
5>	if the measObject associated with this measId concerns L2 U2N Relay UE:
6>	set the measResult to include the quantity(ies) indicated in the reportQuantityRelay within the concerned reportConfigRelay in decreasing order of the sorting quantity, determined as specified in 5.5.5.3, i.e. the best L2 U2N Relay UE is included first;
2>	else:
3>	if the cell indicated by cellForWhichToReportCGI is an NR cell:
4>	if plmn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the plmn-IdentityInfoList including plmn-IdentityList, trackingAreaCode (if available), ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the plmn-IdentityInfoList;
5>	include frequencyBandList if available;
4>	if nr-CGI-Reporting-NPN is supported by the UE and npn-IdentityInfoList of the cgi-Info for the concerned cell has been obtained:
5>	include the npn-IdentityInfoList including npn-IdentityList, trackingAreaCode, ranac (if available), cellIdentity and cellReservedForOperatorUse for each entry of the npn-IdentityInfoList;
5>	include cellReservedForOtherUse if available;
4>	else if MIB indicates the SIB1 is not broadcast:
5>	include the noSIB1 including the ssb-SubcarrierOffset and pdcch-ConfigSIB1 obtained from MIB of the concerned cell;
3>	if the cell indicated by cellForWhichToReportCGI is an E-UTRA cell:
4>	if all mandatory fields of the cgi-Info-EPC for the concerned cell have been obtained:
5>	include in the cgi-Info-EPC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to EPC;
4>	if the UE is E-UTRA/5GC capable and all mandatory fields of the cgi-Info-5GC for the concerned cell have been obtained:
5>	include in the cgi-Info-5GC the fields broadcasted in E-UTRA SystemInformationBlockType1 associated to 5GC;
4>	if the mandatory present fields of the cgi-Info for the cell indicated by the cellForWhichToReportCGI in the associated measObject have been obtained:
5>	include the freqBandIndicator;
5>	if the cell broadcasts the multiBandInfoList, include the multiBandInfoList;
5>	if the cell broadcasts the freqBandIndicatorPriority, include the freqBandIndicatorPriority;
1>	if the corresponding measObject concerns NR:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigNR for this measId:
3>	set the measResultSFTD-NR in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrp-Result to the RSRP of the NR PSCell derived based on SSB;
2>	else if the reportSFTD-NeighMeas is included within the corresponding reportConfigNR for this measId:
3>	for each applicable cell which measurement results are available, include an entry in the measResultCellListSFTD-NR and set the contents as follows:
4>	set physCellId to the physical cell identity of the concerned NR neighbour cell.
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true:
5>	set rsrp-Result to the RSRP of the concerned cell derived based on SSB;
1>	else if the corresponding measObject concerns E-UTRA:
2>	if the reportSFTD-Meas is set to true within the corresponding reportConfigInterRAT for this measId:
3>	set the measResultSFTD-EUTRA in accordance with the following:
4>	set sfn-OffsetResult and frameBoundaryOffsetResult to the measurement results provided by lower layers;
4>	if the reportRSRP is set to true;
5>	set rsrpResult-EUTRA to the RSRP of the EUTRA PSCell;
1>	if average uplink PDCP delay values are available:
2>	set the ul-PDCP-DelayValueResultList to include the corresponding average uplink PDCP delay values;
1>	if PDCP excess delay measurements are available:
2>	set the ul-PDCP-ExcessDelayResultList to include the corresponding PDCP excess delay measurements;
1>	if the includeCommonLocationInfo is configured in the corresponding reportConfig for this measId and detailed location information that has not been reported is available, set the content of commonLocationInfo of the locationInfo as follows:
2>	include the locationTimestamp;
2>	include the locationCoordinate, if available;
2>	include the velocityEstimate, if available;
2>	include the locationError, if available;
2>	include the locationSource, if available;
2>	if available, include the gnss-TOD-msec,
1>	if the includeWLAN-Meas is configured in the corresponding reportConfig for this measId, set the wlan-LocationInfo of the locationInfo in the measResults as follows:
2>	if available, include the LogMeasResultWLAN, in order of decreasing RSSI for WLAN APs;
1>	if the includeBT-Meas is configured in the corresponding reportConfig for this measId, set the BT-LocationInfo of the locationInfo in the measResults as follows:
2>	if available, include the LogMeasResultBT, in order of decreasing RSSI for Bluetooth beacons;
1>	if the includeSensor-Meas is configured in the corresponding reportConfig for this measId, set the sensor-LocationInfo of the locationInfo in the measResults as follows:
2>	if available, include the sensor-MeasurementInformation;
2>	if available, include the sensor-MotionInformation;
1>	if there is at least one applicable transmission resource pool for NR sidelink communication (for measResultsSL):
2>	set the measResultsListSL to include the CBR measurement results in accordance with the following:
3>	if the reportType is set to eventTriggered:
4>	include the transmission resource pools included in the poolsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable transmission resource pools for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
3>	if the corresponding measObject concerns NR sidelink communication, then for each transmission resource pool to be reported:
4>	set the sl-poolReportIdentity to the identity of this transmission resource pool;
4>	set the sl-CBR-ResultsNR to the CBR measurement results on PSSCH and PSCCH of this transmission resource pool provided by lower layers, if available;
NOTE 1:	Void.
1>	if there is at least one applicable CLI measurement resource to report:
2>	if the reportType is set to cli-EventTriggered or cli-Periodical:
3>	set the measResultCLI to include the most interfering SRS resources or most interfering CLI-RSSI resources up to maxReportCLI in accordance with the following:
4>	if the reportType is set to cli-EventTriggered:
5>	if trigger quantity is set to srs-RSRP i.e. i1-Threshold is set to srs-RSRP:
6>	include the SRS resource included in the cli-TriggeredList as defined within the VarMeasReportList for this measId;
5>	if trigger quantity is set to cli-RSSI i.e. i1-Threshold is set to cli-RSSI:
6>	include the CLI-RSSI resource included in the cli-TriggeredList as defined within the VarMeasReportList for this measId;
4>	else:
5>	if reportQuantityCLI is set to srs-rsrp:
6>	include the applicable SRS resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
5>	else:
6>	include the applicable CLI-RSSI resources for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
4>	for each SRS resource that is included in the measResultCLI:
5>	include the srs-ResourceId;
5>	set srs-RSRP-Result to include the layer 3 filtered measured results in decreasing order, i.e. the most interfering SRS resource is included first;
4>	for each CLI-RSSI resource that is included in the measResultCLI:
5>	include the rssi-ResourceId;
5>	set cli-RSSI-Result to include the layer 3 filtered measured results in decreasing order, i.e. the most interfering CLI-RSSI resource is included first;
1>	if there is at least one applicable UE Rx-Tx time difference measurement to report:
2>	set measResultRxTxTimeDiff to the latest measurement result;
Editor's note (IIoT): It is assumed (without explicit RAN2 agreements) that only the latest measurement is included in the report, e.g., no filtered measurement, no multiple measurement reports. Proponent companies for other measurement reporting can bring discussion paper in the maintenance phase.
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical or cli-Periodical or rxTxPeriodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1>	if the measurement reporting was configured by a sl-ConfigDedicatedNR received within the RRCConnectionReconfiguration:
2>	submit the MeasurementReport message to lower layers for transmission via SRB1, embedded in E-UTRA RRC message ULInformationTransferIRAT as specified TS 36.331 [10], clause 5.6.28;
1>	else if the UE is in (NG)EN-DC:
2>	if SRB3 is configured and the SCG is not deactivated:
3>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
2>	else:
3>	submit the MeasurementReport message via E-UTRA embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else if the UE is in NR-DC:
2>	if the measurement configuration that triggered this measurement report is associated with the SCG:
3>	if SRB3 is configured and the SCG is not deactivated:
4>	submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
3>	else:
4>	submit the MeasurementReport message via SRB1 embedded in NR RRC message ULInformationTransferMRDC as specified in 5.7.2a.3;
2>	else:
3>	submit the MeasurementReport message via SRB1 to lower layers for transmission, upon which the procedure ends;
1>	else:
2>	submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

[bookmark: _Toc100929843]<NEXT CHANGE>
5.8.3.2	Initiation
A UE capable of NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation that is in RRC_CONNECTED may initiate the procedure to indicate it is (interested in) receiving or transmitting NR sidelink communication or NR sidelink discovery or NR sidelink U2N relay operation in several cases including upon successful connection establishment or resuming, upon change of interest, upon changing QoS profiles, upon receiving UECapabilityInformationSidelink from the associated peer UE, upon RLC mode information updated from the associated peer UE or upon change to a PCell providing SIB12 including sl-ConfigCommonNR. A UE capable of NR sidelink communication may initiate the procedure to request assignment of dedicated sidelink DRB configuration and transmission resources for NR sidelink communication transmission. A UE capable of NR sidelink communication may initiate the procedure to report to the network that a sidelink radio link failure or sidelink RRC reconfiguration failure has been declared. A UE capable of NR sidelink discovery may initiate the procedure to request assignment of dedicated resources for sidelink discovery transmission or sidelink discovery reception. A UE capable of U2N relay operation may initiate the procedure to report/update parameters for acting as U2N Relay UE or U2N Remote UE (including L2 Remote UE's source L2 ID).
A UE capable of NR sidelink communication that is in RRC_CONNECTED may initiate the procedure to report the sidelink DRX configuration received from the associated peer UE for NR sidelink unicast communication, upon accepting the sidelink DRX configuration from the associated peer UE. A UE capable of NR sidelink communication that is in RRC_CONNECTED and is performing sidelink operation with resource allocation mode 1 may initiate the procedure to report the sidelink DRX assistance information received from the associated peer UE for NR sidelink unicast communication, upon receiving sidelink DRX assistance information from the associated peer UE.
An RX UE capable of NR sidelink communication that is in RRC_CONNECTED may initiate the procedure to report the Destination Layer-2 ID and QoS profile associated with its interested services that sidelink DRX is applied, for NR sidelink groupcast or broadcast communication.
Upon initiating this procedure, the UE shall:
1>	if SIB12 including sl-ConfigCommonNR is provided by the PCell:
2>	ensure having a valid version of SIB12 for the PCell;
2>	if configured by upper layers to receive NR sidelink communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqList; or if the frequency configured by upper layers to receive NR sidelink communication on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication reception frequency of interest in accordance with 5.8.3.3;
3>	if the UE received a sidelink DRX configuration for NR sidelink unicast communication from the associated peer UE and the UE accepted the sidelink DRX configuration:
4>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX configuration in accordance with 5.8.3.3;
3>	if the UE is an RX UE for NR sidelink groupcast or broadcast communication and is interested in a service that sidelink DRX is applied:
4>	initiate transmission of the SidelinkUEInformationNR message to report the Destination Layer-2 ID and QoS profile associated with the service in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink communication reception in accordance with 5.8.3.3;
2>	if configured by upper layers to transmit NR sidelink communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqList; or if the information carried by the sl-TxResourceReqList has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink communication transmission resources required by the UE in accordance with 5.8.3.3;
3>	if the UE received a sidelink DRX assistance information for NR sidelink unicast communication from the associated peer UE:
4>	initiate transmission of the SidelinkUEInformationNR message to report the sidelink DRX assistance information in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqList:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink communication transmission resources in accordance with 5.8.3.3.
2>	if configured by upper layer to receive NR sidelink non-relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink discovery announcements on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink discovery announcements reception in accordance with 5.8.3.3;
2>	if configured by upper layer to receive NR sidelink L2 U2N relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to receive NR sidelink L3 U2N relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case of L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-RxInterestedFreqListDisc; or if the frequency configured by upper layers to receive NR sidelink discovery announcements on has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is (capable of) acting as U2N Relay UE operation, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink discovery reception frequency of interest in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-RxInterestedFreqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it is no longer interested in NR sidelink discovery announcements reception in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink non-relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-NonRelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-NonRelayDiscovery; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink non-relay discovery announcements resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink non-relay discovery announcements resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink L2 U2N relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay; or if configured by upper layer to transmit NR sidelink L3 U2N relay discovery announcements on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is (capable of) acting as U2N Relay UE operation, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay discovery announcements resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay discovery announcements resources in accordance with 5.8.3.3;
2>	if configured by upper layer to transmit NR sidelink L2 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L2U2N-Relay or if configured by upper layer to transmit NR sidelink L3 U2N relay communication on the frequency included in sl-FreqInfoList in SIB12 of the PCell including sl-L3U2N-RelayDiscovery:
3>	if the UE did not transmit a SidelinkUEInformationNR message since last entering RRC_CONNECTED state; or
3>	if since the last time the UE transmitted a SidelinkUEInformationNR message the UE connected to a PCell not providing SIB12 including sl-ConfigCommonNR or connected to a PCell providing SIB12 but not including sl-L2U2N-Relay in case L2 U2N relay operation or connected to a PCell providing SIB12 but not including sl-L3U2N-RelayDiscovery in case of L3 U2N relay operation; or
3>	if the last transmission of the SidelinkUEInformationNR message did not include sl-TxResourceReqListDisc; or if the information carried by the sl-TxResourceReqListDisc has changed since the last transmission of the SidelinkUEInformationNR message:
4>	if the UE is (capable of) acting as U2N Relay UE operation, and if SIB12 includes sl-RelayUE-ConfigCommon, and if the U2N Relay UE threshold conditions as specified in 5.8.14.2 are met; or
4>	if the UE is selecting a U2N Relay UE / has a selected U2N Relay UE, and if SIB12 includes sl-RemoteUE-ConfigCommon, and if the U2N Remote UE threshold conditions as specified in 5.8.15.2 are met:
5>	initiate transmission of the SidelinkUEInformationNR message to indicate the NR sidelink relay discovery announcements resources required by the UE in accordance with 5.8.3.3;
2>	else:
3>	if the last transmission of the SidelinkUEInformationNR message included sl-TxResourceReqListDisc:
4>	initiate transmission of the SidelinkUEInformationNR message to indicate it no longer requires NR sidelink relay discovery announcements resources in accordance with 5.8.3.3;

<NEXT CHANGE>
[bookmark: _Toc60777045][bookmark: _Toc100929880]5.8.9.3	Sidelink radio link failure related actions
The UE shall:
1>	upon indication from sidelink RLC entity that the maximum number of retransmissions for a specific destination has been reached; or
1>	upon T400 expiry for a specific destination; or
1>	upon indication from MAC entity that the maximum number of consecutive HARQ DTX for a specific destination has been reached; or
1>	upon integrity check failure indication from sidelink PDCP entity concerning SL-SRB2 or SL-SRB3 for a specific destination:
2>	consider sidelink radio link failure to be detected for this destination;
2>	release the DRBs of this destination if configured, in according to clause 5.8.9.1a.1;
2>	release the SRBs of this destination, in according to clause 5.8.9.1a.3;
2>	release the PC5 Relay RLC channels of this destination if configured, in according to clause 5.8.9.7.1;
2>	discard the NR sidelink communication related configuration of this destination;
2>	reset the sidelink specific MAC of this destination;
2>	consider the PC5-RRC connection is released for the destination;
2>	indicate the release of the PC5-RRC connection to the upper layers for this destination (i.e. PC5 is unavailable);
2>	if UE is in RRC_CONNECTED:
3>	if the UE is connected with a L2 U2N Relay UE via the PC5-RRC connection (i.e. the UE is acting as L2 U2N Remote UE):
4>	initiate the RRC connection re-establishment procedure as specified in 5.3.7.
3>	else:
4>	perform the sidelink UE information for NR sidelink communication procedure, as specified in 5.8.3.3;
NOTE:	It is up to UE implementation on whether and how to indicate to upper layers to maintain the keep-alive procedure [55].
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[bookmark: _Toc36810272][bookmark: _Toc36566841][bookmark: _Toc46483369][bookmark: _Toc36939289][bookmark: _Toc29343581][bookmark: _Toc46482135][bookmark: _Toc29342442][bookmark: _Toc37082269][bookmark: _Toc36846636][bookmark: _Toc46480901][bookmark: _Toc20487147][bookmark: _Toc76472804]5.8.14.1	General
This procedure is used by a UE supporting capable of NR sidelink U2N Relay UE operation configured by upper layers to receive/ transmit NR sidelink discovery messages to evaluate AS layer conditions.
5.8.14.2	NR sidelink U2N Relay UE threshold conditions
A UE capable of NR sidelink U2N Relay UE operation shall:
1>	if the threshold conditions specified in this clause were not met:
2>	if threshHighRelay is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshHighRelay by hystMaxRelay if configured; and
2>	if threshLowRelay is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshLowRelay by hystMinRelay if configured:
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshHighRelay if configured; or
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshLowRelay if configured;
3>	consider the threshold conditions not to be met (leave);
5.8.15.1	General
This procedure is used by a UE supporting capable of NR sidelink U2N Remote UE operation configured by upper layers to receive/ transmit NR sidelink discovery message to evaluate AS layer conditions.
5.8.15.2	NR Sidelink U2N Remote UE threshold conditions
A UE capable of NR sidelink U2N Remote UE operation shall:
1>	if the threshold conditions specified in this clause were not met:
2>	if threshHighRemote is not configured; or the RSRP measurement of the PCell, or the cell on which the UE camps, is below threshHighRemote by hystMaxRemote if configured, or
2> if the UE has no suitable cell:
3>	consider the threshold conditions to be met (entry);
1>	else:
2>	if the RSRP measurement of the PCell, or the cell on which the UE camps, is above threshHighRemote if configured:
3>	consider the threshold conditions not to be met (leave);
5.8.15.3	Selection and reselection of NR sidelink U2N Relay UE
A UE capable of NR sidelink U2N Remote UE operation that is configured by upper layers to search for a NR sidelink U2N Relay UE shall:
1>	if the UE has no suitable cell; or
1>	if the RSRP measurement of the cell on which the UE camps (for UE capable of L2 and or L3 U2N Remote UE operation in RRC_IDLE or RRC_INACTIVE)/ the PCell (for UE capable of L3 U2N Remote UE operation in RRC_CONNECTED) is below threshHighRemote within sl-remoteUE-Config:
2>	if the UE does not have a selected NR sidelink U2N Relay UE; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and SL-RSRP of the currently selected NR sidelink U2N Relay UE is available and is below sl-RSRP-Thresh; or 
2>	if the UE has a selected NR sidelink U2N Relay UE, and SL-RSRP of the currently selected NR sidelink U2N Relay UE is not available, and SD-RSRP of the currently selected U2N Relay UE is below sl-RSRP-Thresh; or 
NOTE 1:	U2N Remote UE uses SL-RSRP measurements for relay reselection trigger evaluation when there is data transmission from U2N Relay UE to U2N Remote UE, and it is left to UE implementation whether to use SL-RSRP or SD-RSRP for relay reselection trigger evaluation in case of no data transmission from U2N Relay UE to U2N Remote UE. If SD-RSRP is used, the discovery procedure will be preformed between the U2N Remote UE and the selected U2N Relay UE.
2>	if the UE has a selected NR sidelink U2N Relay UE, and upper layers indicate not to use the currently selected NR sidelink U2N Relay UE; or 
2>	if the UE has a selected NR sidelink U2N Relay UE, and upper layers request the release of the PC5-RRC connection or when AS layer releases the the PC5-RRC connection with the currently selected U2N Relay UE as specified in clause 5.8.9.5; or
2>	if the UE has a selected NR sidelink U2N Relay UE, and sidelink radio link failure is detected on the PC5-RRC connection with the current U2N Relay UE as specified in clause 5.8.9.3:
3>	perform NR sidelink discovery procedure as specified in clause 5.8.13 in order to search for candidate NR sidelink U2N Relay UEs;
4>	when evaluating the one or more detected NR sidelink U2N Relay UEs, apply layer 3 filtering as specified in 5.5.3.2 across measurements that concern the same U2N Relay UE ID and using the sl-FilterCoefficient-RSRP in SystemInformationBlockType12 (in coverage) or the preconfigured sl-FilterCoefficient-RSRP as defined in 9.3 (out of coverage), before using the SD-RSRP measurement results;
4>	select a candidate NR sidelink U2N Relay UE for which SD-RSRP exceeds sl-RSRP-Thresh by sl-HystMin;
NOTE 2:	If multiple suitable candidate Relay UEs which meet all AS-layer & higher layer criteria are available, it is up to Remote UE implementation to choose one Relay UE. The details of the interaction with upper layers are up to UE implementation.
3>	if the UE did not detect any candidate NR sidelink U2N Relay UE which SD-RSRP exceeds sl-RSRP-Thresh by sl-HystMin:
4>	consider no NR sidelink U2N Relay UE to be selected;
NOTE 3:	For UE capable of L2 U2N Remote UEs operation in RRC_IDLE/INACTIVE and UE capable of L3 U2N Remote UEs operation, the cell (re)selection procedure and relay (re)selection procedure run independently. If both suitable cells and suitable U2N Relay UEs are available, it is up to U2N Remote UE implementation to select either a cell or a U2N Relay UE. Furthermore, L3 U2N Remote UE's selection on both cell and U2N Relay UE is also based on UE implementation for UE capable of L3 U2N remote UE operation.

<END OF CHANGE>
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