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1. Overall Description:

[bookmark: _Hlk96957229]RAN1 has continued to discuss the Rel-17 RAN1 UE features list for LTE and would like to share the latest version with RAN2 in the attachment R1-2202925. Note that in the attached version of the Rel. 17 LTE UE features list, it is RAN1’s understanding that an open issue without yellow highlighting has no ASN.1 impact.

In addition, RAN1 reached following agreements for NB_IOTenh4_LTE_eMTC6:
	Agreement
· The type for the Rel-17 features (i.e., FGs 1-1/1-2/1-3/1-4) is “Per UE” from RAN1 perspective. 
· It is RAN1’s view that it shall be possible for the UE to report support of the above features for TN, while not supporting them for NTN (and vice-versa). The details of this report are up to RAN2. 
· Send an LS to RAN4 to ask whether 1-1/1-2 should be “per band”
Agreement
LS on UE capability for 16QAM for NB-IoT is endorsed in R1-2202893



In addition, RAN1 reached following agreement for LTE_terr_bcast_bands_part1:
	Agreement 
· For different bandwidths for PMCH, 
· RAN1 defines separate UE capabilities for 6MHz, 7MHz and 8MHz
· RAN1 indicates to RAN4 that, UE has to indicate support for all the allowed bandwidths among 6MHz, 7MHz and 8MHz for PMCH for a certain band for a certain region (for those regions and bands where regulatory requirements allow multiple bandwidths among 6/7/8MHz)
· Add a note (in the “Notes” column) saying:  NOTE: This capability is sent to a unicast eNB, and indicates whether the UE in RRC_CONNECTED supports MBMS reception via MBSFN from MBMS-dedicated cells in an MBSFN area with 6/7/8MHz.




2. Actions:
To RAN WG2
ACTION: RAN1 kindly asks RAN2 to take into account the RAN1 LTE UE features in the attachment for designing corresponding capability signalling in Rel.17.

To RAN WG4
ACTION: RAN1 kindly asks RAN4 to take the above information into account for their future discussion.

3. Date of Next RAN WG1 Meetings:
TSG-RAN WG1 Meeting #109-e				May 9 to May 20, 2022		E-meeting


