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	Reason for change:
	1. [O006] Since 5.3.5.5.7 is used upon RRC Setup reception, the reading of T300 should happen before 5.3.5.5.7 (after entering RRC_CONNECTED state) during SIB reading.
2. [O007] Since 5.3.5.5.7 is used upon RRC Setup reception, the reading of T319 should happen before 5.3.5.5.7 (after entering RRC_CONNECTED state) during SIB reading.
3. [O008] The acquisition of T311 should be of legacy operation, i.e., it can be also acquired via rlf-TimersAndConstants in SpCellConfig
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6. [O054] Given the establishment based RLC1 setup procedure, the RLC0 based RLC1 setup procedure seems redundant.
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5. [O011] Misunderstanding that T319 reading happens during 5.3.5.11.
6. [O054] useless spec for the RLC0-triggered RLC1 setup procedure
7. [O900] The applying of sl-RLC-ChannelToReleaseList-PC5, sl-RLC-ChannelToAddModList-PC5 is after the delivery of complete message, which is not aligned with other configuration. It is not justified why there is such gap.
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[bookmark: _Toc100929567][bookmark: _Toc60777428][bookmark: _Toc83740384]5.3.5.5.7	SpCell Configuration
The UE shall:
1>	if the UE is connected with a L2 U2N Relay UE via the PC5-RRC connection (i.e. the UE is a L2 U2N Remote UE):
2>	use values for timers T300, T301 and T319 as included in ue-TimersAndConstants-RemoteUE received in SIB1;
2>	if the SpCellConfig contains the rlf-TimersAndConstants:
3>	configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;
2>	else if rlf-TimersAndConstants is not configured for this cell group:
23>	use value for timers T311, as included in ue-TimersAndConstants received in SIB1;
1>	else
2>	if the SpCellConfig contains the rlf-TimersAndConstants:
3>	configure the RLF timers and constants for this cell group as specified in 5.3.5.5.6;
2>	else if rlf-TimersAndConstants is not configured for this cell group:
3>	if any DAPS bearer is configured:
4>	use values for timers T301, T310, T311 and constants N310, N311 for the target cell group, as included in ue-TimersAndConstants received in SIB1;
3>	else
4>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
2>	if the SpCellConfig contains spCellConfigDedicated:
3>	configure the SpCell in accordance with the spCellConfigDedicated;
3>	consider the bandwidth part indicated in firstActiveUplinkBWP-Id if configured to be the active uplink bandwidth part;
3>	consider the bandwidth part indicated in firstActiveDownlinkBWP-Id if configured to be the active downlink bandwidth part or the bandwidth part for Radio Link Monitoring, Beam Failure Detection and measurements if the SpCellConfig is included in an RRCReconfiguration message contained in an NR or E-UTRA RRC message indicating that the SCG is deactivated;
3>	if any of the reference signal(s) that are used for radio link monitoring are reconfigured by the received spCellConfigDedicated:
4>	stop timer T310 for the corresponding SpCell, if running;
4>	stop timer T312 for the corresponding SpCell, if running;
4>	reset the counters N310 and N311.
1>	if the SpCellConfig contains the lowMobilityEvaluationConnected:
2>	the UE may perform the evaluation of the low mobility criterion for this cell group as specified in 5.7.13.1;
1>	if the SpCellConfig contains the goodServingCellEvaluationRLM:
2>	the UE may perform the evaluation of the good serving cell quality criterion for this cell group as specified in 5.7.13.2;
1>	if the SpCellConfig contains the goodServingCellEvaluationBFD:
2>	the UE may perform the evaluation of the good serving cell quality criterion for this serving cell as specified in 5.7.13.2;

NEXT CHANGE
[bookmark: _Toc100929589]5.3.5.11	Full configuration
The UE shall:
1>	release/ clear all current dedicated radio configurations except for the following:
-	the MCG C-RNTI;
-	the AS security configurations associated with the master key;
-	the SRB1/SRB2 configurations and DRB/multicast MRB configurations as configured by radioBearerConfig or radioBearerConfig2.
NOTE 1:	Radio configuration is not just the resource configuration but includes other configurations like MeasConfig. Radio configuration also includes the RLC bearer configurations as configured by RLC-BearerConfig. In case NR-DC or NE-DC is configured, this also includes the entire NR or E-UTRA SCG configuration which are released according to the MR-DC release procedure as specified in 5.3.5.10.
NOTE 1a:	For NR sidelink communication, the radio configuration includes the sidelink RRC configuration received from the network, but does not include the sidelink RRC reconfiguration and sidelink UE capability received from other UEs via PC5-RRC. In addition, the UE considers the new NR sidelink configurations as full configuration, in case of state transition and change of system information used for NR sidelink communication.
NOTE 1b:	To establish the RLC bearer of SRB(s) after release due to fullConfig, the network can include the srb-Identity within srb-ToAddModList (i.e. the UE applies RLC default configuration) and/or provide rlc-BearerToAddModList of concerned SRB(s) explicitly.
-	the logged measurement configuration;
1>	if the spCellConfig in the masterCellGroup includes the reconfigurationWithSync:
2>	release/ clear all current common radio configurations;
2>	use the default values specified in 9.2.3 for timers T310, T311 and constants N310, N311;
1>	else (full configuration after re-establishment or during RRC resume):
2>	if the UE is connected with a L2 U2N Relay UE via the PC5-RRC connection (i.e. the UE is a L2 U2N Remote UE):
3>	use values for timers T300, T301 and T319 as included in ue-TimersAndConstants-RemoteUE received in SIB1;
3>	use value for timer T311, as included in ue-TimersAndConstants received in SIB1
2>	else:
3>	use values for timers T301, T310, T311 and constants N310, N311, as included in ue-TimersAndConstants received in SIB1;
1>	if no measConfigAppLayerId is included:
2>	inform upper layers about the release of all application layer measurement configurations;
2>	discard any received application layer measurement report from upper layers;
2>	consider itself not to be configured to send application layer measurement report.
1>	apply the default L1 parameter values as specified in corresponding physical layer specifications except for the following:
-	parameters for which values are provided in SIB1;
1>	apply the default MAC Cell Group configuration as specified in 9.2.2;
1>	for each srb-Identity value included in the srb-ToAddModList (SRB reconfiguration):
2>	establish an RLC entity for the corresponding SRB;
2>	apply the default SRB configuration defined in 9.2.1 for the corresponding SRB;
NOTE 2:	This is to get the SRBs (SRB1 and SRB2 for reconfiguration with sync and SRB2 for resume and reconfiguration after re-establishment) to a known state from which the reconfiguration message can do further configuration.
1>	for each pdu-Session that is part of the current UE configuration:
2>	release the SDAP entity (clause 5.1.2 in TS 37.324 [24]);
2>	release each DRB associated to the pdu-Session as specified in 5.3.5.6.4;
NOTE 3:	This will retain the pdu-Session but remove the DRBs including drb-identity of these bearers from the current UE configuration. Setup of the DRBs within the AS is described in clause 5.3.5.6.5 using the new configuration. The pdu-Session acts as the anchor for associating the released and re-setup DRB. In the AS the DRB re-setup is equivalent with a new DRB setup (including new PDCP and logical channel configurations).
1>	for each tmgi that is part of the current UE configuration:
2>	release the SDAP entity (clause 5.1.2 in TS 37.324 [24]);
2>	release each multicast MRB associated to the tmgi as specified in 5.3.5.6.6;
NOTE 4:	This will retain the tmgi but remove the multicast MRBs including mrb-identity of these bearers from the current UE configuration. Setup of the multicast MRBs within the AS is described in clause 5.3.5.6.7 using the new configuration. The tmgi acts as the anchor for associating the released and re-setup multicast MRB. In the AS the multicast MRB re-setup is equivalent with a new multicast MRB setup (including new PDCP and logical channel configurations).
1>	for each pdu-Session that is part of the current UE configuration but not added with same pdu-Session in the drb-ToAddModList:
2>	if the procedure was triggered due to reconfiguration with sync:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers after successful reconfiguration with sync;
2>	else:
3>	indicate the release of the user plane resources for the pdu-Session to upper layers immediately;
1>	for each tmgi that is part of the current UE configuration but not added with the same tmgi in the mrb-ToAddModList:
2>	if the procedure was triggered due to reconfiguration with sync:
3>	indicate the release of the user plane resources for the tmgi to upper layers after successful reconfiguration with sync;
2>	else:
3>	indicate the release of the user plane resources for the tmgi to upper layers immediately.

NEXT CHANGE
5.8.9.7.2	PC5 Relay RLC channel addition/modification
Upon PC5-RRC connection is established between the L2 U2N Relay UE and L2 U2N Relay UE, the L2 U2N Relay UE shall:
1>	apply RLC specified configuration of SL-RLC0 as specified in clause 9.1.1.4 and RLC default configuration of SL-RLC1 as specified in clause 9.2.4;
Upon reception of any message from a L2 U2N Remote UE via SL-RLC0, the L2 U2N Relay UE shall:
1>	apply RLC default configuration of SL-RLC1 as specified in clause 9.2.4;
For each sl-RLC-ChannelID-PC5 received in the sl-RLC-ChannelToAddModList-PC5 IE the UE shall:
1>	if the current configuration contains a sidelink RLC bearer with the received sl-RLC-ChannelID-PC5:
2>	reconfigure the sidelink RLC entity or entities in accordance with the received sl-RLC-ConfigPC5;
2>	reconfigure the sidelink logical channel in accordance with the received sl-MAC-LogicalChannelConfigPC5;
1>	else (a PC5 Relay RLC channel with the received sl-RLC-ChannelID-PC5 was not configured before):
2>	establish an sidelink RLC entity in accordance with the received sl-RLC-ConfigPC5;
2>	configure the sidelink MAC entity with a logical channel in accordance with the received sl-MAC-LogicalChannelConfigPC5.
NEXT CHANGE
[bookmark: _Toc60777028][bookmark: _Toc90650900]5.8.9.1.3	Reception of an RRCReconfigurationSidelink by the UE
The UE shall perform the following actions upon reception of the RRCReconfigurationSidelink:
1>	if the RRCReconfigurationSidelink includes the sl-ResetConfig:
2>	perform the sidelink reset configuration procedure as specified in 5.8.9.1.10;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToReleaseList:
2>	for each SLRB-PC5-ConfigIndex value included in the slrb-ConfigToReleaseList that is part of the current UE sidelink configuration;
3>	perform the sidelink DRB release procedure, according to sub-clause 5.8.9.1a.1;
1>	if the RRCReconfigurationSidelink includes the slrb-ConfigToAddModList:
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is not part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	apply the SL-PQFI included in sl-MappedQoS-FlowsToAddList;
3>	perform the sidelink DRB addition procedure, according to sub-clause 5.8.9.1a.2;
2>	for each slrb-PC5-ConfigIndex value included in the slrb-ConfigToAddModList that is part of the current UE sidelink configuration:
3>	if sl-MappedQoS-FlowsToAddList is included:
4>	add the SL-PQFI included in sl-MappedQoS-FlowsToAddList to the corresponding sidelink DRB;
3>	if sl-MappedQoS-FlowsToReleaseList is included:
4>	remove the SL-PQFI included in sl-MappedQoS-FlowsToReleaseList from the corresponding sidelink DRB;
3>	if the sidelink DRB release conditions as described in sub-clause 5.8.9.1a.1.1 are met:
4>	perform the sidelink DRB release procedure according to sub-clause 5.8.9.1a.1.2;
3>	else if the sidelink DRB modification conditions as described in sub-clause 5.8.9.1a.2.1 are met:
4>	perform the sidelink DRB modification procedure according to sub-clause 5.8.9.1a.2.2;
1>	if the RRCReconfigurationSidelink message includes the sl-MeasConfig:
2>	perform the sidelink measurement configuration procedure as specified in 5.8.10;
1>	if the RRCReconfigurationSidelink message includes the sl-CSI-RS-Config:
2>	apply the sidelink CSI-RS configuration;
1>	if the RRCReconfigurationSidelink message includes the sl-LatencyBoundCSI-Report:
2>	apply the configured sidelink CSI report latency bound;
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToReleaseList-PC5:
2>	for each SL-RLC-ChannelID value included in the sl-RLC-ChannelToReleaseList-PC5 that is part of the current UE sidelink configuration;
3>	perform the PC5 Relay RLC channel release procedure, according to sub-clause 5.8.9.7.1;
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToAddModList-PC5:
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModList-PC5 that is not part of the current UE sidelink configuration:
3>	perform the sidelink RLC channle addition procedure, according to sub-clause 5.8.9.7.2;
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModList-PC5 that is part of the current UE sidelink configuration:
3>	perform the PC5 Relay RLC channel modification procedure according to sub-clause 5.8.9.7.2;
1>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfigurationSidelink (i.e. sidelink RRC reconfiguration failure):
2>	continue using the configuration used prior to the reception of the RRCReconfigurationSidelink message;
2>	set the content of the RRCReconfigurationFailureSidelink message;
3>	submit the RRCReconfigurationFailureSidelink message to lower layers for transmission;
1>	else:
2>	set the content of the RRCReconfigurationCompleteSidelink message;
3>	submit the RRCReconfigurationCompleteSidelink message to lower layers for transmission;
NOTE 1:	When the same logical channel is configured with different RLC mode by another UE, the UE handles the case as sidelink RRC reconfiguration failure.
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToReleaseList-PC5:
2>	for each SL-RLC-ChannelID value included in the sl-RLC-ChannelToReleaseList-PC5 that is part of the current UE sidelink configuration;
3>	perform the PC5 Relay RLC channel release procedure, according to sub-clause 5.8.9.7.1;
1>	if the RRCReconfigurationSidelink includes the sl-RLC-ChannelToAddModList-PC5:
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModList-PC5 that is not part of the current UE sidelink configuration:
3>	perform the sidelink RLC channle addition procedure, according to sub-clause 5.8.9.7.2;
2>	for each sl-RLC-ChannelID-PC5 value included in the sl-RLC-ChannelToAddModList-PC5 that is part of the current UE sidelink configuration:
3>	perform the PC5 Relay RLC channel modification procedure according to sub-clause 5.8.9.7.2;

END OF CHANGE

