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[bookmark: _Ref488331639]Introduction
[bookmark: _Ref178064866]This is to discuss the following issue raised in [1]
Proposal 2	A new filter for sidelink is introduced in the capability enquiry so the UE reports the sidelink related band combinations only if the network asks for them.
Discussion
Apparently, this late change for R16 is NBC and thus not preferred.
Proposal 1 [bookmark: _Toc101689458]R2 not pursue NBC change for sidelink capability filter in R16.
So far, all R17 capability for eSL is either per-UE or per-band, except for 32-4 (for NR) and 4-4 (for LTE) is per-FS, which may cause some concern on signaling overhead.
Observation 1 [bookmark: _Toc101474671]Only 32-4 and 4-4 is per-FS, other FG:s are per-band.
Observation 2 32-4 is implemented using supportedBandCombinationListSidelinkEUTRA-NR-v17xy, and 4-4 can be implemented using v2x-SupportedBandCombinationListEUTRA-NR-v17xy.
Proposal 2 [bookmark: _Toc101689459]R2 discuss whether to introduce a filter in NR to enable / disable the report of supportedBandCombinationListSidelinkEUTRA-NR-v17xy, and a filter in LTE to enable / disable the report of v2x-SupportedBandCombinationListEUTRA-NR-v17xy.

Conclusion
We have the following proposals:
Proposal 1	R2 not pursue NBC change for sidelink capability filter in R16.
Proposal 2	R2 discuss whether to introduce a filter in NR to enable / disable the report of supportedBandCombinationListSidelinkEUTRA-NR-v17xy, and a filter in LTE to enable / disable the report of v2x-SupportedBandCombinationListEUTRA-NR-v17xy.
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