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1 Introduction

In this contribution, we provide our views on how to implement HARQ RTT timer extension in the RRC spec. 
2 Discussion 
In RAN2#117e, RAN2 discussed the option of helper variables to implement HARQ RTT timer extension in the MAC spec and finally agreed to implement in the RRC spec. There are some discussion in the post-meeting email discussion, yet not conclusion was made.
In our understanding, the following exemplary text during [post117e][101] is a good starting point.
	5.3.5.5.5              MAC entity configuration
…

1>  if the received mac-CellGroupConfig includes the drx-Config:
2> if this Serving cell is configured with bitmap downlinkHARQ-FeedbackDisabled:

3> extend value of drx-HARQ-RTT-TimerDL by UE-gNB RTT.

2>  if this Serving Cell is configured with bitmap uplinkHARQ-Mode:

3>  extend value of drx-HARQ-RTT-TimerUL by UE-gNB RTT.




However, the current wording is not very accurate as it may cause the HARQ RTT timer to be added with multiple times of UE-gNB RTT each time when drx-config is received. We suggest the following text proposal.
5.3.5.5.5              MAC entity configuration
…

1>  if the received mac-CellGroupConfig includes the drx-Config:
2> if this serving cell is configured with bitmap downlinkHARQ-FeedbackDisabled:

3> extend value of the received drx-HARQ-RTT-TimerDL by UE-gNB RTT.

2>  if this serving cell is configured with bitmap uplinkHARQ-Mode:

3>  extend value of the received drx-HARQ-RTT-TimerUL by UE-gNB RTT.

Proposal 1 Adopt the above text proposal for implementation of HARQ RTT timer extension.
3 Conclusion
Based on the discussion in section 2 we have following proposals: 
Proposal 1 Adopt the above text proposal for implementation of HARQ RTT timer extension.
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