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[bookmark: _Toc100872044]5.18.21	PPW Activation/Deactivation Command
If the UE is configured with pre-configured PPW, the network may send DL MAC CE for PPW Activation/Deactivation Command to the UE as in clause 6.1.3.42. For the activated PPW, the UE shall follow the specified UE behaviour in clause 5.24.
Upon the reception of the MAC CE for PPW Activation/Deactivation Command, the MAC entity shall:
1>	if the DL MAC CE for PPW Activation/Deactivation Command indicates the deactivation of a pre-configured PPW:
2>	deactivate the PPW.
1>	else if the DL MAC CE for PPW Activation/Deactivation Command indicates the activation of a pre-configured PPW:
[bookmark: _GoBack]2>	activate the PPW and perform according to the procedure specified in clause 5.24.
NEXT CHANGE
[bookmark: _Toc100872145]6.1.3.42	PPW Activation/Deactivation Command MAC CE
The PPW Activation/Deactivation Command MAC CE is identified by MAC subheader with eLCID as specified in Table 6.2.1-1b.
It has variable size and consists of a single octet with fields defined as follows (Figure 6.1.3.42-1):
-	numEntry: This field indicates the number of entries N-1 in the MAC CE. 00 indicates that N equals to 12; 01 indicates that N equals to 2 3 and so on. The length of the field is 2 bits;
-	Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-	PPW ID: This field indicates the PPW configured on active DL BWP of the Serving Cell identified by the above Serving Cell ID. The length of the field is 2 bits;
-	A/D: This field indicates the activation or deactivation of the PPW. The field is set to 1 to indicate activation, otherwise it indicates deactivation. The length of the field is 1 bit.
-	R: Reserved bit, set to 0.


Figure 6.1.3.42-1: PPW Activation/Deactivation Command MAC CE
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