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3.2	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1], in TS 36.300 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1] and TS 36.300 [2].
BH RLC channel: an RLC channel between two nodes, which is used to transport backhaul packets.
Boundary IAB-node: as defined in TS 38.401 [4].
CAG Cell: a PLMN cell broadcasting at least one Closed Access Group identity.
CAG Member Cell: for a UE, a CAG cell broadcasting the identity of the selected PLMN, registered PLMN or equivalent PLMN, and for that PLMN, a CAG identifier belonging to the Allowed CAG list of the UE for that PLMN.
CAG-only cell: a CAG cell that is only available for normal service for CAG UEs.
Cell-Defining SSB: an SSB with an RMSI associated.
Child node: IAB-DU's and IAB-donor-DU's next hop neighbour node; the child node is also an IAB-node.
Conditional Handover (CHO): a handover procedure that is executed only when execution condition(s) are met.
CORESET#0: the control resource set for at least SIB1 scheduling, can be configured either via MIB or via dedicated RRC signalling.
DAPS Handover: a handover procedure that maintains the source gNB connection after reception of RRC message for handover and until releasing the source cell after successful random access to the target gNB.
Direct Path: a type of UE-to-Network transmission path, where data is transmitted between a UE and the network without sidelink relaying.
Downstream: Direction toward child node or UE in IAB-topology.
Early Data Forwarding: data forwarding that is initiated before the UE executes the handover.
Earth-centered, earth-fixed: A global geodetic reference system for the Earth intended for practical applications of mapping, charting, geopositioning and navigation, as specified in NIMA TR 8350.2 [51].
Feeder link: Wireless link between the NTN Gateway and the NTN payload.
Geosynchronous Orbit: Earth-centered orbit at approximately 35786 kilometres above Earth's surface and synchronised with Earth's rotation. A geostationary orbit is a non-inclined geosynchronous orbit, i.e. in the Earth's equator plane.
gNB: node providing NR user plane and control plane protocol terminations towards the UE, and connected via the NG interface to the 5GC.
High Altitude Platform Station: airborne vehicle embarking the NTN payload placed at an altitude between 8 and 50 km.
IAB-donor: gNB that provides network access to UEs via a network of backhaul and access links.
IAB-donor-CU: as defined in TS 38.401 [4].
IAB-donor-DU: as defined in TS 38.401 [4].
IAB-DU: gNB-DU functionality supported by the IAB-node to terminate the NR access interface to UEs and next-hop IAB-nodes, and to terminate the F1 protocol to the gNB-CU functionality, as defined in TS 38.401 [4], on the IAB-donor.
IAB-MT: IAB-node function that terminates the Uu interface to the parent node using the procedures and behaviours specified for UEs unless stated otherwise. IAB-MT function used in 38-series of 3GPP Specifications corresponds to IAB-UE function defined in TS 23.501 [3].
IAB-node: RAN node that supports NR access links to UEs and NR backhaul links to parent nodes and child nodes. The IAB-node does not support backhauling via LTE.
IAB topology: The unison of all IAB-nodes and IAB-donor-DUs that are interconnected via BH links and terminate F1 and/or RRC at the same IAB-donor-CU.
Indirect Path: a type of UE-to-Network transmission path, where data is forwarded via a U2N Relay UE between a U2N Remote UE and the network.
[bookmark: _GoBack]Inter-donor partial migration: Migration of an IAB-MT to a parent node underneath a different IAB-donor-CU while the collocated IAB-DU and its descendant IAB-node(s), if any, are terminated at the initial IAB-donor-CU. The procedure renders the said IAB-node as a boundary IAB-node.
Intra-system Handover: Handover that does not involve a CN change (EPC or 5GC).
Inter-system Handover: Handover that involves a CN change (EPC or 5GC).
Late Data Forwarding: data forwarding that is initiated after the source NG-RAN node knows that the UE has successfully accessed a target NG-RAN node.
Mapped Cell ID: In NTN, it corresponds to a fixed geographical area.
MSG1: preamble transmission of the random access procedure for 4-step random access (RA) type.
MSG3: first scheduled transmission of the random access procedure.
MSGA: preamble and payload transmissions of the random access procedure for 2-step RA type.
MSGB: response to MSGA in the 2-step random access procedure. MSGB may consist of response(s) for contention resolution, fallback indication(s), and backoff indication.
Multi-hop backhauling: Using a chain of NR backhaul links between an IAB-node and an IAB-donor.
ng-eNB: node providing E-UTRA user plane and control plane protocol terminations towards the UE, and connected via the NG interface to the 5GC.
NG-C: control plane interface between NG-RAN and 5GC.
NG-U: user plane interface between NG-RAN and 5GC.
NG-RAN node: either a gNB or an ng-eNB.
Non-CAG Cell: a PLMN cell which does not broadcast any Closed Access Group identity.
Non-Geosynchronous orbit: Earth-centered orbit with an orbital period that does not match Earth's rotation on its axis. This includes Low and Medium Earth Orbit (LEO and MEO).
Non-terrestrial network: An NG-RAN consisting of gNBs, which provide non-terrestrial NR access to UEs by means of an NTN payload embarked on an airborne or space-borne NTN vehicle and an NTN Gateway.
NR backhaul link: NR link used for backhauling between an IAB-node and an IAB-donor, and between IAB-nodes in case of a multi-hop backhauling.
NR sidelink communication: AS functionality enabling at least V2X communication as defined in TS 23.287 [40], between two or more nearby UEs, using NR technology but not traversing any network node.
NTN Gateway: an earth station located at the surface of the earth, providing connectivity to the NTN payload using the feeder link. An NTN Gateway is a TNL node.
NTN payload: a network node, embarked on board a satellite or high altitude platform station, providing connectivity functions, between the service link and the feeder link. In the current version of this specification, the NTN payload is a TNL node.
Numerology: corresponds to one subcarrier spacing in the frequency domain. By scaling a reference subcarrier spacing by an integer N, different numerologies can be defined.
Parent node: IAB-MT's next hop neighbour node; the parent node can be IAB-node or IAB-donor-DU
PC5 Relay RLC channel: an RLC channel between L2 U2N Remote UE and L2 U2N Relay UE, which is used to transport packets over PC5 for L2 UE-to-Network Relay.
PLMN Cell: a cell of the PLMN.
RedCap UE: A UE with reduced capabilities as specified in clause 4.2.21.1. in TS 38.306 [11].
Relay discovery: AS functionality enabling 5G ProSe UE-to-Network Relay Discovery as defined in TS 23.304 [48], using NR technology but not traversing any network node.
Satellite: a space-borne vehicle orbiting the Earth embarking the NTN payload.
Service link: Wireless link between the NTN payload and UE.
SNPN Access Mode: mode of operation whereby a UE only accesses SNPNs.
SNPN-only cell: a cell that is only available for normal service for SNPN subscribers.
SNPN Identity: the identity of Stand-alone NPN defined by the pair (PLMN ID, NID).
Transmit/Receive Point: Part of the gNB transmitting and receiving radio signals to/from UE according to physical layer properties and parameters inherent to that element.
U2N Relay UE: a UE that provides functionality to support connectivity to the network for U2N Remote UE(s).
U2N Remote UE: a UE that communicates with the network via a U2N Relay UE.
Upstream: Direction toward parent node in IAB-topology.
Uu Relay RLC channel: an RLC channel between L2 U2N Relay UE and gNB, which is used to transport packets over Uu for L2 UE-to-Network Relay.
V2X sidelink communication: AS functionality enabling V2X communication as defined in TS 23.285 [41], between nearby UEs, using E-UTRA technology but not traversing any network node.
Xn: network interface between NG-RAN nodes.	
<Unchanged text is omitted>


Next Modification
<Unchanged text is omitted>

4.7	Integrated Access and Backhaul
[bookmark: _Toc76504876][bookmark: _Toc37231840][bookmark: _Toc52551224][bookmark: _Toc46501893][bookmark: _Toc51971241]4.7.1	Architecture
[bookmark: _Toc51971243][bookmark: _Toc46501895][bookmark: _Toc52551226][bookmark: _Toc37231842][bookmark: _Toc76504878]Integrated access and backhaul (IAB) enables wireless relaying in NG-RAN. The relaying node, referred to as IAB-node, supports access and backhauling via NR. The terminating node of NR backhauling on network side is referred to as the IAB-donor, which represents a gNB with additional functionality to support IAB. Backhauling can occur via a single or via multiple hops. The IAB architecture is shown in Figure 4.7.1-1.
The IAB-node supports the gNB-DU functionality, as defined in TS 38.401 [4], to terminate the NR access interface to UEs and next-hop IAB-nodes, and to terminate the F1 protocol to the gNB-CU functionality, as defined in TS 38.401 [4], on the IAB-donor. The gNB-DU functionality on the IAB-node is also referred to as IAB-DU.
In addition to the gNB-DU functionality, the IAB-node also supports a subset of the UE functionality referred to as IAB-MT, which includes, e.g., physical layer, layer-2, RRC and NAS functionality to connect to the gNB-DU of another IAB-node or the IAB-donor, to connect to the gNB-CU on the IAB-donor, and to the core network.
The IAB-node can access the network using either SA mode or EN-DC. In EN-DC, the IAB-node connects via E-UTRA to a MeNB, and the IAB-donor terminates X2-C as SgNB (TS 37.340 [21]).


Figure 4.7.1-1: IAB architecture; a) IAB-node using SA mode with NGC; b) IAB-node using EN-DC
All IAB-nodes that are connected to an IAB-donor via one or multiple backhaul hops and controlled by this IAB-donor via F1AP and/or RRC form an IAB topology with the IAB-donor as its root (Fig. 4.7.1-2). In this IAB topology, the neighbour node of the IAB-DU or the IAB-donor-DU is referred to as the child node and the neighbour node of the IAB-MT is referred to as the parent node. The direction toward the child node is referred to as downstream while the direction toward the parent node is referred to as upstream. The IAB-donor performs centralized resource, topology and route management for its IAB topology.


Figure 4.7.1-2: Parent- and child-node relationship for IAB-node
<Unchanged text is omitted>
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<Unchanged text is omitted>
[bookmark: _Toc37231849][bookmark: _Toc46501902][bookmark: _Toc51971250][bookmark: _Toc52551233][bookmark: _Toc100781913]4.7.4.3	Topological Redundancy
The IAB-node may have redundant routes to the IAB-donor-CU(s).
For IAB-nodes operating in SA-mode, NR DC can be used to enable route redundancy in the BH by allowing the IAB-MT to have concurrent BH links with two parent nodes. The parent nodes may be connected to the same or to different IAB-donor-CUs, which controls the establishment and release of redundant routes via these two parent nodes. The Either parent nodes's gNB-DU functionality together with the respective IAB-donor-CU obtains the role of the IAB-MT's master node and/or secondary node. The NR DC framework (e.g., MCG/SCG-related procedures) is used to configure the dual radio links with the parent nodes (TS 37.340 [21]).
The procedures for establishment of topological redundancy for IAB-nodes operating in SA-mode is captured in TS 38.401 [4].
An IAB-node operating in NR-DC may also use one of its links for BH connectivity with an IAB-donor and the other link for access-only connectivity with a separate gNB that does not assume IAB-donor role. The IAB-donor can have the MN or the SN role. The IAB-node may exchange F1-C traffic with the IAB-donor via the backhaul link and/or via the access link with the gNB. In the latter case, the F1-C messages are carried over NR RRC between the IAB-node and the gNB, and via XnAP between the gNB and the IAB-donor.
IAB-nodes operating in EN-DC can exchange F1-C traffic with the IAB-donor via the MeNB. The F1-C message is carried over LTE RRC using SRB2 between IAB-node and MeNB and via X2AP between MeNB and IAB-donor.
The procedures for establishment of redundant transport of F1-C for IAB-nodes using NR-DC and EN-DC are captured in TS 37.340 [21] and TS 38.401 [4].
[bookmark: _Toc37231850][bookmark: _Toc46501903][bookmark: _Toc51971251][bookmark: _Toc52551234][bookmark: _Toc100781914]4.7.4.4	Backhaul RLF Recovery
When the IAB-node using SA-mode declares RLF on the backhaul link, it can perform RLF recovery at another parent node underneath the same or a different IAB-donor-CU. In the latter case, the collocated IAB-DU and the IAB-DU(s) of its descendant node(s) may retain the F1 connectivity with the initial IAB-donor-CU in the same manner as for inter-donor partial migration.
The BH RLF recovery procedure for IAB-node are  is captured in TS 38.401 [4]. The BH RLF declaration for IAB-node and the aspects of RLF recovery by the IAB-MT are handled in clause 9.2.7 of the present document.
<Unchanged text is omitted>
Next Modification
<Unchanged text is omitted>
[bookmark: _Toc20387924][bookmark: _Toc29376003][bookmark: _Toc37231874][bookmark: _Toc46501929][bookmark: _Toc51971277][bookmark: _Toc52551260][bookmark: _Toc100781940]5.3.5.3	Uplink timing control
The gNB determines the desired Timing Advance setting and provides that to the UE/IAB-MT. The UE/IAB-MT uses the provided TA to determine its uplink transmit timing relative to the UE's/IAB-MTs observed downlink receive timing.
An IAB-node may support additional modes for uplink timing:
-	The IAB-MT uses the provided TA plus a provided an additional offset to determine its uplink transmission timing, to facilitate the parent node's IAB-MT Rx / IAB-DU Rx multiplexing;
-	The IAB-MT aligns its uplink transmission timing to the collocated IAB-DU downlink transmission timing, to facilitate IAB-MT Tx / IAB-DU Tx multiplexing of this IAB-node.
The IAB-node’s uplink timing mode is indicated by the parent node via MAC-CE.
<Unchanged text is omitted>
Next Modification
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6.11.1	Services and Functions
The main service and functions of the BAP sublayer include:
-	Transfer of data;
-	Routing of packets to next hop;
-	Determination of BAP destination and BAP path for packets from upper layers;
-	Determination of egress BH RLC channels for packets routed to next hop;
-	Differentiating traffic to be delivered to upper layers from traffic to be delivered to egress link;
-	Flow control feedback and polling signalling;
-	BH RLF detection indication, BH RLF recovery indication, and BH RLF indication.
-	BAP header rewriting
[bookmark: _Toc37231915][bookmark: _Toc46501970][bookmark: _Toc51971318][bookmark: _Toc52551301][bookmark: _Toc100781982]6.11.2	Traffic Mapping from Upper Layers to Layer-2
In upstream direction, the IAB-donor-CU configures the IAB-node with mappings between upstream F1 and non-F1 traffic originated at the IAB-node, and the appropriate BAP routing ID, next-hop BAP address and BH RLC channel. A specific mapping is configured:
-	for each F1-U GTP-U tunnel;
-	for non-UE associated F1AP messages;
-	for UE-associated F1AP messages;
-	for non-F1 traffic.
Multiple mappings can contain the same BH RLC channel and/or next-hop BAP address and/or BAP routing ID. In case the IAB-MT is NR-dual-connected (SA mode only), the mapping may include two separate BH RLC channels, where the two BH RLC channels are established toward different parent nodes.
In case the IAB-node is configured with multiple IP addresses for F1-C on the NR leg, multiple mappings can be configured for non-UE-associated F1AP messages or UE-associated F1AP messages. The appropriate mapping is selected based on the IAB- node's implementation.
These traffic mapping configurations are performed via F1AP. For a boundary IAB-node, the traffic mapping configuration includes information that allows the boundary IAB-node to determine the IAB topology the mapping applies to.
During IAB-node integration, a default BH RLC channel and a default BAP routing ID may be configured via RRC, which can be used for non-F1-U traffic. These default configurations may be updated during topology adaptation scenarios as discussed in TS 38.401 [4].
In downstream direction, traffic mapping occurs internal to the IAB-donor. Transport for IAB-donors that use split-gNB architecture is handled in TS 38.401 [4].
[bookmark: _Toc37231916][bookmark: _Toc46501971][bookmark: _Toc51971319][bookmark: _Toc52551302][bookmark: _Toc100781983]6.11.3	Routing, BAP Header Rewriting and BH-RLC-channel Mapping on BAP sublayer


Figure 6.11.3-1: Routing and BH RLC channel selection on BAP sublayer
Routing on BAP sublayer uses the BAP routing ID, which is configured by the IAB-donor-CU. The BAP routing ID consists of BAP address and BAP path ID. The BAP address is used for the following purposes:
1.	Determination if a packet has reached the destination node, i.e. IAB-node or IAB-donor-DU, on BAP sublayer. This is the case if the BAP address in the packet's BAP header matches the BAP address configured via RRC on the IAB-node, or via F1AP on the IAB-donor-DU. For a dual-connected boundary IAB-node that is configured with two BAP addresses, the BAP address in the packet's BAP header is matched with the BAP address configured by the CU of the IAB topology, where the packet has been received.
2.	Determination of the next-hop node for packets that have not reached their destination. This applies to packets arriving from a prior hop on BAP sublayer or that have been received from IP layer.
For packets arriving from a prior hop or from upper layers, the determination of the next-hop node is based on a routing configuration provided by the IAB-donor-CU via F1AP signalling or a default configuration provided by the IAB-donor-CU via RRC signalling. This F1AP configuration contains the mapping between the BAP routing ID carried in the packet's BAP header and the next-hop node's BAP address.
Table 6.11.3-1: Routing configuration
	BAP routing ID
	Next-hop BAP address

	Derived from BAP packet's BAP header
	Egress BH link to forward packet



The IAB-node resolves the next-hop BAP address to a physical backhaul link. For this purpose, the IAB-donor-CU provides the IAB-node/IAB-donor-DU with its child-node's BAP address via F1AP, and it provides the IAB-node with its parent-node's BAP address via RRC. For a boundary IAB-node, the routing configuration also indicates the IAB topology it applies to. The BH link to the next-hop node and the next-hop BAP address belong to the IAB topology of the CU that provided the RRC configuration of the BH link to that next-hop node.
The IAB-node can receive multiple routing configurations with the same destination BAP address but different BAP path IDs. These routing configurations may resolve to the same or different egress BH links.
In case the BH link resolved from the routing entry is considered unavailable for this packet, the IAB-node may perform local rerouting as defined in TS38.340 [31], i.e., select another BH link by considering only the packet's BAP address and by disregarding the BAP path ID. In this manner, the packet can be delivered via an alternative path as defined in TS 38.340 [31].
A BH link may be considered unavailable in case the BH link has RLF. A parent link may be considered unavailable after a BH RLF detection indication has been received on this parent link and before a subsequent BH RLF recovery indication has been received on the same parent link. For DL traffic, a BH link may be considered unavailable due to congestion derived from flow-control feedback information, as defined in TS 38.340 [31]. For UL traffic, after inter-donor-DU migration of an IAB-node, the egress BH link corresponding to the BAP Routing ID of a received BAP PDU with the BAP address of the original IAB-donor-DU, may be considered unavailable. 
For a boundary IAB-node, the routing configuration may carry information on the IAB topology the configuration applies to.
The IAB-node may rewrite the BAP routing ID in the packet's BAP header under the following circumstances:
-	A packet is routed between two IAB topologies via a boundary IAB-node as defined in TS 38.401[31]. In this case, the BAP routing ID carried by the received BAP PDU is allocated by the IAB-donor-CU of the ingress IAB topology, while the BAP routing ID carried by the BAP PDU after header rewriting is allocated by the IAB-donor-CU of the egress IAB topology.
-	An upstream packet is locally re-routed to a different IAB-donor-DU than indicated by the BAP address in the BAP header of the received packet. The rewritten BAP header carries the BAP address of the alternative IAB-donor-DU and the BAP path ID for a path to this alternative IAB-donor-DU. BAP header rewriting for upstream inter-IAB-donor-DU local rerouting is only applied if neither routing nor local re-routing without header rewriting resolve to an available egress BH link.
For packets that are routed between two IAB topologies via a boundary IAB-node, the BAP header rewriting configuration is provided via F1AP, and it includes the ingress BAP routing ID, the egress BAP routing ID, and it indicates the egress IAB topology:
Table 6.11.3-2a: BAP header rewriting configuration
	Ingress BAP routing ID
	Egress BAP routing ID
	Egress topology indicator

	BAP routing ID carried in the BAP header of the received BAP PDU
	BAP routing ID carried in the BAP header of the transmitted BAP PDU
	Indicates the egress IAB topology.



For upstream packets that are locally re-routed to a different IAB-donor-DU, the BAP header is rewritten with a BAP routing ID contained in the routing entry that was selected for re-routing.
Details of BAP header rewriting are defined in TS 38.340 [31].
When routing a packet from an ingress to an egress BH link, the IAB-node derives the egress BH RLC channel on the egress BH link through an F1AP-configured mapping from the BH RLC channel used on the ingress BH link. The BH RLC channel IDs used for ingress and egress BH RLC channels are generated by the IAB-donor-CU. Since the BH RLC channel ID only has link-local scope, the mapping configurations also include the BAP addresses of prior and next hop:
Table 6.11.3-2: BH RLC channel mapping configuration
	Next-hop BAP address
	Prior-hop BAP address
	Ingress RLC channel ID
	Egress RLC channel ID

	Derived from routing configuration
	Derived from packet's ingress BH link
	Derived from packet's ingress BH RLC channel
	BH RLC channel on egress BH link to forward packet



For a boundary IAB-node, the BH RLC channel mapping configuration may also include indicators for the IAB topology of the ingress and of the egress BH link.
The IAB-node resolves the BH RLC channel IDs from logical channel IDs based on the configuration by the IAB-donor-CU. The IAB-MT obtains the BH RLC channel ID in the RRC configuration of the corresponding logical channel. The IAB-DU obtains the BH RLC channel ID in the F1AP configuration of the BH RLC channel.
<Unchanged text is omitted>
Next Modification
<Unchanged text is omitted>
IAB Resource Configuration
If, the IAB-DU and the IAB-MT of an IAB-node are subject to a half-duplex constraint, as correct transmission/reception by one cannot be guaranteed during transmission/reception by the other and vice versa, e.g., when collocated and operating in the same frequency. If an IAB-node supports enhanced frequency or spatial multiplexing capabilities, additional multiplexing modes can be supported, i.e. IAB-MT Rx / IAB-DU Rx, IAB-MT Tx / IAB-DU Tx, IAB-MT Rx / IAB-DU Tx, IAB-MT Tx / IAB-DU Rx. An IAB-node can report its duplexing constraints between the IAB-MT and the collocated IAB-DU via F1AP. An IAB-node can indicate via F1AP whether or not FDM is required for an enhanced multiplexing operation.
The scheduler on an IAB-DU or IAB-donor-DU complies with the gNB-DU resource configuration received via F1AP, which defines the usage of scheduling resources to account for the aforementioned duplexing constraint.
The resource configuration assigns an attribute of hard, soft or unavailable to each symbol of each DU cell. Transmission/reception can occur for symbols configured as hard, whereas scheduling cannot occur, except for some special cases, for symbols configures as unavailable. For symbols configured as soft, scheduling can occur conditionally on an explicit indication of availability by the parent node via DCI format 2_5, or on an implicit determination of availability by the IAB-node. The implicit determination of availability is determined by the IAB-node depending on whether or not the operation of the IAB-DU would have an impact on the collocated IAB-MT.
The resource configuration can be shared among neighbouring IAB-nodes and IAB-donors to facilitate interference management, dual connectivity, and enhanced multiplexing.
To facilitate transitioning from IAB-MT to IAB-DU operation and vice versa, guard symbols can be used to overcome potentially misaligned symbol boundaries between the IAB-MT domain  operation and the IAB-DU domain operation (e.g., IAB-MT Rx boundaries are not aligned with the IAB-DU Tx boundaries). Specifically, an IAB-node can indicate to a parent node a number of desired guard symbols, while the parent node can indicate to the IAB-node the number of actually provided guard symbols for specific transitions.
An IAB-node supporting enhanced multiplexing capabilities, i.e., IAB-MT Rx / IAB-DU Rx, IAB-MT Tx / IAB-DU Tx, IAB-MT Rx / IAB-DU Tx, IAB-MT Tx / IAB-DU Rx, can provide via MAC-CE to a parent node information to facilitate scheduling for enhanced multiplexing operation by the IAB-node, specifically:
-	recommended IAB-MT's Tx/Rx beams;
-	desired IAB-MT Tx PSD range;
-	desired parent node's IAB-DU Tx power adjustment;
-	required IAB-MT's uplink transmission timing mode.
Correspondingly, the parent node can provide via MAC-CE information via MAC-CE to the IAB-node to facilitate enhanced multiplexing at the IAB-node and/or at the parent node:
-	restricted IAB-DU Tx beams;
-	actual parent node's IAB-DU Tx power adjustment;
-	IAB-MT's uplink transmission timing mode.
<Unchanged text is omitted>
End of Changes 
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