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1. Introduction
This contribution aims to discuss [B103] for TS38.331.
2. Discussion
It was agreed that a L2 U2N relay UE may transmit notification message upon reception of handover command, which is not associated with CHO. In current specification, the U2N Relay UE can initiate the procedure upon reception of an RRCReconfiguration including the reconfigurationWithSync. However, CHO configuration is also included in RRCReconfiguration including the reconfigurationWithSync (see below). 
CondReconfigToAddModList
The IE CondReconfigToAddModList concerns a list of conditional reconfigurations to add or modify, with for each entry the condReconfigId and the associated condExecutionCond and condRRCReconfig.

CondReconfigToAddModList information element
-- ASN1START

-- TAG-CONDRECONFIGTOADDMODLIST-START

CondReconfigToAddModList-r16 ::= SEQUENCE (SIZE (1.. maxNrofCondCells-r16)) OF CondReconfigToAddMod-r16

CondReconfigToAddMod-r16 ::=     SEQUENCE {

    condReconfigId-r16               CondReconfigId-r16,

    condExecutionCond-r16            SEQUENCE (SIZE (1..2)) OF MeasId                      OPTIONAL,    -- Cond condReconfigAdd

    condRRCReconfig-r16              OCTET STRING (CONTAINING RRCReconfiguration)          OPTIONAL,    -- Cond condReconfigAdd

    ...

}

-- TAG-CONDRECONFIGTOADDMODLIST-STOP

-- ASN1STOP

Observation 1: RRCReconfiguration including the reconfigurationWithSync includes both ordinary HO and CHO.
Proposal 1: CHO should be excluded in ‘an RRCReconfiguration including the reconfigurationWithSync’. Namely, ‘not associated with CHO’ can be added.
Proposal 2: RAN2 agree with TP shown below.
Text Proposal
<begin>
5.8.9.10.2
Initiation

The U2N Relay UE can initiate the procedure when one of the following conditions is met:

1>
upon Uu RLF as specified in 5.3.10;

1>
upon reception of an RRCReconfiguration including the reconfigurationWithSync not associated with CHO;

1>
upon cell reselection;

1>
upon L2 U2N Relay UE’s RRC connection failure including RRC connection reject as specified in 5.3.3.5 and 5.3.13.10, and T300 expiry as specified in 5.3.3.7, and RRC resume failure as specified in 5.3.13.5;
<end>
Conclusion

In this contribution, the following observation and proposals are given based on the discussion:
Observation 1: RRCReconfiguration including the reconfigurationWithSync includes both ordinary HO and CHO.

Proposal 1: CHO should be excluded in ‘an RRCReconfiguration including the reconfigurationWithSync’. Namely, ‘not associated with CHO’ can be added.
Proposal 2: RAN2 agree with TP shown below.
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