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1. Introduction
This contribution aims to discuss [B107] for TS38.331.
2. Discussion
According to section 7.1, ‘the (re)selected L2 U2N Relay UE becomes unsuitable’ is added as stop condition of T301 in sidelink relay topic. However, it has not been captured in the procedure text.
In legacy, ‘the selected cell becomes unsuitable’ is a stop condition of T301, which is captured in 5.3.7.7 as follows. We propose that ‘the (re)selected L2 U2N Relay UE becomes unsuitable’ also can be captured in this section.
5.3.7.7
T301 expiry or selected cell no longer suitable
The UE shall:

1>
if timer T301 expires; or

1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in TS 38.304 [20]:

2>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection

Proposal 1: ‘the (re)selected L2 U2N Relay UE becomes unsuitable’ as a stop condition for T301 can be captured in this section 5.3.7.7.

Proposal 2: RAN2 agree with TP shown below.
Text Proposal
<begin>
5.3.7.7
T301 expiry or selected cell/relay no longer suitable
The UE shall:

1>
if timer T301 expires;
1>
if the selected cell becomes no longer suitable according to the cell selection criteria as specified in TS 38.304 [20]; or
1> if the (re)selected L2 U2N Relay UE becomes no longer suitable according to the relay selection criteria as specified in TS 38.300 [2];
2>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection

<end>
Conclusion

In this contribution, the following observation and proposals are given based on the discussion:
Proposal 1: ‘the (re)selected L2 U2N Relay UE becomes unsuitable’ as a stop condition for T301 can be captured in this section 5.3.7.7.

Proposal 2: RAN2 agree with TP shown below.
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