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=====================================================CHANGE BEGIN============================================================
[bookmark: _Toc60777407][bookmark: _Toc90651279]–	TAG-Config
The IE TAG-Config is used to configure parameters for a time-alignment group.
TAG-Config information element
-- ASN1START
-- TAG-TAG-CONFIG-START

TAG-Config ::=                      SEQUENCE {
    tag-ToReleaseList                   SEQUENCE (SIZE (1..maxNrofTAGs)) OF TAG-Id                          OPTIONAL,   -- Need N
    tag-ToAddModList                    SEQUENCE (SIZE (1..maxNrofTAGs)) OF TAG                             OPTIONAL    -- Need N
}

TAG ::=                             SEQUENCE {
    tag-Id                              TAG-Id,
    timeAlignmentTimer                  TimeAlignmentTimer,
    ...
}

TAG-Id ::=                          INTEGER (0..maxNrofTAGs-1)

TimeAlignmentTimer ::=              ENUMERATED {ms500, ms750, ms1280, ms1920, ms2560, ms5120, ms10240, infinity}

-- TAG-TAG-CONFIG-STOP
-- ASN1STOP

	TAG field descriptions

	tag-Id
Indicates the TAG of the SpCell or an SCell, see TS 38.321 [3]. Uniquely identifies the TAG within the scope of a Cell Group (i.e. MCG or SCG).

	timeAlignmentTimer
Value in ms of tThe timeAlignmentTimer for TAG with ID tag-Id, as specified in TS 38.321 [3].



=====================================================NEXT CHANGE ============================================================

–	TimeAlignmentTimer
The IE TimeAlignmentTimer is used to configure the time alignment timer as specific in TS 38.321 [3]. The values are in ms.
TimeAlignmentTimer information element
-- ASN1START
-- TAG-TIMEALIGNMENTTIMER-START

TimeAlignmentTimer ::=              ENUMERATED {ms500, ms750, ms1280, ms1920, ms2560, ms5120, ms10240, infinity}

-- TAG-TIMEALIGNMENTTIMER -STOP
-- ASN1STOP

	TAG field descriptions

	tag-Id
Indicates the TAG of the SpCell or an SCell, see TS 38.321 [3]. Uniquely identifies the TAG within the scope of a Cell Group (i.e. MCG or SCG).



===================================================== CHANGE END============================================================
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