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[bookmark: _Toc27765178][bookmark: _Toc37680845][bookmark: _Toc46486416][bookmark: _Toc52546761][bookmark: _Toc52547291][bookmark: _Toc52547821][bookmark: _Toc52548351][bookmark: _Toc100881102][bookmark: _Toc100881128]6.4.3	Common NR Positioning Information Elements
–	NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
The IE NR-On-Demand-DL-PRS-Configurations-Selected-IndexList is used by the location server to provide the selected pre-defined on-demand PRS configurations of nr-On-Demand-DL-PRS-Configurations to the target device.
In the case of assistance data for multiple NR positioning methods are provided, the IE nr-On-Demand-DL-PRS-Configurations shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
-- ASN1START

NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17 ::=  SEQUENCE (SIZE (1..maxDL-PRS-Configs-r17)) OF 
											DL-PRS-Configuration-ID-r17		OPTIONAL,	-- Need ON
}

-- ASN1STOP

NEXT CHANGE
[bookmark: _Toc12618267][bookmark: _Toc37681189][bookmark: _Toc46486761][bookmark: _Toc52547106][bookmark: _Toc52547636][bookmark: _Toc52548166][bookmark: _Toc52548696][bookmark: _Toc100881464]6.5.10.1	NR DL-TDOA Assistance Data
[bookmark: _Toc12618268][bookmark: _Toc37681190][bookmark: _Toc46486762][bookmark: _Toc52547107][bookmark: _Toc52547637][bookmark: _Toc52548167][bookmark: _Toc52548697][bookmark: _Toc100881465]–	NR-DL-TDOA-ProvideAssistanceData
The IE NR-DL-TDOA-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-TDOA. It may also be used to provide NR DL-TDOA positioning specific error reason.
-- ASN1START

NR-DL-TDOA-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16 	OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL, 	-- Cond UEB
	nr-DL-TDOA-Error-r16				NR-DL-TDOA-Error-r16				OPTIONAL,	-- Need ON
	...,
	[[ nr-On-Demand-DL-PRS-Configurations-r17
										NR-On-Demand-DL-PRS-Configurations-r17
																			OPTIONAL,	-- Need ON
		nr-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
								NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17SEQUENCE (SIZE (1..maxDL-PRS-Configs-r17)) OF 
											DL-PRS-Configuration-ID-r17		OPTIONAL,	-- Need ON
		area-ID-CellList-r17				Area-ID-CellList-r17				OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present, need ON, for UE based NR DL-TDOA; otherwise it is not present.



	NR-DL-TDOA-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-DL-TDOA-ProvideAssistanceData message. 

	nr-PositionCalculationAssistance
This field provides position calculation assistance data for UE-based mode.

	nr-DL-TDOA-Error
This field provides DL-TDOA error reasons.

	nr-On-Demand-DL-PRS-Configurations
This field provides a set of available DL-PRS configurations which can be requested by the target device on-demand.
NOTE 1: 	In the case of available on-demand DL-PRS configurations for multiple NR positioning methods are provided, the nr-On-Demand-DL-PRS-Configurations shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
NOTE 2: 	If this field is absent but the nr-On-Demand-DL-PRS-Configurations-Selected-IndexList is present, the nr-On-Demand-DL-PRS-Configurations may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList
This field specifies the selected available on-demand DL-PRS configurations which are applicable for this NR-DL-TDOA-ProvideAssistanceData message.

	area-ID-CellList
This field specifies the network area for which this NR-DL-TDOA-ProvideAssistanceData message is valid.
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[bookmark: _Toc37681210][bookmark: _Toc46486783][bookmark: _Toc52547128][bookmark: _Toc52547658][bookmark: _Toc52548188][bookmark: _Toc52548718][bookmark: _Toc100881487]–	NR-DL-AoD-ProvideAssistanceData
The IE NR-DL-AoD-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-AoD. It may also be used to provide NR DL-AoD positioning specific error reason.
-- ASN1START

NR-DL-AoD-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16		OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL,	-- Cond UEB
	nr-DL-AoD-Error-r16					NR-DL-AoD-Error-r16					OPTIONAL,	-- Need ON
	...,
	[[
	nr-DL-PRS-BeamInfo-r17				NR-DL-PRS-BeamInfo-r16				OPTIONAL,	-- Cond UEA
	nr-On-Demand-DL-PRS-Configurations-r17
										NR-On-Demand-DL-PRS-Configurations-r17
																			OPTIONAL,	-- Need ON
	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
								NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17SEQUENCE (SIZE (1..maxDL-PRS-Configs-r17)) OF 
											DL-PRS-Configuration-ID-r17		OPTIONAL,	-- Need ON
	area-ID-CellList-r17				Area-ID-CellList-r17				OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present, need ON, for UE based NR DL-AoD; otherwise it is not present.

	UEA
	The field is optionally present, need ON, for UE-assisted NR DL-AoD; otherwise it is not present.



	NR-DL-AoD-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-DL-AoD-ProvideAssistanceData message.

	nr-PositionCalculationAssistance
This field provides position calculation assistance data for UE-based mode.

	nr-DL-AoD-Error
This field provides DL-AoD error reasons.

	nr-DL-PRS-BeamInfo
This field provides spatial direction information of the DL-PRS Resources included in nr-DL-PRS-AssistanceData or indicated by nr-SelectedDL-PRS-IndexList.

	nr-On-Demand-DL-PRS-Configurations 
This field provides a set of available DL-PRS configurations which can be requested by the target device on-demand.
NOTE 1: 	In the case of available on-demand DL-PRS configurations for multiple NR positioning methods are provided, the nr-On-Demand-DL-PRS-Configurations shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
NOTE 2: 	If this field is absent but the nr-On-Demand-DL-PRS-Configurations-Selected-IndexList is present, the nr-On-Demand-DL-PRS-Configurations may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList
This field specifies the selected available on-demand DL-PRS configurations which are applicable for this NR-DL-AoD-ProvideAssistanceData message.

	area-ID-CellList
This field specifies the network area for which this NR-DL-AoD-ProvideAssistanceData message is valid.
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–	NR-Multi-RTT-ProvideAssistanceData
The IE NR-Multi-RTT-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted NR Multi-RTT. It may also be used to provide NR Multi-RTT positioning specific error reason.
-- ASN1START

NR-Multi-RTT-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16			NR-DL-PRS-AssistanceData-r16	OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16			NR-SelectedDL-PRS-IndexList-r16 OPTIONAL,	-- Need ON
	nr-Multi-RTT-Error-r16					NR-Multi-RTT-Error-r16			OPTIONAL,	-- Need ON
	...,
	[[ nr-On-Demand-DL-PRS-Configurations-r17
											NR-On-Demand-DL-PRS-Configurations-r17
																			OPTIONAL,	-- Need ON
		nr-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17
								NR-On-Demand-DL-PRS-Configurations-Selected-IndexList-r17SEQUENCE (SIZE (1..maxDL-PRS-Configs-r17)) OF 
											DL-PRS-Configuration-ID-r17		OPTIONAL,	-- Need ON
		area-ID-CellList-r17					Area-ID-CellList-r17			OPTIONAL	-- Need ON
	]]
}

-- ASN1STOP

	NR-Multi-RTT-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-DL-TDOA-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList
This field specifies the DL-PRS Resources which are applicable for this NR-Multi-RTT-ProvideAssistanceData message.

	nr-Multi-RTT-Error
This field provides Multi-RTT error reasons.

	nr-On-Demand-DL-PRS-Configurations
This field provides a set of available DL-PRS configurations which can be requested by the target device on-demand.
NOTE 1: 	In the case of available on-demand DL-PRS configurations for multiple NR positioning methods are provided, the nr-On-Demand-DL-PRS-Configurations shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
NOTE 2: 	If this field is absent but the nr-On-Demand-DL-PRS-Configurations-Selected-IndexList is present, the nr-On-Demand-DL-PRS-Configurations may be provided in IE NR-DL-AoD-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-On-Demand-DL-PRS-Configurations-Selected-IndexList
This field specifies the selected available on-demand DL-PRS configurations which are applicable for this NR-Multi-RTT-ProvideAssistanceData message.

	area-ID-CellList
This field specifies the network area for which this NR-Multi-RTT-ProvideAssistanceData message is valid.
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