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[bookmark: _Toc100938848]6.x.y	NR_pos_enh-Core
Table 6.x.y-1: Layer-2 and Layer-3 feature list for NR_pos_enh-Core
	Features
	Index
	Feature group
	Components
	Prerequisite feature groups
	Field name in TS 37.355 
	Parent IE in TS 37.355 
	Need of FDD/TDD differentiation
	Need of FR1/FR2 differentiation
	Note
	Mandatory/Optional

	xx. NR_Pos_enh-Core
	xx-1
	Scheduled Location Time
	Indicates whether the target device supports scheduled location requests.
	
	scheduledLocationRequest-r17 
	OTDOA-ProvideCapabilities or
A-GNSS-ProvideCapabilities or
ECID-Provide-Capabilities or
TBS-ProvideCapabilities or
Sensor-ProvideCapabilities or
WLAN-ProvideCapabilities or 
BT-ProvideCapabilities or
NR-ECID-ProvideCapabilities or
NR-DL-TDOA-ProvideCapabilities or
NR-DL-AoD-ProvideCapabilities or
NR-Multi-RTT-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-2
	10 ms ganularity for response time
	Indicates whether the 'ten-milli-seconds' response time unit is supported by the target device. 
	
	ten-ms-unit-ResponseTime-r17
	NR-ECID-ProvideCapabilities or
NR-DL-TDOA-ProvideCapabilities or
NR-DL-AoD-ProvideCapabilities or
NR-Multi-RTT-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-3
	PRS validity area
	Indicates whether the target device supports validity conditions for pre-configured assistance data.
	
	nr-dl-prs-AssistanceDataValidity-r17
	NR-DL-TDOA-ProvideCapabilities or 
NR-DL-AoD-ProvideCapabilities or 
NR-Multi-RTT-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-4a
	On-demand PRS for DL-TDOA
	Indicates whether the target device supports on-demand DL-PRS requests for DL-TDOA.
	
	[bookmark: _Hlk90246940]nr-DL-TDOA-On-Demand-DL-PRS-Support-r17
	NR-DL-TDOA-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-4b
	On-demand PRS request for DL-AoD
	Indicates whether the target device supports on-demand DL-PRS requests for DL-AoD.
	
	nr-DL-AoD-On-Demand-DL-PRS-Support-r17
	NR-DL-AoD-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-4c
	On-demand PRS request for multi-RTT
	Indicates whether the target device supports on-demand DL-PRS requests for Multi-RTT.
	
	nr-Multi-RTT-On-Demand-DL-PRS-Support-r17
	NR-Multi-RTT-ProvideCapabilities
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-5
	Service parameters for GNSS Integrity
	Indicates whether the target device supports the IE GNSS-Integrity-ServiceParameters.
	
	gnss-Integrity-ServiceParametersSupport-r17
	GNSS-CommonAssistanceDataSupport
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-6
	Service alert for GNSS Integrity
	Indicates whether the target device supports the IE GNSS-Integrity-ServiceAlert.
	
	gnss-Integrity-ServiceAlertSupport-r17
	GNSS-CommonAssistanceDataSupport
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-7
	Orbit parameters for GNSS Integrity
	Indicates whether the target device supports the IEs ORBIT-IntegrityParameters and SSR-IntegrityOrbitBounds.
	
	orbit-IntegritySup-r17
	GNSS-SSR-OrbitCorrectionsSupport-r15
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-8
	Code bias bound for GNSS Integrity
	Indicates whether the target device supports the IE SSR-IntegrityCodeBiasBounds.
	
	ssr-IntegrityCodeBiasBoundsSup-r17
	GNSS-SSR-CodeBiasSupport-r15
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-9
	Phase bias bound for GNSS Integrity
	Indicates whether the target device supported the IE SSR-IntegrityPhaseBiasBounds.
	
	ssr-IntegrityPhaseBiasBoundsSup-r17	
	GNSS-SSR-PhaseBiasSupport-r16
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-10
	STEC parameters for GNSS Integrity
	Indicates whether the target device supported the IE STEC-IntegrityParameters and STEC-IntegrityErrorBounds
	
	stec-IntegritySup-r17
	GNSS-SSR-STEC-CorrectionSupport-r16
	N/A
	N/A
	
	Optional with capability signalling

	
	xx-11
	Gridded correction parameters for GNSS Integrity
	Indicates whether the target device supports the IEs SSR-GriddedCorrectionIntegrityParameters and TropoDelayIntegrityErrorBounds.
	
	griddedCorrectionIntegritySup-r17
	GNSS-SSR-GriddedCorrectionSupport-r16
	N/A
	N/A
	
	Optional with capability signalling
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